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This Text-Book has been written expressly for Second and 
Third Tear Students of Applied Mechanics. It, therefore, 
forms a suitable companion to the Author's Text-Book on 
Steam and Stewm Engines, It also forms a direct continu- 
ation of his Elementary Manual on Applied Mechanics ; 
for it covers the Advanced Stage of the Science and Art 
Departments Examinations, and treats on many points 
4Jemanded by the Honoura Section. It will, moreover, be 
found of considerable use to those who aim at passing the 
Advanced and Honours Stages of the same Examinations in 
Machine Construction and Drawing, as well as the Exam- 
inations of the City and Guilds of London Institute in 
Mechanical Engineering. At the same time, the treatment 
of the subject is sufficiently general to satisfy the wants 
of other engineering students who do not happen to have 
these Special Examinations in view. 

The book has been divided into six parts : — 

^ f I. The Principle of Work and its Applications. 
Vfll-'^ 1 II. Gearing. 

illl. Motion and Energy. 
IV. Strength of Materials. 
V. Graphic Statics. 
VI. Hydraulics and Hydraulic Machinery, 



VI PREFACE. 

Parts I. and II. are now issued together as a First 
Volume. These two parts consist of Nineteen Lectures 
under the following general headings : — Definitions of 
Matter and Work — Diagrams of Work — Moments and 
Couples — The Principle of Work applied to Machines — Fric- 
tion of Plane Surfaces — Friction of Cylindrical Surfaces 
and Ships — Work absorbed by Friction in Bearings, &c. — 
Friction usefully applied by Clutches, Brakes, and Dynamo- 
meters — Inclined Plane and Screws — Efiiciency of Machines 
— Wheel Gearing — Friction Gearing — Teeth of Wheels — 
Cycloidal Teeth — In volute Teeth; Bevel and Mortice Wheels 
— Friction and Strength of Teeth — Belt, Rope, and Chain 
Gearing — Velocity-Ratio and Friction of, and Horse-Power 
Transmitted by. Belt and Rope Gearing — Miscellaneous 
Gearing. 

Great stress has been laid on principles, definitions, and 
uniformity of notation and symbols. The explanations, 
illustrations, and examples are such as will enable students 
to apply leading principles to practical work. In most 
instances direct reference has been made by footnotes to 
the latest and best books and to papers read before the 
leading Engineering Societies at home and abroad. 

In every part of the subject a number of examples have 
been fully worked out, and at the end of each Lecture 
a series of carefully selected questions has been arranged in 
the precise order ofy and relating solely to, the subject- 
matter of the Lecture, so that teachers and students may 
have a minimum of trouble in finding suitable examples. 

The Author has to thank many of his old students 



and friends for tbeir kind assistance in connection with the 
production of this book. 

Great care has been taken to avoid errors, but if any 
should be observed by readers, the Author will be glad to 
have them pointed out, and to receive any suggestions 
tending to increase the usefulness of the book. 

ANDREW" JAMIESON. 

The Glasoow and West of Scotland 
Tbchsical College, 
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Applied Mechanics is that branch of applied science which 
explains the principles upon which machines and structures are 
made ; how they act, and how their strength and efiiciency may 
be tested and calculated. 

In this treatise, we shall be chiefly concerned with the appli- 
cation of mechanical laws and principles to the determination 
of the equilibrium of machines, when acted on by forces; the 
transmission of power by machines and fluids ; the stresses in, 
and the stability of, structures in general. 

Although the student is expected to possess an elementary 
knowledge of the subject as far as it is treated in the author's 
Manual on Applied Mechanic8y yet it is necessary to define, and 
explain briefly, in their respective places, the more elementary 
terms which will be used in this book. The student should not 
content himself with merely learning by rote the definitions 
herein given, but he should first get a clear understanding of 
the whole meaning of the things defined, and then endeavour to 
acquire the facility of defining the terms in his own words. 

Definition. —Matter is anything which can be perceived by 
our senses, or which can exert, or be acted on by, force. 

What matter is in itself we know not, we only know it by 
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its properties, its effects on other pieces of matter, and on our 
senses. 

Definition. — Force is that which produces, or tends to pro- 
duce, motion or change of motion in the matter upon which it 
acts. 

So far as we are concerned we shall consider that mechanical 
force acts on matter either by a "push," "thrust," or "pressure/' 
or by a " pull." 

Unit of Force. — Since force is a measurable quantity, we must 
have a unit of force by which to measure other forces. In 
this country two units of force are in use, called, respectively, 
the Gravitation Unit and the Absolute Unit. The gravitation 
unit of force is adopted by engineers ; and is used in the solu- 
tion of most Statical problems in Theoretical Mechanics. The 
absolute unit of force is generally adopted in physical investiga- 
tions ; and, also, for convenience in most Kinetic problems in 
Theoretical Mechanics. 

The distinction between these two units of force will be under- 
stood from the following definitions : — 

Definition. — An Absolute Unit of Force may be defined as 
that force which, acting for unit time on unit mass, imparts to 
it unit velocity. 

This is the general definition of an absolute unit of force, and 
by substituting proper units for time, mass, and velocity we get 
the various absolute units of force for any system in which 
time, mass, and length are adopted as the fundamental units. 
An absolute unit of force is, therefore, quite independent of the 
various values of gravity at different latitudes and of all other 
variable forces. In other words, it is an independent and invari- 
able unit of force. 

If the units of time, mass, and velocity be the second, 
poiind, and foot per second respectively, we then get the 
following : — 

Definition. — The British Absolute Unit of Force, called the 
Poundal, is that force which, acting for one second on a mass of 
one pound, imparts to it a velocity of one foot per second. 

Definition. — Our Gravitation Unit of Force, called the Found, 
is the force required to support a mass of one pound avoirdupois 
against the attractive force of gravity at Greenwich sea level. 

HencO; the magnitude of a force, in gravitation units, is 
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numerically equal to the mass in pounds which it is just cap- 
able of supporting against gravity. 

Since all places on the earth's surface (even when at the same 
sea level) are not at the same distance from the centre of mass 
of the earth ; since the earth is not of uniform density, and since 
the effect of centrifugal force due to the earth's rotation, varies 
with the latitude (being greatest at the equator and zero at the 
poles), it is evident that the gravitation unit of force will vary 
with the locality. It is less at places near the equator than at 
places near the poles. For this reason, then, physicists have 
adopted the Absolute or Invariable Unit when dealing with 
problems in which the results are to be independent of locality 
and show a high degree of accuracy. 

Belation between the Gravitation and Absolute Units of Force. 
—The symbol g may be defined as the number of feet per second 
by which the attractive force of gravity would increase, during 
every second, the velocity of a body falling freely in vacuo near 
the earth's surface. The value of g is about 32*2 at the latitude 
of London. Olearly, then, the gravitation unit is g times the 
absolute unit. 

Hence, A force of one pound » g poundals. 

Or^ A force of one ponndal » - ponnd. 

Definition. — ^Work is said to be done by a force v^en it over* 
comes a resistance tlirough a distance along the line of action of 
the resistance. 

Hence, if a force act upon matter and causes relative motion 
of its atoms, or relative change of motion between one body and 
another, then the force is said to do work. 

In the mechanical sense of the term, tvork implies two things 
— (IHhat some effort has been exerted or a resistance overcome; 
(2) That something is moved or a displacement takes place. 
Hence the two elements of work are effort (or resistance) and 
motion (or displacement).* 

* The word " effort " is a very expressive term, implying the positive or 
active aspect of force; whereas the word *^ resistance'* naturally conveys 
to one the negative or opposing aspect of force. By Newton's Third Law 
action and reaction (or effort and resistance) are equal and opposite, 
hence the terms ** effort and action " or " resistance and re-action " are 
variously used in problems to denote one and the same force, according to 
the way iu which the problem is viewed. 



4 LECTURE I. 

The work done by a force is measured by the product of 
the numerical vcdue of the force and the numerical value of the 
displacement along its line of action. 

Definition. — The British Unit of Work, called the Foot-pound 
(ft.-lb.), is the work done when a force of one pound acts through 
a distance of one foot along its line of action. 

Definition. — The British Absolute Unit of Work, called the 
Foot-poundal (fk.-pdl.), is the work done when a force of one 
poundal acts through a distance of one foot along its line of 
action. 

The student will readily see that the gravitation unit of work 
is equal to g absolute units. Hence, to convert ft. -lbs. into 
ft.-pdls., multiply the former by g — i.e., by 32*2 for the latitude 
of London. 

Let P = Force in lbs. (supposed to be constant or uniform). 

„ L = Displacement of force in ft. (this displacement 
being along the line of action of the force). 

Then, from the above definitions, we get : — 

Work done = (P x L) ft.-lbs. 

The work done by a variable force will be considered in our 
next Lecture. In any case, if P represents the mean or average 
force during the displacement L, then P x L is the work 
done. 

Example I. — The bore of a pump is 8 inches, and the vertical 
lift is 54 yards, find the weight of the column lifted. If the 
stroke of the pump bucket be 9 feet, and the number of strokes 
8 per minute, find the work done in one hour. 

Answer. — Diameter of bucket = 8 ins. = f ft. ; vertical lift or 
head of water = 54 x 3 = 162 ft.; stroke of bucket = 9 ft.; 
number of strokes of bucket = 8 x 60 = 480 per hour. 

(1) To find the tveight of the column lifted. 

Volume of water lifted = Volume of column = jd I. 

„ „ = -7854 X (§)' X 162 = 56-55 cub. ft 

/. Weight of column lifted = 56-55 x 62*5 = 3,535 lbs. 
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(2) To find ike work done per hour. 
Work done in one stroke = Total preaswre on Jyucket x stroke. 

/• Work done per hoar =. 3,535 x 9 x 480. 
„ „ = 15,271,200 ft.-lbs. 

Work done by a Force Acting Obliquely to the Direction of 
Motion. — Keferring to the previous definition of work, the 
student will notice that the factor L, in the product P x L^ 
means the displacement of the point of application of the force, 
P, along its line of action. In many cases the line of action of 
the force is oblique to the line of motion, and we now proceed 
to show how the work done is measured in such cases. 

Consider the case of a body being drawn along a smooth in- 
clined plane, A B, by an effort, P, whose line of action is inclined 
at an angle, ^ to A B. 




Work done by ▲ Force Actino Obliquelt. 

Now, from elementary principles we know that P can be 
resolved into two components at right angles to each other. 
One (P cos &) in the direction A B, and the other (P sin 6) at 
right angles to A B. The point of application, O, of P, moves in 
a direction parallel to A B, and, hence, by the definition just 
referred to, the latter component (P sin &) does no toork. The 
only effect of this perpendicular or normal component is to 
diminish the pressure between the body and the plane AB. 
Hence, the only part of P which is effective in causing motion 
is the component (P cos ^) parallel to A B. 

Let the body be displaced from A to B. 

Then, Work done = P cos ^ x A B = P x A B cos ^. 

But, A B cos 6 is the length of the projection of the displace- 
ment, A B, on the line of action of the effort P, or, what is the 
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same thing, ifc is the length of the projection of the displacement 
on a line parallel to the line of action of P.* 

If we consider the resistance to motion instead of the effort, 
we get : — 

Work done = component ofW parallel to AB x displacement, A6. 
,, „ = "W" sin a X A B. 
J, „ = W X AB sin a. 
„ = W X B C. 

Here, again, B C is the length of the projection of A B on the 
direction or line of action of the resistance, "W. 

Hence, we have the following statement, which is often 
useful : — 

The work done by a force is equal to the product of the force 
into the length of the projection of the displacement on the line 
of action or direction of the force. 

Example II. — A body is dragged along a floor by means of a 
cord which makes a constant angle of 30° with the floor. The 
tension in the cord is 10 lbs., weight of body 30 lbs. Find (1) 
the work done in drawing the body 10 feet along the floor; and 
(2) the pressure between the body and the floor. 

Answer.— Here P = 10 lbs. ; W = 30 lbs. ; ^ = 30''; L = 10 ft. 

Resolving P into two components at right angles to each 
other; one in the direction of motion, and the other perpendi- 
<jular to it, we get : — 

Horizontal component = P cos ^. 
Vertical component = P sin &, 

Hence, (1) Work Done = P cos ^ x L. 

„ „ = 10 X cos 30** X 10. 

„ = 100 X -^ = 86-6 ft.-lbs. 

* Let A B and X Y, be any two lines inclined to each other at an angle, 0, 
From A and B draw perpendiculars A a, B & to X Y. Then a 6 is call^ the 



Orthogonal Pbojection. 



crthogonal projection of line A B on line X Y, and clearly a 5 = A B cos $, 
In the text the term projection is to be understood as o^ihogonal prqjecHen* 
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(2) The pressure between the body and the floor is equal to 
the weight of the bodj diminished by the vertical or normal 
oomponent of P. 

Pressure between body and floor = W — P sin tf. 

„ „ = 30 — 10 X sin30'. 

„ „ « 30 — 10 X i = 26 lbs. 

Proposition I. — The work done in lifting a body is indepen- 
dent of the path taken. 

When a body of weight, W, is lifted through a vertical height, 
A, the work done is simply W A, and is quite independent of the 
path described by the body in arriving at its new position. 

Suppose the body to be translated from A to B along any 
route, AabB. Consider 
the work done in moving 
the body from a to 5, 
these two points being 
taken so near to each 
other that the part of the 
curve, ab, lying between 
them may be regarded as 

a straight line. Through ^'^^.^ ^^^^^ ^^ Independent of the 
a draw a c horizontal and Path Taken. 

meeting a vertical through 

b at the point c. Then a 5 c is a small triangle, and since the 
resistance overcome is simply that of the weight, W, acting 
vertically downwards, we get : — 

Work done from atob = Wxbc. 

By dividing the whole path, A B, into a great number of 
parts such as a 6, we get for total displacement, A B : — 

Work done — W x S 6 c, 

where Z 5 c denotes the aurn of all such smcUl vertical distances 
like b c. 

But, 26c = BC = A. 

Work done « W x A.* 

Proposition II. — The work done in raising a body or system 
of bodies is eqnal to the total weight raised multiplied by tlie 

* This result might have been deduced at once by assuming the results 
just previously obtained for the case of the inclined plane, by observing 
that B C is equal in length to the projection of the displacement, A a 6 B, 
on the direction of the resistance, VV. This being a more general case 
than the one cited, we have thought it better to give an independent proof. 
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vertical height throngh which the centre of gravity of the 
body or system of bo&es has been raised. 

Suppose we have a number of weights, Wj, Wo, Wo, <fec., at 

different heights, A^, ^2) ^^s^ 
w, W| yy &c., respectively, above a 

I vv ^ I V* ^ given plane, M N. Let 

^ ^* W ? I I * *^® ^'9* ^^ *'^® system be 

I ! f ' • I [ I at ^r, at a height, h, above 

H. I » ] w • M N. 

w» If'wl 9L ?* it' V'* If all the weights be 

fl Ui^i ^^ w' I* ^" ^^^ ^^^^®^ ^^^ different 

I I \\ J • i I •< i! ij positions, so that the 

?! V^'^ ^! W l»**- heights above MN are 

!| l' N I I 1 1 |i |l Hi, H«, Ho, &c., respec- 

'•* ' " '» ' »" ' o *^ tively, and their c.a. at a 

Work done in Raising a System i^-jLl rr rru«« 
OF Bodies. *^®^«^* ^- T^®^» 

I'otoZ i^orA; cf(m<5 = W^ (Hj - A^) + W2(H2 - h^ + W8(H3 - h^ + &c. 

But, by a property of the eg. we know that 

WiHi + W2H2 + WgH3+ . . . =(Wi + W2 + W3 + . . . )H, 
And, 

WiAi + W2/t2 + W3A3+ . . . =(Wi + Wa + Wg + . . . )h* 

Subtracting the latter equation from the former, we get : — 
Wi(Hi - Aj) + W2(H2 - Ag) + W3(H3 - A3) + . . . 
= (Wi + W2 + W3+ ...)(H-A), 

/. Total work done = (W^ + Wg + W3 + . . .) (H - A) = W (H - h). 

Where, W = Wi + W2 + W3 + , &c. 

And, H — A = vertical height through which the eg, of the 

system has been raised. 

Although we have taken a system of disconnected weights in 
proving the above proposition, the student will clearly perceive 
that the result arrived at is true generally, whatever form the 
material may have. 

The following simple examples will show the application of 
the two preceding propositions : — 

Example III. — A uniform beam, 20 ft. long, and weighing 
30 cwts., is lying on the ground. Find the work done in raising 
it into a vertical position by turning it about one end. 

* The student will readily see that these results are arrived at by taking 
the moments of the weights about the plane, M N, and then applying the 
** principle qf moments," 
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Amswer. — The centre of gravity of the beam is 10 ft. from 
either end, and, during the operation of lifting the beam, this 

point will describe an arc, which ia the quarter of the circumfer- 
ence of a circle whoBC centre ia at the end of the beam in contact 
with the ground. The vertical height through which the e.g. is 
raiBed ia, therefore, 10 ft. 

Hence, by the two preceding propositions. 
Work done = whole weight of beam x height through 
which its e.g. is raised. 
„ = (30 X 112) X 10. 
„ = 33,600 ft. -lbs. 
ExAMPLB IV.— A cistern 22 ft, loDg, 14 ft. broad, and 12 ft. 
deep, has to be filled with water from a well 7 ft. in diameter. 
The vertical height of the bottom of the cistern above the free 
surfece of the water in the well is 100 ft. when the operation of 
filling the cistern is commenced, Water flows into the well at 
the rate of 463 cubic ft. per hour. Find the work done in filling 
the cistern, supposing 30 minutes are required for the operation. 
Answer. — During the operation of filling, the surface of the 
water in the well will fall, say x ft., from E F to H K. 

The volume of water taken from the well = volume of water 
E F H K + volume of water run in during the operation. 
But, Vohtme of water taken/rurn loell 
= volume of tank A B D 



= 22 X 14 X 12 (cub. ft.) 
Volume ofteater repreaented by E F H K 

"i'^'*= U " ^' " a;(cub.ft.) 
Volume ofvxtUr rwn in in 30 minutes 

= ^ - 231 (cub. ft.) 



- 231 '- 



; 14 X 12 



Clearly, then, the e.g. of the water has been 
raised from G, to G„, or through a height of 
45 * 100 + 6 - mtl. wo„Do„ 

.•. Work doM in mUng olstsm ra^i^a » Cm 

- (22 X 14 X 12 X 62J) x 161 - 34,881,000 H-lbs. 
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Lecture I.-— Questions. 

1. Define the terms force and work done, hy a force. What are the units 
of force and work as adopted by engineers in this country ? State the rela- 
tions between the gravitation and absolute units of force and work, and 
say why the latter units are so desirable for many scientific purposes, 

2. A punching machine is provided with a flywheel and driven by an 
•engine at such a rate that two holes are punched in three minutes. The 
plat-e operated on is 1 inch thick, and it is estimated that a mean pressure 
of 69 tons is exerted through the space of 1 inch. Find the average work 
done per minute by this machine. Ans, 8,586*6 ft. -lbs. 

3. A body weighing 100 lbs. is pushed along a horizontal plane by a force 
of 25 lbs. , the direction of which makes an angle of 45** with the plane. 
Find the work done in moving the body through a distance of 100 feet, and 
the pressure between the body and the plane. If the direction of the force 
be reversed, so that it now becomes a pull, find the work done during a 
displacement of 100 feet, and the pressure between the body and the plane. 
Ans. (1) 1,767 ft. -lbs. ; 117-67 lbs. (2) 1,767 ft. -lbs. ; 82-33 lbs. 

4. Find the work done in turning a cubical block of stone about one of 
its edges until the diagonals of its end faces are vertical. Length of edge 
of cube, 44 ft., e.g., 2*5. Ans, 13,270 ft.-lbs. 

5. A cistern 22 ft. long, 10 ft. broad, and 8 ft. deep, has to be filled with 
water from a well 8 ft. in diameter and 40 ft. deep. Supposing no water 
to flow into the well during the operation of filling the cistern, ascertain 
how far the surface of the water in the well is depressed, and the work 
done in filling the cistern when the bottom of the latter is 36 ft. above the 
free surface of the water in the well at the beginning of the operation. 
Ans. 35 ft.; 6,325,000 ft. -lbs. 
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LECTURE 11. 

Contents.— Graphical Representation of Work Done — Diagram of Work 
for any Varying Force — Case I., When the Force varies directly as 
the displacement— Examples I., II., III., and IV.— Case 11. , When the 
Force varies inversely as the displacement — Boyle's Law — Proposi- 
tion — ^Work Done by a Gas Expanding according to Boyle's Law — 
Example V. — Indicator Diagrams — Rate of Doing Work — Definition 
of Power or Activity— Definition of Horse-Power — Example VI. — 
Useful and Lost Work — Definition of Efficiency— Table of Efficiencies 
— Examples VII. and VIII. — Questions. 

Graphical Representation of Work Done. — We have already seen 
that work is the product of two factors — force and displacement. 
Now a force can be completely represented by a straight line^ 
and so also can a displacement. Since an area is of two dimen- 
sions, it follows at once, that work done can be represented by 
an area. In our elementary manual on Applied Mechanics, we 
have shown how to represent by diagrams, the work done for 
several simple cases. For a uniform force the diagram of work 
is a rectangle ; for a uniformly increasing or uniformly decreas- 
ing force the diagram will be triangular or trapezoidal in shape. 
The shape of the diagram will, however, depend on the manner 
in which the force varies with the displacement. 

A correct diagram of work must fulfil the following condi- 
tions : — 

1) Its area must represent the vxyrk done, 

'2) It must show to the eye the manner in which the force varies 
in magnitude during the displacement. 

Diagram of Work for any Varying Force.— We shall now show 
that, if the force during any given displacement be represented 
in magnitude by the ordinates of the curve, and the displacement 
by the corresponding abscissae, the work done will be represented 
by the area of th^ figure enclosed between the curve, the initial 
and final ordinates, and the axis of x. 

Let O 05, O y be rectangular axes ; O x being the axis along 
which displacements are to be set off, and O y the axis along 
which forces are plotted. 

Suppose the force at the beginning of the motion to be repre- 
sented by the ordinate, O A, and at the end of the motion by B C, 
then A E C is called the curve of resistance. At any intermediate 
point, such as a, the force or resistance will be represented by 



ii 



DIAGRAM OF WORK FOR A VARYING FORCE. 
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the ordinate, a c. The work done during the displacement, O B, 
will be represented by the area, O A E B. 

sr 




D a^ 
Displcieementt < 



B 



Gbaphical Repbesektation or Wobk Done bt ▲ Vabtino Fobcbe. 

For, suppose the force to be uniform during the displacement, 
O D, then :— 

Work done durir^ ) ^ ^^^^ ^^ ^^^^^^ O A E D.* 
displacement O D J -^ ^ 

We have now to show that the work done during the displace- 
ment, D B, is represented by the area, D E B. 

Take any two ordinates, ac, bd, indefinitely near to each 
other. The lengths of these ordinates represent the magnitude 
of the forces at the points a and b respectively. Now, since the 
ordinates are indefinitely near together, the difiference in their 
lengths will be indefinitely small. In that case acdb may be 
considered a rectangle (its breadth being infinitely small). Hence, 
the work done during the infinitely small displacement, a b, will 
be represented by the small rectangular strip, acdb. By divid- 
ing the displacement, D B, into an infinite number of indefinitely 
small portions, such as a 6, and drawing the ordinates at these 
points, an infinite number of narrow rectangles will thereby 
be obtained. Hence, it is clear that the work done during the 
displacement, B D, is represented by the sum of these elementary 
areas, 

i,e,y The Work done during displacement D B = Area D E B ; 

•*. Total work done during displacement O B = Area O A E C B. 

* The sign ( = ) is here used as an abbreviation of the words ** is repre- 
sented by, and must not be employed in its usual sense as meaning " is 
equal to." The text will enable the student to attach the proper meaning 
to the sign used. 
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Two particular cases of work done by varying forces will now 
be considered. 

Case I. — When the force varies directly as the displacement 

When we stretch or compress a piece of any solid elastie 
material — e,g,y a helical or spiral spring, or a bar of iron or steel — 
the resistance offered is directly proportional to the extension 
or compression produced, when these are small compared with 
the length of the body. Thus, if a force of 10 lbs. be re- 
quired to stretch a spiral spring 1 inch, then a force of 30 lbs. 
will be required to stretch the same spring 3 inches, and so on» 

We may state this law thus : — 



Or, 






Force x Displacement 
Poc L 

p 
P = cL; or Y-= c, 



where e is some constant quantity depending on the nature of 
the material 

Hence, if F is the force required to stretch or compress the 
material by an amount L, and p the force required to stretch or 
compress the material by an amount I, then 

T :p = L:l. 

We shall now show that in the 
diagram of work for this case, 
the Une of resistance is a straight 
line. 

Set out AB to represent the 
displacement L, and AD to re- 
present L 

Let the ordinate B represent 
P. Join A C, and through D 
draw the ordinate D E. Then 
D E will represent p. 



I 




>fe^v:fc:- v«^L ~ip 



DlACFEAV OV WOBX WHXV 

THS FoBOi vabus as 

THB ]>iaPLACBIUENT. 



By similar triangles^ 

DE : BO - AD 

t.A, DB : P = I 

But, © : P = I 



AB 
L 
L 



}.% D 



E 



Again, the areas of the triangles AD E, ABO represent the 
work done during the displacements A D and A B respectively. 



WORK DONE ON AN SLABTIC SPRIHQ, 



Work done during 1 _ i _ i 
diiplacement I f " a P 

Similarly, 

Work done during I „ i p jv 
diy>laeement L / " 



Work done during ) 
displaceTtient D £ / 



= areao/trapemoid'DBOE. 
= J(BO + DE) X DB. 
„ = J (P + p) (L - /). 

The above results are true whether the force aniformly in- 
creases or uniformly decreasea. The following examples will 
render the above principles clear : — 

Example I. — Show, by a. diagram or otherwise, how the work 
done in stretching an elastic spring is obtained; 6 ft -lbs. of work 
are required bo stretch a spiral spring 3 inches ; what force in 
lbs. will be required to stretch the same spring 6f inchest 



DuoBAH or WosK nr SrBiTOBiKa a SriuiTa, 

Answes. — Let^, F denote the forces required to stretch the 
spring 3 inches and 6f inches respectively. 

Then, area of A A D E represents the work done in stretching 
the spring from A to D. 



LXCTDBB It. 



Work done duriita } i-nv \ r, 
displacement AD / " 4^^"-*-^, 



Bnt, by the question, 
Wc ' ' 



= ^p X 3 = |p inchrlbe. 



^ork done durinff \ _ 
displacement A D j 



Or, 


p . 40 lbs. 


Again, 


P;j. = AB: AD. 


Or, 


P : 40 - 6J ; 3 




p 40 « 6j 



= 90 lbs. 

ExAHFLB II. — ^A spiral spring ia stretclied through 1 inch by 
a force of 10 lbs. Find the work done ia stretching it through 
an additional length of 2 inches. Draw the diagram of work 
done, giving dimensions. (Adv. S. and A. Exam., 1890.) 



Answer. — Let p and P denote the forces required to stretch 
the spring 1 inch and 3 inches respectively. 

Then, area of A, AD E, represents the work done in stretch- 
ing the spring from A to D. 

Also, the work done during the displacement 



DB = a] 


:ea AABC - A ADE = i (BO + DE)xBD. 


But, 


DE:BC = AD:AB. 


i.e.. 


10 : P = 1 : 3. 



Snb«titintiiig this value of P in above equation— 

The work done = J (BO + DE) x DB. 

„ = i (30 + 10) X 2 = 40 ilicll-lbs. 



DIAGRAU OF WORK IS ELEVATING A CHAIN. 



IT 



ExAUPLE III. — A chain weighing 2 Iha. per foot passes over a 
fixed smooth pulley, so that 14 feet hangs over on one side and 
6 feet on the other. Show by a diagram the work which will be 
done in pulling round the wheel until the upper end of the chain 
is 1 foot above the lower end. 



r~\ 



DiAOBAK or WoBE IK Elkvatiho a Chain. 



Answbr. — Clearly the reaiBtance to be overcome at the begin- 
ning of the motion is the weight of the difference of the two 
ports of the chain hanging irom the pulley. That is, the initial 
resistance « weight of a length of (11 - 6) « 8 ft. of chain, 

.*. Initial regiatance = P = 8x 2 = 16 lbs. 

When the upper end of the chain is pulled down so as to be 
1 ft. above the lower end, the displacement will be 3^ ft., and 
the 

FijuU resistance = p ^ 1 x 2 = 2 lb». 
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We can now construct the diagram of work. Set off A B to 
represent the displacement, = 3^ ft. Make A C represent the 
initial resistance, =^16 lbs., and B J) represent the final resistance, 
m 2 lbs. Join D C, then the trapezoid A B D is the diagram 
of work, and its area represents the work done. 

Work done = area A B D C 
„ „ = J (A C + B D) X A B 

„ „ =H16 + 2) X 3J 
„ „ = 31-5 ft.-lbs. 

Of course, the student will readily see that it is not always 
necessary to construct a diagram of work before arriving at the 
answer. All that is necessary to know, is the mean resistance 
during the displacement. Thus, in the above example, the 
mean resistance is the arithmetical mean between the initial 
and final resistances. This, multiplied by the displacement, 
gives the answer. 

Example IV. — Four cwts. of material are drawn from a 
depth of 80 fathoms by a rope weighing 1-15 lbs. per linear foot: 
how many units of work are expended ? 

Answer. — Here the resistance to be overcome at the beginning 
of the lift = whole toeigkt of rope + weight of material. 

Whole tueight of rope = (80 x 6) x 1'15 = 552 lbs* 

Weight of material raised =4 x 112 = 44 8 lbs, 

.\ Eesistame at begin- ) 552 + 443 = 1,000 lbs. 

If we suppose the whole length of rope to be hauled in when 
the material is brought to the surface, then the resistance to be 
overcome at end of lift is simply that of the weight of the 
material to be raised. 






Resistance at end of lift = 448 lbs. 



We can now construct the diagram of work. Set off A B to 
represent the displacement, = 80 x 6 = 480 ft. Set off A C to 
represent the initial resistance due to weight of rope, = 552 lbs. 
Make A D represent to the same scale as A C, the resistance 
due to the weight of the material, = 448 lbs. Join C B, then 
triangle A B C is the diagram of work for the rope or variable part 
of the load. Complete the rectangle, ABED; then ABED 
is the diagram of work for the material, or constant part of the 
load. D C B E is the diagram of work for the whole load. 



WORK IN ELEVATING A LOAD BY A ROPE. 
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Hence, 

Work expended during lift 






99 
9) 
99 



Area D B E, 
J (D C + E B) X A B, 
I (1,000 + 448) X 480, 
347,520 ft.-lbs. 




DiAGBAH OP Work in Elkvatino a Load by a Kope or Chain. 



We could have arrived at the answer quite simply by finding: 
the work done in lifting the rope and material separately, and 
then adding together the results. Thus : — 

Work done in lifting rope = toeight of rope x height through 

which its e.g. is raised 

552 x 1 X 480= 132,480/^. -Z65. 

: 448 X 480 = 21 5,040 /^.-?6s. 

132,480 + 215,040 

347,520 ft.-lbs. 



}) 



» 



Work done in lifting material 
Total work expended 






99 



99 



Case II. — When the force varies inversely as the displacement. 

We have seen that, when a solid elastic material is stretched 
or compressed within certain limits, the resistance is propor- 
tional to the extension or compression. When, however, we 
compress a gas or allow it to expand, the law expressing the 
relation between the pressure applied and the expansion or 
compression produced, is different from that in the case of a 
solid. By expansion or compression of a gas we mean the> 
increase or decrease produced in its volume. 
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Boyle's Law. — The pressure of a fixed mass of a perfect 
gas, at a constant temperature, varies inversely as the volume it 
occupies.^ 

Let P = absolute pressure, or elastic force, of gas per 
square feot, 

„ V = volume of gas in cubic feet;' 

Then, I" ^ 4=' 

Or, P V =3 c, a constant. 

The student should carefully note that Boyle's Law is true 
only for perfect gases, and, also, that the temperature must 
remain constant throughout the changes of volume. Boyle's 
Law is very nearly true for dry atmospheric air, and may be 
applied to most other gases when these are not near their 
points of liquefaction. 

The value of the constant, c, for a given mass, depends on the 
nature of the gas under consideration; .and also, on the constant 
temperature maintained. Thus, the constant for air at a tem- 
perature 32° F. and a mass of one pound is (14-7 x 144 x 12*34) 
= 26,214 ft. -lbs., at atmospheric pressure. Where, 12*34 is the 
volume in cubic feet of 1 lb. of air at 32° F. and 14*7 lbs. the 
pressure per square inch. 

Proposition. — The work done per unit area on or by a gas 
during a change of volume is equal to the product of the average 
i)ressure per unit area into the change of volume. 

Let P = average pressure of gas in lbs. per sq. ft., 
„ Vj = initial volume of gas in cub. ft., 
I, V2= final „ „ „ 

Then, Work done = P (V^ ^ V^) ft.-lbs. 

For, suppose we have a cylinder fitted with an air-tight fric- 
tionless piston, the area of the latter being A square feet. Let 
this piston enclose a volume of gas in the cylinder equal to V^ 
cubic feet. Now, let the piston move through a distance, L, feet 
in the cylinder, either by doing work in compressing the gas, or 
by allowing the gas to do work during its expansion. If the gas 

* For an experimental demonstration of this lavr, and its applications to 
the steam engine, see the author's works on the ** Steam Engine.'' In aU 
applications of Boyle's Law, absolute pressures must be taken. The pros- 
fiure of the atmosphere may be taken at 14*7, or^ roughly, 15 lbs. per square 
inch absolute. 



WORK DONE ACCORDING TO BOYLE's LAW. 
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now occupy a volume, Vg cubic feet, and the average pressure 
on the piston during its displacement be F lbs. per square foot 
then : — 

Work done = P A x L {ft Aha.) 

But, A L = Change of volume of gas. 

Work done = P (Vg ^ V^) ft.-lbs. 

This result is true whatever be the size and shape of the 
vessel containing the gas. When the vessel is of uniform cross 
sectional area, it may be convenient to consider only the dis- 
placement of the piston, the total pressure on the piston being 
taken as the effort or resistance. Examples of this will be 
given immediately. 

Work done by a Gas Expanding according to Boyle's Law. — 
We are now in a position to be able to find the work done by 
or on a gas during a change of volume when the change takes 
place at constant temperature on a constant mass of gas. 

Let jt?^ = initial absolute pressure, 
Vj = „ volume, 
P2 = final absolute pressure, 



ii 



>} 



i?a« 



» 



volume. 




o:-v.?.,i--2^- «6 



DiAOBAM OP WOBK ILLUSTRATING BoTLE's LaW. 

Let O A and O D represent the initial pressure and volume 
respectively ; B C and O B the final pressure and volume. 

Consider the work done duriug the small increase of volume a 6. 

Let a = t? and Ob = v + Av 
Then a 6 = A t?. 
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Let p = mean pressure during increase of volume A v. 

Then, Work done from a to b = p Av, 

,•, Total toork done during \ -^ . 

eccpansion jrom D to d j ^ 

Now, in the limit, when a 6 is taken infinitely small, p will 
denote the pressure corresponding to the volume t?, and A v, 
will, according to the notation of the Calculus be denoted by dv, 

,•. TotohL work done during \ ^ { \^ 

expcmaion from D to B ) " J ^^ 

But, by Boyle's law, 



^1 






pv =;?it>i =;?2V2-oj 

1 



*•. Total work done ) 
dn 
Jri 

■PiVi I —?(sincejpi'yi = a constant) 



^otal work done\ /o^ j^ 

dv/ring expansion / = / Pi^\ ''^ — 
fr<m D to B ) ^ '^i ^ 



» » 



99 it 



if 9i 



=^\piV^\0geV 

= Pl Vl (loge ^2 - l<>ge ^l) 



v« 



Similarly," - = i>i^i loge-^. 

Total work done \ 
during expansion > = poV^ loge — . 
from D to B ) ^i 

Where log« — is the Napierian or hyperbolic logarithm of the 

ratio of the final to the initial volume.* This ratio -^, is often 

called the ratio of expansion^ and is denoted by the letter r. 
Since the above is true whether the gas be expanded or com- 
pressed, we get : — 

Work done during expansion or | ^ i^ 

compression between u^ and Vi] ^^ ^ ^ 
Or, „ „ ^p^v^^^i^r 

Where c is the constant in the equation pv = c. 

* The curve Eec^C is a rectangular hyperbola, the axes Oa;, Oy being 
asymptotes. 
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The following example will impress the above results more 
firmly on the mind : — 

Example V. — Calculate the work done when 10 cub. ft. of 
air at an initial absolute pressure of 45 lbs. per square inch, is 
expanded at constant temperature to a volume of 50 cub. ft. 
Find, also, the final pressure.* 

Answer. — Here, Pj = 45 x 144 = 6,480 lbs. per sq. ft. 

Vi = 10 cub. ft. 

Vg = 50 „ 

v. 50 . 

*^ Vi 10 ^' 
Then, 

Work done during expansion = P^ V^ log^ r 

„ „ = 6,480 X 10 X log* 5 {ftAhs.) 

Referring to a table of hyperbolic logarithms, we find : — 

lege 5 « 1-6094. 

.*. Work done during expansion = 6,480 x 10 x 1-6094, 

,, = 104,289-92 ft.-lbs. 

Next, to find the final pressure. 
Here, p^ Vg = i?i V^ ; 

/)2 ^ ^^ = ^^ ^ 10. 
U., p, = ii^ . 9 lbs. absolute per sq. in. 

Indicator Diagrams. — As an important application of the 
diagram of work we may here briefly refer to indicator diar 
grams obtained from a steam or gas engine. Every engineer 
knows the importance of obtaining correct diagrams of work 
done by the steam or gas in the working cylinder of his engine. 
By an inspection of the cards thus obtained, he is able to 
detect faults in the working of the engine, which could not be 
revealed by any other method. For example, from such 
diagrams he can at once tell whether the valves are properly 
set; the manner in which the pressure on the piston varies 
throughout the stroke j the state of the vacuum in the con- 
denser, if it be a steam engine, and a multitude of other facts. 
He can also calculate the area of the diagram, and thereby deduce 
the horse-power developed in the cylinder. Lastly, he can 

* Expansion at constant temperature is called ** Isothermal" expansion. 
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compare this indicated horse-power with the brake horse-power 
given ont at any point of the machinery during its transmission, 
and so find the power spent on friction, &c. 

Rate of Doing Work. — In the definition and examples of work 
given in this and the last lecture it will be noticed that no refer- 
ence was made to the time taken to perform the work. Thus, 
in Example III., we saw that the work done in raising the 
4 cwts. of material and the rope was 347,520 ft.-lbs., and this 
result is true no matter what time was taken to accomplish it. 
It did not affect the question of work done whether the material 
was raised in twenty minutes by the action of men on a wind- 
lass, or in one minute by the action of a steam engine. But, if 
we wish to compare those two agents in respect to the rate at 
which they perform the work, it is clear that this will be in the 
proportion of 1 : 20. Thus : — 

^ . . , . - Work done 
Bate of doing work . . . . = -^. —j — : 

•^ ^ Time taken ' 



9 



RaZe at which the men work 
Rate at which the engine works 



-i- /I- JL 
""20/1 20* 



Hence, although the ammint of work done is the same in 
both cases, yet the rate of doing the work is inversely as the 
time taken to do it. 

Definition. — Power and Activity are the terms used to denote 
the rate of doing work. 

It is evident, that in order to compare the respective powers 
of two agents, we must have a standard or unit of power. The 
unit of power adopted in this country is the Horse-Power. 
This unit was first introduced by Watt in estimating the power 
of his engines, and is still the unit adopted by British engineers. 

Definition. — The Unit of Power, called the Horse-power, is 
the rate of doing work corresponding to 550 ft.-lbs. per second, 
or 33,000 ft.-lbs. per minute, or 1,980,000 ft.-lbs. per hour. 

Although a horse's power was thus defined by Watt, yet no 
horse is capable of working at the above rate for any length of 
time. The actual power of a good horse, working for 10 hours 
a day, is found to be about 22,000 ft. -lbs. per minute instead of 
33,000 ft.-lbs. per minute. The term, however, is still retained 
by engineers, although it is not now used in its original sense. "^ 

* For historical account of this term, see the author's Elementary Manual 
on Steam and Steam Engines, p. 122, 
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Let P = Average pressure or effort exerted, in lbs. 
„ L = Displacement of P, in feet. 
„ T = Time taken to perform a given amount of work. 
„ H.P. = Horse-power. 

P X L 
Then, H.P. = -^^ — = , when T is expressed in seconds. 

OOU X 1 



P X L 



'' " 33,000 X T ' 
P X L 



„ minutes, 
hours. 



" 1,980,000 X T ' " " 

Example VI. — The two cylinders of a locomotive engine are 
each 17 inches in diameter. Length of stroke, 24 inches. Mean 
effective pressure of steam on pistons, 80 lbs. per square inch. 
Diameter of driving wheels, 6 feet. Speed of engine and train, 
30 miles per hour. Find the horse-power exerted by engine. 

Answer. — (1) Find the work done per revolution of driving 
wheels : — 



'al effective pressure 1 __ p _ ^ ;2 
on ectch piston j - " - j ^ /^» 



„ „ » "" n "" ^'^^ ""^^^ 18,165-7 lbs. 

Since there are two equal cylinders, and each piston makes 
two strokes per revolution of the driving wheels, we get : — 

Total work done per revolu- 1 __ o p or 
tion of driving wheels J " ^ ' 

„ „ = 2 X 18,165-7 X 2 X 2; 

„ „ = 145,325-6^15.-^5. 

(2) Find the number of revolutions of driving wheel per hour. 

30 miles per hour = 30 x 5,280 {ft, per hour). 

Circumference of ) -r\ ^^ o / r *\ 

driving wheels | = ^ D = T '^ ^ 0')- 

•'• ""^^X^Z^ = ^y^ = MOO i^er kour). 

-y X 6 

.-. ^0^^^ done per) 145^325.6 ^ 8,400 (/<.-^6*.) 






H.P. Exerted = ^^^'^■^^'j ^^'^^^ = 616-5. 

1,980,000 
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Usefal and Lost Work. — Up to this point, we have had no 
occasion to refer to the relation between the Useful Work given 
out by a working agent, and the Whole Work Expended, A 
machine is erected to perform a given amount of work, which is 
called the Useftll Work, but during the working of the machine 
a considerable part of the whole work expended is absorbed in 
overcoming frictional resistances, &c., and this work is usually 
spoken of as the Lost Work. The sum of the Useful Work and 
the Lost Work is equal to the Total Work Expended ; or, 

Total Work Expended » Useftd Work + Lost Work. 

Definition. — The Efficiency of a Machine is the ratio of the 
UseM Work Done to the Total Work expended. 



Or, 



Effldencv = ^^eftil Work Done 

^ Total Work Expended ' 



Now, the useful work done is always less than the total work 
expended, hence the efficiency will always be a number less than 
unity. What is known as the Percentage Efficiency is the 
efficiency, as found above, multiplied by 100. We shall have 
examples of the efficiencies of several machines later on ; but 
in the meantime it may be instructive to note the efficiencies of 
a few of the more common machines. 



Table of Efficiencies. 



Names of Machines. 



Wheel and Compound Axle, 
Simple Screw Jack, . 
Worm and Worm Wheel, . 
Block and Tackle, 
Weston's Differential Blocks, 
Hydraulic Ram, 
Pumps for Draining Mines, 
Turbme, .... 
Overshot Water- Wheel, . 
Undershot „ (Common), 

„ „ (Poncelet's), 

Breast Wheel, .... 
Best Compound Steam Engine, 
Gas Engine, .... 



Efficienot. 



•7 
•6 
•3 

•6 

•8 „ 
•75 „ 



•68 
•25 

to •e 

•75 
•4 
•6 
•66 



to 

•6 
to 



•8 
•8 
•4 

•7 
•9 
•8 



Fbroentaoe 
Effioibhct. 



58 

25 
30 to 60 

75 

40 

60 

66 
70 to 80 
60 „ 80 
30 „ 40 

60 
60 to 70 
80 „ 90 
75 „ 80 



Example VIL — ^What horse-power is required to lift 3,000 
cubic feet of water per hour to a height of 80 feet, supposing \ 
of the power to be lost by friction, <fec. % 
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Answer. — Weight o/toater raised \ _ 3,000 x 62-5 __ ^ ^^^ „ 
every minute J 60 ' ' 

•'• Useful work done per minute = 3,125 x 80 = ^50,000 ft-lbs. 

Let T.H.P. denote the theoretical horse-power required, i.e., 
the power required when all frictional losses are neglected, and 
A.H.P. the a>ctu>al horse-power required. 

m, m TT -o 250,000 ^ i;. 

Then, T.H.P. = ^3^ = 757. 

But, according to the question, i of the actual power is lost 
in friction, &c. 

A.H.P. - i A.H.P. = T.H.P. 

le., I A.H.P. = T.H.P. 

A.H.P. = i X 7-57 = 101.* 

Example YIII. — If there were 4,000 cubic feet of water in a 
mine, whose depth is 60 fathoms, when an engine of 70 horse- 
power began to work the pumps, and the engine continued to 
work for 5 hours before the mine was cleared of the water, 
find the number of cubic feet of wat^r which had run into the 
mine per hour, supposing ^ of the power of the engine to be 
lost in the transmission. 

Answer. — Let x = number of cub. ft. of water nm into the 
mine in one hour. 

Then, 

Volum^e of \xxxt^\ 4,000 , ^^^. . - 
fumpedpi^ Aowr I ■= « + -5 i?^ ^ ^00) tvh.fi. 

••• ^^^J:^* '^^ I = (aj + 800) X 69-5 x (50 x Q)fi.Ah». 

Now, since \ of the power of the engine is lost in the trans^ 
mission, the remaining \ will be employed in doing the aboye 
work. 

.-. U»efvl «^* f>«« *y I = I X 7(? X SSfiOO x 60 (fi-lbs.) 
engtne per hour j w / 

i.e., (a + 800) x 62-6 x (60 x 6) = f x 70 x 33,000 x 60. 
Or, X + 800 = 5 (cub, ft.) 

X = 3,306 -6 cub. ft. 



* The method of answerinff this class of questions is very frequently 
misunderstood by students. In an example like the above the student is 
very liable to increase the u^fvi work by \ of its amount and then find 
the H.P. required. The author finds the above method of answering the 
question appeals more directly to students. 
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Lectfrb II.— Questions. 

1. A spiral spring is stretched through 4 inch by a force of 10 lbs. Find 
the work done in stretching it through an additional length of 2 inches. 
Draw the diagram of work done, giving dimensions. Ans. 60 inch-lbs. 

2. A chain weighing 3 lbs. per foot passes over a fixed smooth pulley, 
so that 20 feet hangs on one side, and 10 feet on the other. Find the work 
done in pulling round the wheel until the upper end of the chain is 6 inches 
above the lower end. Explain clearly the method of setting out the 
diagram of work in this case and construct it. Ans. 74*8 ft. -lbs. 

3. A steel wire rope weighing 9 lbs. per fathom is employed to raise 2 
tons of material from a depth of 100 mthoms. Find, by calculation, and 
by a scale diagram of the work, the work done during the lift, supposing the 
whole length of rope to be wound on the drum at end of lift. Also find the 
resistance oflFered at ^, 4. and J lift respectively. A-ns. (1) 2,958,000 ft. -lbs., 
or l,.320-5 ft. -tons; (2) 5,155 lbs.; (3) 4,930 lbs.; (4) 4,705 lbs. 

4. Investigate an expression for the work done when a gas is compressed 
from a volume Vi, to a volume V2> the compression being isothermal— i.e., 
at a constant temperature. Find the work done in compressing 10 cubic 
feet of air at a pressure of 15 lbs. per square inch absolute till its pressure 
is 75 lbs. per sq. in. absolute; given loge 5 = 1*6094. Am. 34»763 ft. -lbs. 

5. Find the work done in exhausting a chamber of 100 cubic feet 
capacity to -^ of an atmosphere, atmospheric pressure being taken at 
14*7 lbs. per square inch absolute. Hyperbolic expansion being assumed. 
-4715. 141,770-66ft-lbs. 

6. How is the working power of an agent measured? When is an 
agent said to work with 1 horse-power? One agent (A) lifts 50 lbs. 
through 100 feet in 4 minutes; a second agent (B) lifts 2 lbs. through 
150 feet in a quarter of a minute ; what ratio does A's working power bear 
to B's? Ans, A : B = 25 : 24. 

7. The travel of the table of a planing machine cutting both ways is 9 
feet, and the resistance to be overcome while cutting is teiken at 400 lbs. 
If the number of double strokes made in one hour be 40, find the horse- 
power absorbed by the machine. (S. & A. Exam., 1889.) Ans. 0*145 H.P. 

8. In employing furnace ventilation in a coal mine, there is a furnace at 
the bottom of a shaft which is estimated to raise 100,000 cubic feet of air 
at 50° F. through 170 feet in 1 minute. What is the rate at which the 
furnace does work as estimated in horse-power? Note. — A cubic foot of 
air at 50"* F. weighs '078 lb. (Adv. S. & A. Exam., 1892.) Ans. 40*18. 

9. A pump is worked directly from the ram of a water-pressure engine, 
the cylinder of which is 6 inches in diameter, that of the pump being 8} 
inches. The head of water in the supply-pipe which gives the pressure is 
450 feet, and that in the delivery pipe is 150 feet : find the ratio of work 
done to total work expended. Ans. *708 : 1, 

10. One thousand cubic feet of water has to be raised to a height of 
200 feet per minute : the question is, how many horse-power will it be 
necessary to employ, supposing that one quarter of the power is lost 
through friction and other causes ? Ans. 505 H.P. 

11. A builder finds that water accumulates in the space for a foundation 
at the rate of 1,500 cubic feet per hour. This water has to be pumped to 
a height of 20 feet. The question is, what amount of power will be required 
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to keep the said foundation dry, sapposing that only 0'6 of the power 
applied is available for useful effect? Ans, 1'58 H.P. nearly. 

12. Steam enters a cylinder at 80 lbs. per square inch absolute, and is 
cut off at ^ of the stroke. Diameter of piston, 40 inches, length of stroke, 
5 feet. ^ No of revolutions, 60 per minute. Back pressure, 3 lbs. per 
isquare inch absolute. Find the horse-power of the engine, assuming tho 
flteam to expand hyperbolically, log, 3=1 '0985. Ans. 1,009 H. P. 



Hyperbolic or Napierian Logarithms of Ratios of Expansion. 



No. 


Logarithm. 


No. 


Logarithm. 


No. 


Logarithm. 


No. 


Logarithm. 


1 





3-5 


1-2527629 


6 


1-7917695 


8-5 


2-1400661 


1-25 


•2231435 


3 75 


1-3217659 


6 26 


1-8325814 


8-75 


21690536 


1-5 


•4054652 


4 


1-3862943 


6-5 


1-8718021 


9 


2 197-2246 


1-75 


•6596157 


4-25 


1 -4469189 


6-75 


1-9096425 


9-25 


2 2246236 


2 


•6931472 


4-5 


1-5040773 


7 


1-9459100 


9-5 


2-2512918 


2-25 


•8109303 


4-75 


1 -5581446 


7-25 


1-9810014 


9-75 


2-2772673 


2-5 


•9162907 


5 


1-6094379 


7-5 


2-0149030 


10 


2-3025851 


2-75 


1-0116009 


5-25 


1-6582280 


7-75 


2-0476928 


12 


2-4849065 


3 


1-0986124 


6-5 


1^7047481 


8 


2-0794414 


15 


2-7080502 


3-25 


1 •1786649 


5-76 


1^7491998 


8-25 


2-1102128 


18 


2-8903847 
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LECTURE III. 

CJoNTENTS. — Moment of a Force— Definition of the Moment of a Force — 
Conventional Signs of Moments— Algebraic Sum of Moments — Equi- 
librium of a Body under the Action of Several Forces — Principle of 
Moments— Example I. — Couples — Definitions relating to Couples — 
Propositions I., II., and III. — Example II. — Work Done by Turning 
Efforts and Couples — Diagram of Work Done by a Couple of Uniform 
Moment— Work Done by Variable Moments — The Fusee — Correct 
Form to be given to the Fusee— Questions. 

Moment of a Force. — When a body is free to turn about an 

axis, and is acted on by a force, P, whose line of action is in a 

plane perpendicular to 

the axis (but not passing i^winnn rf fm^fr 

through the same) the 

effect of P is to rotate the 

body about that axis. 

The measure of this 
turning effect depends on 
two things, viz. — (1) The 
magnitude of the forcey 
and (2) The perpendicular 
distance between the axis 
and the line of action of the 
force. Thus, if the axis 
be perpendicular to the 

plane of the paper, and O its intersection therewith, then the 
turning effect of P is measured by the product, P x ON; ON 
being the length of the perpendicular from O upon the line of 
Hrction, A P, of the force, P. This product is called the Moment 
of the Force, P, with respect to the axis through 0. 

When the force acts in a plane perpendicular to the axis, then 
it is best to define the moment of the force with respect to the 
point O ; the point O being the intersection of the axis with the 
plane of the force. We then get the following definition : — 

The Moment of a Force, with respect to a point, is measured 
by the product of the force into the length of the perpendicular 
drawn from the given point to the line of action of the force. 

From the above it will be seen that a force has no moment 
about a point in its own line of action. 




Moment of a Force. 
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In general, when we wish to find the moment of a given force 
with respect to a given axis in the body on which the force acts, 
we have to resolve the given force into two components, viz. — 
(1) One in b. plane perpendicular to the axis; (2) The other per- 
pendicular to this plane — i.e., parallel to the axis. The product 
of the former component into the length of the perpendicular 
from the axis upon its line of action, gives the required moment. 
The component parallel to the axis measures the thrust or pull 
along the axis. At the same time the component in the perpen- 
dicular plane gives a measure of the transverse pressure at the 
axis. The proof of these statements will be given immediately. 

Conventional Signs of Moments— Algebraic Sum of Moments. — 
In problems relating to the moments of a number of forces 
acting on a body which is free to turn about a given axis, it is 
necessary to distinguish in sign between the moments of those 
forces which tend to turn the body in one direction about the 
axis, and those tending to turn the body in the opposite direc- 
tion. If the moments of the one set of forces be regarded as 
positive, then those of the otl}«r set must be regarded as negative. 
Which direction of rotation is to be considered as the po»tive 
direction is a matter of little importance, so long as a distinction 
in sign is made and adhered to throughout the investigation. 

By the term " Algebraic Sum " is to be understood the sum 
of the several quantities considered (whether moments or any 
other quantities differing in sign), each taken with its proper 
sign attached ( + or - ). 

Equilibrium of a Body under the Action of several Torning 
Forces. — The tendency of a force to turn a body about a given 
point depends only on the product of the two factors (1) effort 
and (2) its perpendicular distance from the point. It therefore 
follows that if any number of forces act in the same plane on a 
body and tend to turn it about a given point, the result will be 
the same (so far as the turning effect is concerned) as that of a 
single force acting in the same plane, and having a moment 
equal to the sum of the several moments. If some of the forces 
tend to turn the body in one direction and the others in the 
opposite direction ; and, further, if the sum of the moments oi 
the one set be equal to the sum of the moments of the other set, 
so that the algebraical sum of the moments is zero, it follows 
that the body will have no tendency to turn in the one direction 
more than in the other. In other words, the body will be in 
equilibrium so far as rotation is concerned.*^ 

* The proofs of these statemeDts are given in books on Theoretical 
MechaDics. 
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Principle of Moments.— If any nnmber of forces, acting in the 
same plane, keep a body in equilibrium, then the sum of the 
moments of the forces tending to turn the body about any axis 
in one direction, is equal to the sum of the moments of the forces 
tending to turn tiie body about the same axis in the opposite 
durection. 

Conversely. — If the sum of the moments of the forces in the 
one direction is equal to the sum of the moments in the opposite 
direction, Uie body vdll be kept in equilibrium. 

The Principle of Momenta is sometimes stated in the following 
brief but useful form :— 

When a body is kept in equilibrium by any number of co-planer 
forces, the algebraical sum of the moments of all the forces about 
any point in their plane is zero. 

Conversely.— If the algebraical sum of the moments about 
any point m their plane is zero, the forces are in equilibrium. 

Example I. — A uniform beam weighing 1 ton rests on sup- 
ports at its ends, 20 ft. apart. Weights of 5, 10, and 15 cwts. 
rest on the beam at distances of 6 ft. apart, the weight of 5 cwts. 
being 4 ft, from one of the supports. Find the reactions at the 
points of support. 







w '^mcwt. 

To Illustrate Example on Moments. 



Answer. — According to the Principle of Moments ]xLst stated, 
we may take moments about any point in the plane of the forces, 
in order to find Rj and Rg the reactions at the points of support. 
The* student, however, will find it advantageous to take moments 
about one of the points of support; for then, the moment of 
the reaction at that point will vanish, and he will thus have 
an equation containing only one unknown quantity — ^viz., the 
other reaction* 

3 
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Suppose we take moments about the point B, then ire get :— > 
Ej X AB = Wi X DB -f (Wj + W) CB + Wg x BB. 

Substituting values, we get : — 

Hi X 20 = 5 X 16 + (10 + 20) X 10 + 15 X 4 = 440 (cwt-ft.), 

440 
^ = "20" "^ ^^ ^^®' 

Now, we can either take moments about A, and find R2 ^^ ^^^ 
flame way as we have found Kj ; or, we may make use of our 
knowledge of parallel forces (since the above system is one of 
parallel forces) and get Bg. The latter method is the simpler. 
Adopting this method, we get : — 



Rj + R2 = ^1 ■*- ^2 + ^ + ^ 
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Or, 



Rg = 5 + 10 + 20 + 15 - 22 (cwts.) 
Bg = 28 cwts. 



Couples. — ^We shall now show that all questions relating to 
turning forces are really questions involving couples compounded 
with single forces. 

Definition. — A Couple is a system of two equal and oppositely 
directed parallel forces, whose lines of action do not coincide. 

Definition.— The Arm of a couple is the perpendicular dis- 
tance between the two equal forces. 

Definition. — The Moment of a couple is the product of one 

of the equal forces into the 
arm. 

Thus, if a body be acted 
on by two equal and op- 
posite parallel forces, P, P, 
whose points of application 
are A and B respectively, 
then these forces consti- 
tute a Couple. If M N be 
drawn X to A P and B P, 
then the length of this 
perpendicular is called the 
Arm of the Couple, and the 
Moment of the Couple « 
P xMN. 

From an inspection of the figure it will be seen that the effect 
of a couple acting on a body is to produce rotation. A couple 




Moment of a Couple. 
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lias no effect in producing translation of the body on which 
it acts. 

We shall now prove the following important Propositions 
regarding couples. 

Proposition I. — The Algebraic Sum of the Moments of the two 
forces of a couple about any 
point in their plane is con- ^ 

, stant ; or in other words, 

The Moment of a Couple 
about any point in its plane 
is constant 



M 



N 



■•O 



Let Pj, Pg be the equal 
forces constituting the 
couple and O be amy j \ 

point in the plane of the moment op a Couplb about a Poikt. 
couple. 

From O, drop the perpendicular O N M on the lines of action 
of Pj and Pg. 

Then, Moment of P^ about O = P^ x O M. 

And, „ Pg „ =-P2xON. 

Moment of Couple about = Pj x O M - Pg x O N. 
i.e., „ „ = Pj X M N. 

But P^ X M N is clearly a constant quantity. It is, in fact,, 
what we have already defined as the Moment of the Covple. 
Hence, we see that the moment of a couple about any point in. 
its plane, is independent of the position of that point with respect 
to the couple. 

Bemembering, then, that a couple has no translatory effect on 
the body on which it acts, and that its rotatory effect is measured 
by its moment, we at once obtain the following corollaries from 
the aboYe Proposition : — 

(1) A Couple may be considered as acting anywhere in its own 
pltme. 

(2) A Couple may be replaced by another of equal moment and 
sign and acting in Uie same plane. 

(3) The Besultant of two or more Couples acting in the same 
plane, is a couple whose moment is equal to the algebraic sum of 
the moments of the component couples.^ 

* Independent proofs of these propositions are usually given in books on 
Theoretical Mechanics. 
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Proposition IL — ^A force acting on a rigid body can always 
be replaced by an equal force acting at any given point together 
with a couple. 

Let P be a force acting at the point, A, in a rigid body, and 

let O be the given point. 

At O, introduce two opposite forces, Pj and Pg, each equal to 

P, and having their line of action, P^ O Pg, parallel to A P. 
Then, obviously, the introduction of these two equal and 

opposite forces at O will not affect the action of P at A. We 

have now a system of three forces acting on the body, which is 

equivalent to the single 
force, P, at A. But, clearly, 
two forces of this system — 
viz., P and P^ — constitute 
a couple, the moment of 
which is P X OK The 
action of this couple is 
simply to produce rotation 
of the body. The remain- 
ing force, Pg, is that part 
of the system which pro-* 
duces or tends to produce 
translation. The magni- 
tude and direction of Pg 
are always equal and 

parallel, respectively, to those of the original force, P. 

If O represents the intersection of the plane of the forces 

with an axis round which the body is free to turn, then the 

moment = P x O N, and the transverse pressure on the axis 

is P2 = P. 

Proposition III. — A force and a couple acting in the same 
plane are equivalent to or, may be replaced by, a single force 
in that plane. 

This is the converse of Proposition IL, and might have been 
assumed here without proof; but we prefer giving a proof since it 
exhibits a method or process of reasoning useful for other purposes. 

Let a force, P, and a couple whose moment is Q x g, act in the 
same plane on a rigid body. 

Replace this couple by another of equal moment and similar 
in sense, and having its forces each equal to P, the given force. 
[See Oors. (1) and (2), Prop. I.] 

Let the arm of this new couple be p. Then we must have :— - 

P X ^ = Q X g. 




A Force Replaced by a Force 
AND A Couple. 



Or, 



P = 



_ Q X g 



A FORCE AND A OOUPLE REPLACED BY A FORCK 
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Now, rotate this new couple in its plane into such a position 
that one of its forces acts along the same line as the given force 
P at A, but having its direction opposite to that of P. [See Cor. 
(1) Prop. L, and right hand fig. below]. We have then a system 
of three equal forces, two of which — viz., P, Pj at A — neutralise 
each other, and then we are left with the single force Pg, acting 
along a line B Pg parallel to A P, and at a distance p from it, 
such that p = qQfP. 

Several important applications of the preceding propositions 
will be met with throughout the present treatise. 



A 



R 




^ 



B 



% 
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Example II. — A uniform platform, AC, turning about a hinge 
at A, is kept in a horizontal position by means of a chain, C H, 
fixed to a hook, H, in the wall vertically over A. A barrel 
weighing 6 cwts. is placed on the platform at B. Determine the 
tension in the chain, and the magnitude and direction of the 
reaction at the hinge, A; given weight of platform = 2 cwts., 
AC = 6 feet, AB = 5 feet, and AH = 8 feet. 

Answer. — (1) To find T the tension in the chain, C H. 

From A drop the perpendicular A N on H. Take moments 
about the hinge. A, so as to eliminate the reaction at that point. 
Then, by the Principle of MomentSy we get : — 

TxAN = WxAB + w;xAG 
„ „ =6x5 + 2x3 = 36 cwt.-ft. 
36 



T = 



AN 



cwt. 



(1) 



We have now to determine the length of A N in feet. 
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The easiest way to find this, is to express the area of the 
right angled triangle, AOH, in two ways, and then eq^uate these. 




W»tfwf. w=2cwt. 



V 



I 



I 6 ft, -^ y^ 



To Illustbate the Tension in the Chain and the Beaction 

AT THE PlATFOBM HiNOB. 



Thus, 
Also, 



%»Q*s 



Or, 



Area A A C H = |^ (C H x A N). 

\ (OH X AN) = J (AC X AH). 

AC X AH 



AN = 



99 



CH 
6x8 _ 48 
"OH" ~ OH^ 



ft., 



(2) 



But, 
Or, 

From eqn. (2) 
And, „ (1) 



CH= ^AC2 + AH2. 
» = >/ 62 + 82 = 10 ft. 



AN = 



T = 



i-..^ 



36 
4-8 



7-5 cwts. 
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(2) To find the reaction at the hmge^^ JL 

• 

Besolve the tension, T, in the chainy.C H, into two companeBt% 
viz., one along C A and the other perpendicular to G A, 

Let T;^ SB horizontal component of T 
IT J>« ^ vertical „ ^ 

Then, Ta = Tcos^^HOA 

„ - 7-5 >f ,-;t = 4»-5 cwts^ 

JbO 

Also, T„ = T sin .«-:: H A 

Q 

„ « 7'5 X --. = 6 cwts. 

Kow, let K denote the reaction of the hinge at A, and let 
Ba, Bv represent the horizontal and vertical components of B. 
Then since the only horizontal forces acting on the platform are 
Ba and Ta, these must be equal and act in opposite directions. 






Ba = Ta = 4-5 cwts. 

Again, B^, T«, W, and w constitute a system of parallel 
forces in equilibrium. 

Bp + T„ = W + t^; 

Bp = 6 + 2 - 6 = 2: cwts. 
But, B2 = B^ + BJ 

».«., B2 = 4-52 + 22 = 24-25 

R = 724-25 = 4-92 cwts. 






(3) To find the direction of the reaction, B. 

Since Ba acts from A to C, and B^ acts vertically upwards, 
it at once follows that the direction of B lies along some line 
between A C and A H. 

Let r denote the length of the perpendicular from C upon the 
line of action of B. Then, taking moments about 0, we get bjr 
the Principle ofi Moments : — 

Bxr = Wx CB + wxOG 
Or, 4-92 xr=6xl + 2x3 = 12 cwt.-ft 



• • 
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To set out the line of action of R we may proceed thus : — 
With centre, C, and radius, r = 2*43 ft. draw an arc of a circle 
above line A 0. From A draw a tangent to this arc. Then the 
direction of the reaction is along this tangent. 

^oto.— When the student has studied the Lectures on the Graphical 
Methods of determining the stresses in structures he should return to this 
problem, and determine graphically the tension in the chain, C H, and the 
magnitude and direction of the reaction of the hinge at A 

Work Done by Taming Efforts and Couples. — ^We are now in 
a position, to be able to find the work done by turning forces 
and couples, and to construct the diagrams of work done by 
such efforts. 

Case I. — Work Done by Uniform Moments. — Let O be a point 
in the plane of the turning or twisting effort, P, round which 
the body is rotating. 

Then, Moment of P about = M = P x ON = Pr. 




Uniform Moment. 

Let the body make n complete turns. 

Then, Displacement of P = 2 at rw 

/. ITorA; cfone 6y P = P X 2flrrn = Pr X 2tw = M X 2'm. 

But 2 Tn is the circular measure of the angle turned through 
by the effort, P. 
Let 6 denote this angle — 1.6., let ^»: 2 ^n. 

Then, Work done by moment, M, dor- 1 _ m 4 n\ 

ing angular displacement, ^j ' ' • • vV 

Now we have already seen that every turning effort may be 
regarded as equivalent to a couple of equal moment to the effort 
and a force equal and parallel to the effort acting at the point O. 



WORE DONE BY A COUPLE OF DNHXIRM MOMENT. 41 

For the preaent we are only concemed with the turning effect 
of the effort or cwuple ; hence, if a body is rotated by a couple 
of moment, M, through an angular displacement, i : — 

Then, Work done by conple = U 4, (2) 

Where, i = 2irn. 

Diagram of Work Done by a Conple of Unifonn Moment. — From 

equations (1) and (2) it will be seen, that the quantity, tf, or 2 ffra, 
hsa the same relation to the equation for the work done by a 
couple, that L had in the previous expressions (P x L) for the 
work done by a force ; only, that here t represents an angular 
displacement while in the previous case L represented a linear 
displacement. And, just 
as we can construct a dia- ^ 
gram of work for linear 4 
displacements, so also, can | 
we construct a similar dia- | 
xram of work for angular V 
displacements. j 

Hence, draw two rect- i 
angular axes, ox, oy. Set i 
off A to represent the y 

turning moment, TS., and o-< 0- itTtll ^B 

B t« represent the Diaobam of Work for a 

angular displacement, 6. Unifobu Moment. 

Then, if the moment of 
the couple be uniform, the area of the rectangle A B repre- 
sents the work done. 

i.e., Work Done ~ Axfii. OAOB = M*. 

Case II. — Work Done by a Couple of Variable Moment. — If 
we wind up a flat spring (such as the main spring of a watch 
or clock) or twist a helical spring or a wire or shaft by an effort 
in a plane perpendicular to its axis, the twisting moment re- 
quired is proportional to the angle of twist within certain 
limits. This law may be stated briefly, thus: — 

U<c i. 

We can prove, as in Lecture I., that the dit^ram of work for 
such cases as the above will be a triangle or a trapezoid accord- 
ing as the spring or shaft is in a neutr^ or initial state of stress 
when we begin to further twist or untwist it. 
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Thus; let the material be in an unstressed contlttian to- begm 
with ; and let M^ be the twisting moment covresponfiUng i» thsp 




Ate^ 



2^-i.4----<Pz-^^^--_VL- 



Diagram of Work tor a Variable Moicbht. 

angle of twist, tfg* Then, for any other angle of twist, f, ww 
get the corresponding twisting moment, M, from the proportion 

Hence, if A B, AH, and BC represent ff^ 6, and Mg respeo*- 
tively, we see that M will be represented by the ordinate H K. 
For, obviously, 

HK : BC « AH : AB = $ : 6^. 

.*. H K represents the twisting moment for angle of twisty tf„ 
to the same scale that B C represent Mg. 

Hence, Work done in twisting \ j AA-on 1 lur a 
' . ' 1 .t T 7 aV ^ Area A. A B-O =^\aL L 
material through angle, j ■* 

If the initial and final angles of twist be 6^ and 62 respectively, 

then 

Work dons in twisting nuUerial I _ j T) T5 P "P 
throiugh angle {6^ - tf^) J "" ^^ ^ ^ ^ 

= i(M2+M,)(^,-(J,). 



» 
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The Fusee. — As an illustration of the manner in which the 
variable twisting moment of a coiled spring may be compensated, 
and thus secure a uniform turning effort, we may instance the 
case of the /usee as adopted in many watches, clocks, and 
chronometers. In such cases, the driving of the works at a con- 
stant rate is the object aimed at, and this naturally requires a 
constant turning effort in the wheel work, this effort being just 
sufficient to overcome the frictional and other resistances offered 
by the mechanism. Now, one of the most compact and coar 
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venient pieces of mechanism iato which mechanical energy can 
be Etored is that of a' coiled spring, and since the very natnre of 
the spring is such, that its moment decreases as it uncoils, we mast 
employ some compensating device between this variable driving 
force and the constant resistance. The fusee does this in a most 
accurate and complete manner. Xiooking at the accompanying 
figures and index to parts, we see that the barrel, B, wluch con- 



Thi Fdskk bob a Clock ob Watoh.. 

Ikdsk to Pabts. 
B reptesenfs BaireL 
F „ Fusee. 
RW „ Bfttchet wheel. 

tains the watch or clock spring, is of uniform diameter, and that 
between the outside of this harrel and the fusee, or spirally 
grooved cone, there passes a cord or chain. When the winding 
key is applied to the winding square, "WS, and turned in the 
proper direction, a tension b applied to the cord, and it is wound 
upon the spiral cone, thus coiling up the spring inside the 
barrel, B ; for the outer end of this spring is fixed to the peri- 
phery of the barrel, and the inner end to its spindle or axle, 
When the spring is fully wound up it exerts the greatest force, 
but it acts at the least leverage, since the cord is on the groove 
of least diameter. When the spring is almost uncoiled it acts 
at the greatest leverage, for then the cord is on the groove 
of largest diameter. Consequently, the radii of the grooves 
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of this cone are made to increase in proportion as the force 
applied to the cord decreases, in order that there shall be a 
constant turning effort on the works of the clock or watch. 

Correct Form to be given to the Fusee Curve. — ^We shall now 
show that the true form of the fusee curve is that of a rectangular 
hyperbola for equalising the effect of a spring of uniform elas- 
ticity, and when neglecting the other connections. 

Let A BCD be the diagram of work for the spring inside 
the barrel, B. Then, from what has been said above, A B C D 
will be a trapezoid. 

Let B C represent P, the force which the spring (inside the 
barrel) exerts on the cord or chain when it is fully wound up. 




DiAOBAM OF WOBK, &C., FOB THE FCTSEE. 

Similarly, let G H represent p, the tension in the cord or chain 
at any other instant. 

Let the ordinates E B, K G, and FA, represent the several radii 
at which the cord acts on the fusea Then E K F will be the curve 
required to be given to the fusee. Thus, BE represents the 
radius at which the tension, P, in the cord acts when the spring 
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inside B is completely wound up. Similarly, G K represents the 
radius of the fusee corresponding to the tension, p, in the cord. 

Produce D till it meets B A at O. Take O as the origin. 
Let O G = a;, G K = y, and O B = 5. 

Then, if we have a constant ttoisting moment acting on the 
fusee spindle : — 

^ X y « a constant (m) . . • (1) 

But, p iV = X :b 

P 
•*• o = -=- a; = w ac 



p 

Where n = — = a constant. 

6 

Substituting this value forp in equation (1) we get : — 

nxy = m 

Or, xy = ^ = a, constant. 

n 

But this is the equation for a rectangular hyperbola referred to 
the axes O X, O Y which are its asymptotes. We have met with 
this curve before when treating of the expansion or compression 
of gases according to Boyle's law. 

In practice, the fusee is made as nearly as possible to this 
shape. Then the fusee and spring are connected, as shown by 
the figures on page 43, and tested by fixing an L-shaped lever 
(with an adjustable weight on the long arm of this adjusting 
rod) to the winding square, W S, and finding whether the ten- 
sion in the cord or chain (as due to the spring enclosed in B) 
is balanced in every position by the same turning effort on 
the lever. 

Should the turning moment of the combined spring and fusee 
be thus found to be greater when the spring is fully wound up 
than when it is nearly run down, the initial tension of the 
spring is too great. To lessen this, the ratchet wheel, R W, is 
eased back a tooth or two, the cord readjusted, and the above 
experiment repeated until the nearest approach is arrived at to 
a uniform turning effort on the works of the timepiece. 
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Lecttjbb m. —-Questions. 

1. Define the moment of a force with respect to a point. When is » 
moment reckoned positive and when negative? Draw an equilateral 
triangle, ABC, and suppose each side to be 4 feet long. A force of S 
units acts from A to B, and a force of 10 units from C to A. (a) Find the 
moment of each force with respect to the middle point of B C ; (b) Find 
a point with respect to which the forces have equal moments of opposite 
signs. Ana. (a) 18 V 3; W -^^7 point on the resultant. 

2. State the principle of moments and hence show that the moments of 
two forces about any point in their resultant are equal and opposite. A 
rod is supported horizontally on two points, A and B, 12 feet apart. 
Between A and B points C and D are taken such that A C =B D = 3 feet. 
A weight of 120 lbs. is hung at C, and a weight of 240 lbs. at D. Take a 
point O midway between A and B and find with respect to the 
algebraic sum of the moments of the forces acting on the rod on one side 
of 0. (You may neglect the weight of the rod. ) Ans. 540 it,-lha, 

3. In a blowing engine of the overhead beam construction the area of 
the steam piston is 2,712 square inches, and the mean pressure of the 
steam is 30 lbs., while the area of the piston of the blowing cylinder is 
16,272 square inches. The leverage of the working beam is as 15 on the 
steam side to 20 on the opposite side ; what is the pressure of the air as it 
leaves the blowing cylinder ? Ans. 3*75 lbs. per square inch. 

4. A safety valve, 3 inches in diameter, is held down by a lever and 
weight. The distance from the fulcrum to the pin of the Valve is 6 inches. 
Weight of valve 5 lbs. Weight of lever 15 lbs. Distance from fulcrum 
to centre of gravity of lever 16 inches. Find where a weight of 60 lbs. 
must be placed on the lever so that the steam may blow off at a pressure 
of 56 lbs. per square inch. Ans. 35*1 inches from fulcrum. 

5. Define a couple, its arm, and its moment. Show that two couples, 
whose moments are equal and of opposite signs, are in equilibrium when 
they act in the same plane on a rigid body. If forces act from A to B, 
B to 0, and C to A, along the sides of a triangle, ABC, and are pro- 
portional to the sides along which they respectively act, show that they 
are equivalent to a couple. 

6. Show that a force acting at a given point A, may be replaced by an 
equal parallel force acting at any other point B, and a couple whose 
moment equals moment of original force about B. 

7. Find the resultant of a n>rce and a couple acting in the same plane. 
Draw a square, A B C D, and its diagonal, A C. Two forces of 10 lbs. 
each act from A to B and from C to D respectively, forming a couple. 
A third force of 15 lbs. acts from C to A. Find their resultant, and show 
in a diagram exactly how it acts. Ans. K = 15 lbs. 

8. State the principle of moments, and apply it to the solution of the 
following question : — A B, A C are sheer poles secured to a base plate in 
the ground at B and C, and held in position by a wire guy or tension rope, 
A E, attached to the ground at E, D is the middle point of the line joimng 
B and C, and B C is perpendicular to P D. Given A B = A C = 25 feet; 
B C = 14 feet ; p E = 40 feet ; A E = 55 feet. Find tension in the guy 
rope when a weight of 20 tons is suspended from A. Ans, 13*55 tons. 

9. Explain, with a sketch, the use of a fusee in equalising the variable 
force of a spring coiled within the barrel of a watch. Find tae theoretical 
form to be given to the curve of the fusee. 
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10. A safety valve, 3} inches Id diameter, is held down by a lever and 
spring. The arrangement has to be so constructed that each pound of 
additional pressure per square inch on the valve will be registered as such 
on the spring at the end of the lever. Neglecting the weights of the lever 
and valve, you are to determine the relative distances of spring and valve 
from the fulcrum of the lever. '^ After the valve has been set, determine 
the additional pressure per square inch which will be necessary to lift the 
valve -^ inch, the spring requiring a force of 10 lbs. to extend it 1 inch. 
You may neglect the weights of the lever, valve, and spring. Sketch 
the arrangement. Ans. 9*625 : 1; 4*82 lbs. 
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LECTURE IV, 

Contents. — Principle of Work — Principle of the Conserration of Energy — 
Definition of Energy — Useful and Lost Work in Machinery — Proposi- 
tion — Principle of Work Applied to Machines— Definition of Efiiciency 
— Object of a Machine — Definition of a Machine — Simple or Elementary 
Machines — Force Ratio — Velocity Ratio — Mechanical Advantage — 
Relations between the Advantage, v elocity Ratio, and Efiiciency of a 
Machine — Examples I. and II. — Questions. 

Before taking up the subject of simple machines we shall give 
a brief statement of another important principle in Mechanics 
known as the " principle of work." 

Principle of Work. — If a body or system of bodies be in 
equilibrium under the action of any number of forces, and receive 
a small displacement, the algebraical sum of the work done by all 
the forces is zero. 

Conversely. — If the work done be zero, the forces are in 
equihbrium. 

We may verify the truth of the principle of work by assuming 
the principle of moments, or the principle of the parallelogram 
of forces, &c.; or, conversely; having assumed the principle of 
work we can verify the truth of the principle of moments, or the 
principle of -the parallelogram of forces. After all, the principle 
of work is only a particular case of the more general principle 
called the Principle of the Conservation of Energy, which is now 
universally accepted by all scientists, and may be stated thus: — 

Principle of the Conservation of Energy. — The total energy of 
any material system is a quantity which can neither be increased 
nor diminished by any action between the parts of the system, 
though it may be transformed into any of the fonns of which 
energy is susceptible. {Clerk Maxwell.) 

Definition. — Energy confers upon a body possessing it the 
ability to do work. 

The principle of the conservation of energy, therefore, asserts 
that there can be no increase or decrease in the energy of any 
system without an equivalent loss or gain of energy in some 
other system. If in any isolated system there be an increase in 
one form of energy this can only happen at the expense of some 
of the other forms of energy in the system. 

4 
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Hence, the total energy in the Universe is a constant quantity. 

We may change energy of one form into that of another, but 
•we can never change the total amount. 

Useful and Lost Work in Machinery. — In the case of machines, 
it is true, that the useful work is much less than the work put 
into the machine. A part of the total energy exerted is rendered 
unavailable for useful work, this part being employed in over- 
coming the friction at the rubbing surfaces; by setting up 
vibrations in the machinery, &c. ; and these reappear in the 
forms of heat and sound energy, &c. The energy thus mis-spent 
is a direct loss to the engineer, and he has to contrive means 
for its reduction; although, he can never hope to entirely 
eliminate it. 

Since the student is still expected to give a demonstration or 
verification of the Principle of Work; when, say, the truth of 
the Principle of Moments is assumed, we herewith give such a 
demonstration in its usual form as it appears in most works on 
this subject. 

Proposition. — To veriftr the truth of the Principle of Work 
by assuming the truth of the Principle of Moments. 




Pbtncifle of Work and of Mombnts. 

Let A F B be a rigid lever capable of turning about a fulcrum 
at F. Let forces P and W act at the extremities A and B 
respectively. Let the three forces, P, W, and the reaction at F, 
be a system of forces in equilibrium. 

Then, by the Principle of Moments, we have > — 

P X AF = W X BF 
Or, P:W«BF:AF (1) 

Now, conceive the system to receive a small displacement^ 
the forces being stiQ. in equilibrium. For this displacement it 
IB best to conceive the lever tilted through a very small angle a^ 
round the fulcrum, F ; its new position being A' F B'.. 
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Then, 

Work done hy V = P x A' M 

„ „ W= -(W xB'N) 

Total work done = P x A' M - W x B' N . . (2) 

But, from the similar A«, N F B' and M F A', we get :— 

B'N :A'M = B'F : A'F 
„ =BF:AF 
/. From eqn. (1), B' N : A' M = P : W 

W X B'N = P X A'M 

Hence, from eqn. (2), we get : — 

Total work done = P x A'M - P x A'M = 0. 

This verifies the principle as stated above. 

The student should now prove in a similar manner the con- 
verse statement, and also, verify the truth of the Principle of 
Moments by assuming the Principle of Work. 

Principle of Work Applied to Machines. — When applied to 
machines the Principle of Work takes the form : — 

Total work expended = Useful work done + Work lost in the machine. 
Or, Work pot in = Work got out + Lost work. 

If we denote these three quantities by Wt, W^, and W^ re- 
spectively, we can write the above equation thus : — 

Wt = Wn + W^ ....... (I> 

Definition. — The ratio which the useful work done bears to 
the total work expended is called the efficiency of the machine. 

i e Efficiency = Useful work done ^ W^ , jjx 

*'^'' ^ Total work expended W^ ' * ^ ^ 

The efficiency of an actual machine is always a proper fraction. 
The efficiency could only be unity in the case of a perfect 
machine, or where we assume the entire absence of frictional 
and other losses. In such theoretical cases we state the Princifde 
of Work in the following form : — 

Total work expended = UseM work done. 

Object of a Machine. — The object of a machine is to enable us 
to perform work of various kinds, either by our muscular exer- 
tions or by utilising the forces of nature. 

We may define a machine either from a staiical or from a 
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kinematical point of view. Eegarded Statically, it is an instru- 
ment/or clianghig the magnitude, direction, or place of application 
of a given force, Einematically, i^ is an instrument for changing 
the direction or the velocity of a given motion, or both direction and 
velocity. 

Combining these two statements, we get the following : — 

Definition. — A machine is an instrument, or combination of 
movable parts, constructed for the purpose of transmitting and 
modiQring, in various ways, force or motion, or both force and 
motion. 

Or, a machine may be defined to be a combination of resistant 
bodies whose relative motions are completely constrained, and by 
means of which the natural energies at our disposal may be trans- 
formed into any special form of work. {Fro/, A. B, W. Kennedy,) 

Simple or Elementary Machines.^All machines, however com- 
plicated, are merely combinations of two or more of the following 
mechanisms : — 

1. The Lever and Fulcrum. 4. The Inclined Plane. 

2. The Pulley. 5. The Wedge. 

3. The Wheel and Axle. 6. The Screw. 

In reality, there are only two elementary mechanisms distinct 
in principle — viz., the Lever and the Inclined Plane. The Pulley 
and the Wheel and Axle are but modifications of the Lever ; 
whilst the Wedge and the Screw are but particular cases of the 
Inclined Plane.* 

Force Batio — Velocity Ratio — Mechanical Advantage. — In con- 
sidering any machine it is desirable to know the ratio which 
the applied force or eflfort bears to the resistance or load over- 
come. This is termed the Force Ratio. Also, the ratio of the 
velocities of the points of application of the effort and resistance. 
This is termed the Velocity Ratio. In this treatise we shall 
denote the applied force or eflbrt by P or Q according as fric- 
tional resistance is neglected or taken into account; W being 
the resistance or load in both cases. 

Then, P = Theoretical force required to overcome resistance, W. 

And, (i = Actual „ „ „ W. 

P 

Also, Theoretical Force Ratio = ^^ 

Q> (HI) 

And, Actual Force Ratio = ^ 

* For descriptions, &c., of these simple mechanisms, see the author's 
Elementary Manned of Applied Mechanics^ 
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Let V = Velocity of the point of application of the effort P or Q. 
„ V = „ „ „ „ resistance, W. 

Let X = Displacement of the point of application of P or Q. 

yy y ~ )9 jt » W. , 

Then, in a given time or period of motion of the machine, it 
is clear that : — 

Velocity of P or Q _ Displacement of P or Q in a given time 
Velocity of W Displacement of W in the same time 

Or, 1 = ^ ) 

"" ^ I (V) 

w 1 -x « X. OS P or Q's displacement i ' ' ^ ^ 

i,e., Velocity Ratio = - = ^, ^^»^i»^!L^^x 

y W s displacement j 

The reciprocal of the force ratio is usually spoken of as the 
Mechanical Advantage of the machine.* Hence : — 

„, X. 1 J X Resistance overcome W ,^^^. 

Theoretical advantage = -f=r- r^ — i-« ^— s = ^ (VI) 

® Theoretical force required P ^ ^ 

. . , , . Resistance overcome W ,,rTxv 

Actual advantage . . = ^-^r — r^ ^—j • • = "t^^ (^H) 

** Actual force required Q ^ ^ 

Relations between the Advantage, Velocity Ratio, and Efficiency 
of a Machine. — Neglecting friction and applying the " Principle 
of Work " to any machine, we get : — 

W X its displacement = P x its displacement. 

Or, W X 2/ = P X 05. 

W ^^ 

^ l> (^™) 

Or, from Equation (V), — = — 

i.e., Theoretical Advantage = Velocity Ratio. 

* In some treatises on Applied Mechanics the force ratio and Mechanical 
Advantage are synonymous terms, but, since in many problems it is desir- 
able to know what ratio P or Q bears to W, we have chosen the former 
term (force ratio) to denote either of these ratios, retaining the term 
" advantage " in its original sense, to denote the reciprocal of the /orcc ratio 
or the ratio of the load overcome to the force required to overcome it. 
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Again, in any machine we get : — 

p~ . _ Useful work done _ W y 

Total work expended Qaj 

W P 
= -g- X ^ from Equation (VIII). 

P 

°Q 

EffidencT - theoretical force to OTercome W 
"' Actual force to overcome W 



.(IX) 



ExAUPLB I, — Determine the relor- 
tion between P and W in Weston's 
differential pulley block — (1) by the 
Principle of Moments, (2) by the Prin- 
ciple of Work. The radii of the 
pulleys are 4^ inches and 4^ inches. 
Taking the efficiency of the machiae 
at 40 per cent., find the effort re- 
quired on the 
hauling chain in 
order to raise a 
weight of \ ton. 
What is the 
actual advan- 
tage la this ma- 
chine 1 

Answer. — Let 
H and r denote 
the radii of the 
larger and 
smaller pulleys 
respectively. 
Then :— 

(1) Since the 

weight, W, is 

Skbletos Figubb ow supported by 

Westok's DiFTESBNTiAi. two parts of the 

PoLLBT Block. ^j^^j^^ jt_ ^^ ^^^^ 

that the tension in each part is W/2, 
Considering the upper or differential 
pulley we see that it is acted on by 
three forces at the circuniferenees, viz. : 
— The tensions in the two parts of the 
chain supporting W, and the pull, P, 
along the hauling part of the chain. 
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Taking moments round the centre of the pulley pin, and 
applying the Principle of Moments, we get : — 

W W 

Or, PxR = ^(R-r), 

L ^ - ^ 
W " 2 R • 

(2) Suppose the system to receive such a displa.cement tiiat 
the differential pulley makes one complete turn, W being raised 
during the operation. Then : — 

The displacement of P =>= a; »» 2 tt R. 

One part of the chain supporting W is overhauled by an. 
amount = 2 t R, while the other part is let out by a length 
= 2 ^r. The weight, W, will, therefore, be raised by an amount 
equal to the algebraical mean of these two. displacements of th^ 
supporting chaon. 

Or, 

Displacement of W « y = ^ (2 -srR — 2 err) = '!r(R - r). 
Hence, by the Priiiciple of Work^ we get : — 

Paj = Wy; or, |; = |. 

P T(R-r)R-r 
^•^•' W 2crR " 2 R • 

This is, however, the same result as before. 

■pffi • _ Useful work done _Wy_W R-r 

Jiimciency - ^— ^-_^---__^_^ _____ 5, ___. 

In the example, the efficiency = 40 per cent. = 4: W = 560 lbs.: 

560 4J - 4i 560 1 
Hence, .4 - -^ x ^^ = ^ x 3^, 



/> 560 «^ • „ 

. . , , . W 560 144 

Actual advantage = tt = — r = -r-. 

Q 38-8 1 
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Example II. — It is found by trial that when P is on the 
point of lifting Q by means of a single fixed pulley, P = (1 + w) Q,. 
where m is a fraction depending on the friction of the parts 
of the machine. If three such pulleys are combined into "a 
block and t/ackle," find the effort requisite to raise a given weight 
by means of it. If m equals 0*2 so that an effort of 60 lbs. 

would just raise a weight of 50 lbs. in a 
single fixed pulley, find the number of 
ft.-lbs. of work done against friction, when 
a weight of 1,000 lbs. is raised 20 ft. by 
means of a block and tackle of three such 
pulleys. (S. and A. Adv, Theor. Mechs. 
Exam. 1883.) 

Answer. — (1) Let the figure represent 
the block and tackle consisting of three 
pulleys or sheaves. (In this figure we 
have drawn the pulleys of different sizes 
for the purpose of showing clearly the 
various ropes and exhibiting the forces). 

Let Pj be the effort required to raise a 
given weight, W, by means of this system 
of blocks. Let Pg, Pg, P4, denote the ten- 
sions in the three parts of the rope as 
shown. 

Then, from conditions stated in question^ 
we get : — 

Pj = (1 4- m)P2 ... (1) 
P2 = (1 + m) P3 . . . (2) 
P3 = (l +m)P, ... (3) 

Adding together the corresponding sides 
of equations (1), (2), and (3), we get : — 

Pi + P2 + P3 = (1 + m) (P2 + P3 + P4). 

= Po + P, + P. + m (Po + P3 + P4). 




Question on the 
Pulley Block. 



99 



>y 



V.6., 

But, 



2 + ±-3 + 1-4 + m (P2 
Pi = P4 + m(P2 + P3 + P4). 



2 



+ P3 + P^ = W. 

Pi = P4 + m W 

Multiplying together equations (1), (2), and (3), we get: — 

PiP2P3 = (l+m)'P2P3P4. 
Pi = (l +mfP,, 



(4) 



Or, 



1^4 = 



(1 + mf 
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Substituting this value for P^ in equation (4), we get: — 

Pj { (1 + m)' - 1 } = »»(1 + mfW. 

Or, (ot + 3 m' + 3 »») Pj = m ( 1 + »»)' W. 

i.e., (to' + 3 «» + 3) Pj = (1 +m)*W. 

Pj ^ (1 + mf }■ ' ■ • (5) 
W 01' + 3/w +3 



Or, 



(2) In the example given, m = 0*2, and we nlay find the 
efibrt, Pj, required to raise a weight, W = 1,000 lbs. 
From equation (5), we have : — 

P = — (L?) X 1,000 lbs. 

0-2' + 3 X 0-2 + 3 

„ = '^:^^ = 47472 lbs. 

When W rises 20 feet, then clearly P^ will be displaced 
3 X 20 = 60 feet. 



• • 



Work done by T^ = 47472 x 60 = 28,483-2 ft.-lbs. 
And, Work done on W = 1,000 x 20 = 20,000 ft.-lbs. 

••. Work done against friction = 28,483-2 - 20,000 = 8,483-2 ffc.-lbSw 
We might also find the efficiency of this machine. 

rr/p. Wy m^+3m + 3 1 

Efficteruyy = -p-^ = -— -3— x « 

^1^ (1 + m) "^ 

Where x = displacement of P^, and y = corresponding dis- 
placement of W, and y : jc = 1 : 3, there being three parts of rope 
supporting W. 

Efficiency » ^— i-^* - . = 7021 = 70-21 per cent. 

ox 1*728 

Hence, 29*79 per cent, of total work expended is lost in 
friction. 



58 LECTURE IV. 

Lecture IV. — Questions. 

1. State the principle of work, and apply it to show that a balanced 
lever whose arms are 2 and 3 will remain in equilibrium when weights 
which are as 3 and 2 are suspended at its ends. 

2. Apply the. principles of moments and of work in determining the 
relation between P and W in the wheel and compound axle. A wei^t of 
20 lbs. draws up W lbs. by means of a wheel and compound axle. The 
diameter of the wheel is 5 feet, and the diameters of the parts of the 
compound axle are 9 and 11 inches respectively ; find W. Ana. 1,200 lbs. 

3. A compound axle consists of 2. parts, the diameters being 10 and 12 
inches respectively, and a rope is coiled round them in opposite directions 
so as to form a loop, upon which hangs a pulley loaded to 48 lbs. Con- 
sidering the parts of the rope to be vertical, find the force which, acting 
at a leverage of 4 feet upon the axle, will just balance the weight. Sketch 
the arrangement. Ans, i lb. 

4. In a compound wheel and axle, where the weight hangs on a single 
movable pulley, the diameters of the two portions of the axles are 3 and 2 
inches respectively, and the lever handle which rotates the axle is 12 inches 
in length. If a force of 10 lbs. be applied to the end of the lever handle, 
what weight can be raised ? Ans. 480 lbs. 

5. Define the terms force ratio and velocity ratio as applied to machines. 
What must' be the difference in the diameters of a compound wheel and 
axle so that the velocity of P may be 100 times that of W, the length of 
the handle being 24 feet? (S. and A. Adv. Exam., 1887.) Ans, 1*2 inches. 

6. In a compound wheel and axle, let the diameter of the large axle be 
6 inches, and that of the smaller axle 4 inches, and the length of the handle 
20 inches; find the ratio of the velocity of the handle to that of the weight 
raised, ^ns. 40 : 1. 

7. Define the terms, force ratio, velocity ratio, theoretical and actual 
advantages and efficiency of a machine. A tackle consists of two blocks, 
each weighing 10 lbs. The lower or movable block has two sheaves, and 
the upper or fixed one has three sheaves. It is found that a force of 56 lbs. 
is required te raise a weight of 200 lbs. suspended from the hook of the 
lower block. Find (1) the theoretical advantage, (2) the actual advantage, 
(3) the efficiency of the machine, (4) the percentage efficiency. If W rises 
6 feet, what length of rope must be hauled in? Ans. (1) 4*76 : 1 ; (2) 
3-57 : 1 ; (3) -71 ; (4) 71 ; 30 feet. 

8. Describe Weston's differential pulley. If the weight is to be raised 
at the rate of 5 feet per minute, and the diameters of the pulleys of the 
compound sheave are 7 and 8 inches respectively, at what rate must the 
chain be hauled ? (S. and A. Adv. Exam. 1888. ) Ans. 80 feet per minute. 

9. State and explain the principle of the conservation of energy and show 
that the principle of work is only a particular case of this general principle. 

10. State the principle of work and apply it to determine the relation 
between P and W in Weston's differential pulley block. In such a block 
the radii of the pulleys are 5 inches and 44 inches respectively. Taking 
the efficiency of the machine at 50 per cent. ; what force must be applied 
to the hauling chain in order to raise a weight of I ton? What is the 
actual advantage in this machine? Ans. 224 lbs. ; 10 : 1. 

11. Explain the methods which you would adopt to find the mechanical 
advantage and efficiency of any machine, such as the ordinary block and 
tackle, or a Weston's differential block. Having found the theoretical 
pull (P) and the actual pull (Q) required to raise a given weight (W), what 
would be the efficiency of the machine ? Give reasons for your answer. 
Ans, Efficiency st P/Q. 
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LECTURE V. 

Contents. — Definition of Friction— Limiting Friction— Definition ©f Coeffi- 
cient of Friction — Static and Kinetic Friction — Ordinary Laws of 
Friction for Plane Surfaces — Morin's Experiments— General Results of 
Becent Experiments on the Friction of Plane Surfaces— Simple Methods 
for Finding the Coefficients of Friction and Angles of Repose — Defini- 
tion of Angle of Repose — Limiting Aiigle of Resistance and its Defini- 
tion — Examples I. and IL — The best AjQgle of Propulsion or Traction — 
Example III.— Questions. 

Definition. — Friction is the term nsed to denote the resistance 
to motion which is experienced when one body is made to slide 
over the surface of another. 

The true cause of friction is the roughness of the surfaces in 
contact. The surfaces of all bodies are more or less rough, and, 
when examined by means of a microscope, they are found to be 
covered with minute projections, which are smaller the smoother 
the surface. When one surface rests upon another, the projec- 
tions of the one appear to fit 
into corresponding hollows in 
the other. Hence, to move 
the one surface relatively to 
another a certain force must 
Magnified Section through Two ^® exerted either in separating 
EouGH SuRFACBs IN CONTACT. (t.6., lifting) the surfaces suffi- 

ciently to clear these projec- 
tions ; or, in breaking off some and clearing others. By inter- 
posing a lubricant, such as oil or grease, between the surfaces, 
the friction may be greatly diminished. In such cases, the 
surfaces do not appear to be in actual contact, but are separated 
by a thin film of the lubricant, over which they slide. The 
amount by which the friction is thus diminished depends on 
the nature and quantity of the lubricant between the rubbing 
surfaces. 

Limiting Friction. — Friction is thus a tangential resistance 
offered to the motion of one body over the surface of another. 
Thus, if the body, B, is made to slide along the surface, M N, by 
the force, P, the frictional resistance, F, always acts along the 
common tangent to the two surfaces in contact. Whilst B is 
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just beginning to move, the resistance, F, increases from nothing 
to a certain limit, so that any farther increase of P causes the 
body to slide. The greatest amount of friction thus called into 
play is usually spoken of as the Limiting Friction. It depends 
for its magnitude on the 
reaction, R, between the P 

surfaces in contact (due to 
the weight of the body, W) 
and the nature of those 
surfaces . The limiting fric- 
tion, F, is measured by the 
least force, P, which just 

causes sliding to take place j^^^^^^ v^cno^. 

m a horizontal plane. 

Definition. — The Coefficient of Friction {/i) is the ratio of the 
Limiting Friction, F, to the Normal Reaction, R, between the 
surfaces in contact. 



^W//A^//, 




«.&, 



At = g; or, F = AtR, 



Static and Kinetic Friction. — It has been proved experimen- 
tally that the "limiting friction" between surfaces at rest 
relatively to each other, is slightly different in magnitude from 
that between the same surfaces when in motion. The former 
has been called Static Friction or Friction of Rest, whilst the 
latter is called Kinetic Friction or Friction of Motion. 

Ordinary Laws of Friction for Plane Surfaces. — In 1785, 
Coulomb, a French officer, published the results of a series of 
experiments carried out by him on the friction of plane surfaces. 
These results he embodied in the following statements, usually 
called the ordinary laws of friction : — 

Law I. — The friction between two bodies is directly propor- 
tional to the normal pressure between them. 

Law IL — The Motion is independent of the areas of the 
surfaces in contact. 

Law III. — Kinetic friction is less than static Motion, and is 
independent of velocity.^ 

It will at once be seen, that these three laws may be com- 
prised in the single statement that. The coefficient of Motion 
depends only on the nature of the surfaces in contact. 



* For experimental methods of verifying these laws see the Author's 
EleTnetUarf/ Manual on Applied Mechanics. 
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Morin's Experiments. — Coulomb^s experiments were not conr 
sidered sufficiently extensive to thoroughly establish the truth 
of the above so-called laws. The whole subject has, however, 
been reinvestigated by several persons, notably by General Morin 
during the years 1831-34. The results of Morin's experiments 
were, for a long time, regarded as conclusively establishing the 
above laws. This was no doubt true within the limits of the 
pressures and the velocities he employed ; but, in some recent 
experiments, which have been carried out with much greater 
care and wider variations, both in pressures and velocities, the 
laws of Coulomb were found to be erroneous. The coefficients 
of friction, instead of being independent of pressure and velocity, 
are shown to vary considerably with the pressure, velocity, and 
temperature. 

General Results of Recent Experiments on Friction of Plane 
Surfaces. — (1) With dry surfaces the coefficient of friction in- 
creases with the intensity of the pressure. The highest pressure 
employed by Morin was little more than 100 lbs. per square 
inch, and it is just about this pressure that deviation from 
Coulomb's law appears to begin. This increase in the friction 
with high pressures is probably due to abrasion of .the surfaces; 
but, when the same surfaces were well lubricated the reverse 
took place. 

(2) The lowest pressure employed by Morin was about f lb. 
per square inch, but in recent experiments with pressures lower 
than this, the coefficient of friction was found to increaae as the 
pressure decrecbsed. 

(3) With high velocities the coefficient diminishes as the 
velocity increases. These results are only true with yelocities 
greater than those employed by Morin.* With all velocities 
under 10 feet per second it has recently been found that the 
coefficient of friction is quite independent of the speed. 

Simple Methods for Finding the Coefficients of Friction and 
Angles of Repose. — (1) Take two pieces of the materials to be 
tested. Let one of these, A B, be shaped like a lath and laid on 
a table, while the other, CD, is made to slide on its upper surface 
as shown by the figure. The bodies are pressed together by a 
weight, W, which may be varied at pleasure. The reaction, R, 
between the two surfaces will be W + weight of block, C D. 
Now load the scale pan, SP, with small shot until the block, 
D, moves freely along A B. The motion may require to be . 
aided by a little tapping on the table, since static friction is 
greater than kinetic friction. The experiment should be re- 

* 10 feet per second was the highest Wocity in Movin's acjMEUiieirfcs. 
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peated two or three times, taking care that P, the force causing 
motion, is not more than is necessary to just keep C D moving 



A O 






B 



^y^yy//////////jY^xyy///y/yxyj'xyy//x^^ 



W §^ 



Finding the Coefficient of Fkiction. 

at a uniform rate. Next remove SP and weigh it carefully. 
Let this weight be P units.* 



Then, 



F P 
The coefficient of friction = A** = g = r- 



^2) Incline the plane A B gradually until C D just begins to 
sliae downwards, the table being gently tapped to overcome the 




W 
Finding Angle of Repose. 

static friction. Let a be the angle which the plane A B now 
makes with the horizontal, then : — 

The coefficient of friction » » = tan a. 

For, resolve W along A B and at right angles to A B. Then: — 

The component along A B = F = W sin a. 

And the component at ) 
right angles to A B, j 

F W sin a 



R =5s W COS a. 



A^ = 17 



B. W cos a 



tan a. 



* If P be in pounds, ounces, grammes, or grains, R. nwot also be ni 
pounds, ounces, grammes, or grains. 
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The angle a is called the ^^ angle of repose" or "angle of 
friction " for the materials A B and D. Hence : — 

Definition. — The angle of repose is the greatest angle at 
which a plane may be inclined to the horizon before a body 
placed on it will begin to slide. 




id Id 55 40 60 60 70 80 00 TOQ 

Diagram of Angles of Repose. 



The above diagram exhibits the " angles of repose " for several 
of the more common materials, together with the values of their 
coefficients of friction. 

Limiting Angle of Resistance. — If we attempt to push the 
block, C D, along A B by means of a sharp pointed rod inclined 

to the vertical as shown; 
then, it will be found that, 
however great the pressure 
exerted, no relative motion 
will take place unless the 
rod be inclined to the ver- 
tical at an angle at least 
equal to the angle of repose. 
Thus, let ^ be the angle 
which the direction of the 
force, P, makes with the nor- 
mal reaction, R, when sliding is just about to take place. Resolve 
P parallel and perpendicular to A B. Then, clearly, the limiting 
friction, F, between A B and C D is equal to the component of P 
parallel to AB — i.e,, F «= P sin <p. Also, the perpendicular 
pressure between the surfaces (neglecting the weight of CD) 
is R = P cos f . 




LxMiTiNo Angle of Resistance. 



i 



I 



« • 



THE LIMITING ANGLE OF RESISTANCE. 

F P sin © 

At = -o = -D = tan O, 

R P cos 9 ^ 
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But we have just seen that fi = tan a. 

fL = tan f = tan a. Or, 9 = a. 

a hof^v is made to sHflft alon 



Hence, when a body is made to slide along the surface of 
another, the direction of the total reaction makes an angle with 
their common normal (at least) equal to the angle of repose. 
This angle is called the limiting angle of resistance and may be 
thus defined. 

Definition.— The limiting angle of resistance is the greatest 
angle which the total reaction between two surfaces can make 
with the normal before sliding takes place. 

(3) Another method for finding the average coefficient of 
friction is the following : — 

Take a plane, A B, made of one substance and inclined at any 
angle, 6 (greater than the angle of repose). Allow a block of 
the other substance to 

slide along a given length, ^ 

B A, of the inclined plane, 
and note its velocity when 
it reaches the point, A. 
Next calculate the vertical 
height, B E, corresponding 
to the length, B D, of the 
plane through which the 
body would require to 
slide in order to acquire 
the same velocity as before, 
if there was no friction. 
To get this height, B E, let v be the actual velocity of the body 
at A. Then, neglecting friction, this velocity would be acquired 
when the body reached the point D, such that : — 
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V 



= 2 ^ X B E, /. B E = 



V 



^9 



Set off this distance along B C. Join A E. 



Then :— Average coeflf. of Met. from B to A = -^—^^ = tan a. 

AO 

Let B represent the total force, P, impelling the body 
down, B A, against friction and generating the velocity, t?, then 



* See Contents for Lecture on Motion. 
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B E will represent the force which goes to generate the velocity 
alone, since in the second case the final velocity is the same 
as in the first and, by hypothesis, no frictional resistances are 
overcome. Hence, the force which overcomes the friction alone, 
will be represented by the difference between BC and BE — i.e., 
by EC. 

Now, we know that: — 

P : R = B C : A 0. 

Hence, F:P:R = EC:BC:AC. 

_ F^_ EC 
^~R"AO' 

The chief difficulty in making an experiment of this kind 
would be in finding the velocity, v, at A. It is much easier to 
find the time taken to move from B to A. Suppose this time to 
be found. Let it be, t, seconds. Then assuming the body to be 
uniformly accelerated, we get « = Jv<, orAB = ^vt* 

2AB 

V = — - — . 

Example I. — Let the plane, A B, be 10 feet long and inclined 
to the horizon at an angle of 30°. Suppose the time taken to 
slide from B to A to be IJ seconds. Then the velocity at the 

foot of the plane is t? = — ^7^ — = — - feet per second. 

40 40 
The height B E = ^ = -i-'^g| = 2-76 feet. 

Then, since angle B A = 30', /. BC = JAB = 5 feet. 

CE = 5 - 2-76 = 2-24 feet. 



Also, AG = ^/ AB' - BC' = Jib = 8-66. 

^ = tan^EAC=J^ = ||-J = .2586 

and this corresponds to an angle of friction of 15* nearly. 

This method of obtaining the coefficient of friction, although 
both interesting and instructive, is, however, so complicated and 
attended with so many difficulties that reliable results could not 
be obtained in a class-room or ordinary laboratory. 

ExAMPLB II. — A plank of oak lies on a floor with a rope 
* See Lecture on MotioD, &c, in this treatise. 
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attached to it. When the rope is pulled horizontally with a 
force of 70 lbs. it just moves, but when pulled at an angle of 30* 
to the floor a force of 60 lbs. moves it. What is the weight of 
the plank and the coefficient of friction between it and the floor? 

Answer. — Let W denote the weight of the plank in lbs., . 

fi* „ coefficient of friction between the 

floor and the plank, 
frictions in the two cases. 



» 



>} 



FlB-, 



» 



RrW-P^ sin SO 



Pg^eoibs 




w w 

Example on Cokiticient of Friction. 

In the first case, when P is parallel to the floor, we get Rj = W, 
and Pj = Fi = /6 Ri, 

fiW = 70 , . (1) 

In the second case, when P is inclined at an angle of 30° to the 
floor, the reaction between the floor and the plank will be less 
than W by the vertical component of Pg . 

R2 = W - P2 sin 30° =W- 60 X i = (W-30) lbs. 

Fg = A* R2 = A* (W - 30) lbs. 
But F2 = P2 cos 30° = 30 ^3 lbs. 
.-. ^(W-30) = 30^3 (2) 

We have now obtained two equations, (1) and (2), containing 
the two unknown quantities, W and jti. By solving these equa- 
tions these quantities can be found. 

Divide (2) by (1), then 

W-30 _ 30^3 3^3 
W " 70 " 7 • 

7W-210 = 3^, W. 

210 

= 116-6 lbs. nearly. 



W = 



1-8 
70 



From equation (1), ^ ==== = -6 nearly, 
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From this example it appears that the pull, P (which is some- 
times called the traction), decreases as its direction becomes more 
inclined to the line of motion. Thus, when P is parallel to the 
floor, the pull required is 70 lbs., but when inclined at an angle 
of 30° it is only 60 lbs. It is also clear that P does not con- 
tinually decrease as the angle of traction increases. For, when 
P makes an angle of about 90" with the line of motion, the ten- 
dency of P is to lift W and not to move the body along the floor 
at all. Hence, there must be some definite angle for which the 
pull, P, will have its minimum value. 

The Best Angle of Propulsion or Traction. — We shall now 
show that the best angle of propulsion or traction for given 
materials is equal to their angle of repose. 



P. _Jc 



(j^-W-Psine 






W+Psin$ 

^"PnnB 

Thb Best Angle or Propulsion ob Traction is thb Angle or Repose. 



Let P make an angle, &, with the direction of motion. Let a 
be the angle of repose for the two materials. Then /jl = tan a. 

Normal pressure between ^e bodies = R = W ± P sin ^.* 

Eesistcmce to motion . . . . = F = ^ R = ^ (W ± P sin &). 

Force causing motion .... = P cos 6, 

P cos ^ = At (W ± P sin 6) 
P (cos ^ + At sin ^) = ^ W. 









* The sign is + when P is pushing the body, as shown by the left-hand 
flgure ; and - when P is pulling the body, as shown by the right-hand 
figure. Hence, throughout the following investigation the upper sign will 
refer to the left-hand figure and the lower sign to the right-hand figure. 
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^ W _ sin a 

Or, P = ; — . But, iL = . 

cos B "^ II* sin Q cos a 

TT -D Wsina W sin a .,. 

Hence, P = -. -, — -r—, , /. P = tv.— t (1) 

cos 9 COS a + sin & sin a cos (tf ± a) ^ ' 

Hence, P will have its rninvniu'm value, for a given load, W, 

when the fraction 7ir^ — \ is a Tninvmuvfi, Now, the denomi- 

cos (^ ± a) ' 

nator of this fraction is the only quantity which can be made to 
vary, since tf, and therefore also, sin a is a constant quantity 
for the same materials. Consequently, tlie fraction will be a 
Tainivfiura when its denominator is a rtiaaciTnwm — t.e., when cos 
(p ± a) is a vfMO^'murn,, But the maximum value of a cosine is 
unity ^ and this occurs when the angle is 0. 

When cos (d ± a) = 1, tf ± a = 0, or ^ = + a.* 

Hence, the least push or pull required to move a load, "W, 
along a horizontal plane is, by equation (1), 

P = W sin a 

and the direction of the push or pull makes an angle a, equal 
to the angle of repose, with the horizontal plane. 

Example III. — A body weighing 200 lbs. is drawn along a 
horizontal plane, by a rope making an angle of 30° to the plane. 
Find the force necessary to move the body, supposing the co- 
efficient of friction to be '5. Find, also, the least force which 
would just suffice. 

Answer. — (1) Referring to the previous right-hand figure, 
we get : — 

P cos 30° = F = At R - A* (W - P sin 30") 

P X -^ = -5 (200 - P X i) 
•866 P = 100 - -25 P 



• • 



* The upper or ( - ) sign, here refers to the case wherein the body is 
being ptLshedf while the lower or ( + ) sign refers to the case wherein the 
body is being ptUled. In the first case, we see that P will be a minimum 
when = - a,— ».e., when the force, P, is directed from below upwards and 
inclined to the horizon at an angle, a, equal to the ** angle of repose." 
Similarly, the pull, P (right-hand ligure), will be a minimum when 0= +a, 
— t.e., when P is directed upwards and incUned to the horizon at an 
angle, a, equal to the ''angle of repose.'' 



: 
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(2) The least force necessary to move the body is, according 
to the above results, 

P = W sin a. 

Now, tan a = /a, 

. 2 
sin a 2 

cos a 
Or, sin* a — fi^ (I — sin' a), 

sin a = — =z=r = — ^. = "447 

P = 200 X -447 « 89-4 lbs. 

In this case the direction of P makes an angle of 26.^ nearly 
with the horizontal plane. 

The student should now prove that the same holds true when 
a body is pulled up an inclined plane by a force, P, which makes 
an angle, e, with the incline — viz., that the force will be least 
when ^ Uy the angle of repose. 
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Lecture V. — Questions. 

1. What is friction ? State the ordinary laws of friction, and explain by- 
aid of sketches and concise descriptions how they may be proved experi- 
mentally. What is meant by the ** coefficient of friction;" ** angle of 
repose ; " " angle of friction ; " and ** limiting angle of resistance ? " 

2. Define the coefficient of friction and the angle of friction. A weight 
of 500 lbs. is placed on a table, and is just made to slide by a horizontal 
pall of 155 lbs. Find the coefficient of friction, and the number of degrees 
in the angle of friction, by drawing it to scale. (S. & A. Adv. Theor. 
Mechs. Exam., 1886.) Ans, 031. 

3. Tl^e saddle of a lathe weighs 5 cwts., and it is moved along the bed 
of the lathe by a rack and pinion arrangement. What force, applied at the 
end of a handle 10 inches in length, will be just capable of moving the 
saddle, supposing the pinion to have 12 teeth of 1^-inch pitch, and the 
coefficient of friction between the saddle and lathe-bed to be 0*1, other 
friction being neglected? Sketch the arrangement. (S. & A. Adv. Exam., 
1891.) ^72s. 13-36 lbs. 

4. A body weighing 50 lbs. is pulled along a rough horizontal plane by a 
force whose line of action makes an angle of 45° with the plane. If the 
ooefficient of friction between the body and the plane be 0*2, find the 
magnitude of the pull and the pressure between the body and the plane. 

Ans, 11 -78 lbs.; 41 -6 lbs. 

5. A body is resting on a rough horizontal plane, and is acted on by a 
force whose line of action is inclined 45° to the plane. The force is gradually 
increased until the body is just about to move ; find the ratio of the force 
©Kerted, to the weight of the body, the coefficient of friction being 0*25. 

Ans. J2 : 5, or 1 : 3'5. 

6. A body lying on a rough table can just be moved by a horizontal pull 
of 20 lbs.; but, when pulled at an angle of 30° to the horizon, the force 
required is found to be only 18 lbs. Will you explain the reason for this 
ditt'erence, and find the weight of the body and the coefficient of friction 
between it and the table? Aivt, 41 lbs.; *49. 

7. A body weighing 100 lbs. is drawn along a horizontal plane by a rope, 
making an angle of 20° with the plane. Find the force required, supposing 
the coefficient of friction to be 0*15. Find, also, the least force which would 
just pull the body along the plane, and the angle which its direction would 
make with the plane. Ans. 15 lbs.; 14*75 lbs.; 8}°. 

8. A body of known weight is i)laced on a rough horizontal plane and 
pulled in a certain direction. Find (1) the force of the pull which will just 
make the body slide, and (2) what must be the direction of the pull that it 
may be the least that will make the body slide ? Suppose that P is the 
least pull as above determined, and that the body when pushed by a force, 
Px (acting along the same line as that in which P acted), is on the point 
of sliding, show that P] (1 - /a^) = P (1 + /i^), fi being the coefficient of 
friction. (S. & A. Adv. Theor. Mechs. Exam., 1887.) 

9. A force of 15 lbs. per ton of load, is required to maintain the motion 
of a train on a level line. Determine the coefficient of friction between the 
driving-wheels and rails when an engine of 30 tons weight can just keep in 
motion a train of 350 tons (including weight of engine). Give a diagram 
illustrating the method employed by you in arriving at the answer. 
Ans, 0-078. 
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LECTURE VI. 

Contents.— Friction of Cylindrical Surfaces — General Morin's Experimenta 
— Him's Experiments— Prof. Thurston's Experiments — Prof. Fleeming 
Jenkin's Experiments — Beauchamp Tower's Experiments on Journals — 
Practical Examples of Lubricating Journals — Experiments on Collar 
Friction — Friction of a Pivot Bearing— Results of the Experiments — 
Friction of Railway Brakes — Friction between Water and Bodies 
Moving through it — Frictional Resistance of a Ship Propelled through 
Sea Water — Examples — Questions. 

Friction of Cylindrical Surfaces. — In the preceding lecture we 
only dealt with the friction of plane surfaces. It is equally 
necessary, however, that the engineer should study the friction 
of cylindrical surfaces. With this object in view we shall give 
a brief summary of the results of the experiments carried out 
by the principal authorities on this subject prior to the year 
1883, and then state the conclusions arrived at by the "Research 
Committee on Friction," appointed by the " Institution of 
Mechanical Engineers," which now constitute the standard and 
most reliable experiments on this subject. 

General Morin's Experiments. — Morin also made experiments 
on the friction of axles, and he arrived at the same general 
conclusions as were explained in Lecture V. for plane surfaces ; 
the only difference being, in the values of the coefl&cients of 
friction. The diameters of his journals reached a maximum of 
4 inches, but the speeds never exceeded a sliding velocity of 
more than 30 feet per minute, and the pressures 160 lbs. per 
square inch of the nominal bearing surface. By nominal bearing 
surface is meant, the projected area of the journal on a dia- 
metrical plane — t.c, on a plane containing the axis of the journal. 
Thus, let d denote the diameter and I the length of the journal 
in inches, then : — 

Nomincd hearing surface = dl square inches. 

If II be the total reaction or load in pounds, and p the 

intensity of pressure, or the pressure in pounds per square inch 

on the journal, then : — 

R* 
R =^pdl; orp = j^. 

* If the arc of the circle embraced by the brass bush, upon which the 
shaft actually bears, be indicated by the chord, d\ subtended by it, then: — 

"R = pd' L or p =-. ' 

a I 
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The values of fi in the equation P = /ja R, as given by Morin, 
are: — for dry journals 'IS to '25, for those greased and wet with 
water, -14 to '19; intermittently lubricated, '07 to '12; and for 
continuous lubrication, '03 to '05. The friction toas found to be 
independent of the velocity and proportional to the load. The 
coefficient of friction thus depending ordy on the nature of 
the bearing surfaces. In more recent experiments with cases 
approacliing those which occur in actual practice, it has been 
shown that the values of fL are much smaller than those given 
by Morin, and, further, that the friction is entirely dependent 
on the more or less thorough lubrication of the bearing. 

Hirn's Experiments.* — In 1885, M. Him published the results 
of a long series of experiments, chiefly on lubricated journals. 
These results show, that instead of the coefficient of friction 
being a constant quantity for the same materials, it is more 
nearly proportional to the square root of the velocity of rubbing, 
r, and inversely proportional to the square root of the intensity 
of pressure, p. 



Or, 



^■'il 



"Where c is a constant quantity found by experiment. Hence, 
we see that the friction in those experiments varied directly as 
the square root of the load, area, and velocity. 

Vv I V 

~ X R = c a/-^ X R = c JB^dlv. 

Tl 

For ordinary conditions of working the friction thus appears 
to have varied as the square root of the velocity. The friction 
diminished as the temperature increased,t and the best results 
were obtained after the lubricant had been working for some 
time between the surfaces. 

* In 1880, C. J. H. Woodbury, of the Institate of Technology, Boston, 
Mass., U.S.A., read a paper before the American Society of Mechanical 
Engineers (see vol. i., p. 74, et seq.) on "Measurement of the Friction of 
Lubricating Oils." He states that his experiments proved that the co- 
efficient of friction varies in an inverse ratio with the pressure for high 
speed lightly-loaded spindles. Further, that the coefficient of friction at 
IdO^'F. was about 7A per cent, less than at 75° F.; and, therefore, mill 
owners should keep their machinery warm in winter. 

t See a paper by M. G. Adolpbus Him, read before the Soci6t§ Indus- 
trielle de Mulhouse, June 28, 1884, where water is used to control the 
temperature of the bearing surfaces of oil testing machines; also, The 1886 
Cantor Lectures on ** Friction," by Prof. Hele Shaw. 
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Prof. Thurston's Experiments.* — Professor B. H. Thurston, of 
U.S.A., has carried out a number of experiments to determine 
the effect of changes, not only in velocity, but also in pressure 
and temperature, upon the frictional resistance of lubricated 
bearings. His conclusions are, that the coefficient at first de- 
creases, but after a certain point increases with the velocity ; 
the point of change varying with the pressure and temperature. 
Very few details, however, are given of the way in which these 
experiments were carried out, and, consequently, we cannot here 
enlarge further upon them. 

Prof. Fleeming Jenkin's Experiments.! — A number of experi- 
ments was carried out by Prof. Jenkin in connection with the 
difference between Static Friction or the Friction of Rest and 
Dynamic Friction or the Friction of Motion. He experimented 
at extremely low velocities, and showed, that in certain cases, 
the coefficient of friction decreases gradually as the velocity 
increases, between speeds of '012 and '6 foot per minute, thus 
indicating the probability of a continuous rather than a sudden 
change in the value of the coefficient of friction between the 
conditions of rest and motion. 

Beanchamp Tower's Experiments J — (1) Description of Machine, 
— In experimenting on the friction of lubricated bearings, and 
on the value of different lubricants, one of the difficulties which 
is first met with is the want of a method of applying the lubri- 
cant, which can be relied upon as sufficiently uniform in its 
action. All the common methods of lubrication are so irregular 
in their action that the friction of a bearing often varies con- 
siderably. This variation, though small enough to be of no 
practical importance, and to pass unnoticed, in the working of 
an ordinary machine, would be large enough utterly to destroy 
the value of a set of experiments, say, on the relative values of 
various lubricants ; for it would be impossible to know whether 
an observed variation was due to a difference in the quality of 
the oil, or in its rate of application. The first problem, there- 

* ** Friction and Lubrication," p. 185. "American Association for the 
Advancement of Science," Aug. 1878, p. 61. ** The Theory of the Finance of 
Lubrication and on the Valuation of Lubricants by Consumers," ** Friction 
and Lost Work in Machinery," N.Y., 1885, and on **The Real Value of 
Lubricants," Jany. 5th, 1885, see Trans. Am. Soc, Mech, Mugs., vol. xiii. 
Also see the 1891 vol. for *' Special Experiments with Lubricants," by 
B. J. E. Denton of Hobokin, N.J., U.S.A. He deals with the lubrication 
of steam cylinders and of journals subjected to heavy pressures. 
, t Proceedings of the Royal Society , 1877, p. 93. 

X By the kindness of the Council of the Institution of Mechanical 
Engineers, London, the author is permitted to make the following extracts 
from their Proceedings and Report on Friction Experiments, Nov. 1883. 
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fore, which presented itself, in the present experiments, was t» 
devise a method of lubrication such as would be perfectly uniform 
in its action, and would form an easily reproducible standard 
with which to compare other methods. These conditions were 
best fulfilled by making the bearing run immersed in a bath of 
oil. By tJiis method the bearing is always supplied with aa 
much oil aa it can possibly take ; so that it represents the most 
perfect lubrication possible, and is a good sttuidard with which 
to compare other methods. It is at all times perfectly uniform 
in its action. It is very ea'^ily defined and reproduced ; and it 
also has the advantage that the temperature of the bearing can 
be easily regulated by gas jets under the bath. Experiment 
showed that the bath need not be full ; the results obtained 
were the same when it was so nearly empty that the bottonk 
of the journal only just touched the oil. 



The above figure represents the arrangements for conducting' 
the experimente. The shaft, S, was of steel, i inches diameter 
and 6 inches long, with its axis horizontal and driven by a belt 
acting on a pulley keyed to its outer end. 

A gun-metal brass, B, embracing somewhat less than half 
the circumference of the journal, rested on its upper side. The 
exact arc of contact of this brass was varied in the different 
experiments. Resting on this brass was a cast-iron cap, C,, 
from which was bung by two bolts a cast-iron cross-bar, Cj, 
carrying a knife-edge, K E. Tlie exact distance of this knife- 
edge below the centre of the journal was 5 inches. On this 
knife-edge was suspended the cradle which carried the weights, 
W, W, applied to the bearing. The cap, bolts, and cross-bar 
were put together in such a manner as to form a rigid frame, 
connecting the brass with the knife-edge. If there had been no 
friction between the brass and the journal, the weight would 
have caused the knife-edge to hang perpendicularly below tha 
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axis of the journal. Friction, however, caused the journal to 
tend to carry the brass and the frame to which it was attached, 
round with it, until the line through the centre of journal and 
the knife-edge, made such an angle with the perpendicular, that 
the weight multiplied by the distance from the knife-edge 
to that perpendicular, offered an opposing 
moment just equal to the moment of fric- 
tion. 

Suppose r = radius of the journal. 

„ I = distance of the knife-edge from 
the perpendicular. 

„ w = the weight. 
And, 

(l xw) = the moment of friction. 

The friction at the surface \ the moment w x I 
of the journal, / ~ ^ ~ ^ • 

Friction at surface of journal I 

r 




Indicating 

Coefficient of 

Friction, 



/ 

Hence, the coefficient of) 
friction, J ~ 



w 



So that the coefficient of friction is indicated by I in terms of r, 
no matter what the weight is. As an example, suppose I was 
equal to r, the coefficient of friction would obviously be 1 ; or if 
7 was -^jy of r, then the coefficient of friction would be y^^. 

In order to avoid the difficulty of determining accurately 
when the knife-edge was perpendicularly under the centre of 
the journal (a knowledge which was necessary in order to obtain 
a measurement of Z, and which was very difficult to obtain owing 
to the considerable friction between the brass 
and the journal when at resii), each experiment 
was tried with the journal revolving in both 
directions, and the sum of the values of I on 
both sides was measured ; and then the co- 
efficient of friction was indicated by the chord 
of the whole angle, included between the 
two lines of inclination caused by the friction, 
with the rotation in the two directions, the 
chord being expressed in terms of the diameter 
of the journal (see figure). Each result was 
thus a mean of two experiments, one with 
the axle running in one direction, and the other with it running 
in the other direction. In order to read the value of the co- 




Indicating 

Coefficient of 

Friction. 
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efficients thus obtained, a light horizontal lever, L, was attached 
to the frame connecting the brass to the knife-edge. It was 
62 J inches long, or twelve and a-half times the distance between 
the centre of the journal and the knife-edge ; so that, at the end 
of the lever, the chord indicating the coefficient of friction was 
magnified twelve and a^half times. Asa chord of 4 inches at 
the knife-edge represents a coefficient of 1, a chord of 50 inches 
at the end of the lever also represents a coefficient of 1, while 
6 inches represents a coefficient of -j^^, J-inch of y J^^, and ^inch 
of -Y^j^, The position of the end of the lever during each ex- 
periment was recorded by a tracing point, attached to the end of 
the lever, and marking on metallic paper carried upon a revol- 
ving vertical cylinder, P. The distance between the two lines 
obtained by running the axle both ways, when measured on 
the above scale, indicated the value of the coefficient. 

(2) Method of Experimenting, — Early in the experiments it 
was found, that immediately after the motion of the shaft was 
reversed, the friction was greater than it was when the shaft 
had been running in the same direction some time. This 
increase of friction, due to reversal, varied considerably. It 
was greatest with a new brass, and diminished as the brass 
became worn, so as to fit the journal more perfectly. Its great- 
est observed amount was at starting and was about twice the 
normal friction, and it gradually diminished until the normal 
friction was reached after about ten minutes continuous running. 
This increase of friction was accompanied by a strong tendency 
to heat and seize, even under a moderate load. In the case of 
one brass, which had worked for a considerable time without 
accident, and had consequently become worn so as to fit the 
journal very accurately, this tendency to increase of friction 
after reversal almost entirely disappeared; and it could be 
reversed under a full load without appreciable increase of friction 
or a tendency to heat or seize. The phenomenon must be due 
to the surface fibres of the metal, which have been for some time 
stroked in one direction, meeting point to point and interlocking 
when the motion is reversed. The very perfectly fitting brass 
was probably entirely separated from the journal by a film of 
oil; and there being no metallic contact the phenomenon did 
not show itself. In consequence of the above facts, it was found 
necessary to proceed with the experiments in the following 
order. A complete series of experiments, with a gradually 
increasing load, was taken with the journal running in one 
direction; the load was then diminished by the same steps as it 
had been increased, and the experiments thus repeated, the 
shaft still running in the same direction, until the load had thus 
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been reduced to 100 lbs. per square inch, which was the load 
due to the unweighted cradle. The direction of motion waa 
then reversed, and the shaft run for half an hour, so as to get it 
thoroughly used to going the other way; after this the load 
could be increased and the experiments taken without any diffi- 
culty. The experiments, as before, were taken at each step whilst 
both increasing and decreasing the load ; so that each recorded 
result is really the mean of four experiments, which have in 
many instances been taken several hours apart. 

This method of obtaining a direct indication of the coefficient 
of friction, by the angular displacement of the frame connecting 
the brass and knife-edge, would undoubtedly have been the best 
had the coefficient of friction been nearly as constant as it has 
hitherto been supposed to be. But as shown by the results, the 
coefficient of friction was found, instead of being constant, to 
vary nearly inversely as the load, and also to be much smaller in 
quantity than was expected; the consequence was, that with 
high loads the height of the diagram was very small. In the 
cases where with the greatest loads, a coefficient of only y^V?7 ^^^ 
observed, the distance between the two lines was only -^^ inch. 

Owing to these experiments showing that the moment of 
friction was much more nearly constant than the coefficient, it 
was resolved to alter the method of observation, and to measure 
the moment directly, instead of the coefficient. For this purpose 
the paper cylinder was removed, 
and a small lever, M (see accom- 
panying figure), was connected to 
the main indicating lever in such 
a manner that the motion of the 
end of the main lever was magnified 
five times at the end of the small 

lever. The end of the small lever 

was pointed ; and when the machine Second Arrangement 

was working, this point was brought or Index. 

exactly opposite a fixed mark by 

putting weights into a scale-pan on the end of the main lever. 
The main lever was so overbalanced that under all circumstances 
some weight was required to be added to the scale-pan, in order 
to bring the end of the small lever to the mark, even when, in 
addition to the friction being greatest, the direction of motion 
of the journal tended most to depress it. The method of run- 
ning in both directions, and loading and unloading, was followed 
as before. The weights in the scale-pan being noted, the moment 
of friction was given by half the difference between the weights 
in the scale-pan, when running in one direction and in the other. 
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The following table is selected from those recorded in the 
Proceedings of tlie Institution of Meclianical Engineers as an 
example of the results obtained : — 

Bath of Mineral Oil. Temperature 90" F. 4-lNcn Journal, 
6 Inches Long. Chord of Arc of Contact of Brass = 3*92 Inches. 



Nominal 


Coefficients of Feiction, for speeds as below. 


T^\aii 




Lbs. 
















per 


100 rev. 


150 rev. 


200 rev. 


250 rev. 


300 rev. 


350 rev. 


400 rev. 


Sq. In. 


105 It. 


157 ft. 


209 ft. 


262 ft. 


314 ft. 


366 ft. 


419 ft. 




per rain. 


per min. 


per min. 


per min. 


per min. 


per min. 


per min. 


Lbs. 
















625 


• • • 


•0013 


•00139 


•00147 


•00157 


•00165 


• • • 


620 


• • • 


•00123 


•00139 


•0015 


•00161 


•0017 


•00178 


415 


• • • 


•00123 


•00143 


•0016 


•00176 


•0019 


•002 


310 


• • • 


•00142 


•0016 


•00184 


•00207 


•00*226 


•00241 


205 


•00178 


•00205 


•00236 


•00269 


•00298 


•00328 


•0036 


100 


•00334 


•00415 


•00494 


•00557 


•0062 


•00676 


•0073 


The above coefficients x the nominal load — nominal frictional resist- 




ance per square inch of bearing. 


Nominal 


Nominal Friction Resistance per square inch of bearing. 


T.ftafi 




Lbs. 
















per 


100 rev. 


150 rev. 


200 rev. 


250 rev. 


300 rev. 


350 rev. 


400 rev. 


Sq. In. 


105 ft. 


157 ft. 


209 ft. 


262 ft. 


314 ft. 


366 ft. 


419 ft. 




per min. 


per min. 


per mm. 


I>ermin. 


per min. 


per min. 


per min. 


lbs. 


Lb. 


Lb. 


Lb. 


Lb. 


Lb. 


Lb. 


Lb. 


625 


• * • 


•81 


•865 


•92 


•98 


103 


• • • 


520 


• •• 


•64 


•72 


•782 


•84 


•886 


•924 


415 


• • • 


•51 


•594 


•664 


•73 


•786 


•83 


310 


• • • 


•44 


•494 


•57 


64 


•696 


•745 


205 


•364 


•419 


•48 


•55 


•61 


•67 


•716 


100 


•334 


•416 


•494 


•557 


•62 


•676 


73 



N.B. — The bearing carried the 626 lbs. per sq. in. running both ways, 
but seized on the weight being increased. 

The nominal load per sq. in. is the total load divided by 4 x 6. 

The actual load per sq. in. is the total load divided by 3^92 x 6. 

These quantities were obtained by a direct load on the lever. 

This was a thinner sample of mineral oil than that used in the previous 
experiments ; it was fluid at 60% while the oil previously used could only 
be described as grease at 60*". This will account for these experiments 
showing less friction than the former, except with the highest load, at 
which, the thin oil being overloaded and on the point of seizing, the friction 
is greater than with the thick oil. 
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Experiment showed that the friction varied considerably with 
temperature. All the oil-bath experiments were therefore taken 
at a nearly uniform temperature of 90°; the variation above or 
below this temperature was never allowed to be more than 1^**. 

(3) Results of Eooperiments, — The results of the experiments 
aje recorded in Tables I. to IX. in the Proceedings of the Institvr 
tion of Mecluinical Engineers, The general results of the oil- 
bath experiments may be described as follows : — The absolute 
friction (that is the actual tangential force per sq. in. of bearing, 
required to resist the tendency of the brass to go round with the 
journal) is nearly a constant under all loads, within ordinary 
working limits. Most certainly it does not increase in direct 
proportion to the load, as it should do according to the ordinary 
theory of solid friction. The ordinary theory of solid friction is, 
that it varies in direct proportion to the load ; that it is inde- 
pendent of the extent of surface ; and that it tends to diminish 
with an increase of velocity beyond a certain limit. The theory 
of liquid friction, on the other hand, is, that it is independent of 
the pressure per unit of surface, is directly dependent on the 
extent of surface, and increases as the square of the velocity. 
The results of these experiments seem to show that the friction 
of a perfectly lubricated journal follows the laws of liquid friction 
much more closely than those of solid friction. They show that 
under these circumstances the friction is nearly independent of 
the pressure per sq. in., and that it increases with the velocity, 
though at a rate not nearly so rapid as the square of the velocity. 

The experiments on friction at different temperatures indi- 
cate a very great diminution in the friction as the temperature 
rises. Thus, in the case of lard oil, taking a speed of 450 revolu- 
tions per minute, the coefficient of friction at a temperature of 
120" is only one- third of what it was at a temperature of 60". 

A very interesting discovery was made when the oil-bath 
experiments were on the point of completion. The experiments 
being carried on were those on mineral oil; and the bearing 
having seized with 625 lbs. per sq. in., the brass was taken out 
and examined, and the experiment repeated. While the brass 
was out, the opportunity was taken to drill a ^in. hole for an 
ordinary lubricator through the cast-iron cap and the brass. On 
the machine being put together again and started with the oil 
in the bath, oil was observed to rise in the hole which had been 
drilled for the lubricator. The oil flowing over the top of the 
cap made a mess, and an attempt was made to plug up the hole, 
first with a cork and then with a wooden plug. When the 
machine was started the plug was slowly forced out by the oil 
in a way which showed that it was acted on by a considerable 
pressure. A pressure-gauge was screwed into the hole, and on 

6 
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the machine being started the pressure, as indicated by the 
gauge, gradually roae to above 200 lbs. per sq. in. The gauge 
■was only graduated up to 200 Iba., and the pointer went beyond: 
the higheat graduation. The mean load on the horizontal section 
of the journal was only 100 lbs. per aq. in. This experiment 
showed conclusively that the brass was actually floating on a- 
film of oil, subject to a pressure due to the load. The pressure- 
in the middle of the brass was thus more than double the mean 
pressure. No doubt if there had been a number of pressure-. 
gsuges connected to various parts of the brass, they would have 
shown that the pressure was highest in the middle, and dimin- 
ished to nothing towards the edges of the brass.* 

• Another set of eiporimenta w 
TowerinordertoinveatigatetbUpoint ,_ _ 

the second report on Friction preseoted to the Institution of Mechanical 
' Engineers in January, 18S5. Tbia report confirmB the above etatement. 
Hnmll holes were bored in the brass bush, and a different one of these hav- 
ing been connected during each t«at with a Bourdon pressure gauge, and 
the beorinc having then been immersed in an oil bath, the exact oil pressures 
at nine different points on the bearing, wore measared. The pressure was 
found to be greatest a little to the off side of the centre line of the bearing—, 
i.e., to that side towards which the shaft turned, gradually falling to zero 
at each edge. It was also found to be greatest ia the middle of the length 
of the bearing. The total upward force of these recorded pressures was' 
found to be mthin a few pounds of the acttial total load on the liearing, 
thus showing that the load wus wholly supported by the film of oil which 
existed between the shaft and its brass bearing. Or, to quote Mr. Tower's 
own words, " It was possible to make the brass on a journal work so nicely 
that there was absolutely no metallic contact between the brass journal 
and the brass, the whole of the iveight being borne by the oil. It seemed 
to him that the important practical inference was, that it was actually 
possible so to lubricate a bearing, that not only would metallic friction be 
altogether done away with, and thereby the amount of power lost by fric- 

i: — 1 1 — .1 i_i _._._„: ^j j^jj ^^^ would also lie done away with. 

alt was actually possible in practice uow ; 
but it was a Teasonable one to aim at in 
mechanism. By giving a sufficiently pro- 
fuse lubricaUon, and by having the brasses 
HO arron^d, that there should he a uni- 
form pressure all over their surface, it was 
possible to have wear and tear between 
metal and oil, instead of between metal 
and metal." 

It is now generally recognised that the 
oil acts as a lubricant by merely furnish- 

- _._ ing molecules rolling in between the two 

":.! :=■— —zzi: =.-z=—'— = 'L\rS snrfacea, but nnless these molecules can be' 

' got in, there ia no possibility of the diminn- 

JoniiS'jit ABB Oil Bath. tion of friction. The accompanying figure 

shows, in an exaggerated manner, what 

happens in the case of a welMubricated journal wCen the brass is bored 

to n slit{htly larger radius than the shaft and the oil circnlate* freely, is 

ahown by the small arrows. 
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The experiments with ordinary lubrication were begun with 
a needle lubricator, the hole from which penetrated to the centre 
of the brass. A groove in the middle of the brass, and parallel 
to the axis of the journal, extended nearly to the ends of the; 
bearing for distributing the oil (see the first of the following, 
three figures). It was found, that with this arrangement, the. 
bearing would not run cool when loaded with only 100 lbs. per 
sq. in. ; and that not a drop of oil would go down even when the 
needle-lubricator was removed and the hole filled completely 
with oil, thus giving a head of 7 inches of oil to force it into 
the brass. It appeared as though the hole and groove, being in 
the centre of pressure of the brass, allowed the supporting 
oil -film to escape. This view was confirmed by the following 
experiment : — The oil-hole being filled up to the top, the weight 
was eased off the journal for an instant. This allowed the oil 
to sink down in the hole and lubricate the journal ; but imme- 
diately the load was again allowed to press on the journal the 
oil rose in the hole to its former level, and the journal became 
dry, thus showing that this arrangement of hole and groove, 
instead of being a means of lubricating the journal, was a most 
effectual one for collecting and removing all oil from it. It 
should be mentioned that care was taken to chamfer the edges- 
of the groove, so as to prevent any scraping action between them 
and the journal. 

As the centre of the brass was obviously the wrong place to 
introduce the oil, it was resolved to try to introduce it at the 
sides. Accordingly the centre hole and groove were filled up, 
and two grooves were made. These grooves were parallel to the 
axis of the journal, extending nearly to the ends of the brass, 
and were placed at equal distances on either side of the centre ;. 
they formed boundaries to an arc of contact, the chord of which 
was 3i inches (see the second of the following three figures). 
With this arrangement of groove the lubrication appeared to be^ 
satisfactory, the oil going down into the journal and the bearing 
running cool. The bearing nevertheless seized with an actual 
load of only 380 lbs. per square inch. 

The arrangement of grooves was then altered to that usual 
in locomotive axle-boxes (see the third of the above three figures). 
The oil was introduced through two holes, one near each end 
of the brass, and each connected to a curved groove ; the two 
curved grooves nearly enclosing an oval-shaped space in the 
centre of the brass. At the same time the arc of contact was 
reduced till its chord was only 2 J inches. This brass refused ta 
take its oil or run cool. It would sometimes run for a short 
time with an actual load of 178 lbs, per square inch, but rapidly 
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heated on the alighteat increase of the load. The brass having 
been a good deal cut about by altering and filling up groovea, 
it was considered desirable to have a new brass, and one was 
accordingly obtained. The grooves being made exactly the same 
as in t/te last es^periment with the old one, this brass seized tmlh an 
actual load of only about ^00 lbs. per square inck The oil-box 
was completely cut away so as to allow a freer current of air 
round the bearing, and the lubricator pipes were soldered into 
the brass. The wicka were taken out of the lubricators and the 



tSEXI LVSmSATOR. SIDE FEED ^OCOL STYLE 

TiiRBZ MEiaoss or Ldbrica'Tiko Bsa^inos. 
Indbx to Paris. 
O C repreaanta Oil cups. 

B „ Brass Wrings. 
OH ., Oil holes. I 

lubricators filled full of oil, by which means oil was supplied to 

the brass under a full head of 9 inches ; and yet the oil refused 
to go down, and the underside of the journal felt perfectly dry to 
the hand, and speedily heated with a load of only 200 lbs. per 
square inch. 

The fact that this arrangement of grooves, which is found to 
answer in the axles of railway vehicles, was found to be perfectly 
useless in this apparatus, can only be accounted for by the fact, 
that a railway axle has a continual end play while running, 
which prevents the brass from becoming the perfect oil-tight fit 
which it became in this apparatus. The attempts to make this 
arrangement of lubrication answer were not abandoned until 
after repeated trials. lb now became clear that there was no 
use in trying to introduce the oil directly to the part of the 
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brass against which the pressure acted, and that the only way to 
proceed was to oil the lower side of the journal, and trust to the 
oil being carried round by the journal to the seat of the pressure. 

The grooves and holes in the brass were accordingly filled 
up, and an oily pad, contained in a tin box full of rape oil, was 
placed under the journal, so that the journal rubbed against it 
in turning. The pad was only supplied with oil by capillary 
attraction from the oil in the box, and the supply of oil to the 
journal was thus very small ; the oiliness in fact was only just 
perceptible to the touch, but it was evenly and uniformly dis- 
tributed over the whole journal. The bearing fairly carried 
551 lbs. per square inch, and three observations were obtained 
with 682 lbs., but the bearing was on the point of seizing and 
did seize after running a few minutes with this load. It will 
be observed that in this instance, the bearing seized with very 
nearly the same load as it did in the oil-bath experiment with 
rape oil. 

These experiments with the oily pad show a nearer approach 
to the ordinarily received laws of solid friction than any of the 
others. The coefficient is approximately constant, and may be 
stated as about y^^ on an average. There does not in this case 
appear to be any well-defined variation of friction with variations 
of speed, according to any regular law. 

The results of the experiments with rape oil, fed by a syphon 
lubricator to side grooves, follow nearly the same law as the 
results obtained from the oil-bath experiments, as far as the 
approximate constancy of the moment of friction is concerned ; 
but the amount of the friction is about four times the amount in 
the oil-bath. 

The oil-bath probably represents the most perfect lubrication 
possible, and the limit beyond which friction cannot be reduced 
by lubrication ; and the experiments show that with speeds of 
from 100 to 200 feet per minute, by properly proportioning the 
bearing-surface to the load, it is possible to reduce the coefficient 
of friction as low as xxnn^* -^ coefficient of ^^ is easily attainable, 
and probably is frequently attained in ordmary engine-bearings, 
in which the direction of the force is rapidly alternating and the 
oil given an opportunity to get between the surfaces, while the 
duration of the force in one direction is not sufficient to allow 
time for the oil-film to be squeezed out. The extent to which 
the friction depends on the quantity of the lubrication is shown 
in a remarkable manner by the following table, which proves 
that the lubrication can be so diminished that the friction is 
seven times greater than it was in the oil bath, and yet that the 
bearing will run without seizing : — 
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Comparison op the Friction with thb Different Methods of 
Lubrication, under as nearly as possible the same circum- 
stances. LuBBiCANT Eape Oil, Speed 150 Eevolutions P£& 
Minute. 



Mode of Lubrication. 


Actual 

Load 

Lbs. 

per sq. in. 


Coefficient 
of Friction. 


Compara- 
tive 
Friction. 


Oil-bath, 

Syphon lubricator, . 

Pad under journal, . 


263 
252 
272 


•00139 
•00980 
•00900 


1 

7 06 
6*48 



Observations on the behaviour of the apparatus gave reason 
to believe that with perfect lubrication the speed of minimum 
friction was from 100 to 150 feet per minute; and that this 
speed of minimum friction tended to be higher with an increase 
of load, and also with less perfect lubrication. By the speed of 
minimum friction is meant, that speed in approaching which, 
from rest, the friction diminishes, and above which the friction 
increases. 

The following table gives the means of the actual frictional 
resistances at the surface of the journal per square inch of bear- 
ing, at a speed of 300 revolutions per minute, with all nominal 
loads from 100 lbs. per square inch up to 310 lbs. per square inch. 

They also represent the relative thickness or body of the 
various oils, and (in their order, though perhaps not exactly 
in their numerical proportions) their relative weight-carrying 
power. Thus sperm oil, which has the highest lubricating power, 
has the least weight-carrying power; and though the best oil for 
light loads, would be inferior to the thicker oils if heavy pressures 
or high temperatures were to be encountered. 

Comparison of the Friction with the Various Lubricants 
Tried, under as nearly as possible the same circum- 
stances. Temperature 90°, Lubrication by Oil-Bath. 



Lubricant. 



Sperm oil, . 
Rape oil, . 
Mineral oil, 
Lard oil, . 
Olive oil, . 
Mineral grease, 



Mean 


Per 


Besistance. 


Cent. 


Lb. 




0-484 


100 


0-512 


106 


0-623 


129 


0-652 


135 


0-654 


135 


1-048 


217 
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Practical Examples of LnbHcatiiig JoamalB. — In the diacusaion 
which followed the reading of the foregoing report, a method of 
lubricating crank-pina was mentioned which has proved SQO- 
CBssfuL 



Method ov Ltibmcatiho Crank Piks. 
Index to Pabts. 
C S represent* Crank-ahaft. I B R represents &iisa ring. 

CP „ Crank-pin, O W ,, Oil way. 

OC „ Oil cup. I OH „ Oil holes. 

The oil &om the oil cup, C, paasea into the hollow brass 
ring at K, and is driven outwards by centrifugal force to the 
point B, where it entera the oil way, W. From thence it goes 
by the radial oil holes, H, to form a film between the crank-pin, 
C P, and the surrounding brass bush of the connecting-rod end. 

la discussing the third report, Mr. Daniel Adamson stated 
that his firm had adopted the method of cutting a flat on the 
shaft for the whole length of the journal of about jj inch wide 
for each inch in the diameter of the shaft up to 8-iach shafts 
and rather less for larger ones. In the case of heavy horizontal 
shafts, such as those supporting large flywheels, this method 
was found to efiectually carry forward the oil into the bearing 
and thus produce smooth running. 

The two following figures show Messrs. J. Bagshaw & Son'^ 



Baqshaw's Self-Oiling Pedestal. 
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Belf-oiling pedestal and swivel adjustable wall-bracket pedestal, 
-which have been designed to minimise friction and the waste 
of oil. 

Another example, of the recent practice of lubricating several 
joamals and slide blocks from one com- 
mon source of supply under pressure, 
is furnished by Beliiss' high-speed com- 
pound engines for the direct driving of 
dynamos. It will be observed from the 
figure on the next pt^e, that not only the 
main crank-shaft bearings, but also the 
crank-pins, slide-blocks, the upper ends 
of the conoecting-roda, the piston-valve 
eccentric and its rod, are all supplied 
■with oil from a small pump worked by 
the same eccentric which moves the 
piston valve. The oil is thereby forced 
through each bearing under a pressure 
of 10 lbs. per square inch, and is t^ain 
and again sent on its soothing mission 
. BaoshaWs Swivel ^'"^ '"'"^^^* ^* " *'™^' ritl»o«t <=^'*ge 

Adjcbtablb Wall- or S''^^^ ^°^^ ^^ quantity. A heavy 
Bracket Pedestal. lubricating oil is used, and it always 
returns to the small pump through a, 
filter which removes any grit which it may have picked up from 
the bearings. This is a very different state of matters from 
the old " travelling oil-can " system, when the quantity of oil 
applied and the times of application were as erratic as the 
judgment of the attendant 

Experiments on Collar Friction.— Mr. Tower also carried out 
some expteriments on the friction of a coUar bearing, for the 
purpose of ascertaining the friction in such cases as the thrust- 
bearings of propeller shafts. The results of these experiments 
constituted the third report of the Research Committee on 
Friction presented to the Institution of Mechanical Engineers 
in May, 1888. The collar or annular ring experimented with 
was made of mild steel, 12 inches inside and 14 inches outside 
diameter, and was pressed between two discs, the annular bearing 
surtaces of which were of gun-metal. Great difficulty was 
experienced witli the lubrication, which was efiected by means 
of four diametrical grooves cut in the face of the ring, ^ of an 
inch wide and | of an inch long. From each of these, there 
extended in the direction of motion a shallow serpentine groove 
■^ of an inch wide and about 3| inches in length. These grooves 
w«re each supplied by a separate pipe into which oil was dropped 
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from a reservoir. The minimnm amount of lubrication necesaary 
to prevent excessive heating of the bearing varied from 60 to 
120 drops of mineral oil per minute, according to the preasoro 



BsLLiaa i, Cot.'s Kigh-spbkd Compound ENOim with Coiminjonn 
Forced Lvbkigation to all Bearinob bsckft Ctlindbeh, Valves, 

AND THKE GLiBDS. 

and velocity of the rubbing surfaces, but except with small 
pressures, it was found impossible to keep the bearing cool 
without water running over it. The pressure was varied &t>m 
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15 to 90 lbs. per square inch, while the speeds ranged from 50 
to 130 revolutions per minute. The results of these experiments 
seem to show, that (1) this kind of bearing is evidently much 
inferior to a cylindrical journal in its capability of carrying 
weight, in fact, 75 lbs. per square inch being the maximum that 
could be safely borne at the highest, and 90 lbs. per square inch 
at the lowest speed ; (2) the friction in this case follows the law 
of solid friction much more nearly than that of liquids, or liquids 
and solids; (3) the coefficient of friction was independent of the 
speed but diminished slightly as the load was increased, and 
might be stated to be approximately -05 at 15 lbs. per square 
inch, diminishing to -033 at 75 lbs. per square inch. By far the 
most important factor, however, in determining the friction was 
the rate of lubrication, in fact, it was conclusively shown that 
the presence of friction meant non-lubrication. The following 
table shows the coefficient of friction at the different pressures 
a,nd speeds : — 

Friction of a Collar Bearing. 
{A8 Condensed hy Prof. Unwinfrom Mr. Tower's Experiments. ) 



Intensity of 




Speed in Heyolutions per Minute. 




Pressure, P, 
in lbs. per 


















square inch. 


50 


70 


90 


110 


130 


15 


^ = -045 


^ = -065 


fc = -043 


fi. - '054 


fi. s= -064 


30 


„ -037 


„ -048 


„ -050 


„ -049 


„ -048 


45 


„ 036 


„ -040 


„ -036 


„ -036 


„ -037 


60 


„ -029 


„ -038 


„ -036 


„ -037 


„ -041 


67 


„ 035 


„ -033 


„ 036 


„ -036 


„ -038 


75 


„ -035 


„ -034 


„ 035 


„ -035 


„ -036 


82 


„ -034 


„ -032 


„ -035 


... 


• • • 


90 


„ -031 


„ -044 


« • • 


>••>• 


• • • 



Mr. Thomycroft (the torpedo boat builder) said, that he 
limited the pressure on his thrust bearings to aoout 50 lbs. per 
square inch, and thus the limit of 70 to 80 lbs. arrived at by 
these experiments, received confirmation from his extensive 
practical experience of similar collar bearings. The pressures 
which can, however, be thus carried, depend (1) on the hardness 
and truth of the rubbing surfaces.* (2) On the freedom with 

* Thus, hardened steel working in a dense cast-iron bearing when well 
lubricated is capable of withstanding a greater pressure per square inch 
than anything else. 
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which th« lubricant can get in between the rubbing suHaces. 
This is often assisted by dithering or trembling or alternate 
pressure and relief, such as takes place at the thrust block of a. 
steamer. (3) On the facilities for disHipating the heat generated 
through friction l>y admitting air freely to the bearing, since 
the rate at which heat was generated constituted the true limit 
to the load which a bearing will carry. 

Friction of a Pivot Beanng. — The experiments on this kind of 
bearing formed the fourth report of the Research Committee, 
which was presented to the Institution of Mechanical Engineers 
in March, 1891. From the two following figures with index. 



Apparatus for Ascertaikikq thk Feiction ox a Pivot Bearino. 
Index to Parts. 



Oil Press. 

PlnBger. 
St«el Centre. 
Lever Plate. 



P G repreaents Pressure Gauge. 
00 „ Oil Chamber. 

S „ Upright Shaft. 

T „ Top of Shaft. 
B P „ Bevel Piniona. 
DP „ Driving Pulley, 



to parts, and the following abbreviated description, the student 
will have no difficulty in comprehending how these important 
experiments were carried out. The footstep, F, and its bearing, 
B, were flat-ended and of 3 inches diameter. They were pressed. 
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together with a, known force hy the aid of a smtill hand oil pump. 
The oil from this pump (which was fitted with an air-vessel) 
passed below the plunger, P, of the oil press, P, and, at the 
same time, it acted upon the top, T, of the vertical shafts S, to 
the lower end of which the footstep was fixed in the manner 
shown by the smaller figure. The pressure of the oil thus 
supplied from the pump was indicated by the pressure gauge, 
P G. Into the top of the plunger, P, there was insert«d a piece 
of hard steel having a conical centre or centre-pop, wherein 
rested a hard steel centre, S C, screwed into the under aide of 
the lever plate, L, which carried the bearing, B. 

A. small chain, G, was fastened to this circular plate, L, and 
lay in the groove turnod in its periphery. The other end of the 
chain was so connected to a spring-balance {not shown) that any 
tendency of the plate to rotate (due to the friction between the 



Method of Lubbioittno Footstep Asa Bbakiiio. 

Indbx to Parts, 
S represents Shaft. | U represents Upright Oil Pipe. 

F „ Footstep. OC „ Oil Chamber. 

B „ Bearing. | O „ Overflow Pipe. 

footstep and the bearing), stretched the balance and thereby the 
friotional moment between the footatep and its bearing was 
measured in inch-pounds. The upright shaft, S, received motion 
through the two bevel pinions, B P, a horizontal shaft and the 
driving pulley, D P, which was connected by a belt to a suitable 
motor. The lubrication of the footstep and its bearing was 
carried out automatically ; for the arrangement shown in the 
annexed figure acted like an oil pump. The mineral oil from 
the pipe, U, passed freely by gravity to the centre of the foot- 
step, then radially along a diametrical groove, spirally over the 
flat surface, and finally it was forced up the sides of the bearing 
to the oil chamber, C, from which it aj;aiu passed to the pipe, 
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TJ, by the overflow, O. In fact, the faster the speed of rotation 
the quicker was the circulation of the oil.* 

Results of the Experiments. — A series of experiments was 
first made with a steel footstep on a manganese bronze bearing, 
at speeds of 50, 128, 194, 290, and 353 revolutions per minute 
with loads varying from 20 to 160 lbs. per square inch of the 
flat surface. The manganese bronze bearing was then replaced 
by one with a white metal bearing surface, and observations of 
the friction at the various loads were made at 128 revolutions 
per minute. The coefficient of friction was obtained by dividing 
the readings of the spring balance as ascertained in inch-pounds 
by the total load on the bearing, or from the formula :-^ 

S X L 



X A' 

Where S = spring-balance reading in pounds. 

„ L = leverage of chain, t 

„ P = pressure on the gauge shown in pounds 
per square inch. 

„ A = area of bearing in square inches. 

From the results thus obtained, it was found that the coefficient 
of friction was slightly larger with the white metal than with 
the manganese bronze, but the difference was so small that the 
results may be looked upon as identical. Since the friction was 
mainly between oil and metal, instead of between metal and 
metal, it should be independent of the nature of the metal. 
Hence, it may be urged that with a perfect system of lubrication, 
applied under pressure to a bearing by means of a force pump, 
it should not matter much of what material the bearing and 
shaft or pivot are composed, so long as they are perfectly smooth 
and true. An examination of the results (see the accompanying 
set of curves) also show that the higher the speed the less the 
coefficient of friction became — e.g., from '0196 with a load of 20 
lbs. per square inch at 50 revolutions per minute it fell to '0167 

* It is worthy of mention that two opposite radial grooves were found 
to act better than three or four or any other number. 

t The true leverage of the chain is the actual leverage divided by the 
distance from the centre of the shaft to the centre of frictional resistance, 
which was assumed to be in this case 1 inch from the centre of the shaft. 
The centre of frictional resistance being assumed to be 1 inch from the 
centre of the shaft, we have : — 

F X 1 = S X L 
i,e., the moment of frictional resistance = S x L. 
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at 353 revolutions per minute with the same load ; and from 
•0221 at 50 revolutions and 120 lbs. load to -0054 at 353 revolu- 
tions and the latter load. Unfortunately, we think it was not 
proved how much of this reduction of the coefficient was due to 
increase of speed perse; or whether the lower coefficient could 
not have been got at the lower speeds if equally good lubrication 
had been maintained. Some of this reduction at least (in the 
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CuBVEs Showikq Results of Experiments on Pivot Friction.* 



absence of direct observation on the point) may be put down to 
the better lubrication which the bearing or pivot automatically 
received at the higher speeds. Also, in actual practice, when- 
ever dithering or trembling comes into play, the lubricant gets 
more readily between the surfaces and thus produces more 
thoroughly the effect of liquid friction. 

In the discussion which took place on the above reports, it wag 
pointed out that the introduction of two or more loose, hardened, 
steel washers between the bottom of the footstep and its bearing, 
or between a collar and its bearing, enabled heavier loads to be 
carried than without them. A difference of opinion was ex- 
pressed as to their precise action. We think, however, that 
Mr. Tower's explanation was the best, viz. : — that only one pair of 

* It would have been better, if after marking the points showing the 
several observations, smooth carves had been drawn through the mean 
positions. We have, however, reproduced the above figure direct from the 
jProceedinga of the InatUution of Mechanical Engineers. 
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these interposed discs were rubbing at one time, but when these 
became heated the smallest tendency to seize occasioned more' 
friction between the working pair than between some other 
pair; consequently, these latter took up the work and thus the 
work was alternately divided between the several pairs' of discs, 
giving time for each pair to cool before they again come into 
action. 

Experiments on the Friction of Railway Brakes.* — In 1878, 
Captain Douglas Galton and Mr. George Westinghouse carried 
out some careful experiments on the friction of railway brakes. 
The brake blocks were made of cast-iron and the wheels had 
steel tyres. The pressure, and also the friction, between the 
brake blocks and peripheries of the wheels were automatically 
recorded by means of hydraulic gauges. Two series of experi- 
ments were made; the first, to determine the coefficient of 
friction between the brake blocks and the tyres, which we shall 
term the "brake coefficient"; and the second, to determine the 
coefficient of friction between the wheels and the rails, when the 
former were "skidded," or prevented from rotating, which we shall 
term the "rail coefficient." From these experiments, the brake 
coefficient was generally greater with low than with high speeds. 
Thus, immediately after the application of the brakes, the brake 
coefficient was 0*18 for a speed of 17 miles per hour, while at a 
speed of 47^ miles per hour, the coefficient was only 0*1 32. 
After the brakes had been on for 5 seconds the coefficients at 
these speeds were 0*157 and 0*07 respectively. When the 
brakes had been on for 15 seconds, the coefficients were further 
reduced to 0*11 and 0*055 respectively. Thus we see, that the 
brake coefficient not only diminished as the speed increased, but- 
diminished the longer the brake had been in contact with the 
wheel. As the speed decreased, the friction between the wheel 
and the brake continued to increase, until it became equal to the 
friction between the wheel and the rail. Then the wheel ceased 
to rotate and skidded along the rail. The " rail coefficient " was 
much lower than the " brake coefficient " and increased as the 
speed decreased. This increase was slow at first but increased, 
greatly as the speed got less, until, when the carriage was about 
to stop, or just before skidding, it became even greater than the 
" brake coefficient." The rail coefficient was also found to be 
greater with steel tyres on iron rails at high speeds, than witk 
steel tyres on steel rails.! 

♦ See Proc, Inst. M.E., June and October, 1878, and April, 1879. 

t In The Practical Engineer for July 20, 1894, p. 49, it is stated that 
soft forged steel brake shoes have been proved to last much longer, wear 
the wheels less, and to be quite as effective as cast-iron. j 
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Friction between Water and Bodies Moving through it.^ — 
The frictional resistance between water and bodies passing 
through it has been investigated by Col. Beaufoy in a memor- 
able series of experiments carried out in the Greenland Dock, 
near London, early in this century, and more recently by 
Dr. William Froude at Ohelston Cross, and by Dr. Tideman 
at Amsterdam. 

Dr. Froude's experiments, being the most thorough and con- 
clusive, and those most commonly referred to in the calculations 
involved in the resistance of ships, we shall briefly describe 
them, as well as give a few of his results. 

They were made in a still water tank 278 feet long, 36 feet 
wide, and 8 feet 9 inches deep. 

The surfaces experimented upon were wooden planks, ^ inch 
thick, varying from 1 foot to 50 feet long, having both bow and 
stern sharpened so as to eliminate resistances other than fric- 
tional. These planks (with their upper edges IJ inches below 
the water level) were suspended from a carefully balanced frame- 
work (free to swing without friction fore and aft) attached to a 
dynamometric truck (set in motion by an endless steel rope) on 
rails fixed over the tank and running its entire length. The 
resistance of the specimen was communicated through a spiral 
spring to a lever, actuating a pen which recorded the tension on 
a cylinder revolving synchronously with the wheels of the truck. 
The time was separately registered by means of a pen connected 
with a chronometer. 

Dr. Froude set himself to determine : — 

1. The law of the variation of the resistance in terms of the 
velocity. 

2. The law of the variation of the resistance in terms of the 
length of surface. 

3. Variations of resistance with varying qualities of surface. 
The second of these problems requires a word of explanation. 

Whereas, with short lengths, the resistance varied sensibly as the 
squares of the velocities, the rate of variation was found to fall 
continuously as the lengths were increased, until it became as 
low as the 1 '83 power of the velocities with a specimen of 50 feet, 
which was the greatest length experimented upon. Dr. Froude 
has pointed out, that the cause of this diminution is to be sought 
in the effect of the forward motion, imparted by the friction of 
the surface to the stream lines in contact with it, or nearest to it. 
These stream lines have consequently a lower velocity, relatively 

* This latter part of Lecture VI. was kindly contributed by Mr. Robert 
Caird, of Messrs^ Caird & Co., Shipbuilders and Engineers, Greenock. 
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to the specimen being towed past them, than the undisturbed 
water. 

The law of variation in terms of length of surface has not yet 
been satisfactorily investigated for lengths beyond 50 feet, and 
further experiments are very desirable. 

The foregoing table sums up the results of these frictional 
experiments. The columns A, B, and respectively refer to : — 

A. The power of the velocity, to which the resistance is 
sensibly proportional. 

B. Resistance in pounds per square foot of surface taken as a 
mean resistance over the whole length. 

C. Resistance per square foot taken at the specified distances 
abaft the cut water which are given at the head of the 
columns. 

The resistances in this Table are those due to a velocity of 
600 feet per minute. 

The following table is deduced from these experiments and 
is in a form suitable for the Naval Architect : — 

TABLE II. 

Froubb's Frictional Constants fob Salt Water, Paraffin or 

Smoothly Painted Surfaces. 
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•01197 


1-825 


80 


•00933 


1-825 


9 


•01177 




90 


•00928 




10 


•01161 




100 


•00923 




12 


•01131 




120 


•00916 




14 


•01106 




140 


•00911 




16 


•01086 




160 


•00907 




18 


•01069 




180 


•00904 




20 


•01055 




200 


•00902 




25 


•01029 




250 


•00897 




30 


•01010 




300 


•00892 




35 


•00993 




350 


•00889 




40 


•00981 




400 


•00886 




45 


•00971 




450 


•00883 




50 


•00963 




500 


•00880 




60 


•00950 




550 


•00877 




70 


•00940 




600 


•00874 
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Frictional Resistance of a Ship Propelled through Sea Water. — 
The frictional resistance of a ship is readily calculated from 
Table II. by the formula : — 

' R = At S V'' 

Where, R = Resistance in pounds. 
^ = Coefficient of friction. 
S = Wetted surface in square feet. 
V = Velocity in, knots. 
n = The power according to which friction varies. 

The total resistance of a ship when propelled through water is 
composed of : — 

1. Frictional resistance. 

2. Eddy-making resistance. 

3. Wave-making resistance. 

. The total resistance of a model is measured by a dynamometria 
apparatus identical with that described above. From it, the 
frictional resistance calculated from the table is deducted and 
the balance is the eddy-making and wave-making resistance (or 
residuary resistance). The calculation of the residuary resistance 
of an actual ship from that of a model follows what is called 
Froude*s Law of Comparison, which, briefly stated, is : — 

If the linear dimensions of a ship are X times those of its 

model, and if, at the velocities t?^ Vg* Vg . . . of the model 

in water, the resistances are r^, rg, rg . . . then the resistances - 

Rj, Rg, Rg . . . of the ship, at the velocities V^, Yg, Yg . . . 

(which are respectively equal tov^x/^j ^2^/^^ '^ss/^ • • •) will 

be Ri = X^r^; Rg =* X^r'a; Rg = X^rg . . . 

Example. — Applying the foregoing to the following case : — 

Model 10 fb. long; 1*194 ft. broad; 0*555 ft. draught of water- 
Ship 360 „ ; 43 „ ; 20 „ „ 

X = 36 ; >vAx = 6 ; X^ = 46,656. 

Calculation of Frictional Resistance :^^ 
/L = -00888 (from Table II.) 
S = 24,500 square feet. 
Y .-= 12 knots. 
Y''^^^ = 93-219. 

R = ^ S Y^'^^ = .20,280-7 lbs. = 9-053 tons^ 
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Re&vlttary Ship Begistance. — If at a, velocity of 3-378 feet per 
second (equal to 2 knots) the tank trial of the model gives a 
residuary resistance r = -23 lb., the corresponding speed of the 
ship will be: — 

V ^'\ = 3-378 X 6 = 20-268 feet per second. 
„ „ » 1216 feet per minute. 

„ „ = 12 knots. 



?.' r = 46,656 x -23 = 10,731 lbs. = 4-79 tons. 
Total Ship Sesiitance : — 

Frictional resistance (as above) = 9*053 tons. 

Residuary resistance ( » ) = 4'790 „ 

Total resistance <- 13-843 „ 
Seducing this to horse-power it becomes : — 

"'' %?nl'' "" - "«■« =«•*" H.«e.power. 

<>o,vuO 
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The calculation may, otherwise, be made directly from the 
total resistance of the model, correcting for surface friction by 
the method elaborated by Mr. E.. E. Froude in his paper read 
before the Institute of Naval Architects in 1888. 

The above diagram shows the results of a similar calculation 
in graphic form. This figure is reproduced from an actual 
diagram worked out fiom a tank trial where X (or the linear 
ratio of dimensions between ship and model) was equal to 28. 
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Lectuab VL— Questions. 

1. Give a concise account of General Morin's, Hirn's, and Thnrston's 
experiments on friction, and explain wherein their conclusions fell short 
of the results arrived at by the Institution of Mechanical Engineers. 

2. Give an account of some experiments on the friction of a well 
lubricated journal, and state what has been ascertained as to the magni- 
tude of the friction under varying loads, temperature, and velocity. Also 
state what you know as to the intensity of the pressure at different points 
of the bearing surface. (S. & A. Mach. Const. Uons. Exam., 1885). 

3. Give the results of some experiments which have been made to 
determine the coefficient of friction in a well lubricated bearing, and the 
greatest pressure to which the bearing may be subjected. State also at 
what portion of the surface of the bearing the lubricant should be intro- 
duced. Describe and give a sketch of the construction of a bearing for a 
shaft which is required to run at a very high speed, assuming that the 
revolving parts cannot be perfectly balanced. (S. & A. Mach. Const. 
Hons. Exam., 1890). 

4. Describe and sketch any form of machine for measuring the friction 
of lubricated journals. Show how you would deduce from it the co- 
efficient of friction. (C. & G. of L. Mech. Eng. Hons. Exam., 1892). 

5. Give a short account of Mr. Beauchamp Towers experiments and 
results on the friction of collar bearings. 

6. State what you know about the friction of pivot bearings. Sketch 
and describe any apparatus which has been used for determining the same. 

7. What is your idea of the most perfect system of lubricating engine 
bearings ? Give reasons for your answer, with sketches. 

8. State what you know about the friction between railway carriage 
wheels and their brakes and the permanent way rails. 

9. How is the frictional resistance between a moving ship and sea water 
determined ? What is mea^l^ by ^iremduiu:^. and total ship resistance ? 
Work out an original example to determine the efifective horse-power 
required to propel a ship 400 feet long, 50 feet broad, and 25 feet draught 
at 15 knots, assuming the constants, &c., given in the lecture. 
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LECTURE VII. 

Contents. — Calculation of Work Lost by Friction in Journals— Example 
I. — Corrections for Twisting Moment on Crank Shaft of Engine — 
Rolling Friction — Tractive Force— Anti- Friction Wheels— Friction of 
Flat Pivots and Collar Bearings — Friction of Conical Pivots — 
Examples II. and III. — Schiele's Anti- Friction Pivot — Frictional 
Resistonce between a Belt or Rope and a Flat Pulley — Example IV. — 
Resistance to Slipping of a Rope on a Grooved Pulley — Questions. 

Calculation of Work Lost by Friction in Journals.— If Coulomb's 
laws of friction be applied to the case of cylindrical surfaces, 
then the frictional resistance to rotation of a cylindrical journal 
in its bearing (measured along its tangent to the surfaces in con- 
tact) would be F = /GbR; where, R is the total normal pressure 
acting on the journal. This would probably be the case if the 
journal and it 3 bearing were in contact along a very narrow 

longitudinal area parallel 
to the axis of the journal. 
If, however, the journal 
and bearing are well worn 
and a good fit, then con- 
tact will take place over 
a considerable area, and 
the distribution of pres- 
sure will vary from point 
to point. 

Suppose we consider a 

FwcnoN OP Journals. ^^^} fitting horizontal 

cylindrical journal and its 
bearing, acted on by vertical forces, the resultant of which is E. 

Let j9 = intensity of the normal pressure on any longitudinal 
area — for example, a b, 
„ / = the friction along the narrow longitudinal area at a b. 
I «= the length of the joumaL 




»» 



Then, p x ab x I = Total normal pressure on the area a b. 
Resolving vertically, we get : — 

R = 2 (/? cos ^ X ab X I). 
Or, R = ^ 2 (/? cos ^ X a 6) (1) 
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If, [L = Coefficientof friction between the journal and its 

bearing. 

And, F = Total friction over the whole bearing. 

Then, F = 2/= A^^ 2i> x aft (2> 

If we knew the law according to which p varies from point to 
point, it would be an easy matter to calculate the frictional 
resistance in this case. When the journal and its bearing are 
well worn and a good fit, we may assume that the intensity of 
pressure at any point will vary as the vertical distance of the 
point below the diameter A B : — 

But this is the same law as that which would be followed by 
a heavy liquid enclosed in the semi-cylindrical space A C B, the 
total weight of the liquid being R. 

We know, that in such a case, the total normal pressure on 
the cylindrical surface A C B, would be = area of surfa^^e A C B 
X depth of e.g. of surface below A B x weiglU of a cubic unit 
of the liquid. 

Let, d = diameter of journal. 

Then, Area of semi-cylindrical \ _ * _ X^dl 

surface A C B / ~ "" ^ 

d 
And, Deptli of e.g. of surface below AB = a; = ^ 



T 



We now require to find the weight of a cubic unit of the 
hypothetical liquid in A B. 



Let, w 


— weight of a cubic unit. 








Then, 










Vol. 


of semi-cylinder A B x 


W 


= 


R. 


• 
• • 


hldH. 


w 


= 


R. 


Or, 




w 


= 


8R 
•xd*i 



Hence, The total normal pressure \ __ ^ ^^ 
over wJvole surface A C B J 

rf 8R 4 
t.c., ZtP X « =\ rtdl X - X —-^ = ^ "**• 

^ *x d I ^ 
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But from Equation (2) . . . F = /*& ^ 2i> x a 6. 



Hence, 



4 4 



The fxictional moment, M 






Work lost in Motion in one 
torn of journal 



1= M X 2^ = 4rfAtR. (I) 



This result is only true on the assumption that the normal 
pressure varies as the depth of the point below A B, and since 
the surfaces are cylindrical, it is doubtful if ^i* has the same value 
as in the case of plane surfaces. 

If the bearing be so well worn that its radius of curvature is 
slightly greater than that of the journal, we may suppose con- 
tact to occur along a narrow longitudinal area parallel to the 
axis of the journal. This state of affairs is sho^^^n in an ex- 
aggerated manner, by the annexed figure. The small area on 
which the journal bears, is not situated exactly at C (the lowest 

part of the bearing), but 
^ at or near D, such that 

K the .^ O D = 9, the 

"angle of friction." This 
is due to the shaft tend- 
ing to climb out of its 
bearing. When the in- 
clination of the surfaces 
in contact is equal to the 
angle of friction, then slip- 
ping takes place. This 
occurs when the shaft bears 
at D, since the tangent 
plane at that place is in- 
clined at an angle, 9, to 
the horizon. 

Let R = Resultant force acting on the shaft, which for the 
present may be supposed to act vertically downwards through 
the centre of the shaft. At D, introduce a force equal, parallel, 
and opposite in direction to B. Then this is the resvMant 
reaction (i.e., the resultant of the normal reaction and friction) 
at the point D. Through O, draw the common perpendicular 
Obi to ^^^ forces R. Then those two forces form a couple, 
whose moment = R x O 6. This frictional moment resists the 
rotation of the shaft. 
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/. M c= R X O 6. 

But, O 6 = O D sin ^ = ~ sin p. 

M = J R c? sin <p. 

Hence, 

Work lost in firiction in ) , r o t^ ^^\y^ ^ n^ \ 
one turn of journal } = M x 2 cr = R ^ rf sin 9. (II.) 

tan <p /x 

Where, sin 9 = 



2 



For well lubricated journals f is very small, so that we may- 
assume that sin 9 = tan <p — fj*. 

Then, Work lost in friction in 1 ^ o w p /tt \ 

one turn of journal |=Mx2t = t(/^R. (II») 

For practical purposes it is more convenient to use formula 
(lift) than (I) or (Ila), remembering that /Ct is a special coefficient 
for journals, to be determined by experiment. 

We have seen, that the resultant reaction of the bearing at D 
is R and acts vertically upward. This reaction is tangential to 
a small circle, a 6, which can be described about O, and is spoken 
of as the ^^ friction circle,-^ Let d^ be the diameter of tho friction 
circle. 

Then, R X ^1 = M = -ic;^R. 

d^^P^d . (Ill) 

i.6.. Diameter of Motion circle ^ fL x diameter of journal 

Hence, in cases of journal friction it is often convenient to 
draw the friction circle, and then the direction of the resultant 
reaction of the bearing may be easily determined. This resultant 
reaction is always a tangent to the friction circle. 

If the bearing has a cover, the resultant force, R, must be 
increased by the tension in the bolts holding down the cover 
when calculating M. ^ 

Example I. — A horizontal shaft, 4 inches in diameter, resting 
in bearings at its ends, transmits power to various machines by 
means of belts passing over pulleys keyed to the shaft. The 
tension in the belts causes a horizontal force of 1,500 lbs., and 
a vertical downward force of 500 lbs. in a plane at right angles 
to the shaft. The weight of the shaft and pulleys is 10 cwts. 
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Coe£Gcient of friction between the shaft and its bearinga is 0*07. 
Find the horse-power lost in friction, the shaft nuking 100 
revolutions per minute. 

Answer. — The forces acting on the shaft are (1) a horizontal 
force of 1,500 lbs. ; (2) a vertical force of 500 + 10x112 = 1,620 lbs. 
Since these forces act at right angles to each other, the resultant 
pressure on the bearings will be: — 

B = VP* + Q" = VlBOO" + 1620" - 2207-8 lbs. 



Forces Actiko ok a SaArr. 

Each bearing may or ma; not sustain equal shares of this 
resultant load. This will depend on the arrangement of the 
pulleys on the shaft. Nevertheless, we may consider only one 
bearing of the shaft, and suppose the resultant load on this 
bearing to be B = 2207*8 lbs. Hence, from the formula already 
obtained, we get : — 



Work lost in^wi in > ^ ^ 
one turn o/ahajt / '^ 

.*. H.P. lost in friction ~ 



Tdtlfl.'R 

33,000"' 



( 100 X -07 X 2207-8 



» „ = 49. 

Correctioas for Twisting Moment on Crank Shaft of Engine.— 
Let C be the crank, and H C the connecting-rod of an ordinary 
direct acting engine. Let P = total effective pressure on cross- 
head pin at H. Then, it is shown in the author's Text-Book on 
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Steam Engines, p. 158, that the twisting moment on the crank 
shaft at O is P x O V ; where V is the point of intersection of 
the centre line of the connecting-rod with the line through O per- 
pendicular to centre line, H B, of the engine. This method of 
calculating the twisting moment at any point of the stroke is 
adopted when we wish to neglect the friction of the journals 
at H, C, and O. We shall now determine the effect on the 




Finding the Twisting Moments on Crank Shaft. 

twisting moment when the friction of the journals is taken 
into account. 

Draw the friction circles for the journals at H, 0, and O, as 
described above.* 

Then the resultant pressure on a bearing must be tangential 
to its friction circle. Therefore, the thrust, Q, along the con- 
necting-rod must be tangential to the friction circle at H, 
and also to the friction circle at 0! If the student considers 
the direction of motion at H and C, he will observe, that the 
line of thrust ^which is a common tangent to the circles at 
H and C) must oe drawn as shown. Thus, the thrust is actually 
along K I> instead of H Y . This takes friction into account so 
far as the crosshead and crank-pin bearings are concerned. 

Let W represent the total vertical load on the crank-shaft, 
including the weight of the shafb itself. The crank-shaft is then 
acted on by two forces, Qj and W, as shown, Q^ being equal and 
parallel to Q along K D. The resultant of these two forces is R, 
and the reaction of the bearing, which is also H, acts in the 
direction, G B, parallel to O B, and tangential to the friction 
circle at O. 



* On the figure the friction circles for these three journals have been 
drawn to a very much exaggerated scale for the sake of clearness. 
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Let G R cut O V at the point E. Then :— 

Effective twisting moment on crank shaft = P x £ D. 

For, from what has been already said : — 
Tvnsting moment due to thrust Q along K D = P x O D. 

Where P is the horizontal component of Q, or, what is the 
same thing, P is the total pressure acting on the piston. 

Similarly, since the horizontal component of R = horizontal 
component of Q = P. 

.•. Ths resisting moment due to R along G R w = P x O E.* 

^t1;^1ff "°""* } = P(OD - OE) = P X ED. (lY) 

It is evident, that as D approaches E, the effective twisting 
moment on the crank shafb diminishes, until when D coincides 
with E there will be no effective moment acting on the crank. 
This will occur at four positions of the crank ; two on either side 
of centre line of the engine. The angle which the crank makes 
with the centre line of the engine when D coincides with E, 
is called the " dead angle^^ and when the crank lies within this 
angle (on either side of engine centre line), no pressure, however 
great, applied to the piston will move the engine. If the position 
of the crank had been taken in any other quadrant, say, in the 
quadrant V O B, then the direction of the thrust Q^ would be 
such that K D, the common tangent to the friction circles at H 
and C, would be drawn helow the centre line H C. The direction 
of the common tangent H D should, however, present no diffi- 
culty if the student only pays attention to the direction of 
rotation of the journal in its bearing. 

Boiling Friction. — The resistance which is experienced when 
a wheel or cylinder is rolled along a rough horizontal plane is 
called Rolling Resistance^ or Rolling Friction, This resistance 
is in general much less than sliding friction. It depends on the 
radius and breadth of the wheel and also on the nature of the 
surface over which the wheel rolls. It is found by experiment, 
that the resistance to rolling on a horizontal plane is expressed 
by a formula of the form 

P = — c. 

r 

* The thrust R along E R is in a similar condition to the thrust Q alon^ 
K D ; that is to say, the friction circle at O can he looked upon as a small 
crank-pin circle and E R the direction of thrust of the connecting-rod. 
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Where, 


P 


» 


W 


» 


r 


j> 


c 



■ Full required to overcome the resistance (as 
measured by a horizontal force at the axis of 
the rolling body). 

: Total weight of the rolling body. 

: Kadius of rolling body. 

: Constant length measured in the same units as r 
(depending on the nature of the surfaces in 
contact). 

We can best explain the nature of this resistance, and how the 
above formula is obtained, by considering the case of a cylinder 
or broad wheel rolling along an ordinary road. In such a case, 
the wheel sinks into the 
ground and leaves a rut 
along its course. The depth 
of this rut will depend on 
the total weight, W, on the 
wheel, the radius, r, and 
the softness of the ground. 
The result of the sinking 
is, that the force, P, applied 
at C is employed in con- 
tinually drawing the wheel 
over an obstacle at O, in 
front of the wheel. Rolling Friction. 

Let the height of this 
obstacle (or, what is the same thing, the depth of the rut) be 
B A = A. Then, by taking moments about O, we get : — 




^TTPZWj 



y///y//y^^' 



PxOD = WxOB, 

W W 

O D r - h 



X OB. 



Put O B = c. Then, since h will, in general, be small com- 
pared with r, we may neglect it in the denominator on the 
right-hand side of the equation, and write 

Hence, we see where the constant c comes from, and why it 
is a length of the same units as r. 

From the results of the few experiments which have been 
carried out on rolling resistance on ordinary roads and rails, the 



112 



LECTURE Vir, 



m7/ 



'^7777r 



above formula appears to hold good, and c is found to be inde- 
pendent of r. Thus, when r is expressed in inches^ c may be 
taken at from "02 inch to '025 inch for iron wheels and rails ; 
•06 inch to •! inch for iron wheels on wood, the lower values 
being taken for the harder woods. For carriage wheels on good 
macadamised roads c may be taken at '5 inch ; but this value 
will vary considerably with the nature of the ground, being as 
high as 3 inches or even 5 inches with soft ground. 

If the surface over which the wheel rolls be very soft and 
elastic the expression for the resistance is more complex and is 
very difficult of explanation. Take, for example, the case of a 
wheel rolling along a thick sheet of india-rubber. In such a 

case the rubber will take 
the form shown by the 
figure, being heaped up 
both in front of and be- 
hind the wheel. When 
the wheel moves it tends 
to surmount and compress 
the rubber in front at B. 
But the rubber at B tends 
to avoid this compression, 
and, as a consequence, 
heaps itself up in front 
as shown. During the ac- 
tion, the rubber " creeps " 
over the surface of the wheel at B, and in doing so, a frictional 
resistance, F^, is set up which opposes the onward motion of the 
wheel. Again, aa the wheel moves onward, the heaped-up 
rubber in the rear at D tends to regain its normal state of flat- 
ness of surface, and in doing so creeps down the surface of the 
wheel introducing a frictional resistance, Fg, in the direction 
shown, which resistance also opposes the progress of the wheel. 
Thus the wheel is retarded by the two frictional resistances, 
Fj and Fg, in addition to the other force necessary to overcome 
the obstacle in front, as explained in the case of the wheel 6n 
ordinary ground. 

Tractive Force. — By tractive force or traction is meant the 
effort necessary to draw a carriage or train along a level road 
or rail against the total frictional resistances. This total resist- 
ance includes axle and rolling frictions, the friction between 
the flanges of the wheels and the rails and the resistance of the 
air, ifec. 

The following table gives the tractive force in lbs. per ton for 
different roads : — 




BoLLiNG Friction on a 
Pliable Surfaob. 



Pive 
Haei 

On^ 
Coo 
Bail 

Intl 

\ Am 

li 



gre 

of 
ca 

01 

a 

: 1 

1 



1 



ANTI-FEICnON WHEELa 

Tbaotive Foboi Foa DimBW Roam. 

Fn-red roada 

maoadamiwd roads, 
Oravel roads, .... 
CommoD earth roads, 
Railway trains (otoving slowly), 

IxL the cage of railway trains, the resiatance of the air increaees 
very rapidly with the speed of the train and with the velocity of 
the 'wind, so that at high speod the tractire force required to 
keep the train moving along a horizontal line may be as high as 
60 IbB. per ton. 

Auti-rriction Wheels. — These wheels are so arranged that 
their circumferences form a bearing for an axle or sht^. The 
axles A and B of the two aati-frictioa wheels are placed near to 
each other, and the axle, 

C, whoae friction it is de- " — 

sired to reduce, rests on 
their circumferences. By 
this means, the resistance 
to the rotation of is 
greatly diminished, and 
henoe the arrangement is 
often resorted to in the 
case of philosophical and 
other delicate apparatus 
where the frictional resist- 
ances have to be reduced 
to a mini mam. The con- 
trivance is neither sufGci- 
ently simple nor compact 
and strong to be adopted 
for the ordinary bearings 
of lat^e heavy shafts ; but 
a modification thereof is 
often met with in the ball 
bearings of the best constructed driving shafts for foot lathes, 
for American electrie elevators, and for bicycles, tricycles, ic.* 
With ball bearings the friction is vrholly tiiat of rolling friction, 
but in the ordinary anti-friction wheels the rolling friction may 

*3ee pages 91, 93, and ISO ol tiie uMtor'a Elementary Mamtal of Ajiplied 
MedtaniCBtOT these applications in the cotes of Sir Wm. Thomson's Si^on 
B«cotiler and Atwood's Mschine, to. Also the Eharical Engaieer of New 
York, Not. 2nd, 1S92, for a description of the ball bearings in the Sprague- 
Pratt Eleotrio Elevator for High Service Duty. 




AnTI-FbICTION WHEBI& 
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be neglected and then the friction of the axles, A and B, con- 
sidered in the following way : — 

Let R =« Resultant vertical force acting^ on axle C. 

„ D = Diameter of each wheel A and B. 

„ d = „ „ axle A and B. 

„ <i = „ of the shaft C. 

„ 2^= Angle ACB. 

„ P = Pressure on A or B due to R on C. 

„ ^ == Coefficient of friction between axles A and B and 
their bearings. 

Then, since R must be the resultant of P at A and P at B, 
we get: — 

R = 2 P cos ^. 

Or, P = ^ 



2 cos f 



Suppose the wheels A and B to make one complete turn. 
Then C will make n turns, so that :— 

<irdn = crD. 

Or, w = -7 . 

a 

Hence, neglecting friction between C and circumferences of 
wheels A and B, we get : — 

Work absorbed in friction \ ( Work absorbed in friction at aode 
in one tv/m of wheels A > = < A + Work absorbed in friction 
and B ) [ at axle B. 

„ „ = 2 ff 3 //» P. 



99 )} 



= c 5 



COS 6 



But, had the axle been resting in an ordinary bearing 
instead of on the circumferences of the wheels A and B, the 

Work absorbed in friction would be = w cr c? ^ R, 

„ „ „ = ff D yo, R. 

Priction with anti-friction wheels * cos & 3 

Friction without anti-friction wheels "" «• D ^ B/" D coa f 






FRICTION OF FLAT PIVOTS. 
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In general, ^ (^- -^ A B) will be small, so that cos ^ will be 
unity very nearly. 

Friction with anti-fiiction wheels ^ dia. of axle A or B __ 5 
' • Friction without anti-friction wheels ^ dia. of wheel A or B ~ D' 

This result agrees closely with 
experiments carried out on the fric- 
tion of anti-friction wheels. 

Friction of Flat Pivots and Collar 
Bearings. — When a shaft is subjected 
to forces parallel to its axis the end 
of the shaft may terminate in a 
footstep bearing, or if the shaft has 
to be continued through its bearing, 
this axial pre'ssure is provided for 
by having a collar or collars made 
on the shaft. If the shaft termin- 
ates in a bearing at its end, the end 
of the shaft may be flat, rounded, or 
conical, according to circumstances. 

We shall first show how to cal- 
culate the work lost in friction in 
the case of a flat pivot or collar 
bearing. 

Let R = Total thrust on shaft. 
„ j9 = Intensity of pressure over 

bearing == w^ «-; — 

° area of bearing. 

Suppose the thrust, R, to be 
equally distributed over the whole 
bearing surface, and let us consider 
a small annular ring of breadth, dx, 
and mean radius, x (see plan). 



<-— " --> 




Friction op Flat Pivots 

AND COCLAB BeABINGS. 



Then, Pressure on elementary ring = /?x 2^ajc?a3. 

.-, Moment of friction M the) ^ ^^^^^ ^ ^ 

elementary rxng J ^ 

„ ,, ,y = ^'TfLpn^dx, 



/. Moment of frvition for wMe) ^^^ 2^apfx'dx 

bearing J ^'^ 

Where, fa^dx means the sum of all such terms, as x^d Xy 

taken over the whole bearing. Consequently, M = 2 ^ /ct^ « . 
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If the bearing be an aoanlar ring or collar of oatside radius, 
r„ and inside radius, /■« then: — 





"-'{<-'•.)■ 




Aixl 


TI-iri^pp!^dx, 




Or, 


M-A^^' 




Or, 




• • (V) 



speotively. 

Hence, WorklostinMction) „ d^-d^ 

in one torn of > = M x 2 ^^ = | tr -jf— 4-^ B- • (TI) 
collar journal ) ^ "i-^* 



RoiTHDSD Pivot. 

n the case of a flat pivot d^ = 0, and then t^ 

M = g</i/*B (V,) 

•.Worklostinfiictionin} 2 . _ 

onetnmofflatpiYot; "s"'*'''' ^^^"^ 
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Thus, we see that the frictional momeDt of a flat pivot in its 

footstep is only j of that for a horizontal journal of equal 

diameter. 

By diminishing the diameter of the pivot, the frictional 

moment will be diminished 

in the same proportion. 

Hence, we often find that 

amall pivots are rounded at 

their tower ends and rest 

on a flat step in the manner 

shown by the accompany- 
ing figure. 

In the case of turn-tables 

and the vertical posts of 

cranes where the motion 

is slow this plan is also 

adopted. But for the bear- 
ings and footsteps of large 

shafts carrying a beavv 

load and moving at high 

speeds, the following style 

of adjustable footstep and 

bearing has been found 

best. 
Friction of Conical PivotB. 

— Sometimes the end of 

the vertical shaft is made 

conical — instead of flat or 

hemispherical — and turns 

in a step or bearing of 

corresponding shape. In 

this case the expression for 

the frictional moment will 

be different from the one 

just obtained for a flat 

pivot- 
Let A D E B represent a section of a conical pivot, or fmstrum 

of a cone, with r and r^ for its greatest and least radii respec- 
tively. 
Iiet the total axial thrust, B, be uniformly distributed over 

the transverse section at AB. The manner in which this 

pressure is distributed over the step is not definitely known. 

The normal pressure may be constant at all points on the step, 

or it may vary according to some other law. If, however, we 
i that tiie step always remains a good fit for the pivot, 



Adjustablk Footstep. 
Ikvex to Pabts. 
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and that the wear is uniform throughout, we can then explain 
how the pressure, jo, varies from point to point. 

The wear over any small conical surface on the step depends 
on the product of the normal pressure, p, and the velocity of 




Conical Pivot. 

rubbing, v. Hence, if the wear be everywhere the same, we 
must have : — 

r 

, p V = a constant. 

But the velocity of rubbing depends on the distance of the 
small area in question from the axis of rotation. If this distance 
be y, then : — 

pvcc py, 

.'. py = a, constant. 

Consequently, the pressure at any point on the step varies 
inversely as the distance of the point from the axis of rotation. 

Hence, if we consider a small conical area of breadth or slant 

length, ab, and mean radius, y, and if the projection of a 6 on a 
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horizontal plane be denoted hj dy; then, if a = half the conical 
angle ACB; dy = ab sin a. 

Total normal preaswre on v 

elementary frustrum I o -r o ~T 

m^ loJdedhy aj «, f = ^ " 2Ty x «6 = 2r;,y x ab. 

a slant aide ^ 

Now, the sum of the vertical components of all such normal 
pressures must balance R. 

R = 2 2 icp y ah sin a = 2 'jrp y sin a 2 a 6. 

Since p y has previously been shown to be a constant it may 
be written outside the summation sign. 

But, 2 a & is clearly «= A D. 

And, A D = ^?^^^^ 

sin a 

** ^ sin a 
Consequently, R = 2<rj9y(r- r^). 

And, /. JP y = o — ? \* 

Substituting this value of^y in equation (1), we get: — 

Total normal pres9v/re on ) t> t> 

elmi^ntwry frustrum \ = -^ ^ = , ^-^ dy. 

wrea j ** " ^i (r-ri)sma 

.*. Moment of friction for \ -p 

elementa/ry fraat/rurh, > = l__^ — . y dy. 

I (r - r^) sin a ^ ^ 



area 



And, Moment of friction 1 _ /c&R r*" , 

for whole bearing J - (r - r^) sin a j^ ^^' 



Or. ,M = ( , . ^^ )!1Z< 

\(r — rj) sin a/ 2 

M = |^T^^R. . . . (VII) 



^. ' 2 sm a 



.'. Work lost in friction in ) ^/r 4. r ^ 

one turn of conical V = M x 2a- = ^^^v!^^^R. (VIII) 
pivot j ^"^" 
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If the pivot comes to a point at 0, then r^ = 0, and then: — 

Example II. — A vertical shaft, 4 inches in diameter, turns 
on a flat pivot. The weight of the shaft with its wheels, <&c., 
is 2,500 lbs. Find the horse-power lost in friction between 
the end of the shaft and its footstep, the shaft making 140 
revolutions per minute, and the coefficient of friction being 
taken at 0*08. 

Answer.— Here c? = 4" = J ft., n = 140, R = 2,500 lbs. 

Hence, assuming formula Via, ^^ g©t: — 

Work lost in friction \ « 
in one turn o/> = ^ ^c? ^R. 
pivot ) ^ 

*. H.P. lost in Motion := - 



• • 



n n 



33,000 
I X y X i- X 140 X 08 X 2,500 

gpoo 



= •59. 



Example III. — If, in the last example, the pivot had been 
conical instead of flat, the angle at the vertex of the cone being 
60°, and the smallest diameter of the pivot 1^ inches, what 
would then be the H.P. lost in friction, assuming the pressure 
on the step to vary according to the law stated in the text ? 

ANSWER.-r-Here c^ = 1 J", a = 30°, the other data being same 
as in last example. Then, by formula YIII. : — 

Work lost in friction ) __ ^ (^ + ^i) -p 
in one twm of pivot] sin a * ^ 

"■ 2sina • ^^- 

A H.P. lost, in friction = lM±^^ . J^ 

2 sin a 33,000 



)i 



^ ^ (j-^ + ^^\xUO x-0% X 2500 



2 X I X 33,000 
» » = 12. 



schiele's anti-friction pivot. 
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V/yy^yy/AYXj^y^f^L=. 



Schiele's Anti-Friction Pivot. — The assumption made in our 
last investigation regarding the uniform wear of the ordinary 
conical pivot and step is not strictly correct. When such pivots 
have been at work for some time it is found that the contact 
between the pivot and its step is very imperfect, due to the 
unequal wear which naturally arises from the difference of 
velocities at different parts of the conical surface. Since this is 
a matter of some import- 
ance, especially with cer- 
tain kinds of instruments 
and machines, we shall 
here investigate the proper 
form to be given to the 
pivot and its step in order 
that the vertical wear of 
the latter may be every- 
where the same. 

The figure represents a 
section of such a pivot. 
During wear of the step 
let the pivot sink through 
a vertical depth, A A' = h. 
Then, by hypothesis, the 
vertical wear everywhere 
will be A; so that any 
point, P, will, after wear, 
be at P', where P P' = ^. 
The dotted curves repre- 
sent the outline of the 
pivot or step after wear, 
and it is evident that they 
will be similar to the full 
curves APE, BQD. ^. , 

Consider a point, P, on the curve. Draw P N perpendicular 
to the axis of the shaft. Let P T be the tangent to the curve 
at the point P, and P M the normal at that point. 

Ordinate P N. 

Angular velocity of shafb. 

Intensity of normal pressure. 

Coefficient of friction between pivot and step. 




h I? 

Schiele's ANTi»F]Ui2Xi6N PrroT. 



Let y 



The normal wear at P per unit area is:— 

T M. cc fi p u y. 
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Now, for a small vertical wear, we may consider the triangles 
T P N, P' P M, as similar. 

PT : PN = PF : PM. 



• • 



PP' X PN 



_ A X y 



fip (Up 

In this pivot, the vertical wear is supposed to be everywhere 
the same, therefore, the intensity of normal pressure, p, must 
be constant for all points on the pivot. 

h 



• • 



P T »= Bs a constant. 



Consequently, the curve is such, that the length of the tangent, 
P T, at any point, P, is constant. The curve having this pro- 
perty is known as the " Tractrix " or " Tractory Gv/rve" Hence, 
a suitable form of pivot is obtained by the revolution of such a 
curve about its axis. This form of pivot was invented by 
0. Schiele, and is called " Schiele's Anti-Friction Pivot" Such 
pivots are well adapted for high-speed machinery, the wear being 
perfectly uniform ^iroughout and giving a very smooth motion. 

Calculation of Friction Moment in Schiele's FiYot 

Let R s Total axial thrust on shaft. 
,5 r = Largest radius of pivot = radius of shaft. 
}} ^1 ~ Smallest „ „ 

_ R 

"We shall now show, that p «» — 7-0 5t. 

Consider a small conical area of the pivot, the mean diameter 
of which is P Q = 2 y, and length of slant side, d 8, 

Then, Area 0/ elementary ring = 2 ^y c?«. 

dy 



But, ds = 



sin <p 



Or, 



Area 0/ elementary ring = . ydy. 

Total normal pressure ) _ p __ 2 ^rp ^ 
on elemenUvry ring / ~ ~ gin o ^ ^* 
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Resolving vertically, we get :— 

Vertical compon&rU qfP =s T sin p = 2 irp y dy. 



R = 2 *icp I ydy = ^irp (r^ — rj). 



And, therefore, p = 



Kext, the moment of friction for the elementary ring is : — 

dU=^ti.Vy^H^y^dy. 

We have seen that the length of the tangent, PT, at any 
point, P, on the curve is constant, hence : — 



Let t = Length of tangent, P T. 



Then, 






sm 9 
e?M « 2vt/i>pydy. 



Or, M = 2flr<^^/ ydy. 



M = 2flr< X 



fi'R f^ --rl 



'jr(r2 - rj) 2 
Or, M = ^R* (X) 

an equation which shows that the friction-moment depends only 
on the thrust along the shaft and the length of the constant 
tangent. 

The minimum length of the tangent is ^ = r, for then the 
line, A B, is a common tangent to the curves, APE, £ Q D. 
Hence : — 

^mln = ^ R r. {Xa) 

The friction-moment with this pivot is thus one-half greater 
than with a flat pivot of the same diameter, but, as already said, 
the wear is more uniform throughout the bearing surface. 
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Frictional Besistance between a Belt or Bope and a Flat Pulley. 
— Let the figure represent a belt stretched over a pulley. Let 
Tdt T« denote the tensions in the two parts of the belt not in 

contact with the pulley. 
Suppose the belt to be just 
on the point of slipping on 
the pulley in the direction 
B to A, so that 

Let tf = A O B = angle 
subtended at centre, O, by 
part of belt in contact with 
pulley ; and let /i = co- 
efficient of friction between 
belt and pulley rim. 

Consider the equili- 
brium of the part of the 
belt on a very small arc, 
a by anywhere between A and B, the arc, 06, subtending an 
angle, A tf, at the centre, O, of the pulley. 

Let the tensions in the belt at a and 5 be T + A T, and T 
respectively, so that the increase in tension over the arc, a&, 
is A T. The directions of T + A T and T will be along the 
tangents at a and b respectively. 

Let B = Besultant reaction between part of belt, a 6, and 
the pulley rim, due to tensions in belt at a and b. 

Then, neglecting the small difference, A T, between these 
tensions, we get: — 

R = 2Tcos(90'* - ^ = 2Tsin^. 

Since A ^ is a very small angle, we may write : — 

. Atf A^ . ^ , 

sin -^ = -^ very approximately. 



Peiction between Belt and Pulley. 






R = T A ^. 



But, since slipping is about to take place, AT must be a 
measure of the friction over the arc, a b. 



Or, 



AT = /iR^ f/kT Ai. 

-=- = ft, A$. 
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Hence, in the limit, when the arc, a 6, is indefinitely small, 
we get : — 

Therefore, for the whole arc, A B, of contact, we get : — 

i.e., log, T<i - log, T, = fikl 

Or, lofo^=/ttf 

Or, ^7=*^' 

Since 6 = 2*7182 (the base of the Napierian system of logarithms) 
it is a constant; and since /a is also a constant, we may write the 
last equation in the form 

^ =^'' (XII) 

thus showing that:— The ratio of the tensions increases as the 
power of the number representing in circular measure the angle 
subtended by the belt at the centre of the pulley. 

The ratio is thus independent of the radius of the pulley. 

The above results are true for a rope wound round a post and 
also for friction brakes wherein the strap encircles the friction 
wheel or pulley. 

From these results we can understand why a sailor has such 
a power of holding back a ship at a quay by merely coiling the 
rope two or three times round a post. For example, when a 
rope is coiled once round a post, let T^/T, = 4. Then, when 
coiled ttvice round the post, T^/T, = 4^ = 16 ; when thrice round 
the post, TJ T, = 4* = 64, and so on. This shows how rapidly 
the resistance increases. 

m 

In the formula log^ 7^- = ^^ ^ we may change into common 
logarithms by multiplying both sides by 0*434. 

Log ^ = 0434 ^tf. (XIII) 



* 



in these equations is always expressed in circular measure. 
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Example IV. — A rope is wound thrice round a post, and one 
end is pulled with a force of 20 lbs., what is the greatest pull 
which can be resisted on the other end of the rope when the 
coefficient of friction is 0*4 ? 

Answer.— Here T, = 20 lbs.; tf = 3 x 2 at = 6 ^; ^^ = 0-4 






Log ^= -434 At ^. 



„ „ = -434 X -4 X 6 X 31416 
„ = 3-27229. 



99 



• « 



Or, 



g = 1871, nearly. 



Td = 20 X 1871 = 37,420 lbs. 

Consequently, a force of 20 lbs. at one end of the rope is able 
to resist a force of about 16f tons at the other end. 

R 




Friction Between Rope and Gbooved Pullet. 

Besistance to Slipping of a Rope on a Grooved Pulley. — The 
grooves round the rims of the pulleys used for hemp or cotton 
rope drives are usually .V-shaped and of such dimensions that 
the rope, instead of resting on the bottom of the grooves, gets 
wedged into. them*, and presses on the sides only. By this means 
a greater resistance is offered to slipping between the rope and 
the pulley. 
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Consider a small length, a ft, of the rope subtending an angle, 
A ^, at centre of pulley. Let T + A T and T denote the tensions 
at a and h respectively. Let Q be the pressure between element 
a 6 of rope and sides of groove, a the angle between the sides of 
the grooves. 

Hien, from right-hand figure, we get : — 

R = 2Qsin|. 

But, in the previous investigation, we saw that 

II = Ta^. 

2Qsin^ = Ta^. 

Now, the resistance of friction for the element, a b, is : — 

A T = A& X 2 Q. 

aT = fi X cosec jr X T A ^. 

Or, -y=^ = Afc cosec ^ A tf. 

Proceeding to the limit and integrating for the whole arc 
embraced by the rope on the pulley, we get : — 



•'t. 



-^ = fi cosec 2- j d0. 



le., lege J^ = At ^ cosec J (XIV) 

Compared with our previous results for a flat pulley, we see 
that the logarithm of the ratio of the tensions is increased in 

the proportion of cosec ^ : 1. 

Generally, the groove angle is about 45°, for hemp or cotton 
ropes, and then : — 

cosec -g^ = cosec 22|-° =2*6. 
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LiOTUBS VII.— Questions. 



1. Find an expression for the work absorbed in one revolution of an 
axle on its bearing. An axle is 2 inches in diameter, and the weight 
pressing it on the bearinz is 1,000 lbs., find the number of units of work 
lost in 100 revolutions. (Take the coefficient of friction as 0'08). Ans. 418S *8. 

2. Deduce a formula for obtaining (approximately) the work lost in 
friction in one revolution of a horizontal shaft in its bearing. A horizontal 
shaft, 9 inches in diameter, is acted on simultaneously by a horizontal 
force of 3 tons and a vertical force (including its own weight) of 4 tons. 
Find the horse-power lost in friction when the shaft makes 100 revolutions 
per minute. The coefficient of friction is 0*07. Ans, 5'6 H.P. 

3. Explain what is meant by **dead angle" when applied to a steam 
«ngine. Explain how you would find it. 

4. Explain the nature of ''rolling friction," and deduce a formula which 
approximately represents its amount. 

5. What are auti-f riction wheels ? Find an expression for the work saved 
by theu- use over ordinary bearines. 

6. Explain, by aid of sketches, now friction is reduced to a minimum in 
the cases of large crank-shaft bearings and in bicycle bearings. 

7. Discuss the advantages and disadvantages of ball bearings. Describe 
with sketches the construction of an adjustable ball bearing. (S. & A. 
Mach. Const. Hons. Exam., 1885.) 

8. Write down the formula for finding the work lost in friction in one 
revolution of a vertical shaft turning on a flat pivot. A vertical shaft 

3 inches in diameter, and weighing 30 cwt. (including wheels, &c. ), turns 
on a flat pivot. Find the horse-power lost in friction when the shaft 
makes 100 revolutions per minute, the coefficient of friction being taken 
at 007. Ana. 373 H.P. 

9. Explain a formula by means of which the loss by friction on the 
pivot of a vertical shaft may be calculated, and apply the formula in the 
following case : — Weight on pivot, 3 tons ; diameter of pivot, 4 inches ; 
coefficient of friction, *01 ; revolutions per minute, 75. Find the horse-power 
lost in friction. (C. & G. Mech. Eng. Hons. Exam., 1S90.) Ana. '106. 

10. Investigate an expression for the moment of friction of a flat pivot, 
43tatinff the assumption made as to distribution of pressure. Find the 
H.P. lost by the friction of a footstep bearing, the diameter of which is 

4 inches, the total load on it being 3,000 lbs., the number of revolutions 
100 per minute, and coefficient of friction *06. (S. & A. Mach. Cionst. 
Hons. Exam., 1887.) Ana. '38. 

11. Explain the theory of the anti-friction pivot, and deduce a formula 
for the work lost in friction in one revolution of the shaft. Draw the 
curves representing the outline of the pivot. 

12. A string is stretched on the circumference of a rough circle ; when 
one of the forces is on the point of preponderance, find the pressure on the 
circumference, and the tension of the string, at any assigned point. (S. & A. 
Theor. Mechs. Hods. Exam., 1889). 

13. A thread is stretched by two forces, P and Q, over a rough plane 

curve; when P is on the point of overcoming Q show that P=Q e^ , where 

5 denotes the angle between the normals at the extreme points where the 
thread is in contact with the curve. A rope is wrapped three and a-half 
times round a horizontal cylinder, the coefficient of friction between the 
rope and the cylinder is iV; a weight of 1,000 lbs. is fastened to one end 
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of the rope, what weight must be fastened to the other end to prevent 
sliding, the weight of the rope being neglected. Take e — 2 '72. (S. & A. 
Theor. Mechs. Hons. Exam., 1883.) Ana. Q = P/e = 135'14 lbs. 

14. Deduce a formula for the resistance offered to slipping of a rope 
round a grooved pulley in terms of groove angle, angle subtended at centre 
of pulley by the rope and coefiBcient of friction. Find the maximum ratio 
of tensions in the tight and slack ends of a rope passing over a grooved 
pulley, the angle of the groove being 40°, coefficient of friction *15, arc of 
pulley embraced by rope J of circumference. Ans, 6*22. 

15. Establish a formula giving the ratio between the tensions at the 
extremities of a rope which is coiled through a given angle round a post. 
A rope has its direction changed through two right angles by passing 
round a grooved guide pulley whose diameter is 12 inches, the diameter of 
the axle of the pulley being 1^ inches, and the coefficient of axle friction 
being 0*07. How is the efficiency of the pulley affected by axle friction 
when a load of 2,500 lbs. is being raised? If .the pulley was fixed so that 
it could not turn, how would the efficiency be affected by the friction of 
the rope on the pulley, taking the coefficient as 0*6? (S. & A. Hons. 
Exam., 1895). Am, Efficiency = 98*4 per cent. ; efficiency = 15'2 per cent. 
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GoUTSMTB. — Friction XJsefally Applied — Friction Clntches — Frastrnm, 
Addyman's, and Bagshaw's — Weston's Friction Coupling and Brake — ' 
Orooved Disc Friction Coupling — ^Weston's CentrifD^ friction Pulley 
— Brakes Defined and Cutssiiied — ^Block Brakes--Flexible Brakes — 
Proper Direction of Brake- Wheel when Lowering a Load — Mathe- 
matical Proof— Example L — Paying-out Brake for Submarine Tele- 
Saph Cables — ^Differential Brake for Lord Kelvin's Deep-Sea Sounding 
achine — Dynamometers — Absorption Dynamometers — Prony Brake 
— Method of Takins Test for Brake Horse-Power — Example II. — 
Improved Prony Bnuce — Appold's Compensating Lever — Semicircular 
Strap Dynamometer — Society of Arts Rope Dynamometer — Advan- 
tages of Rope Brake — Tests of Engines with Hope Brake — Trans- 
mission Dynamometers — ^von Hefner- Alteneck or Siemens' — Rotatory 
Dynamometers — Epicyclic Train; King's, White's, or Webber's— Spring 
Dynamometers — Ayrton and Perry's and van Winkle's — Hydraulic 
Transmission Dynamometers — Flather's and Cross' — Tension Dyna- 
mometer for Submarine Cables — Questions. 

Friction Useftilly Applied.*^ — As we remarked in Lecture X. of 
our Ulementary Manual of Applied Mechanics, friction has its 
advantages as well as its disadvantages. And, althaugb it is the 
duty of the engineer to i*educe friction to a minimum in the case 
of the bearings of engines, shafting, and machines in general ; yet, 
he has, nevertheless, to devise means for producing a maximum of 
friction in the case of brakes, blocks, and grips whereby motion 
has to be arrested gradually or suddenly; or, in the case of friction 
gearing, pulleys, and clutches whereby power has to be transmitted 
from one shaft to another. Or, he may have to arrange for a 
more or less constant retarding force as in the case of absorption 
dynamometers when used for paying-out submarine cables or 
for determining the brake-horse power of motors. It will, there- 
fore, be our endeavour, in this Lecture, to describe these various 
methods of usefully employing friction with suitable illustrations 
applicable to each case. 

* The student should refer to Thomas W. Barber's Engineers^ Sketch 
Booh of Mechanical Movements^ published by E. & F. Spon, London, for 
a large variety of Brakes and Retarding Appliances in Section 5, Friction 
Clutches in Section 15, and Friction Gear in Section 38, and to an excellent 
book on Dynamometers and the Measurement of Power, by John F. 
Flather, Ph.B., published by John Wiley & Sons of New York, as well as 
to the several papers referred to by footnotes in this Lecture. 
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Frlctioil Clntchea.* — When two light shafls are in line with' 
each other, one of which baa to be set in motion or stopped at any- 
time, whitiit the other one is kept rotating, they may be con- 
veniently coupled together by the simple form of clutch illustrated 
by the accompanying figure. To the left-hand shaft there ia keyed 
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a hollow disc, truly bored ont to a certain taper, which depends 
upon the materials, and must be great enough to prevent jamming. 
On the right-hand shaft another diac fits freely on a feather-key, 
ao that it may be forced to the right or left by a forked lever 
(not shown) which engages the groove in its boss. This right- 
hand disc is turned to the same taper as the letVhand one ; 
consequently, when it ia pressed home thereon and held in position 
by a locked or weighted lever, the friction between the two conical 
surfaces is sufficient to transmit power from the l^Vhand to the 
right-hand shaft. In order that the shafts may remain in line, each 
disc is supported by a bearing immediately behind its own 
boss. 

The following figure shows how this same sort of clutch might 
be applied to a vertical shaft gearing with, and transmitting 
motion to, one or two horizontal shafts. Here the lower end of 
the bell-crank lever is forked and fitted with a nut which engages 
ft screw worked by a wheel and handle. The upper end of the 
bell-crank is also forked, and should engage the grooved collar of 

■ We are indebted to Mesira. J. Bogahaw & Soni, Batley, for time of 
the following figures, and to the Coimcil of the Inatitution of Civil 
En$(iiieers for the third and fourth figures, which are taken from Mr. 
Walter BagshaVe paper on "Friction Clatohea." See Proe. Intt. C.K 
for 1886-87, vol. Izxzviii., p. 368. 
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the movaUe part of the clutch. The makers, however, prefer the 
method ehown in the next and following illustration a, whereby 
the wedge-pointed rod, K, on heing depressed, forces open two 
internal levers, LL, which, in turn, expand a aplit friction ring, 
H, nntil it grips the inside of the hollow clutch, A. 



Addtuan's Fjhotioh Couplino for Upriokt SHArmro. 

Another method by the same firm is shown in the second 
figure on the following page. Here, one internal forked lever, D 
(which clears the shaft), is fixed at its lower end to a right- and 
left-handed screw. When this lever is forced forward the screws 
are turned in one direction, and press out the split cast-iron 
ring. A, until it bites the internal surface of the hollow clutch, 
and starts the machine connected therewith. On the other hand, 
when the lever is palled back, the screws are turned in the 
reverse direction and pull the ends of the split-iron ring together, 
thus freeing it from the clutch and permitting the driven machine 
to come to a stand-stilL 



FRICTION CLUTCHES. 




Addtuan's rnicnoN CoDPUHa for Horizobtal SOimsa, 
Index to Pabts. 
A for HoUow shell of clntch, 
B „ Driving shaft, 



, Crank pin or driver. 
, Driven shtit. 



F for Collar. 

E „ FriotioD ring. 

K „ Wedge-pointed rod. 




Baoshaw's Hollow Sleeve Clutch. 

Weston's Friction Coupling and Brake. — This apparatus con- 
eists of a shell keyed on ono of the shafta, in which are fitted 
two series of friction disca free to slide lengthwise towards or from 
each other. The series, shaded black in the figure, is made to 
rotate with the right-haod shaft bj means of feather-keys, and 
the other series (shaded light) with the outside sh*ell. When no 
compression is applied to the discs through the lever, the shafts- 
are free to revolve indepeudently of each other, but upon com- 
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preasing the diHcg, the rotat; motion of one seriea is bansmitted 
wholly to the other, and the apparatus acts as a coupling. When 
' the pressure is slightly relieved, the friction between the two sets 
of discs acts as a broke and ibus controls the speed. 

It will be obaerred that thia oouptiog is designed on the prin- 
ciple of multi pie-gripping surfaces, and, as friction increases in 
proportion to the number of pairs of surfaces in contact, it is pos- 
sible to so increase their number and the extent of the surface in 
contact, so as to multiply the resistance due to friction to any 
desired amount. Weston's arrangements of alternate discs of iron 
or steel and gtin-metal, or metal and wood or leafier, are used for 



Weston's Frictiok Covflin'o anu Boi^e. 

« variety of devices, such as lowering and holding brakes in large 
cranes, elevating gear iu large guns, &c. The resistance obtained 
in this way is very remarkable. It is stated by Prof Goodeve 
in his Principles of Mechanics, that " sis discs of iron, lij inches 
in diameter, riding between wooden discs and used in a. windlass, 
are recorded to have sustained a direct pall on the cable of 34 tons 
without yielding." 

Concentric Grooved Sisc Friction Conplii^. — Another form of 
inction coupling is that known as " ^Robertson's Wedge and 
Groove Friction Clutch," which will at once be understood from 
the accompanying sectional plan and elevation. If the discs, 
D|, Dn, forming the two parts of the coupling, are to be brought 
into contact, then the lever, L, is moved to the right, which turns 
the forked claw or clip, C I, connected to the central circular pin, 
C F, inside the eccentric boas, E B, of the bearing, B. This claw 
in turn forces forward the collar, (along the feather of the shaft},- 
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connected to the diaa, I>„ and thua brings D, into gear with Dj 






which is connect 
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ihis latter disc is fixed to the pulley o 
to the machine to be set ia motioiL 
To bring the discs out of gear the lever, 
L, is moved to the left, and precisely 
fhe reverse action takes place. The 
advantage of all these several forms of 
friction couplings is, that they transmit 
power without jar and will slip under 
an excess of force or shock beyond that 
which they are designed to transmit 
The forces transmitted are, however, 
liihited by the coefficient of friction and 
the number, extent, and exact fit and 
freedom from oil or moisture of the sar- 
faoes in contact. We shall have to refer 
to spur and bevel fiictional gearing 
later on, and to investigate the limits to 
which such appliances may be adapted. 

Weston'B Centiifagal Friction Pulley.* 
— Two forms of this friction pulley are 
shown in the following figures, the first 
suitable for rope and the second for belt 
driving. This pulley is specially well 
adapted for driving high ^leed machines, 
such as centrifugals and dynamos. 

The principal advantages claimed for 
it are : — (1) A number of machines may 
bedrivendirectfrom the same shaft; and 
any one of them may be started or stopped independently of tbe 
othera. 

(2) Both starting and stopping are performed gradually and eaaly. 

(3) No sudden shouks or sti-esses are caus^ to the pulley, the 
belt, or any part of tbe driven machine, since the necessary fric- 
tion for imparting the motion is applied automatically fay centri- 
fugal action. 

(4) When the friction pnlley ia the driver no loose pulleys are 
required, and consequently there 'is no wear and tear df belting 
from shifting forks, &c. 

. (5) The pulley may be so adjusted. as not to transmit more 
than the desired power without slipping or giving warning tliat 
an extra load has berai brought into circuit. 

The construction and action of this pulley will be readily 
. ■ We are indebted tfl Meaara. Watson, Laidlaw & Co., of Glasgow, the 
in^erB of tiiia Iriution pulley, foi the two following iUa^ations. 
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nndentood by reference to the follawing figures. A, is the pulley 
proper, which carries the belt, and rides looao on the ahaft B. 

C, is an arm bolted or keyed to the shaft, and revolves with it 
^is arm carries two toe-levera, I, pivoted at K. To these 
toe-levers are attached the friction arms, F, the latter being again 
connected to the arm, 0, at the ends, 

D, by meaua of flexible springs, E. 
The gripping surfaces, H, of the 
arms, F, are faced with leathei-, and 
turned to the same curvature as the 
inside of the rim of the pulley. It 
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will thus be seen that when the arm, 0, is in motion it will carry 
ronnd with it the two friction arms, P. The latter will tend, 
nnder the influence of centrifugal action, to fly outwards, and 
thus to bind themselves against the rim of the pulley. A, and 
carry the latter round with them. In the condition shown in the 
illustration, this tendency is restrained by the toes, M, of the 
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sliding sleeve, L. All that is necessary, therefore, in order to 
permit the friction arms to transmit their motion to the pulley 
is to withdraw the toes, M, by moving the sleeve, L, a very short 
distance along the shaft by means of a hand lever, such as is 
shown in the left-hand figure. The springs, E, prevent the motion 
of the friction arms being too suddenly communicated to the pulley; 
hence, as we said before, there is no sudden stress put upon the 
belt, and it gradually acquires its full speed. 

In order to get the best and most economical results, the highest 
convenient speed should be arranged for this friction pulley.* 

Brakes Defined and Classified. — The contrivances comprised 
under the general title of brakes, are those by means of which 
friction is intentionally opposed to the motion of a machine, in 
order to stop it, retard ifc, or employ some of its superfluous 
energy with the view of producing uniform motion. 

Brakes may be classified as follows : — 

1. Block brakes are those in which one solid body is simply 
pressed, and rubs, against another. 

2. iStrap, or flexible, brakes are those which embrace the peri- 
phery of a drum or pulley. 

3. Pump brakes are those in which the friction amongst the 
particles of a fluid produces resistance when the fluid is forced 
through restricted passages. 

4. Turbine, or fan, brakes are those in which the resistance 
employed is that of a fluid to a fan rotating in it. 

Block Brakes. — The most familiar example of the use of the 
ordinary block brake is its application to road vehicles and railway 
rolling stock. Its effect is to retard or stop the rotation of the 
wheels, and thus to make them slip instead of rolling on the road 
or railway. The resistance caused by such a brake to the motion 
of a carriage may be less than, but can never be greater than, the 
friction between the stopped wheel and the road or rail. 

Flexible Brakes. — In hoisting and lowering machinery, such as 
crabs, winches, cranes, and colliery winding engines, a form of 
brake called the friction strap or flat brake is generally employed 
for holding the load when raised to the desired height, or for 
gradually arresting its motion on being lowered to the required 

* There are an immense number of patented "Friction Power Trans* 
mitters," but we have given sufficient illustrations to show the application 
of these useful devices. The student should, however, consult the pages 
of The Engineer y Engineering, and other similar periodicals — e.g,, he 
should refer to The Engineer of April 18, 1890, for a descrij)tion and com- 
plete set of sectional figures of Shaw's *' Coil Friction Power Transmitter," 
which is an interesting departure from the usual methods of bringing 
machines into circuit with their drivers. 
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depth. In the case of ordinary small crab?, winches, and cranes, 
this brake takes the form of a flexible steel strap, which, to a 
greater or less extent, encircles a strong flat*faced cast-iron wheel 
or pulley. It is made of sufficient length to clear the wheel when 
slack. The strap is tightened by means of a lever actuated by 
the hand or foot. If the load to be arrested is comparatively 
small, then the bmke-strap may be conveniently fixed to the 
barrel-shaft of the crab or crane, and it naturally takes the form 
shown by the left-hand figure, where the inner end of the lever 
terminates in a bell-crank.'^ 

The extremities of the arms of this bell-crank are attached to 
the ends of the brake-strap. This brake-strap is simple, can be 
readily fitted to most hoisting gear, and possesses great gripping 
£orce. 

In double or treble purchase crabs and cranes where the load to. 




SiMFLK Brake-Stbap Ain> Levxb. 



Simple Brake-Strap 
AND Screw. 



be held in position or arrested is greater than in the case of single 
purchase ones, the brake is usually fixed to the second or third 
motion shaft, and may, for convenience of manipulation, take the 
form shown by the right-hand figure. As in the previous case, 
the brake-wheel is usually made of cast-iron, with a solid central 
web between its boss and rim. The upper end of the thin flex- 
ible steel strap is fixed to a projecting arm or stretcher, and 
the other end to the lower terminal of a vertical screw. 

This screw is raised or lowered by a horizontal hand- wheel 
whose boss is a nut fitting the vertical screw. When lowering a 
load rapidly by means of a brake, it is usual to throw the first 

* Also, see the figures at pp. 118 and 121, of Lecture XIII., in the 
author's Elamntary Manual of Applied Mechanics^ as well as the figures 
of the Crab in Lecture XL of this Text-book. 
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motion shaft out of gear by aid of a pawl, &c, as explained in. 
Lecture XIII. of our Elementary Manual.* 

Proper Direction of Rotation of Brake-Wheel when Lowering a 
Load. — -In fixing a brake-strap to any piece of hoisting machinery, 
care should be taken that the brake-wheel turns (as shown by 
the arrows on the two previous figures) in a direction so as to 
produce the greater stress upon that end of the bmke-strap which 
is attached to the fixed end of the lever or projecting arm ; lor, 
if fitted in the reverse order, it will be found much more di&cult 
to control the motion of the load. 

Mathematical Proof of the Previous Statement. — The truth of 
the previous statement may be proved by calculating the frictional 
moments about the centre of the brake-wheel. 

Let Td and T« denote the tensions in the tight and slack ends 
of the brake-stmp. . Which is the tight and which the slack end 
will, of course, depend upon the direction of rotation of the brake- 
wheel. In the accompanying figure the direction of rotation is 

D . •& .B 
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Geometbical Diaobah of Brake- Wheel, Strap, and Leveb. 

indicated by a curved arrow; and, consequently, OE is the tight 
and B D the slack end. 

Let 6 = Angle subtended by strap at centre of wheel, 
a, 5, c = Lengths of arms, A F, B F, C F respectively. 
r == Radius of brake- wheel. 
P = Force exerted at end. A, of the lever, A C. 
fi = CoeflGicient of friction between strap and wheeL 
M = Frictional moment about centre of brake- wheel. 

Then, M = (Td-.T,)r. ..... (1) 

• But, as we proved in ) m - 

equation (XI), Lee- V i^ = e'* = A? (2) 

ture VIL, ) ^' 

* See Notes <m the Construction of Cranes and Lifting Machmery^ by 
Edward C. K. Marks. Published by John Heywood, Deansgate, Man- 
chester, first edition, pp. 78 to 81, and Fig. 83, for an improved form of 
lowering brake-strap, which is lined with leather and fitted to the third 
motion shaft of the crane gear. 
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Taking moments about F, the fulcrum of the lever, we get : — 

Fa = Tsh + TdC (3) 

By eliminating T^ and T, from these three equations, we can 
express M in terms of F, a, b, c, k, and r, all of which have 
known values. 

Thus, from (2), T^ = A; T, . 

Substituting this value of T^ in (1) and (3), we get : — 

M = {k-l)rTs (4) 

And, Pa = (6 + cA;)T, (5) 

Dividing (4) by (5), ^ = (-1^, 

"-TT^-- • • • • (^^)- 

Very often the tight end, C, of the strap is immovable, for it 
may be fixed by a pin to the fulcrum, F. In that case c = 0, and 
we have : — 

jj^Par^) ^^^^^ 

If, however, the direction of rotation be the opposite of that 
given in the figure, then B D becomes the tight end of the strap, 
and it is easily proved that : — 

Now, k is always greater than unity, hence we see from (XV^) 
and (XVft ) that the resistance to friction is less for one direction 
of motion than for the other. An example will make this point 
still clearer. 

Example I. — A treble-purchase crab is fitted with a strap 
friction-brake worked by a lever. The shaft on which the brake- 
wheel is keyed, carries a pinion of 12 teeth which gears with a 
wheel of 48 teeth on the next shaft. This second shaft has a 
pinion of 12 teeth gearing with another wheel of 60 teeth on the 
drum or barrel shaft. The diameter of the drum or barrel is 
14 inches; diameter of brake-pulley 2 J feet; length of brake 
handle 3 feet. One end of the brake-strap ifi immovable, the other 
end being fixed to the shorter arm of the brake-lever, which is 
3 inches long. The angle subtended by the strap at centre of 
brake-pulley is 270°. If a force of 50 lbs. be applied at the end 
of the brake-lever, what is the greatest load for each direction of 

* The Roman Numbers for these equations follow those in Lecture VII. 
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rotation of the brake-wheel which could be supported on the end 
of the rope that passes round the drum 1 Take fi = -1. 



-. Par(A;-l) 

M= ;!^ ^ (1) 



Answer. — The friction moment at the brake-pulley is : — 

b 

T ar (k- I) 
Or, M = rV ' (according to the direction of rotation) (2) 

Since, ^ = 270' = ^; and, k = e/^^. 

/. log^= -4343/^ ^ ^ -4343 x -1 x ^ = -20466. 

k = 1*602, nearly. 

Substituting P = 50 lbs.; a = 36 ins.; 5 = 3 ins.; r = 15 ins. 
in (1), we get : — 

„ 50x36x15(1-602^1) _^.. ., ._^ 
M = «-^ ^ ^ = 5,418 in.-lb& (3) 

n ^ /o\ Tvyr 50x36x15(1-602-1) ,^_.. „ ,,, 
Or, from (2), M = x — y^^ ^ = 3,382 in.-lbs. (4) 

Now, the moment of the couple at the brake-wheel, due to the 

load, W, at the drum, is : — 

^ _ ^ 12 12 7W. ,, 
M = Wx7xg^xjg = -^^m.-lb8. 

Hence, from (3), W = ^^^^^ ^^ = 15,480 lbs. 

Or, from (4), W = ?^^^^ = 9,663 lbs. 

This example shows at once the importance of attending to 
the direction of rotation of the brake-wheel when the load is 
being lowered, before fitting up the brake appliance. The rule 
is, therefore, to make the tight end of the strap the fixed or 
immovable end, and to attach the slack end to the shorter arm of 
the brake lever. By an inspection of the arrangement, it becomes 
evident that for one direction of rotation of a brake-wheel, the 
friction between the strap and its pulley assists the effort on the 
lever, whilst it opposes it for the reverse direction. 

Faying-Out Brake for Submarine Cables. — When a brake-strap 
exceeds 2 or 3 feet in diameter, it is usually fitted throughout its 
inner surface with wooden blocks — preferably of hornbeam or 
beach. These are screwed to the steel strap from the outside 
thereof. The "paying-out gear " for the laying of submarine 
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cables (see accompanying illnstration) always contains one or two 
of these larger brakes of from 6 to 8 feet in diameter. The cable 
as it comes from the tanks of the ship is coiled four or five times 
round the paying-out drum, from which it then passes afb under the 
dynamometer pulley and over the sterji sheaves into the sea. Now, 
a restraining force must be applied to the cable in order that it 
may be laid as evenly as possible along the irregular bed of the 
ocean, with just the desired amount of slack, so as not to put 
too great an initial stress thereon, and to permit of the cable 
being lifted for future repairs, without having recourse to cutting 
the same, when in moderate depths say up to 1,000 fathoms. 
This restraining force cannot be directly put upon the cable 
without injuring it, so recourse is had to the device of fixing 
one or two large brakes, of the Appold type, to an extension 
of the paying-out drum shaft. The accompanying figure will 
serve to indicate to the student the kind of brake generally 
employed for this purpose. The engineer in charge calculates the 
necessary stress required for the particular type of cable, depth of 
water, and speed of ship ; and after making his calculations he 
applies the desired weights, W, at the end of the brake-lever. 

The brake runs in a 
trough of water, so that 
the heat generated be- 
tween the wooden blocks 
and the brake-wheel may 
be carried off quickly, as 
well as to ensure that the 
coefficient of friction may 
remain as constant as 
possible. In order to test 
whether too much or too 
little slack is being paid 

Appold's Bbakb for thb Pat-out Gkak o?t at a^y time, the en- 
OF Submarine Cables. gmeer adds a slight ex- 

cess of weight over his 
calculated amount, W, for a short time, and then subtracts a 
slight amount for an equivalent time ; when, by aid of the tacho- 
meter or speed counter on the paying-out drum, and the ship's log, 
as well as the known length of cable for each revolution of the drum, 
he is able to permanently adjust the required amount of brake- 
weight during a run of several nauts for a uniform speed of the ship. 
Differentiai Brake for Lord Kelvin's Deep -Sea Sounding 
Machine. — Another interestinjg illustration of the application of 
a brake to marine purposes is contained in Lord Kelvin's deep-sea 
pianoforte-wire sounding machine. The object to be attained by 
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thiB differential brake is to put the necessary restraining force' 
upon the sounding wire as it is being lowered, and to suddenly 
stop the same immediately the lead reaches the bottom of the 
ocean, so that the correct depth may be registered by the counter^ 
attached to the wire-drum. The bmke weights are attached to a 
rope which passes over, and is fixed to the larger pulley (shown at 
Idle right-hand top comer of the figure), whilst the brake-wire is 
attached to a smaller pulley on the same spindle. This brake-wire 
passes round a V-groove on the side of the drum containing the 
pianoforte wire, and its other end is fastened to the framing. . 
When heaving up the pianoforte wire from a great depth with the 
^Head " attached thereto, it was found necessary to take a turn of 
the sounding-wire round the "strain-relieving pulley" in order 
to prevent the drum being damaged by the constant tension on 
the sounding- wire. 

Dynamometers.'^ — It is frequently of great practical importance 
to ascertain by direct experiment the " nett " power developed by 
motoirs or expended in driving machines. For example, steam^ 
gas, and oil engines, turbines, water wheels, and electric motors, 
&c., are being designed, made, and sold every day to drive 
machinery of one kind or another. It is, therefore, surely far 
better, both for the buyer and the seller, to know the epcact " Brake 
horse-power " (B.H.P.) which a generator will develop at a certain 
speed and under a cei'tain mean pressure, than to vaguely talk of 
the "Nominal horse-power" (N.H.P. whatever that may mean); or 
even to speak of the "Indicated horse-power" (I.H.P.) in the case 
of engines; or the "Gross horse-power" in regard to hydraulic 
machines; or the "Electrical horse-power" (E.H.P.) with respect 
to dynamos. It is also surely far better to know exactly the 
Brake horse-power which a certain machine, or even a section or 
the whole of a factory requires when worked under certain con- 
ditions, than to make a rough guess at the amount from vague 
data or even previous general experience. For, it is by aid of such 
tests that the " mechanical efficiency " of the motors and machines 
can be accurately determined and further improvements take 
place in raising their efficiency. 

It is, therefore, with a certain pleasure that the author places 
before the student a few of the many devices that have been 
invented for obtaining the brake horse-power developed by motors 
or required for driving machinery; because, he has been per- 
sistently advocating the adoption of this system of ganging power 
for many years. Ever since the introduction of electric lighting 
and the transmission of power by electricity, this view of the case 

* The word dynamometer is derived from the Greek words 6vv&fiK^ signi- 
fying /orce, and /ucrpcw, to mecuure. 
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has year by year become more appreciated and been taken advan- 
tage of. It ia not too much to say, that the general engineer has 
been greatly indebted in this respect, to his colleague the electrical 
engineer. For all powei-s up to 200 H.P. or bo, there is no 
practical difficulty in making exact brake trials; and probably in 
the near future, we shall see engines of 1,000 H.P. and upwards 
tested and paid for by this uniform and reliable standard. There 
are two main types of mechanical dynamometers — (1) Absorption 
or Friction Brake ; (2) Transmission. Absorption dyn a mometecs 
absorb the work which they help to mea.iure and diasijiate the 
same as heat. Whereas, transmiaaion dynamometers pass on 
the work which they help to measure, and only waste a small 



ORiGnrAL Promt Brake BYtrAuouETEB. 
Index to Farts. 
W B tor Wooden blocks. I I B for Stiff iron bar. 

D „ Drum or pulley. SB ,, Salter's balance, 

S „ Driving shaft. C W „ Counter weight 

bibj „ Bolts with rum's horn nuts. | AN „ Adjusting nut. 

fraction of the total work delivered to them. In the first iustaDce, 
■we shall describe with an example the Prony brake, because it will 
form an easy introduction to more recent and perfect kinds. 

Absorption Dynanioiiieters.— Prony Brake. — This dynamometer 
is only a particular application of the friction brake already men- 
tioned in this Lecture. As will be seen from the following 
figure and "index to parts," a pulley or drum, I>, keyed to the 
shaft, S, is gripped between two wooden blocks, W B, which may 
be tightened or loosened {as required to produce more or less 
friction between them and the puUey) by turning the ram's horn 
nuts of the bolts, Sj 6j. An iron bar fixed across the top of the 
upper block (or, if preferred, along the bottom of the lower one) 
is balanced by a counter weight, CW, and has either an adjustable 



METHOD OF TAKING TEST FOR BRAKE HORSE-POWER. 145 

weight or a Salter's spring-balance, S B, fixed to the other end 
at a known distance or radius, r, from the centre of the shaft. 
Or, the counter weight may be dispensed with, and the bar ex- 
tended to the left side instead of to the right, and allowed to 
press upon the platform or table of an ordinary Pooley weishinff 
machine.* 

Method of Taking Test for Brake Horse-Power. — 1. Adjust 
position of C W until it balances the weight of I B, A N, and S B, 
with the wooden blocks slack on the pulley. 

2. Start machinery and tighten blocks, W B, by the ram nuts 
until the desired speed is attained. At the same time, adjust S B 
by nut, A N, until a balance is obtained, taking care to keep I B 
level by aid of a length-rod or pointer. 

3. Note number of revolutions per minute by a tachometer or 
speed indicator if great, or a counter and stop-watch if slow. 

4. Note the stress indicated by spring balance. 

Then, the horse-power absorbed by the brake is obtained from 
the formula : — 



B.H.P. = 



2 ^rn'P 
33,000 



Where, r = Eadius or . horizontal distance from centre of 

balance to centre of shaft in feet. 

„ n = Number of revolutions per minute. 

„ P = Pull indicated by the Salter's balance. 

2cr 
Since, q«. ^^^ = -0001904 = a constant. 

We get, B.H.P. = '0001904 x r x w x P. 

Example II. — A small fast-speed Westinghouse engine was 
fitted with a Prony brake of the form just described. The fly- 
wheel was 2 feet diameter and 6 inches broad. The horizontal 
distance from the centre of the crank-shaft to the centre of the 
spring-balance was 2*5 feet; the mean revolutions per minute 

* This latter method of registering the forces produced by the friction 
between the revolving pulley and the stationary wooden blocks is very 
handy, when enji^nes are having their steam consumption registered for 
long continuous runs, during the process of getting their bearing surfaces 
into good working condition. Any alteration in the balancing force is 
easily effected by simply shifting the small adjusting weight along the 
light arm of the weighing machine, and little or no attention need be 
paid to the brake lever. Besides which, there can be no danger to the 
attendant in the case of the pulley firing and seizing the wooden blocks. 

10 
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were 624, and the mean pull on the spring-balance was 48 lbs. 
Find the brake horse-power. 

* 

Or, by logarithms : — 

log. •0001904 = 4-2797 
„ 2-5 =0-3979 
,,624 =2-7952 

„ 48 =1-6812 

Antilog. of 1-1540 = 14-26. 



Here, r=2-5ft.;n = 624;P = 481bs. 
.-. H.P. = -0001904 X r X w X P 
/. H.P. = -0001904 X 2-5 x 624 x 48 
.-. H.P. = 14-26. 



It is important to note, that neither the diameter of the pulley 
nor the pressure of the friction blocks on the same (due to the 
weight of the apparatus or the tightening of the ram nuts), nor 
the coefficient of friction enter into the formula for obtaining 
the horse-power. The only data required being the horizontal 
length of lever, r, the number of revolutions per minute, n, and 
the pull, P. 

For, let p, be the pressure, and /, the coefficient of friction 
between the face of the drum D, and two brake blocks WB, 
then the twisting moment T, tending to turn the brake blocks 
round with the shaft is 

T = 2p/xri 

Where r^ is the radius of the pulley or drum, D, in feet. 

But this twisting moment is balanced by the pull on the spring 
balance, P, multiplied by its leverage, r. 

2p/r^ = Pr. 

The angle turned by the pulley or drum, D, per minute = 2 «• n 
radians, and since the work done by a couple, is the product of its 
moment into the angle through which the body turns : — 

The work absorbed by friction = The work done per minute in 
foot-pounds. 

Or, 2|?yri X 2flm = Pr X 2cm 

Pr X 2 ^n 2 crrnP 



B.H.P. = 



33,000 33,000 ' 



Improved Prony Brake. — Another very useful and practical 
form of Prony brake is that shown in the following figure. It is 
more suitable for larger powers and larger pulleys or flywheels 
than that shown by the previous illustration. 
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In tiifl form of Prony brake tie counterbalance weight, iron 
bar, and two wooden Uockn, &c., are replaced hy one or two 
thin steel straps, S H, fitted with a large number of hard wood 
blocta, WB, placed aboat 2 inches apart. These blocks are 
generally made of the same width as the flywheel, F W, upon 
which they bear, and they are kept &om slipping to one side 
or the other by a namber of metal clips, C, C, screwed on each 
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aide of them. On starting the engine, the adjusting nut, AK, 
is left quite slack until the desired speed has been attained. 
It is then gradually turned until the necessary poll is registered 
by the Salter's balance, S B. Shonld this tightening up of the 
brake-strap raise the pointer, P, above the level line, P S, then the 
adjusting link between S B and P will have to be turned in a 
direction that will bring P down a little, when a slight slackening 
of A N will probably let P down to the level mart The E^im 
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spring, S S, between the ontstauding lugs of the brake-strap, serves 
to give the brake a little more elasticity than it would otherwise 
have, and also keeps these lugs hard against the head and nut of 
the adjusting bolt. After the desired speed and pull have thus 
been rendered fairly constant, a set of readings should be taken 
every ten or fifteen minutes over a period of several hours, and 
the mean B.H.P. obtained fram the mean speed, n, and pull, 
P, and horizontal distance, r, in exactly the same way as in the 
previous example, viz. : — 

"R TT P — 2^ rwP 

It will be evident from the figure, and from what we said about 
the ordinary Prony brake, that the Salter's balance may be replaced 
by a Pooley weighing machine resting on the ground, and a stiff 
vertical bar fixed between the bottom of the adjusting bolt and 
the platform of the weighing machine. 

Appold's Compensating Lever.* — One of the best known forms 
of friction-brake dynamometers fitted with a compensating device, 
is that designed by Mr. C. E. Amos and Mr. Appold, and was 
the form used at one time for large powers by the Royal Agricul- 
tural Society. It is similar to that' shown by the previous figure ; 
but, besides a hand-adjusting screw at A S, it is provided with a 
compensating lever, E D, by means of which the rise or fall of 
the load, W, is attended with a decrease, or increase, in tension on 
the brake-strap, so that a position of equilibrium may be auto- 
matically attained without causing inaccuracy in the indications. 
With a given tension in the brake-strap, and with the load, W, 
carried so that its point of suspension, A, is opposite the pointer 
mark, > , the lever, E D, takes a vertical position ; but as 
soon as the load, "W", is lifted, the lever pivoted at E, moves round 
to the left hand, and virtually increases the length of the brake- 
strap, and thus slackens it, allowing the load again to descend. 
If, on the other hand, the total friction decreases and is insufficient 
to carry the load in its normal position, the descending load 
presses round the point of the compensating lever to the right, 

* The following four figures are from 7%6 Proc, Inst. CE.^ vol. xcv.. 
Session 1888-89, by kind permission of the Council, from a Paper by W. W. 
Beaumont, M.Inst.C.E., on ** Friction Brake Dynamometers," wnich the 
student should consult, not only for the information contained in the 

Saper, but also for that derivable from the excellent and extensive 
iscussion. For a description of " Fronde's Turbine Brake," see Dr. 
Edward Hopkinson's and Mr. R. E. Froude's remarks on Mr. Beaumont's 
paper, as well as Prof. Osborne Reynold's paper ** On the Triple-Expansion 
tlngines and Engine Trials at the Owens College, Manchester," Proc. 
Jmt. CJS.f voL zoiz,, Session 1889-90. 
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thus tightening the strap and increasing the frictional grip until the 
conditions are again such as will enable the lever to reassume the 
vertical position. If the change in the position of the point of 
suspension of the load has been due to a temporary cause, this 
automatic action may restore the balance without further adjust- 
ment ; but if the departure from the normal position is not small, 
then adjustment by hand-screw at A S must be resorted to. It 
will be seen that the compensating action cannot come into play 
except by the rise or fall of the weight from its proper position, 
and hence the value of the device is confined to its power of 
limiting that rise and fall. 

So long as the Appold brake is not used fonmore than 15 H.P., 
and is sufficiently, but still sparingly, lubricated with tallow or 
suet, the friction between the wooden blocks and iron wheel is 




AS 



Appold's Gompbnsatikg Brake, as used bt the Eoyal Agbicultitral 

Society. 

sufficient at ordinary speeds to balance the load without tightening 
the belt-strap. Under these conditions the compensating lever 
does not sensibly affect the results, since the pull on it will not 
be more than a few pounds. The conditions are the same as, or 
very similar to, those which would obtain if the brake were with- 
out a compensating lever, but with a strap so slack that the 
bottom blocks barely touch the wheel. 

In the correspondence upon Mr. Beaumont's paper, Professor 
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T. Alexander and Mr. A. W. Thomson considered that the 
Appold brake gave accurate results when it was used properly. 

Let W = Load on brake-strap (see foregoing figure). 

„ Tg T3 = Tensions at two ends, C and D, of strap connected 

to lower ends of compensating lever. 

„ P = Pull on upper end, at E, of this lever. 

„ rir2 = Kadii of brake-strap and wheel respectively 

„ F = Total friction of brake-strap. 

Suppose the lever, E C D, to take some definite fixed position, 
say to the left of the vertical when the engine is working smoothly. 
In this position, the lever may be supposed to be fiixed to the 
ground. The tension of the brake-blocks on the lever towards 
the right at 0, and left at D, are represented in the figure by T2 
and T3. On the other hand, the reactions of the lever on the 
brake-blocks are T2 towards the left at C, and T3 towards the right 
at D. Then, since there is equilibrium, the sum of the moments 
round the centre, O, of the weight, W, the fiiction of brake-blocks, 
and the tensions, Tj and T3, is zero. Now, if we consider the 
lever as not fixed to the ground, but pivoted at E, then H, the 
resultant of Tg and T3, must pass through E. Tg and T3 may now 
be replaced by R, and the sum of all the moments round O is 
again zero. Kesolve R into vertical and horizontal components, 
V and P, acting at the point E Since E is vertically under O, 
the line of action of V passes through O, and its moment is zero ; 
and, therefore, the sum of the moments round the centre, O, of 
the weight, W, the friction of brake-blocks, and the horizontal 
force, P, acting towards the left at E, is zero ; that is : — 

Wrj = Fr2 + P X OE. 

The amount of this horizontal force, P, can be easily measured 
by a spring-balance. With a low coefficient of friction, the tension 
on the brake-strap has to be increased ; and since the ratio exist- 
ing between Tg and T3 is constant, depending on the proportions 
of the lever, it follows that P may be of considerable amount ; 
and any quantitative results calculated without taking it into 
account will be erroneous. With a high coefficient of friction the 
force, P, may be small, and the results might probably be not far 
wrong, even if P were left out of account. In every case, how- 
ever, where accuracy is desired, the moment of P must be con- 
sidered. 

Professor A. B. W. Kennedy in his paper on the " Use and 
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Equipment of EDgineering Laboratories'''^ says, that if the 
Appold pendulum-lever is used in any form for the automatic 
adjustment of the brake, it should be so arranged that its 
own pressure can be measured and allowed for. He prefers to 
use this brake in the manner illustrated by the accompanying 
figure where the small weight, w, is adjusted from time to time iu 
order to keep the brake always floating freely. The changes in 
this weight have to be noted, and the necessary allowance made 
in the calculation for the B.H.P. He also believes that the side 
pressure, P, of the upper end of the pendulum-lever, as it was 
arranged in the Koyal Agricultui'al Society brakes, if not measured 
and allowed for, causes a very considerable error in the calculated 
power. He also thinks that the brake should be large enough to 
run dry, as it is much more easily kept under control under these 
circumstances.! 




Improved Method of Usmo the Appold Brake as a Dtnamomiter.. 

Semicircalar Strap Dynamometer. — One very simple form of 
dynamometer which avoids the objections previously mentioned 
in regard to the Appold compensating lever, is shown by the 
following figure. Here, a semicircular strap of leather, or a 
number of ^ to J-inch wires or steel bands, lined with hard wood, 
are attached at one end to a constant weight, W, lbs., and at the 
other end to a Salter's balance. The weight, W, should be 
tethered to some fixed bolt in the floor by a slack piece of flexible 

* See vol. Ixxxviii. (21st Dec, 1886) of The Proceedings of the Institution 
of Civil Engineers, London, for Prof. Kennedy's paper. Also see The 
Mechanics of Motchinery, by Prof. Kennedy, published by Macmillan & Co., 
p. 632. 

t The student will observe that this method of using the Appold brake 
as a dynamometer, is the same as that referred to at the beginning of this 
Lecture, for restraining a submarine cable from passing too rapidly to sea. 
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rope in order to prevent the possibility of it being carried bodKlj 
over to the injniy of the attendants in the case of the pulley firing 
anil gripping the brake. If the flywheel or pnlley revolve in the 

direction shown by the arrow, and the pointers, ^-^ , are 

kept level with each other, then the net pull on the brake will 
be (W - S) Iba, where S is the stress registered by the Salter's 
balance. Hence, if r be the horizontal distance in feet from the 
centre of the shaft to the vertical centre line of the weight, W, 



BfinUr ^ 




halnnrn 



Semicircitlaii St&ap-Bbake Dynahombteb. 

as well as to the centre line of the Salter's balance, and n the 
number of revolutions. per minute. Then : — 



in > = 



Ths toork done per minrUe on 
the jniUey and dissipated in^ = 2 ^ rw ( W — S) foot-lbs. 
heat 



And, the B.H.P. = 2^rw(W-S)-^ 33,000. 

This form of absorption dynamometer has several objections : — 

1. The lubrication requires considerable attention. (This fault 
is also common to all the previously mentioned dynamometers.) 

2. The oil, grease, or soapy water used for lubricating the face of 
the brake- wheel bespatters the floor, &c., and the observer's clothes, 
unless the precaution is taken to thoroughly encase the lower half 
of the wheel. (This objection is also common to the previously 
mentioned dynamometers.) 

3. If everything is not perfectly adjusted and running quite 
smooth, oscillatioDS producing a hunting up and down action set 
in, due to variations in the friction; and consequently, considerable 
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guessing and frequent observfttiona have to be taken of the Salter's 
balance. 

These Beveral objections are entirely obviated by adopting the 
rope-brake which we shall now illustrate and describe. 

Society of Arts Rope Dynamometer.* — The jurora for the 
famous gas engine trials, held under the auspices of the London 
"Society of Arts" in 1888, were the first to publicly use a rope- 
brake in any extensive series of competitive trials, and hence the 
general name which has been given to this very simple and 
excellent form of brake. But, as will be seen from our footnote, 




SociKTF OX Abts Bofi BmAHOMrtEB. 



rope-brakes had been designed and used prior to these tests hy 
at least foar well-known persons. As will be gathered &om the 

* The £rat rope-brake of whicti we have any record was invented by 
Sir Wm. Thomson, in 1872, ami applied to hia deep sea sounding machine 
aB previously described in tbis Lecture. Prof. Jainea ThomBoo, of Glaagow 
University, devised a rope-brake ergometer prior to 1880, see SngiTieertng, 
Oct. 29, 18S0, p- 379. An almost identical compensating rope-brake was 
also invented by M. Carpenter, of Paris, in 188Q, see Proc. Inst. C.E., 
vol. Ixiii. {ISSl, part I.), p. 404. For a modificSition of this brake, by 
Prof. Barr, ot Glasgow University, which is very similar to that afterwards 
used by the "Society of Arts," see Proc. Inr.t. C.E., vol. Ixxxviii (1887, 
pajrt IL), p. 110, and also voL xcv, (1889, part L), p. 31. 
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following three sets of figures, this brake consists of an endless 
flexible rope, doubled round a pulley or the flywheel of an engine^ 
and fitted with several f | shaped wooden distance pieces, in 
order to keep the two parts of the rope uniformly apart and 
also to prevent them slipping off the wheel. These distance 
pieces or clips should be secured to the rope by soft copper wire 
lacing, drawn in from the outside of the clips and then through the 
centre of the rope, instead of being fastened thereto by nails or screws 
from the inside ; for such latter metal fastenings are liable to part, 
to heat, and, consequently, char the rope. The rope should be 
thoroughly stretched and treated with castor oil or grease and black 
lead powder, prior to its being fitted to the wheel and to the clips, 
whenever long and important tests are desired. No further 
lubrication is required, and consequently the first and second 
defects mentioned on a previous page as pertaining to strap-brakes 
are entirely avoided. If large powers are to be demanded from 
a wheel of limited size, then it should have its rim of I * 
section, so that a small stream of water may be played into the 
inside of the hollow part of the rim, which water will help very 
materially by its evaporation to dissipate the heat generated by 
the friction between the brake rope and the outer surface of the 
wheel. The surface of the pulley should be flat instead of rounded, 
in order to get the rope to work perfectly smooth, and a trial run 
of a few hours prior to the special test is advisable, in order to 
bring about a small flat glazed surface on the rope, which glazing 
is materially assisted by the previous application of the black lead 
powder. For anything up to 5 B.H.P. at 1,000 or more feet per 
minute of friction surface speed, the author has found that a 
flexible ship's log-line about *3 inch in diameter with a double turn 
round the wheel forms an excellent brake rope. From 5 to 10 
B.H.P. a 'S-inch diameter manilla rope serves the purpose. From 
10 to 30 B.H.P. a -B-inch rope will do, and for 100 to 150 B.H.P. 
(at about 4,000 feet per minute) four turns of 1-inch rope on a 
large 16 feet diameter flywheel runs quite cool, as may be seen 
from the last example on absorj)tion dynamometers in this Lecture. 
Advantages of the Bope-Brake. — The author has tested a large 
number and variety of motors with the rope-brake, and he considers 
that it has the following advantages : — 

1. It can be constructed on short notice, from materials always 
at hand, in a factory or workshop, and at little expense. 

2. It is so self-adjusting that very accurate fitting is not required. 

3. It can be put on and taken off the brake-wheel in a very 
short time. 

4. Being comparatively light and of small bulk, it can be hung 
up on the wall of the testing room, or laid past in a cupboard for 
future use. 
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Ffe. [. Fig. 2. 

THE TWO FOBMS OF ROPE -BRAKE 

Ubed ST Prof. Jauigsoh in Testinq true "Acmb Gas EHaiKE," uno 

"Brown's Rotary Ehoinb" for Braeb Horse-Power. 
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5. It requires no attention whatever for lubrication, if the 
previously mentioned precautions as to treating and fitting the 
same are attended to. 

6. The back pull registered by the spring-balance may be 
rendered very steady and of small amount by properly adjusting 
the weight, W, prior to the commencement of the recorded brake 
trials. 

7. The brake-wheel, if of the proper size, soon attains a maximum 
temperature, so that the radiated heat equals that generated by 
the friction. 

8. It may be used for very small as well as for large powers. 

9. For large powers more and stronger ropes are only required on 
a comparatively larger wheel, and with the water cooling device 
mentioned in the previous section. 

Tests of Engines with the Rope-Brake. — After what we have 
stated, three examples of such tests will suflSice to show the student 
the wide variety of cases to which the rope-brake may be applied. 
The first is that of an Acme gas engine of about 19 B.H.P.; 
the second, that of a Brown's fast-speed rotary steam engine ; * 
and the third, that of '^ Field's combined steam and hot-air 
engine."! The results of the first two are given in the first table, 
and those of the third in the second table, together with a graphic 
diagram of the more important conclusions. 

Fig. 1 shows the arrangement of dead weight and Salter's 
balance used by the author in testing the " Acme gas engine/' 
and Fig. 2 the way in which he applied two spring balances to 
the brake rope in case of " Brown's rotary engine." The latter 
plan has, under certain circumstances, particular advantages over 
the former. By the selection of two spring balances with different 
periods of oscillation, the tendency to jerk or "hunt" may be 
considerably reduced, or even entirely checked. Also, the nett 
brake load ({.6., F, the difference between the simultaneous indica- 
tions on the two balances) may be kept constant throughout the 
test This permits of the logarithm for 2 -r r P -=- 33,000 being 
ascertained and written down as a constant, prior to each observa- 
tion, so that the only variable to be recorded is, w, the revolu- 
tions per minute. Consequently, the B.H.P. for each observation 
may be known within a minute or two after the mean speed has 
been noted, and the complete data may then be plotted to scale on 
a graphic diagram before taking the next observation. 

*See Proceedings of the Institution of Engineers and Shipbuilders in 
Scotland, vol. xxxv., Session 1891-92. 

ilhid., vol. xxxviii., Session 1894-95, for the author's papers on these 
tests. 
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B.H.P. Tests of an "Acme Gas Engine," and op a 
"Brown's Eotaby Engine." 



DATA 



per sq. in 



per sq. in 



' Duration of tests in hours, 
Initial gas or steam pressure in lbs. 

above atmosphere, 
Final gas or steam pressure in lbs. 

above atmosphere, 
Radius of brake load in feet, . 
Mean revolutions per minute, 
Mean nett brake load in lbs.. 
Mean B.H.P., 
Gas in cb. ft. or steam in lbs. per B.H.P.-hour, 



" Acme 

Gas Engine " 

by 

Alex. Burt & Co. 
Glasgow. 



"Brown's 

Rotary Engine' 

I by 

Lang & Sons, 

Jonnstone. 



150 

1 

2'771 
154 
231 
18-77 
1913cb.fl 



1-5 

2-042 
674-5 
93-2 
20-8 
37-9 lbs, 



The atithor was recently requested to test and report upon a 
new departure in the use of steam in steam engines. He has, 
therefore, much pleasure in placing the results of his experiments 
on "Field's combined steam and hot-air engine" before the 
student, because (1) they show one direction in which economy 
may be attained by preventing the condensation of steam in the 
cylinder ; (2) the brake used was one of the largest in this country; 
(3) the table and the graphic diagram of results will form a useful 
example in case the student should be called upon to undertake 
similar tests. 

This invention is the joint design of Mr. Edward Field, 
M.InstM.E. (inventor of Field's well-known tubular boiler), and 
Mr. F. Saunders Morris, M.Inst M.E., working in conjunction 
with Messrs. Musgrave h Co., of Bolton, and Mr. George Dixon^ 
their chief engineer.* 

It consists of a hot-air pipe connection to the jacket and to each 
end of a single cylinder non-condensing engine. 

A Roots' blower, driven by the engine, draws fresh cold air 
from the engine-room, and forces the same through a series of 
heating pipes placed in the main flue between the boiler or boilers 
and the chimney. This heater therefore occupies pretty much 

* For a complete set of sectional figures of the cylinder, general arrange- 
ment of plant, and indicator diagrams, see the author's paper on this 
subject, vol. xxxviii., Proceedings of the Institution of Engineers and Ship* 
builders in Scotland, Session 1894-95, from which we have been kindly 
permitted by the Council to use the following two figures and extract of 
results. 
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the same position as a Qreen's 




End View op Brake Gear. 



economiser. The air was main- 
tained, in my experiments, at a 
mean pressure of 1| lbs. on the 
square inch, and delivered to the 
ends of the cylinder at a mean 
temperature of 553" F., and to 
the valve-casing jacket at about 
380" F. This hot air was admit- 
ted to the cylinder through special 
cylinder covers, each containing 
five inlet valves, which automati- 
cally opened inwards as soon as 
the exhaust steam commenced to 
escape. These valves continued 
open until compression com- 
menced, being held close to their 
seats by light spiral springs. 
Consequently, the whole internal 
surface of the cylinder was heated 
up to a temperature far exceeding 
that of the steam, thus prevent- 
ing the possibility of condensation 
taking place within the cylinder. 
Under these circumstances, the 
excellent result of 18*6 lbs. of 
steam per I.H.P.-hour was ob- 
tained from a single cylinder 
non-condensing engine — a result 
which, as far as the author can 
learn, has never been equalled by 
any other method of using steam 
in a single cylinder, and without 
subsequent condensation. 

Brake Gear, — The large fly- 
wheel, of fully 50 feet in circum- 
ference and 20 inches in width, 
was used as a brake- wheel. 



Index to Pabts. 

F W represents flywheel. 

R^ to B4 ,, ropes. 

W B „ wooden beam. 

TG „ tightening gear. 

SB „ spring balance 

I Pi, I Pj, I P3, „ iron plates. 

W „ weights. 
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This flywheel was enciroled by four parts of a strong and flexible 
rope, 1 inch in diameter. The inner ends of this rope were 
attached to a spring-balance, tightening gear, and wooden beam, 
while the outer ends were connected to a flxed weight, consisting 
of nearly 1,000 lbs. of cast iron for the first day's trial, and about 
one-third of that for the second day's run. 

In other words, the dynamometer was an excellent and large 
example of what has now come to be termed the *' Society of Arts' 
brake.'' It worked perfectly, and there was no undue heating 
anywhere. This was no doubt partly due to the stream of water 
which played on the inside of the L^mI shaped flywheel, to the 
large surface, and to the strong draught caused by the fan action 
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Graphic Diagram of the Chief Results of the Tests of 
Field's Cohbiked Steam and Hot-Air Engine. 

of the wheel. As far as possible, however, no water was permitted 
to get between the rope and the flywheel, and no lubrication of 
any kind was applied to these parts. 

Counter. — The number of strokes and revolutions per minute 
were obtained by aid of a " Harding's counter " fixed to the crank 
fihaft. 

Teats. — First of all the permanent data marked at the top of the 
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table were carefully checked. Then, simultaneous observations were 
taken every twenty minutes of each of the items marked in columns 
1, 2, 3, 7, 8, 11, 12, 13, U, 18, 20, 21, 22, 23, and 24. The 
figures in columns 4, 5, and 6, relating to the mean pressure in 
the cylinder, were obtained from the indicator cards which were 
also taken from each end of the cylinders every twenty minutes. 
The figures in the other columns were either calculated or observed 
as required at the times stated in the respective columns. The 
more important observations and calculations are drawn to scale 
on the foregoing graphic diagram. 

Transmission Dynamometers^ — von Hefher-Alteneck or Siemens' 
Dynamometer, — Transmission dynamometers may be divided into 
two classes — (1) those which help to measure the work trans- 
mitted by a belt or set of ropes ; (2) those which help to measure 
the work transmitted by a shaft. Of the first class, one form which 
has been used largely in dynamo tests is the Alteneck-Siemens' 
dynamometer. The general arrangement of this instrument is 
shown by the following diagram.! Power is transmitted from the 




Altienbck-Siemens' Transmission Bynahoheter. 

* For a description of Morin^s Traction, Rotatory, and Integrating Dyna- 
mometers, see Prof. Macquhorn Rankine's Manual of the Steam Engine and 
other Prime Movers, For a description of Morin's, Webber's (similar to 
White's), Brigg's (modification of the Alteneck- Siemens'), Tatham's, 
Brackett's, Webb's, Hartig's, Emmerson's, Van Winkle's, and Flather's 
transmission dynamometers, see Dynamometers and the Measurement of 
Power f by John J. Flather, Ph.B., published by John Wiley & Sons, 
New York. 

fThe above figure is reproduced by permission from *'The Electrician 
Series " of Motive Power and Gearing, by E. Tremlett Carter, 
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pulley A to the pulley B, through a flexible leather belt, C, which 
passes through the dynamometer. The apparatus consists of a 
rectangular framework, D, with idle pulleys pivoted at the four 
corners, E, F, G, H, and two other idle pulleys, I and M, also 
pivoted to the frame. In additidn, there is a movable pulley, P, 
attached to a lever having its fulcrum at M, and its other end 
connected to a dash-pot or pump-brake, whereby any sudden 
jerking motion is lessened. The tight side of the belt tends to 
lift this pulley, P, while the slack side presses it down. Attached 
to the lever at the centre of P, are two vertical rods, E, and Y. 
The rod, R, terminates at its lower end in a spiral spring, S, the 
tension of which is adjusted by the handle, T, and indicated on 
the scale, Z. The rod, Y, terminates at its upper end in a small 
lever, pivoted at O. This lever carries a weight, W, and is pro- 
vided with a pointer which travels over a scale on which there ia 
a zero mark, m. The instrument having been fixed in position, 
the handle, T, is turned so as to bring the pointer of the top lever 
to the mark, m. The reading on the scale, Z, is then noted, and 
the engine started. Instantly, the upper pointer will fall below 
the mark, m, on account of the pulley, P, being lifted ; but this 
must now be rectified by turning the handle, T, so as to increase 
the pull of the spring, S, until the pointer again stands at m. 
The reading on the scale, Z, is again noted, and the former reading 
subtracted from it. Simultaneously with these observations, the 
velocity of the belt must be observed by measurement of the 
speed of the pulley B. Let r be the radius of the pulley B in 
feet, n its revolutions per minute, P the difference between the 
two readings on the spring scale, Z, and k a constant which is- 
marked on the instrument. Then : — 

__ 2fTryiP 
•■^* " 33,000^ ' 

which is the same formula we had before in the case of the Prony 
brake and the other forms of absorption dynamometers with the 
exception of the constant k. 

The difference between the two readings on the scale, Z, con- 
stitutes the difference of the tensions in the rod R when the belt 
is doing work and idle, and is proportional to the difference of 
tensions in the two sides of the belt when driving the pulley B^ 
The constant k is necessary from the fact, that only the vertical 
components of the tensions in the belt affect the rod R. If & be 
the angle between the belt (where it leaves the pulley P) and the 
vertical diameter through P ; Ta and T, the tensions in the direct 
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or tight and slack sides of the belt respectively, and v the velocity 
of the belt in feet per minute (or 2 at r n), then : — 

Nett pull on spring S = P = Difference of tensions in rod R. 

P = 2TdCos^-2T, cos^ = 2 costf(Td - T,). 



t,e,, 



Trf -T, = o Ai and A; = 2 cos 0. 

2 cos ^ ' 



Again, the H.P. =s 



viTa-T,) 



2Trrnx P 



2^rnP 



33,000 - 33,000 x 2 cos ^ 33,000;fc* 




}9r^ 



Rotatory Transmission Dynamometers — Epicyclic Train,* or 
Eng's, White's, and Webber's Dynamometers.— The term " epi- 
cyclic train dynamometer " is applied to those of the second class 
of transmission dynamometers which help to measure the work 
in a shaft by transmitting the same through an epicyclic ti-ain. 
The effort exerted is measured by means of the force required to 
keep the train-arm at rest. The following figure will serve to 

explain the principle (although not 
the full detsLils) of King's, White's, 
and Webber's transmission dynamo- 
meters. The bevel wheel, B, is 
driven by a motor, and it transmits 
its motion through the intermediate 
wheels on the arm. A, to the bevel 
wheel, C, which is connected to the 
working machinery. The train-arm, 
A, is kept steady and level by a 
weight or spring attached thereto. There is usually a counter 
weight on a short extension of this arm, A, on the left-hand middle 
bevel wheel, which weight serves to balance the longer arm, A. 
Suppose the arm. A, to be permitted to revolve, then no work 
would be transmitted from B to 0, and C would, therefore, remain 
stationary. In this case, the number of rotations of A, in a given 
time, would only be half that of B. Consequently, a weight placed 
on B at a certain radius from its centre would balance double that 
weight at the same radius on the arm, A Therefore, the moment 
of the force applied to the arm, A (relatively to the common axis 
of A, B, and C), must be double the moment of the force trans- 
mitted from A to C when the arm. A, is balanced. Hence, if r be 

* The word epicyclic is derived from the Greek words €«•£, signifying 
upon, and kCkXo^, a circle. Hence this term for a wheel or wheels travel- 
ling around a circle or another wheel. 
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tlie radius of the pnll, P, applied to A, and n the number of revola- 
tioDs per minute of B and C, then : — 

The work ti-ansmitted 1 2 «■ r n P 
per minute j ~ 2 ' 



Spring Dynamometers— Ayrton and Perry's and Van Winkle's 
TrauBffliBsioa Synamometers. — Another kind of dynamometra 
belonging to the second class is that wherein springa, placed at 



Fbots. Atstoh k Fzbxi'b Tbaksmission Dxsauombtxk. 

a certain radius from the centve of the rotating shaft, help to 
measure the torque therein when transmitting power. 

One of the simplest and most easily onderatood is that devised 
by Profe. Ayrton and Perry, of the City and Guilds of Loudon 
Technical Institute. A very similar instrument has been con- 
structed by Mr. Van Winkle of U.S. America, and supplied to 
a firm in Chili for meaanring up to 600 horse-power at 120 
revolutions per minute. This one is believed to be the lai^^est 
transmissioii dynamometer ever constructed. 

The apparatus illustrated by the foregoing figure, consists of a 
poiley, F, rigidly fixed to the shaft, C D, a loose pulley,. O, and 
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a pnlley, H, joined by the spiral springs, B, to the ribbed plate, E, 
"which is also rigidly fixed to the shaft, D. If the motor belt be 
on F, and the belt to the dynamo or driven machine on H, or vice 
versdy the springs, B, will be stretched, depending on the " torque " 
or twist transmitted. The extension of these springs by means of 
a small link-motion (seen at the lower right-hand corner of the 
figure) causes the bright bead, A (at the end of a long arm), to 
approach towards the centre of the shaft Hence, the smaller the 
radius of the circle described by this bright bead as it revolves, the 
greater the torque.* Consequently, the horse-power transmitted 
is at once obtained from observing the indicated torque and the 
speed of rotation. The arm carrying the bead is slightly 'flexible, 
and when no power is being transmitted the bead is pressed with 
a certain force against the rim of the front plate, hence the bead 
does not commence to move until a certain pre-arranged horse- 
power is being transmitted at a given speed. Its whole radial 
motion is, therefore, completed for a certain additional transmitted 
horse-power. The necessary addition depends on the strength of 
the springs and the leverage of the link-motion. Consequently, a 
large change in the radius of the circle of the bright bead is pro- 
duced by a small change in the transmitted horse-power. 

The next figure shows Profs. Ayrton and Perry's dynamometer 
coupling, which differs only from the preceding in that it ia 
intended to be used with machinery driven directly by shafting 
where belting is not employed. For instance, this coupling may 
be used to measure the horse-power given by a fast-speed engine 
to a dynamo or other machine driven directly by it, or it may be 
employed to measure the power given by a marine engine to the 
screw or to the paddles, or generally the horse-power transmitted 
along any line of shafting ; the spring coupling, in fact, replacing 
the ordinary coupling used with such shafts. 

One of the halves of the coupling seen in the figure is keyed to 
the driving shaft — for example, the shaft of a fast-speed engine ; 
and the other to the driven shaft — for example, that of the dynamo. 
The half, 0, is attached to the other half by means of the spiral 
springs, and the stretching of these is therefore a measure of the 
torque. The angular motion of the one relatively to the other 
causes the bright bead, B, to approach the centre, and, as before, 
the radius of the circle of light helps one to measure the horse- 
power transmitted at any particular speed. 

The transmission dynamometer and dynamometer coupling just 

^'The word torque was first suggested by Prof. James Thomson of Glasgow 
University, and means the turning moment or the turning force multiplied 
by its distance from centre of shaft. 
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deBcribed have the great advantage over anj sort of laboratcwy > 
d3riianionieters, in that the former have 
not to he put into pusition and adjusted 
for each particular experiment, bnt are 
alwairs readj, and are alwa3rB indicat- 
ing the power traoamitted at any given 
epeed. If, for esample, a dynamo- 
meter coupling he inserted in the 
shafting of a factory in place of the 
ordinary coupling, a glance at it, at 
any time, will show the power that j 
is being transmitted by it If two ~ 
such dynamometer couplings be in- 
serted at two places in the same set 
of shafting, the difference between the 
transmitted powers indicated by them 
is the power utilised by the machinery 
driven by that portion of the shafting 
that is between them. 

Hydraolic Transmission Dynamo- 
meters — Flather's * and Cross's. ~ 

Owing to a want of confidence in results obtained by aid of 
spring dynamometers, Prof. Flather and Mr. J. A. Cross 
(both of the U.S. America) have independently perfected two 
forms of hydraulic transmission dynamometers, which are said to 
be reliable. Tlie construction and action of these instruments are 
as follows : — The power shaft is keyed to a boss or pulley with 
two or more arms carrying hydraulic cylinders. The projecting 
ends of the plungers ot these cylinders, bear upon the arms of a 
loose ptilley on the same shaft. The torque imparted by the 
driving belt to the loose pulley is thus transmitted to the shaft 
through the liquid in the cylinders. The pressure thus caused in 
the liquid is conveyed by radial pipes to a common central 
trunnion, and from tbenoe to a pressure gauge or indicator. 

This apparatus has many advantages — (1) It is simple. (2) It 
is not affected to any great extent by the velocity of the shafting. 

(3) It requires no counter shaft, and no change of driving belt. 

(4) It takes the place of an ordinary driving jiulley, and is driven 
by the same belt. (5) It may be connected to a recording gauge, 
and thus a continnous diagram of the load may be obtained with- 

• Profesaor Flatlier's arrangemest ia described in his book on Dytta- 
momelert and the Mtaturement of Fovrer, already referred to by two 
foutnotea, and Mr. Cross's ajiparatus in The Electrical Engineer of New 
York, July 4, 18S4, p. a. An earlier form by von Hefner Alteneck U 
described in IndiUtHta of February 3, 18SS, at page 122. 
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ont any special attention. (6) It does not leqnire to be displaced 
after a teet is completed, for, hy the simple cloBing of a c(x^ or 
Talve, the recording apparataa may be disconnected and the re- 
mainder left as an ordinatr pulley. 

Tension Dynamometer for Snomuliie Cables. — By referring to 
the figure of a telegraph steamer in a previous article of this 



Tbnbioh Dthauohetib fob SnDKAsiNs Cables. 

Ijectore, the student will understand the positions and nse of tbe 
dynamometer on board a cable ship. As will be seen from the 
following figure, this apparatus consists of a vertical cylinder, 0, 
filled with oil or soapy water, and containing a piston and a pistou- 
rod, S, passing through a gland and stuffing box at M. This 
piston-rod is connected to a crosshead, K, which is free to move ' 
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Tip and down between the upright guides^ Vj Vg. On the out- 
standing turned pin, A, of the crosshead, K, there is carried an 
unkeyed grooved pulley, U, under which the cable is passed. To 
the top of the crosshead is fixed a pointer, T, which indicates the 
height to which the pulley, U, may be elevated, and consequently 
the stress on the cable or grapnel rope. 

In order to prevent sudden jerks and oscillations of the moving 
parts, the top and bottom of the cylinder, 0, are connected by 
a pipe, L, with a cock at its centre. The cylinder piston^ and 
liquid thereby act as a " pump-brake " or dash-pot, with greater or 
less freedom according to the opening of this cock. When paying 
out a heavy cable, or one in deep water, additional weights may be 
attached to the arm, A, in order to render the dynamometer less 
sensitive. In order to keep the pulley^ TJ, always clean a curved 
scraper, S, is applied to the groove when desirable. The vertical 
scale may be marked off by calculation according to the following 
formula, but it should also be verified by an actual test, since this 
rule does not take friction into account. 

In order that the friction between the dynamometer-crosshead, 
and its guides, shall be a minimum, the dynamometer (D in the 
following figure) must be placed midway between the point. A, 
where the cable bears on the paying-out or picking-up drum, and 
the point, B, where it bears on the guide-pulley next to the stern 
or bow sheaves, and these bearing points, A and B, should be in a 
horizontal line. 
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Stress Diagram for a Submarine Cable Dynamometer. 

Let S = Stress on cable or rope (in cwts.) to be found. 
,, W = Weight (in cwts.) of all moving parts in dynamometer. 
„ I = Distance A or C B (in inches). 
„ d = Deflection of cable from horizontal (in inches). 

Then by the parallelogram of forces : — 

S = W ^L__ (ewts.) 
, WZ ,. , . 
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Since the stresses and deflections of the cable are approximately 
in inverse ratio to one another, and W and I are constant, it is 
only necessary to work out one example for d, plot it off on the 
dynamometer scaje, and mark the others in the inverse ratio — e.g,y 
for double the stress half the deflection, and so on."^ 

If the points, A and B, are not in a horizontal line, and the 
dynamometer, D, not midway between them, as shown in the 
following figure, then the calculation becomes more complicated. 
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Special Stress Diagram for a Submarine Cable Dynamometer. 

Let S and W = Same as before (in cwts.) 

p = Horizontal pressure on guides of D (in cwts.) 
X = Horizontal distance A C. 
I = „ „ CB. 

d^ = Deflection C D (in inches). 
d^ = Vertical height B B' (in inches). 

W 

Then, S = - 



s/d'i + X^ s/{d^ - d^f + l^ 
I 



And, p \s/[d^ - d^f + Z2 ^d\ + W 

If, however, the points, A and B, are in horizontal lines — 1.6., 
d^ — d, and d^ — O, but D not midway between them. 

W 

Then, S = - 



d 



* The distance, I, between the guide pulley and the dynamometer is so 
great compared with the deflection, d, of the dynamometer, that the above 
rule is practically correct. 
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Lecture VIII.— Qttestions. 

1. State the various ways in which friction may be applied usefnlly. 
Sketch and describe a good friction clutoh or coupling. State the advan- 
tages and disadv^tages of friction clutches. 

2. Sketch, with an index to parts, and give a concise description of, the 
following pieces of mechanism — (1) Addyman's friction coupling; (2) Bag- 
shaw's hollow sleeve clutch. 

3. Sketch and describe (1) Weston's friction coupling and brake ; 
(2) Weston's centrifugal friction pulley; (3) Kobertson's grooved disc 
friction coupling. 

4. Sketch and describe a friction brake as applied to a crane. The lever 
applied to the strap is a bent lever, of which one arm is 2 feet 11 inches 
long, and the other arm, which is at right angles to it, is 3| inches long, 
the diameter of the friction drum being 2 feet ; find the tension of the 
movable end of the strap when a pressure of 100 lbs. is applied to the 
handle, and the tension at the fixed end for a given coefficient of friction. 
Ans. 933*3 lbs.; 1,495 lbs. or 582*6 lbs. according to direction of rotation, 
taking fi = 0*1, and 6 = 270^ (S. & A. Hons. Exam., 1886.) 

5. With the assistance of sketches describe the construction of two 
kinds of brakes, one in which a resisting force of moderate magnitude is 
overcome through a considerable distance, and the other in which a con- 
siderable resistance is overcome through a comparatively small distance. 
(S. & A. Hons. Mach. Const. Exam., 1895.) 

6. Prove by a skeleton sketch and mathematical investigation the proper 
direction of rotation of a brake- wheel (with respect to its strap and lever 
connections) in the case of a winch or crane when the load is being lowered. 

7. A strap, bearing on a brake wheel 2 feet in diameter, and tightened 
by a lever, is used to hold the load on a winch. The shaft to which the 
brake wheel is keyed also carries a pinion of 10 teeth, gearing with a wheel 
of 54 teeth on a second shaft. This second shaft has a pinion of 9 teeth 
gearing with another wheel of 50 teeth on the drum shaft. The diameter 
of the drum is 12 inches, the length of the handle of the lever is oO inches, 
and of the short end 3 inches. If one end of the strap, which subtends an 
angle of 300° at the centre of the wheel, be fixed, and the other attached to 
the short end of the lever, find the greatest load on the rope wound on the 
drum that could be supported by a force of 45 lbs. applied at the end of 
the lever handle. Take fi = 0'l, Ans. 18,630 lbs. 

8. If a weight of 16,100 lbs., attached to the rope in the last question, is 
descending with a velocity of 300 feet per minute, find how far it will go 
after the brake is put on before coming to rest. The kinetic energy of the 
wheels may be neglected. Ans. 4 inches. 

9. Explain the use, construction, and position of brake wheels in tele- 
graph cable steamers. 

10. Sketch and explain Lord Kelvin's deep-sea sounding machine, includ- 
ing a side elevation and plan of his difierential rope-brake for the same. 

J 1. Describe a method of obtaining the brake horse-power of an engine, 
and state the advantages to buyer and seller of adopting this method over 
that of nominal or indicated horse-power. An engine is making 160 revolu- 
tions per minute, the diameter of the brake pulley being 4 feet, and the 
pull on the brake 60 lbs., what is the B.H.P. ? An^, 2*85. 

12. Sketch, and describe with an index to parts, some good form of 
absorption friction dynamometer. The pulley on the crank shaft to which 
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the brake is fitted is 3 feet in diameter, and makes 100 revolutions per 
minute. When the engine is at work, a Salter's balance, fixed at a point 
21 inches from the axis of the shaft, registers 200 lbs. Find the brake 

horse-power of the engine. Prove the formula you use. Ans. 6'6 H.P. 

13. Describe the ordinary friction dynamometer. If the shaft of an eneine 
beine tested makes 20 revolutions per minute, and the weight supported be 
200 Ids., the point at which it is supported being 3 feet from the axis of 
the dynamometer, find the horse-power of the engine. Ans, 2*28 H.P. 

^ 14. In a friction brake dynamometer a weight of 93 lbs. is hung at a 
distance of 31^ inches from the centre of the wheel. The brake wheel is 
driven by a pulley 5 feet in diameter, on the same axi^, which carries a 
belt from the flywheel of an engine and makes 200 revolutions per minute. 
Explain the theory of the apparatus and find the horse-power exerted by 
the engine. Ans, 9 '3 H.P. 

15. State and prove wherein you consider ''Appold's Compensating 
Lever Brake Dynamometer" defective. What precautions or alterations 
in this apparatus should be given efifect to, in order to obtain accurate results 
with it? 

16. Sketch and describe the rope-brake dynamometer, and state its 
advantages over other forms of absorption dynamometers for ascertaining 
the B.H.P. of an engine. What benefits are claimed in certain cases for 
the use of two spring balances instead of a weight and a spring balance 
with this apparatus? A flywheel is 10 feet diameter and rotates at 100 
revolutions per minute, whilst the mean dead load is 1,000 lbs., and the 
back pull 100 lbs. Find the B.H.P. Supposing that the mechanical 
efficiency of the engine is 80 per cent., what would be the corresponding 
I.H.P.? Ans, 85-7 B.H.P.; 107 LH.P. 

17. Explain the epicyclic train form of transmission dynamometer, and 
prove the formula for the same. 

18. Explain by a sketch and index to parts, a transmission power dynamo- 
meter by which the difference in the tensions of the two sides of the driving 
belt is measured. Explain the advantages of this instrument over the 
absorption dynamometer. 

19. Explain and illustrate a form of spring transmission dynamometer 
and coupling. 

20. Explain and illustrate a form of hydraulic transmission dynamometer. 

21. Explain and illustrate a tension dynamometer as used in the paying 
out or picking up of submarine cables, and indicate by sketches where this 
apparatus is placed on board a submarine cable steamer. What are the 
most advantageous conditions for the employment of such a dynamometer? 
Prove the formula for graduating the scale. 
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General Case of the Inclines Plane. 



LECTURE IX. 

Contents. — Inclined Plane — Examples L, II., and HI. — The Double 
Inclined Plane— Examples IV. and V.— Screws— Efficiency of Screws — 
Maximum Efficiency of Screws — Non -Reversibility of Ordinary Screws 
and Nuts — Tension in Bolts due to Screwing up — Example VL — 
Questions. 

Inclined Plane. — We now proceed to determine the relation 
between Q and W in the 
inclined plane when 
friction is taken into 
account. The most general 
case occurs, when the 
direction of Q makes a 
given angle &, with the 
inclined plane A B. 
We shall, therefore, con- 
sider this case first, since 
all other particular cases 
can be easily deduced therefrom. 

Let II = Reaction perpendicular to the plane. 
„ /^ = Coefficient of friction. 
„ F = /ct R = Friction between body and plane. 

By the " Principle of Work^' we get : — 

Work done hy Q, = Work done onW + Work done against F. 

Suppose the body to be dragged along the plane a distance 
AB = Z. 
Then :— 

Work done by Q = Q cos & x A B = Q ^ cos 0. 
Work done onW =WxBC = Wk 

Work done against F=FxAB = fiUl. 

Ql cos & = Wh -i- fLB,L 

We must now eliminate R. The simplest way to effect 
this, is to consider the equilibrium of the forces acting on the 
body when Q is just about to draw the body up the plane. 

Resolving the forces at right angles to A B, we get: — 

R + Q sin ^ = W cos a. 

R = W cos a - Q sin ^. 
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By subfltitnting this value of R in the above equation, we. get : — 

Q I cos = W h + fiiW I cos a - jiiQl sin 0, 
Q r(cos + /* sin ^) = W (A + fLl cos a). 

Or ^ - A + /^? C08« 

W"~^(cos^ + /£,sin^) • • • • v^/ 
This equation can be put into a more convenient form, thus :— » 

h 
Q J + f^ COS a 

^ ~~ COS & + A& sin ^* 

But, V = sill aj and a = tan = : where © = ans^le 

I i r- '^ cos 9 ' ^ ® 

of friction. 

Q _ sin a cos ^ + sin <p cos a 
W " cos & cos ^ + sin 6 sin p 

ie Q ^ Sin(a + ^) 

From this general equation the results for any particular 
case can be deduced. 

Case li — Suppose the plane to he smooth. Then p = and 
Q = P, the theoretical force required. 

P sin a 



W "" COS tf 

Case II. — Suppose Q acts parallel to A B, then ^ = 0. 

^ __ sin (« + ({>) 
W "" cos 9 

„ = sin a + fii cos a\ 



(II«) 



• • 



(n») 



" " I 



(lie) 



* 






QJ = W/r + A^.W6 ... .(lid)* 

Or stated in words : — 

The work done in raising a body up a rough inclined plane is 
equal to the work done in lifting it vertically through tJie height 
of the plane, together with the work done in dragging it along 
the base supposed to he of the same roughness as the plane itself 

* These are two important results which we shall frequently refer to in 
what follows. 
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In this case, toJien Q is parallel to A B, we get : — 

Actual Advantage » ^ = g^^?^ . . . . (Ill) 

Or, from (II^), 

Actual Advantage = jr^-r (I^) 

T,« • W A W . sin a cos ® ,^, 

Efficiency.... ° qT ° Q- ^"^ " ° sin (« + y) <^) 

Or, from (He), 

Efficiency . . . . = ,, ^^, , = j-A-r . . . (VI) 

Case III. — Suppose Q acto parallel to AG. Then ^ = - ot. 

Q sin (a + ^) r , . ,tt\i 

W = cos{-(a^-^)} t^^^^*^^^ (")]• 

le., ^=taJl(a + p) (II,).* 

An application of this case will be met with when we come to 
treat of screws. 

We shall now prove the following : — 

Proposition. ^For a given inclination, a, of the plane and angle 
of friction, <p, the effort Q will have its least value when 6 = p; 
i.e., when the direction of Q makes an angle with the inclined 
plane equal to the angle of friction. 

Now, Q will be a mvnimv/m when the fraction Vi v 

' ^ cos (tf - p) 

is a rninivnum. But in this fraction the numerator, sin (a + p), 
is a constant quantity, since a and ^ are supposed to be given. 

1 

Q will be a miriimum when r^ r- is a minimurn. 

cos {0 " f) 

i,e., Q „ „ „ cos (^ - p) „ maadmum. 

* The student should be able to prove the results siven in the above 
tiiree cases independently of the general case considered in the text. (See 
the author's Mementary Manual of Applied Mechanics,) 
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Now, the maocimum value of a cosine is unity, and this only 
occurs when the angle is zero. 

Hence, Q will be a minimum when (^ — f ) = O. 
i.e., Q „ ), 9, & = <p. 

This proves the proposition. 

In what has preceded we have supposed the effort Q just able 
•to move the body up the plane. We shall now consider the 




Body just Sliding Down the Inclined Plane. 

cases where Q just prevents the body from sliding down the 
plane; or, when Q is employed to draw the body downwards. 

Case IV. — When Q is parallel ^o A B and prevents the body 
Jrom, sliding doum the plane. 

In this case, by resolving along the plane, we get : — 

Q + F = W sin a. 

Q = W sin a — /£» R. 
Resolving the forces at right Angles to the plane, we get : — 

R = W cos a. 

Q = W sin a - A* W cos a. 
Or, Q = W(Bina-AtCOSa) .... (VII) 

h * M'b 



v. C.I 



Q = W 



(VIII) 



From equation (VII) it will be evident that the body will 
have no tendency to slide down of its own accord if : — 



t.6. — if, 
i.e. — i^ 



sin a ^r fi cos ot. 
tan a!=/6. 

a ^ p (the angle of friction 
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When a is just slightly greater than (p the body would begin 
to slide down of its own accord, if not prevented by the force, Q; 
This affords a means of determining the coefficient of friction 
between two bodies, as explained in Lecture V. 

If a is less than 9, then an effort, Q, must be applied to the 
body to drag it down the plane. Then, we get : — 




Or, 



Force Kequibed to Pull the Body Down the Plaihb. 

Q + W sin a = F = ;a»R = /GtW cos a, 
Q = W (^ COS a - sin a) 



(IX) 



Example I. — A horizontal force of 50 lbs. is just required to 
move a weight of W lbs. on a rough horizontal plane. If the 
plane be now inclined at an angle of 30**, a force of 6 '7 lbs. acting 
parallel to the plane is required to keep the weight from sliding 
down. Determine the weight, W, and the coefficient of friction 
between the weight and the plane. 



Ri 



F.^^j^^E a=^=a-52^ 




t 

W 

To Deteeminb the Coeffioibnt oe Friction. 

Answer. — On the horizontal plane, we have : — 

50 



fL = 



W 



(1) 
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Since the body is just kept from sliding down the inclined 
plane, both Qj and Fj will act up the plane. Then: — 

Q2 + A& Eg = W sin 30% 

Qa = W (sin 30" - fi cos 30'), 

6-7 = w(i-A^x -^y 

Substituting the value of (i given in equation (1), we get : — 

134 = W-50V3. 
W = 13-4 + 50 X 1-732 = 100 lbs. 

From equation (1), we get :-r- 

50 . 

^ = 100 = •^- 

Example II. — Suppose a locomotive weighs 30 tons, and that 
the share of this weight borne by the driving wheels is 10 tons. 
Then, if the coefficient of friction between the wheels and the 
rails be '2, what load will the engine draw on the level if the 
required coefficient of traction be 10 lbs. per ton of train load? 
What load will this engine draw at the same rate up sui incline 
of 1 in 20] 

Answer. — (1) On the level line. 

Let the circle represent one of the driving wheels of the 
locomotive, and let the wheel turn in the direction shown by 



R-^ 




Question on Traction and Friction. 

the arrow. Since there are two driving wheels the weight, «;, 
on each will be 5 tons. 

Let F = Friction between each wheel and its rail. 
„ t^ = Coefficient of friction between wheel and rail = '2. 

Then, F = a*w?=-2x(5x 2,240) « 2,240 lbs., 

and acts in the direction A F. 

12 
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At O, the centre of the wheel, introduce two opposite forces, 
r, F, each equal and parallel to the force F at A*. This wilL'^ 
not afiPect the equilihrium of the system. After this has been 
done; it will be evident that the forces standing thus : — 
^ ^ form a couple^ the moment of which is F x AC, 

This is the couple resisting the rotation of the 
wheel about its centre, C, and, therefore, must be 
equal in foment but opposite in sign, to the couple 
due to the force on the crank-pin as caused by the 
steam pressure on the piston. In the meantime, we are con- 
cerned only with the remaining force, F, acting to the right at 
C. This force tends to pull the centre C, and, therefore, the 
whole train to the right. If R be the resistance offered by the 
train, then, since there are two driving wheels : — 

R = 2 F = 2 X 2,240 = 4,480 lbs., 

Let Wj = Total weight of engine and train in tons. 
Then, since the traction is 10 lbs. per ton, we get : — 

R = 10 Wj, 
10 Wi = 4,480, . 
t.e., Wi = 448 tons. 

The engine will, therefore, be able to draw a load of (448 - 30), 
or 418 tons without fear of the driving wheels slipping on the rails. 

(2) On the gradient 

Since the inclination of the rails is small (1 in 20), we may 
assume the pressure or reaction between the wheel and rail to 
be still = w tons. 




Question on Teaction and Friction. 

Hence, F will be the same as before, viz., 2,240 lbs. 
By reasoning as in the previous case, we get : — 

R « 2 F = 4,480 lbs. 

Let, Wg = Total weight in tons of engine and train on incline. 
Now, suppose the train to move from A to B, a distance of 
20 feet. Then, by the Principle ofWcyrk, we get: — 
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(Work done against traction from 
A to B. 
+ Work done against gravity from 
A toB. 

But, Total work done = It x 20 ;= 4,480 x 20 (ft.-lbs.) 

Work done against traction = (10 'x Wg) x 20 = 200 Wg ft.-lbs. 

„ „ gramty = (Wg x 2,240) x 1 = 2,240 Wg „ 

4,480 X 20 = 200 Wg + 2,240 Wg, 

. . --- 4,480 X 20 «« -„ . 

^.e., W„ = ' ^ ,,^ — = 36-72 tons. 

^ 2,440 

Thus, the engine will only be able to draw a load of 
(36-72— 30), or 6-72 tons up an incline of 1 in 20. Any load 
beyond this would cause a greater resistance than is provided 
for by the friction between the driving wheels and the rails. 

Example III. — What must be the effective horse-power of a 
Ipcomotive engine which moves at a steady speed of 40 miles 
an hour on a level line, the resistance being estimated at 20 lbs. 
per ton, and the weight of the engine and train being fiOO tons % 
If the engine continue to exert the same power when ascending, 
a gradient of ! in 100, what would be the speed? 

Answer. — (1) On the level line. 

Total resistance overcome — 200 x 20 = 4,000 lbs. 
Speed of train = 40 miles per hour. 

40 X 5,280 QKOA^ • + 

„ „ = — — ^ — =3,520 ft. per minute.- 






Work done per minute = 4,000 x 3,520 (fb.-lbs.) 

HP _ 4,000 X 3,520 

^■^ Spoo ^^^' 

(2) On- the gradient, 

{Work done against friction per 
minute, 
+ Work done against gravity per 
minute. 

Let V' = Speed of train on gradient in feet per minute. 
As before. Total work done= 4,000 x 3,520 (ft.-lbs. per minute). 
Work done against friction = (200 x 20) i? ,, „ 

Work done against gravity = (200 x 2,240) x j^ „ „ 
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4,000 X 3,520 = 200 X 20 X t? + 200 x 2,240 x 



100 



» 



yi 



= 40 X 212 X V. 
4,000 X 3,520 



Or, 



V = 



V = 



40 7W- = ^^^^*^^^^P"^^^ 
60 V 



= 18*87 miles per hour. 



5,280 

The Doable Inclined Plane. — Sometimes the double inclined 
plane is used, when a descending load is employed to draw up 
another load by means of a rope passing over a fixed drum or 
pulley at the summit of the incline. To understand the prin- 
ciple of this arrangement 
we shall suppose two in- 
clined planes placed back 
to back, as shown in the 
accompanying figure. 

Let Wj. b e the ascend- 
ing and Wg the descend- 
ing load. 




Double Inclined Plane. 



The usual letters which we have hitherto employed with 
the suffixes 1 and 2 refer respectively to the inclined planes 
ABCandDBO. 

When Wg is just sufficient to overcome Wj, and neglecting the 
friction due to the pulley at B, we get for the plane ABC: — 

Q = Wj (sin «! + ^ cos a^), [from equation (IIj)] 
And, for the plane D B 0, 

Q = Wg (sin ttg - fi2 ^^ ^2)9 [from equation (VII)] 
Wj (sin a^ + /j^ cos a^) = Wg (sin a^ - fj»^ cos a^. 
Or. W,^ 8in «,-;., cos «, • ^ 

' Wg Sm a^ + ^ctj COS ttj ^ ' 

Putting Y = sin "i ; -^ = cos a^ ; and so on, the last equation 
may be written thus : — 



If i«h = /^2 = A*> w® get :— 



lyt^-^) ■■■■ w 
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In practice, we seldom find two planes arranged as shown 
above. One plane only is used, and the trucks run on paralld. 
lines of rails, being connected by a rope or chain which passes 
round a pulley or drum at the top of the plane. In this case, 
ttj = ag = a; Zj = ^2 = Z; h^ = b2 = b; and the above equa- 
tions take the simple forms ; — 

W^ _ sin a - fi cos a /YT\ 

W^ " sin a + A* COS a * ' * ^ ^ 

This determines the relation between Wj and Wg, w?ien Wg is 
just able to draw v/p Wj^. If Wg be greater than that obtained 
from equation (XI), the motion will be accelerated. To obtain 
a uniform motion for given loads, Wj, Wg, we must either adjust 
the inclination of the plane, or provide the drum with a fric- 
tion brake when Wg is greater than necessary, or with the 
assistance of an engine when Wg is less than required. 

(1) To determine the requisite inclination of the plane when, 
Wg is required to draw up Wj. 

From equation (XIa), we get : — 

Wj tan a + fi W^ = Wg tan « — /m- Wg , 
/^ (Wg + Wi) = (Wg - Wi) tan a, 

(2) To determine the friction couple^ which must be applied to 
the pvMey or drum at the top of a double incHned plane, in order 
to obtain a uniform motion when Wg is too great. 

This problem is very similar to the case of a driving belt 
transmitting motion in machinery. The tension in the two 
parts of the rope or chain is not now the same throughout its 
length, being greater on the side of the descending load Wg. 

Let Q^, Qg, denote the tension in the two parts of the rope 
or chain on the driven and driving sides respectively. 

Then, Q2>Qi. 
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The following figure represents a side elevation and plan of the 
doable inclined plane with its pulley and loads, W^, Wg* 

Let M = Friction couple required to be applied to the brake 
wheel, B W, by the brake han(Ue, B H. 
„ r = Radius of drums. 

Taking moments about the centre of this wheel, we get : — 
M + Qi r = Q2 r, 

M = (Q2 - Qi) r, (1) 

Q2 = Wg (sin a — fis cos a), 
Qi = Wj (sin a + fj, cos a), 

M = j(W2-Wi)sina-/*(W2 + Wi)cosa|r (XII) 
M = ^ |/r (W2- Wi) - /.6 (W2 +Wi)} . (Xlla) 



But, 
And, 



• • 



Or, 




■A.— ^>^— -kik. 






Jfc=fe 



^^ 




Practical Example ov thb Double Inclined Plane. 

(3) If Wg 18 not sufficient to overcome W^, then a moment, M, 
must be applied to the pulley or drum, D, to assist it. 

In this case, by taking moments about the centre of the 
pulley as before, we get : — 

M + Qgrt^Qir, 

M = (Q,-Q2)r, 

Hence, M - | (W^ - W2) sina + ^(W^ + Wg) cosa | r (XIII) 
Or, M = ^|a(Wi-W2) + ^6(Wi + W2)|. . (Xllla) 
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Example IT. — In a doable inclined plane having a rise of 
1 in 20, the loaded and empty trucks run on parallel rails and 
are connected by a rope which passes over a pufley, 6 feet in 
diameter, at the top of the plane. Find the greatest number 
of empty trucks which a descending loaded one is capable of 
drawing up ; having given weight of each empty truck, 5 cwts., 
weight of material in loaded truck, 20 cwts., the coefficient of 
traction on the level being taken at .20 lbs. per ton. ^gain, if 
5 loaded trucks going down pull up an equal number of empty 
ones, what must be the mean frictional resistance on the cir- 
cumference of a brake wheel, 3 feet in diameter, fitted on the 
pulley at the top of the incline, so that the whole may be kept 
moving uniformly? 

Answer. — Let tv = Weight of empty truck = 5 cwts. 

jj W = Weight of material in loaded truck = 20 cwts. 

Since the coefficient of traction on the level is 20 lbs. per ton, 

20 1 



fL == 



2,240 "■ 112 • 



Again, since the inclination of the plane is small, we may 
assume: — 

That, cos a = 1 and sin a =■ ^ . 

Now, let there be n empty trucks drawn up by a descending 
loaded one. 

Then, according to the previous notation : — 

Wj = nw = 5n cwts. 

Wg = W + w = 25 cwts. 



Wj^ sin a - ft cos a 









w^ 


sin a + ft cos a 




I 1 , 
20 112 ""^ 


6n 


25 


1 1 , 

20 ■*■ m '^ ^ 


n 
5 


23 
~ 33' 


n 


= f = 3My. 



[equation (XI)]. 
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Or, the greatest number of empty trucks that can be drawn 
up by 1 descending loaded truck is 3. 

Next^ with 5 loaded trucks going down and 5 empty ones 
coming up, we have : — 

Wi = 5 w = 25 cwis.; W^ = 6(W + w) = 126 cwts. 

and R = Radius of drum = 3 ft. 

The friction moment to be applied to the brake wheel at the 
top of the plane is by equation (XII) : — 

M = |(Wj - Wi) sin a - ^(Wj + Wi)cos a | R. 
Substituting the above values, we get : — 

M= |(125-25) x~-j~x (125 + 25)xll3(ft.^wt8.) 

*10 X 3 -. . 
„ =* — Yio — It. -cwts. 

i.e., M = 1,230 ft.-lbs. 

Let F = Mean frictional resistance applied at circumference 
of brake wheel 
„ r^ s Radius of brake wheel = 1^ feet. 

Then, Friction couple = F x r = M. 

F X IJ = 410 X 3. 

P = —,~ - 820 lbs. 

Example V. — In the latter part of Example IV., suppose the 
operations to be reversed, so that the five loaded trucks are to 
be hauled up the plane by means of an engine situated at the top 
of the plane, the engine being assisted by the descending five 
empty trucks. Find the tensions in the two parts of the hauling 
rope, and the H.P. of the engine ; given the length of inclined 
plane, 1 mile and the time taken to complete the run, five 
minutes. 

Aksweb. — From last example we get the following data : — 

Wj = Weight of five empty trucks = 25 cwts., 
Wg = „. „ loaded „ =125 „ 

fu = YY9> sin a = ^, cos a = 1, approximately. 

Let Q^ = Tension in that part of rope attached to W^, 
„ Q2 = Tension „ „ „ W^ 



' Then, since Wj is let down the plane, we get : — 

Qj = W, (sin « - /i COB a), [equation (VII)] 

".-^KaV 113 -')"*' -""'■• 

Also, since Wj is pulled up the plane, we get : — 

Qj = Wj (sin a + |U COB a), [equation (II^)] 

Q, = 125 (i + jL X l) cwts. - 825 Iba. 

Let I = Length of incline = 6,280 feet. 
„ t = Time taken to traverse it -= 5 minutes. 
Then, Work done'\ i* Work done per minute by rope in putliog 
6y tf«5tK<!V = -! up full trucks minua work done per 
per minuUJ I minute on rope by descending trucks. 

-j«Q.-;«Q,-i<Q,-«,)- 

■^ 33,000 5 X 33,000 

SovWB. — The TariouB forma of screw threads, their development, 
characteristics, and mann- 
. &atQre, have been fully 

described and illustrated in n 

our Elementary Manual of i 

Applied Meehanies, and, ^^^a 

thesefore, need not be further ?^^^? 

considered here. In what 
follows we shall content 
onrselvea by determining 
ike Advantage KaAEJiciency 
of the ordinary screw ar- 
rangement. Take the case 
of the square threaded screw 
working in its nut, and 
suppose the pressure, doe 
to the load, W, to be uni- 
formly distributed along the 
bearingsnr&ce of thethread. 
Binoe the pitch angle, a, is 
everywhere the same, it will i 
be sufficient to take a single Thb Sobzw, 

point on the screw tbrrad, . 
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and consider the whole load, W, concentrated at this point. We 
have then the case of an inclined plane, ABC, as shown by 
the accompanying figure, which represents an ideal helix or screw 
line, traced on a cylinder, and a deyelopment of one complete 
turn of this line. 

Let p .= Pitch of screw thread, 

,, d = Mean diameter of cylinder of bolt, 

Q = Turning effort applied to lever or spanner, * 

L = Leverage of Q measured from the axis of the bolt^ 

fi, = Coefficient of friction between nut and screw. 

„ H ^ Force acting along A C due to the effort, Q. 



• 



Then, by the " Principle of Moments," we get : — 

QxL=Hx| 

Or, Q = H X ^ 



2L- 

And from equation (lie) in this Lecture:— 

H = Wtan(a + p). 

Q« W2^tan{aH- f). 



• • 



Or, ■^ = Atan(a+p) (XIV) 

Q d ( tan a + tan (p \ 
•'• W " 2T U - tan a tan <pr 

But, from the figure, 

wui « = T-Fi = -^j and tan <p ^ jit, 
AC ^a 

W~2LWrf-/tp>' ^ ^ 

Hence, 

ActualAdvantage=:^-^(j^). . . .(XVI) 

Efficiency of Screw. — Suppose the weight to be raised through 
a distance equal to the pitch, p. Then Q will have moved thiough 
n distance equal to 2 ^ L. Hence : — 



MAXIMUM EFFICIENCY OF SCREW. 1^7 






2 L / 1 p \ 



c? Vtan (a + <p) 

1 ;, 



» 



tan (a + (p) cr (i ' 



i., Efficiency = ^^^^^^ .(XVII) 

Maximmn Efficiency of Screw. — ^We can now find what value of 

a will give the greatest efficiency. Clearly the eflSiciency will bd a 

, tan a . . 

max%mum when ; r is a maximum. 

tan (a + ^) 

_ tan a ^ sin a cos (a + ^) 

' tan (a + 9) "~ cos a sin (a + 9) ' 

sin (2 a + p) — sin p 
*' "" sin (2 a + p) + sin p' 

_ - 2 sin 9 

" sin (2 a + 9) + sin p' 

From this it is clear that the efficiency will be a Tnaasimrmi 

, 2 sin © 

when -. — T^r r^^ : IS a rmmmv/m, 

sin (2 a + 9) + sin (p 

i.e.. when —, — j^ ^ : — is a minimu/m. 

sin {2 a + <p) + sm f> 

i,e,y when sin (2 a + p) is a maadmitm. 

But the greatest value for the sine of an angle is unity, and this 
occurs when the angle is 90**. 

The efficiency tviU, therefore, he a maximum when: — 

. 2 a + p = 90". 

Or, a= 45' - |. 

Substituting this value for « in the expression for the efficiency, we 
get:— 
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tan (45» - |) 

Haadmnm Efficiency = — 

tan ( 45' + 



( 



1 - tan I 1 4- tan I 



ff 99 



1 + tan I 1 - tan I 



)9 )) 



_ / I - tan ^ (p \^ 
- \1 + tan J (p) ' 



Bat 9 is always a small angle, and we may, therefore, sub- 
stitute ^ fA for tan ^ p, so that : — 

Manmnm Efficiency = ( t ' t. ) (approximately). 

From this we see that for the maximum efficieney in the case of 
a screw the best pitch angle is 45° nearly. 

Taking the coefficient of friction = '16, and pitch angle 45% 
we get : — 

/l_ix -16x2 
Maximum Efficiency = ij — j — ^ \ = -72 or 72 per cent, nearly.* 

If the piteh angle be greater than 45°, it will be possible to 
reverse the action of the screw, so that a weight, W, on the nut 
or screw may be able to overcome a small force, Q, on the end of 
the lever. Instances of this may be met with in some forms «f 
hand drills, and in certain instruments used for domestic purposes. 
The student will be able, from the general investigations in 
Lecture VII., to prove that the efficiency of a screw when working 
in the reversed way is given by the equation. 

Reversed Efficiency = ^^ (« - 9) ^ 

'' tan a 

Non-reversibility of Ordinary Screws and Nats. — In bolts and 
most other applications of screws the pitch angle is very much less 
than 45°, consequently, the efficiency of these screws is often 

* In the case of the Spragne-Pratt Electric Elevators of New York an 
efficiency of over 90 per cent, is claimed for the nut and screw, owing to 
the introduction of hardened steel friction balls between the screw and nut 
threads. The author had an opportunity of testing roughly the efficiency 
of these elevators, and can testify to their excellent design, workmanship^ 
and action. 
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lower than 20 per cent. In such cases, however, mechanical 
advantage and non-reversibilitj are the objects chiefly aimed at, 
and not high efficiency. 

Tension in Bolts due to Screwing Up. — Consider the case of a 
square-threaded screw. 

Let W = Tension in bolt due to screwing up, 
Q = Force applied at end of spanner, 
L. = Length of spanner, 
d = Mean diameter of bolt thread, 
p = Pitch of thread, 

fi = Coefficient of friction between screw and its nut, 
/ct^ = „ „ , nut and its washer. 

Then, Friction between nut and wasJier = fi^ W. 

Suppose this friction to act at the circumference of a circle of 
diameter D ; in other words, let D be the diameter of the friction 
circle between nut and washer. 

D 

Then, Friction moment between nut and wether = /i^W x . . 

r Hence, by taking moments about the axis of the bolt, we get : — 

[From previous formula for H and equation XV.] 

W= 2QL 



QxL = Hx^ + A&iWx -^ 



'TTd - /tip *■ 

The average length of a spanner is L = 15 d, and D may 
4 
be taken at « d, while jui^ = fi very nearly. 

Hence, Tension in bolt =^ W ^ l^ ^"^ j ^ j"/ \ ,, Q. 

For ordinary sized bolts we may take /m = 0-15, and jo = 0*16 d. 
Hence, substituting these values in the last equation, we get : — 

m • • 1.^1* 90 X 31176 r, nizfx 

Tension m bolt = ^^^^ Q = 75 Q, nearly. 
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Now, suppose a force of 30 lbs. to be applied at the end- of the ; 
spanner by a workman, then : — 

Tension in holt = 75 x 30 = 2,250 lbs., 

This tension would be about sufficient to break a wrought-iron , 
bolt f inch in diameter, and would seriously injure a bolt J inch 
in diameter. 

Hence the practical rule : — That holts less than ^ inch in dia- 
TTieter should never he employed forjoi7its requiring to he tightly 
screwed up. 

In estimating the friction of such machines as screw jacks, . 
where the end of the screw terminates in a loose cap supporting 
the load, the friction between the cap and the part of the screw 
supporting it must not be neglected. In many cases this frictipn 
is about as great as that between the thread of the scr6w and 
its nut. 

Example YI. — Apply the Principle of Work to calculate the ' 
relation of the effort, P, to the resistance, "W, in the following ' 





OR?" 



End View. Side View. 

Pullet, Wobm, Worm-wheel, and Winch Drum. 

Index to Parts. 



GP represents Grooved Pulley. 
Win ,. Worm or endless 



9> 



screw. 



WW represents Worm-wheel. 
D .. Dnmi. 
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combination : — In a model to show the action of an endless screw 
and worm-wheel, the pulley which turns the screw is 18 inches 
in diameter, the screw is double threaded, and the w(»>m- wheel 
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Has 30 teeth. On the axis of the worm-wheel is a drum 4^ 
inches in diameter round which the cord is coiled. What load, 
W, hanging on this cord would be supported by a weight, P, of 
14 lbs. at the oircumference of the pulley, friction being neglected? 

Answer. — ^Two views of the essential parts of this combination 
are given above.. 

Let R = Radius of pulley = 9 inches. 
„ r = „ drum = 2i „ 
,, N s= Number of teeth on worm-wheel = 30. 
„ n =. „. threads on endless screw = 2. 

If the effort, P, receive a displacement equal to the circum- 
ference of the pulley, then the worm-wheel will make r^ of a 

turn, since every complete turn of the worm displaces n teeth 
on the worm-wheel. Hence : — 

BisplacemerU o/W = ^ x 2 ^r. 

But, by the Principle of Work, we have : — 

P X tte displacement = W x its displacement, 

n 
P X 2 ^ R = W X ~ X 2 o-r. 

N 



r _ nr 



W NR* 

Substituting the values of P, w, N, r and R, we get : — 

14 2 X 2i 



W 30 X 9 
*\' W = 840 lbs. 
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Lectukk IX. — Questions. 

1. State and prove the relation between the weight, W, of a bod^l 
resting on a rough inclined plane, the reaction, R, from the plane, and jbhe 
force, Q, necessary to just balance the weicht: (1) when the force, Q, acts 
paraUel to the plane, (2) when it acts parallel to the base, (3) when it acts: 
at an angle, 6, to the plane. 

2. The resistance of friction along an inclined plane is taken at 150 lbs. 
for each ton of weight moved. Find the work done in drawing 2 tons up 
100 feet of an incline which rises 1 foot in height for 25 in length. 
-4»w. 47,920 ft.-lbs. 

3. If 150 lbs. per ton is a sufficient tractive force to draw a loaded 
waggon along a horizontal road, what tractive force per ton will be required 
to draw the load up an incline 1 in 10 ? Ans, 374 lbs. per ton. 

4. What must. be the efifective horse-power of a locomotive engine 
which moves at a steady speed of 40 miles per hour on a level rail, the 
resistance being 15 lbs. per ton, and the weight of the engine and train 
being 100 tons? If the rails were laid at a gradient of 1* in 100, what 
additional horse-power would be required? Ans, 160 H.P.; 238*93 H.P. . , 

5. A train of 200 tons ascends an incline which has a rise of *5 foot per 
cent, (i.e., 5 feet in 1,000), with a uniform speed of 30 miles per hour, 
what is the effective horse-power of the engine, the friction being 5 '5 lbs. 
to the ton? ^rw. 267*2 H.P. 

6. A train of 330 tons ascends an incline which has a rise of '2 per cent. 
(}.e., 2 feet in 1,000), what is the maximum speed in miles per hour with 
an engine of 120 horse-power, the friction being 8 lbs. to the ton ? 
Ans, 10*92 miles per hour. 

7. Prove the formula for the relation between the weights, Wi and.Wa, 
in the double inclined plane, taking friction into account. iJx. A double 
inclined plane is formea by two inclined planes placed back to back so that 
they have a common summit. Their inclinations to the horizon are 30' 
and 40° respectively. The weight of the body on the latter plane is 
500 lbs. ; find the greatest weight which it is capaole of drawing up on the 
other plane, coefficient of friction in both cases being 0*2. Ans, 363*9 lbs. 

8. A stationary engine at the top of an inclined plane is employed to 
draw loaded waggons up the plane, and is assisted b^ an equal number of 
empty waggons which descend by a parallel line of radls. Ine total weight 
of loaded waggons is 35 tons, the weight of the descending empty ones 
bein^ 12 tons. Find the maximum H.P. developed by the engine,- the 
maximum speed of the waggons being 6 miles per hour ; inclination of plane 
1 in 15 ; coefficient of traction on the level being taken at 10 lbs. per ton. 
Find also the tensions in the two ropes. Atis, 62*48 H.P. ; 5,577 lbs.; 
1,672 lbs. 

9. Define the pitch of a screw. In the Whitworth angular screw-thread, 
what is the angle made by opposite sides of the thread ? To what extent 
is the thread rounded off at tne top and bottom ? Distinguish between a 
■single and a double-threaded screw ; in what cases would the latter be used ? 
Why are holding down bolts made with angular threads ? 

10. What is meant by backlash ? How may backlash be prevented in a 
«crew? 

^ 11. Sketch and describe some form of screw-jack, and estimate the rela- 
tion between the force applied and the resistance overcome, friction being 
neglected. 
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12. Find the relation between Q and W in an ordinary screw-jack fitted 
with a square-threaded screw, taking friction into acconnt. In an ordinary 
screw-jack the mean diameter of the screw-thread is 4 inches, pitch of 
screw 1 inch, length of lever measured from axis of screw 4 feet ; nnd the 
weight raised by an efifort of 60 lbs., applied at the end of the lever, the 
coeScient of friction being taken at 0*1. Ans, 3*55 tons. 

13. Find an expression for the efficiency of the screw in last question, 
and state its numerical value for example given. What are the conditions 
for maximum efficiency ? Prove your answer. Ans, 44 per cent. 

14. In question 12 nnd the weight raised and the efficiency of the appar- 
atus when the friction between the cylinder of the screw and the loose cap 
fitted thereon is taken into account. You may take diameter of friction 
circle for loose cap equal to mean diameter of screw thread, and coefficient 
of friction same as before. Ans. 1*57 tons ; 19*4 per cent. 

15. State the principle of work, and apply it to calculate the relation of 
the force, P, to the resistance, W, in the following combination : — Ex. A 
worm-wheel having 16 teeth forms the nut of a screw of ^-inch pitch ; an 
endless screw, actuated by a lever handle of 14 inches in length, works in 
the worm-wheel. Find the pressure exerted by the screw when a force of 
20 lbs. is applied to the end of the lever handle. Ans, 25 tons. 

16. Explain the mechanical advantage resulting from the employment of 
an endless screw and worm-wheel. The lever handle which turns an end- 
less screw is 14 inches long, the worm-wheel has 32 teeth, and a weight, W, 
hangs by a cord from a drum of 6 inches in diameter, whose axis coincides 
with that of the worm-wheel. If a pressure, P, be applied to the lever 
handle, find the ratio of P to W for equilibrium. Ans. 3 : 448. 

17. Sketch and descrk>e the screw lifting jack as fitted with screw and 
worm-wheel gear. The handle being 15 inches long, the pitch of the screw 
1^ inches, and the worm-wheel having 15 teeth, find the force on the 
handle for raising 5 tons (friction is neglected). (S. & A. Adv. Exam., 
1889.) ^n«. 9-9 lbs. 

18. A common screw-jack, with a lever 16 inches in length, has a worm- 
wheel of 20 teeth, and a screw of 1 j inches pitch. Sketch the arrangement 
and calculate the weight lifted by the application of a constant pressure of 
30 lbs. at the end of the handle, friction being neglected. (S. & A. Adv. 
Exam., 1892.) ^tw. 48,255 lbs. 

19. The table of a drilling machine is raised by a worm and wheel in 
combination with a rack and pinion. Sketch the arrangement, and find 
what weight would be balanced on the table if a pressure of 12 lbs. were 
applied to the end of the handle, which is 12 inches long, the worm being 
single-threaded, while the worm-wheel has 30 teeth, and the pitch circle 
of the rack-pinion is 4 inches in diameter. Suppose the table and acces- 
sories to weigh 500 lbs., and that 45 per cent, of the work applied is lost 
by friction. (S. & A. Adv. Exam., 1892.) Ans. When the table is on 
the point of moving downwards then 3,427 lbs. is the maximum weight 
that can be balanced. When the table is on the point of being raised 
then 688 lbs. is the minimum weight which produces a balance. 
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LECTURE X 

Contents. — ^Frictional Besistances and Efficiencies of Machines in General 
— Example L — Application to the Steam Engine — Efficiency of a 
Reversible Machine — Example II.— Questions. 

Frictional Besistances and Efficiencies of Machines in General.-— 
En Lecture VII. we showed how to calculate the work lost in 
friction in the cases of plane and cylindrical surfaces. As these 
are the principal kinds of rubbing surfaces in machinery, we might, 
if we knew the exact pressures between the various surfaces, cal- 
culate the total frictional losses and thus find the efficiency of the 
machine. But there are other losses of work during its trans- 
mission, such as the bending of ropes, belts, chains, &c., which it is 
almost impossible to calculate with exactness. Even if we could 
calculate all these various losses, the task would be a most tedious 
and unprofitable one. Hence, in finding the efficiency of any 
machine, we have recourse to direct experiment on the machine 
as a whole, the results of which furnish us with data from which 
we can determine the exact efficiency. In general, however, a 
machine will not have the same efficiency when working under 
different loads, owing to the fact that the frictional and other 
resistances are not proportional to the efforts and loads. To make 
this clearer, suppose we take the case of a steam engine. Here 
the friction between the piston and its cylinder, the piston-rod, 
valve rods, &c., and their siniffing boxes, as well as the friction at 
the journals due to the weights of the flywheel and shaft, are, 
severally, constant in amount, whether the engine be developing 
full power or running light. Hence, in all machines there is a 
certain proportion of the frictional and other resistances constant, 
whatever be the magnitude of the effort and the load. This 
(as just explained in the case of the steam engine) is due to 
forces between the parts of the machine itself, such as the weights 
and inertia of the moving parts, or the resiaitances offered to the 
bending and stretching of parte, and which have little or no con- 
nection with the effort exerted or the load overcome. From these 
facts we see that the lost work will be proportionally less, and the 
useful work proportionally more the greater the total work 
expended. In other words, the efficiency of a machine will, in 
(fenercUy be higher the greater the load. This statement, however, 
is not true for hydraulic and other machines where fluid reeistances 
occur, or where the speed of the machinery is very great As will 
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be seeD later on, fluid resistances increase very rapidly with the 
speed. In high-speed machinery the effects of the inertia of the 
moving parts introduce other serious losses which must not be 
ignored when calculating their efficiency. 

The " Principle of Work," when applied to a machine, has 
already been written in the form : — 

Total work expended = Useful work done + Lost work. 
Or, Wt = Wu + Wl [see eqn. (I.), Lect. IV.] 

The last term, Wl, is made up of two distinct parts — one part 
depending on Wt and W^j, and a second part which is constant, 
and, therefore, independent of Wt and Wxj. Hence, we may 
put : — 

Wl = ^1 Wt + fi.2 Wu + C. 

Where [m^ fi^ are numerical coefficients, and ^^ Wt, fi^ ^u are the 
frictional resistance due to the effort and load applied; while 
represents an amount of lost work which is constant for the same 
machine. 

Wt = Wu + ^1 Wt + //.^ Wu + 0. 

Or, (l-^i)WT=(l + ;t.2)Wu+ C (I) 

This is a general equation for the " Principle of Work " as 
applied to machines. In most machines the coefficient, ^j, which 
depends on the effort, Q, must necessarily be very small, and may^ 
sometimes be neglected. 

Dividing both sides of the equation (I) by (1 - yot^) we get : — 

Or, Wt=(1 +/)Wu +F (II) 

Where/ r= ^^ ^ ^^ j and F ( = y^^ — ) are new eonstants de- 
rived from the old ones, as shown. 

For some purposes, it is more convenient to write equation (II) 
in the following forms : — 

Wt = A; Wu + F (Ill) 

Or, Q.a; = A;Wy + F (IV) 
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Where (as in Lecture IV.) x And y are respectively the diiplace- 
ments of the effort Q and the load W, in a given time. 

Suppose the machine to run light. Then W » 0, and Qq is 
the effort required to drive the machine. 

From equation (IV), we get :— 

That is, F represents the work done in driving the machine 
unloaded. 

Dividing both sides of this equation by a;, we get : — 

F 
Q.= -. 

This is the effort required to drive the machine light. 

Substituting the above value for F, in equation (IV), we get :— 

Q a; = A; Wy + Qq x. 
Or, Q.= X:W?^ + Qo 

Q = AW^ + Qo. (V) 

This is a general equation connecting the effort Q and the load 

V 

W for any machine. Since the velocity ratio, — , is constant 

for the same machine, we might write the last equation in this 
convenient form :— 

Q = KW + Qo (VI) 

/V 
Where, K = k/—, and can be found by experiment for any 

machine. 

Example I. — In an ordinary block and tackle having three 
sheaves in the upper and two in the lower block, it is found 
by experiment that a force of 1 1 lbs. is required to lift a weight 
of 40 lbs., and a force of 24^ lbs. to lift a weight of 100 lbs. 
Find a general expression for the relation between Q and W in 
this arrangement, and the weight which could be raised by a force 
of 56 lbs. Find, also, the efficiency of the machine in all three 
cases, and the actual mechanical advantage. 

Answer. — The general relation between Q and W must be of 
the form : — 

Q = K W + Qo. (1) 
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From the results of ike first experiment, we get : — 

11 = 40K + Qo (2) 

And from the results of the second experiment, we get : — 

24J = lOOK + Qo (3) 

<3)-(2) 13J = 60K, 

120 ""40* 
Substituting this value of K in equation (2), we get :— 

11 = |j X 40 + Qo, 

Qo = 2 lbs. 

Or, the effort required to drive the machine light is 2 lbs. 

Substituting the values of K and Qq in equation (1), we get >^ 

which is the general formula required. 

To find the weight which could be lifted by an efibrt of 56 IhB,, 
we substitute this value in equation (4), and get: — 

56 = 1 W + 2, 

W = 5i^ = 240 11)8. 

The efficiency of the machine in any case is found from the 
usual formula, viz. : — 

W/e ' — ^^^^^ work done _ W y _ W t? 
ILfficiency - Xotal work expended " "Q^ ~ Q V* 

Since there are five ropes supporting the weight, W, in thi» 
system of block and tackle, it is clear that : — 

J^ - 1 
V "" 5* 

1 W 
•*. Efficiency = •= -^, 
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When raieiDg the weight of 40 lbs., we get : — 

1 40 
Efficiency = g ^ Tf = '727, or 727 per cent. (1) 

"When raising the weight of 100 lbs., we get : — 

Efficieney = ^ x ^^ = -816, or 81-6 per cent. (2) 

When raising the weight of 240 lbs., we get : — 

Efficiency = r ^ ^^ = '^^7, or 85-7 per cent. (3) 

The student should notice how the efficiency increases as the 
load, W, is increased. 

The actual advantage\ _W _ 40 ^ ^^^ 
wlien raising 40 lbs, ) ^ 1^^ "" IT ~ 

By multiplying the numbers expressing the efficiencies by 5 
(the number of ropes attached to the lower block), we get the 
actual mechanical advantage in each case. 

Application to the Steam Engine. — Since the above reasoning is 
applicable to all machines, when the fiictional resistances are not 
greatly influenced by speed, &c., we may here show its application 
to the steam engine. 

Let jt?m = Mean pressure on piston in lbs. per square inch. 

„ pu = Mean pressure per square inch (being part of p>,n) 
required to overcome the QSefttl load, W. 

„ po = Mean pressure per square inch required to drive 
the engine when unloaded, or simply the "fric- 
tion pressure " per square inch. 

Y 

Since, — or the velocity ratio does not enter into this case, 

and all the pressures are considered as acting on the same piston, 
we get from equation (Y) : — 

Pm = ^ Pu + Po- 

"By experiment it is found that the constant po, called the 
"Friction Pressure," has a value between 1 and IJ lbs. per 
square inch, in ordinary land engines, and about 2 lbs. per square 
inch idi marine engines. The value of k is about 1*15, but varies 
with both size and speed of engine. In large or high-speed engines, 
k is often less than 1*15, though it can never be less than 1. 
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Efficiency of a Reversible Machine. — The student will have 
noticed^ from the Table of Efficiencies in Lecture II., the great 
difference in the efficiencies of such machines as the ordinary block 
and tackle, and the Weston's pulley block. In the examples 
worked out at the end of Lecture IV., it was proved that the 
efficiency of the former machine may be as high as 75 per cent., 
while the efficiency of the latter never reaches 50 per cent., and 
seldom exceeds 40 per cent. He also knows that when the 
efficiency of any machine is less than 50 per cent, it will not 
reverse, even if the haulin^force or effi)rt be withdrawn. Hence 
the diffierence in the working of the two machines just mentioned. 
The " block and tackle " is, under ordinary conditions, a reversible 
machine (i.e., the load at the lower block is capable of overcoming 
a smaller load at the hauling part of the rope), while the Weston's 
pulley block will not reverse even when the hauling force is 
entirely withdrawn. To lower the load with a Weston's block 
a force has to be applied to the opposite part of the hauling 
chain from that at which the effort had to be applied when raising 
the load. 

The screw, wedge, and worm-wheel arrangements are, generally 
speaking, examples of non-reversible machines. In fact, their 
usefulness depends to a large extent on this condition. 

We can now show that the efficiency of a machine, when work- 
ing reversed, is not the same as when working in the usual way. 
Further, if the efficiency of any machine be less than '5 or 50 
per cent., it is not reversible. 

We have seen that in any direct working machine the " Prin- 
ciple of Work " takes the form : — 

(1 - f^^) Wt = (1 + iO^g) Wu + 0. [equation (I)] 
Or, (I - fi^)Qx = {i + /L^)Wy + . . . . (1) 

where the coefficients, fi^ and /i^j have the meanings already 
assigned to them, and represents a quantity of work absorbed in 
the machine, but which is independent of both Q and W, 

Now, suppose we gradually diminish the effort, Q, until the 
machine reverses. When this takes place, let the new value of Q 
be denoted by w, so that the new load is w, and the original load, 
W, becomes the new effort. The above relation being still 
approximately true, we only require to substitute the new values 
for the new effort and load. At the same time it must be observed 
that the coefficients, fi-^ and fi^, are taken along with their proper 
terms, wx and W ?/; i.e., /j^^wxia the lost work due to new loacL 
to, while )t42 W 2/ is lost work due to new effort or original load, W. 
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Then :— 

(l-A*2)Wy = (1+A*i)«^a'- + (2) 

Now Bubtracting equatiou (2) from (1), in order to eliminate C, 
we get : — 

{l+fij)wx = 2 Wy-(l-;C6i)Qa:. 
Dividing both aides by (1 + A^i) and W y, we get : — 

wx _^ 2 /-^ "■ ^i\ Q * 

___ . _ , Useful work done in raising to 

Emetency when reversed = .,- ^ , -. ^— r-^ — ^^:— . 

••^ Total work expended by W 

wx 



» 



Wy' 

_ 2 _ / I - /tA Qx 
1+^1 Vl+VWy- 



But -pr-^ = the original efficiency of the machine, or efficiency 

v^ X 

when working in the usual manner. 

/. Efficiency of Machine ) ^ 2 ^ / I - a^A ^ 1 / vil^ 
when Reversed ] ~ \+fi^ \1 + yt^j/ jj ' ^ ' 

where tj denotes the original efficiency of the machine. 

It is clear that the machine wi]l not reverse unless the above 
efficiency be greater than — 

%,e,y unless . . t — ; - ( :; 1 x - y . 

i.e.. unless :r~ — > 1 1 ) x - . 

i.e., unless ^ ^ i 0- " I'^i)' 

Consequently, the machine will not reverse until the original 
efficiency, jj, be greater than J (1 - ju^i), and, if it be less than this, 
it will not reverse even if the original hauling force, Q, be entirely 
withdrawn. For, if jj = J (1 -juk^), the efficiency of the machine 
when reversed would vanish (as may' be seen by substituting this 
value in equation (VII) ). If jj < ^ (1 - ^j), the efficiency would 
be negative, which is absurd. 
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We have already stated that in most machines the fraction, fii, 
is very small, and may be neglected. Hence we get the important 
statement that 

A machine wHl not reverse even when the hooling force is 
entirely withdranvn, if the efficiency is less than ^ or 50 per cent. 

Example II. — Apply the "Principle of Work" to calculate the 
relation between P and W in the screw lifting jack, fitted with 
screw and worm-wheel gear. The handle which works the jack 
has a radius of 14 inches, pitch of screw 1 inch, number of teeth 
on worm-wheel 20, and the worm is double threaded; find the 
force which must be applied at the end of the handle in order to 
raise a weight of 4 tons, friction being neglected. If the actual 
force required to raise this weight be 40 lbs., what is the efficiency 
of the apparatus 1 

Answer. — Let L = length of handle, p = pitch of screw, 
K = number of teeth on worm-wheel, n = number of threads on 
worm. 

(1) Suppose the handle to make one complete turn. Then, 
since there are n threads on the worm, and N teeth on the worm- 
wheel, it is clear, that for one turn of the handle, the worm-wheel, 

which forms the nut of the screw, will have made =^ part of a 

complete turn. Hence the weight, W, will have been raised 

through a height =^ x p, 

.•. By the Principle of Work, we get : — 

P >i its displacement = W x ' its displacement. 

Px2flrL = Wx^xjt?, 
P _ np 






(2) In the example jo = 1", L = 14", w = 2, N = 20, W = 4 x 2,240 
lbs. 

P = 4 X 2,240 X -f-^^-i lbs., 

2 X Y X 14 x 20 

„ = 1018 lbs. 

P 10*18 

(3) Sufficiency = q- = -TTp = '2545, or 2645 per cent 
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Lecture X.— Questions. 

1. Explain why the force necessary to drive a machine does not vary in 
exact proportion with the load. 

2. With a pair of three- sheaved blocks it is found by experiment that 
a weight of 40 lbs. can be raised by a force of 10 lbs., and a weight of 
200 lbs. by a force of 40 lbs. Find the general relation between P and W, 

and also the efficiency when raising 100 lbs. Ana. ^ = T^ ^ + o > '784 

or 78*4 per cent. 

3. With a screw jack it is found that a force of 47*5 lbs. must b& 
applied at the end of the handle to lift 1 *5 tons, and a force of 85 lbs. to- 
lift 3 tons. Find what force will be required to raise 2 tons. Ana. 60 lbs. 

4. If the length of the handle in the above example be 2 feet and the 
pitch of the screw jf inch, find the efficiency in each case. Ans. 35*3, 39 '5, 
and 37*3 per cent. 

5. Fina the *' friction pressure" of a steam engine which requires a mean 
effective pressure of 24 lbs. per square inch to drive it at full load, 20 lbs. 
being taken up in overcoming the load. At three-quarters load a mean 
effective pressure of 18*5 lbs. is required, of which 15 lbs. is similarly 
taken up. Ans. 2 lbs. per square inch. 

6. It is found that a force of 2 lbs. muBt be applied to the handle of a 
crane in order to wind up the rope when no weight is attached and of 
80 lbs. when lifting a weight of 10 cwts. If the velocity ratio be 20, find 
the efficiency in this last case and also when the force at the handles is 
lessened so as just to allow the weight to descend. Ans. 70 per cent. ; 
57 per cent. 
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PART IL — GEARING. 



LECTURE XI. 

Contents. — Definition of Gearing — Train of Wheels — Pitch Surface— Pitch 
Circle — Definitions of Pitch Surface, Pitch Line or Pitch Circle, Pitch 
Point — Sizes of Spur and Bevel Wheels — Velocity- Ratio of Two 
Wheels in Gear — Angular Velocity-Ratio — Definition of Angular 
Velocity — Velocity-Ratio of a Train of Wheels— Definition of Value 
of Train — Example I. — Intermediate or Idle Wheel — Marlborough 
Wheel — Change Wheels for Screw Cutting Lathes — Example II. — 
Force-Ratio and Power Transmitted by Gearing — Examples III. and 
IV. — Questions. 

Definition of Gearing. — The term gearing is applied generally to 
any arrangement of wheel-work or link-work, for transmitting 
motion and power from one place to another. Engineers, how- 
ever, restrict the term to denote any combination of wheels used for 
the transmission of motion and power from one shaft to another. 

When the wheels are so arranged that they are capable of com- 
municating motion from one to the other, they are said to be in 
gear ; otherwise they are said to be out of gear. 

Train of Wheels. — When a number of wheels are employed in 
transmitting motion and power from one place to another, it is 
usual to so aiTange the wheels that each shaft, except the first 
and last, shall carry two wheels of different sizes ; the smaller of 
these is made to gear with the larger one on the shaft next in 
order. Such an arrangement is termed a Train of Wheels. 

In any train of wheels, that wheel which causes motion is 
termed the Driver, and that which receives the motion is called 
the Follower Usually, however, the terms driver and follower 
are applied to any contiguous pair of wheels in the train. 

The connection between a driver and its follower may be made 
in either of three ways : — 

I. By rolling contact at their surfaces, as in toothless wheels or 
friction gearing, 

II. By sliding contact of their siirfaces, as in toothed gearing, 

III. By heltSy ropes, or chains. 

The first two methods are adopted when the shafts to be con- 
nected are close together. In such cases the wheels are in actual 
contact with each other. The third method is adopted when the 
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shafts are so far apart tliat it becomes impracticable or incon- 
Tenient to use friction or toothed wheels. However, circumstances 
other than the mere distance apart of the shafts often determine 
which method of connection should be adopted. The advantages and 
disadvantages attending each method will appear in what follows. 

In this Lecture we shall deal with the velocity- and force-ratios 
communicated by wheels in gear, particularly with friction and 
toothed gearing, leaving their theory of construction and design to 
8abse<;uent Lectures. We begin by defining a few of the general 
terms employed. 

Pitch Surface — Fitch Circle. — Motion may be communicated 
from one shaft to anoilier by rolling contact between the surfaces 
of bodies rigidly fixed to the shafts. The shafts to be connected 
may be (1) parallel, (2) intersecting, or (3) neither parallel nor 
intersecting. The third case will not eome under our notice in 
this text-book. The velocity-ratio transmitted may i-equire to be 
eanstant or variable. It is only for very special machinery that a 
variable velocity-ratio is required, and we shall, therefore, not 
consider it here. We have, therefore, to consider the case of a 
constant velocity-ratio between two parallel or intersecting shafts. 
The rigid bodies fixed to the shafts, and through which the 
motion has to be transmitted, must be cylindrioal for parallel 
shafts, and conical for intersecting shafts. These bodies we shall 
now call wheels, being Spnr or bevel, according as they are cylio- 
drieal or conical — 1.6., according as they are used to connect 
parallel or intersecting shafts. 

The surfaces of the wheels, which, by their rolling contact, com- 
municate the required velocity-ratio, are called Pitch Surfaces. 
In ordinary friction gearing these pitch surfaces have a real 
physical existence, but in toothed gearing they have no such 
existence. However, for constructive and other purposes, it is 
necessary to imagine such surfaces as also existing in their case. 
Hence, we have the following : — 

Definition. — The Pitch Surface of a Toothed Wheel is an 
ideal surface (intermediate between the crests of the teeth and 
the bottoms of the spaces), which, by rolling contact with the 
pitch surface of another wheel would communicate the same 
motion that the toothed wheels communicate. 

Definition. — The Pitch Line or Pitch Circle is a section of 
the pitch surface perpendicular to it and to the axis of the shaft. 

In the case of cylindrical pitch surfaces, the surface of section 
is a plane perpendicular to the axis of the shaft ; while for conical 
pitch surfaces it is a apJiere having its centre at the apex of the 
cone. 
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Definition.— The Pitch Point of a pau* of wheels in gear is 
the point of contact of their pitch lines or circles. 

In bevel gearing only frusta of the conical surfaces are employed. 

Equal bevel wheels having the angle at the apex of their pitch 
cones equal to a right angle are called Mitre Wheels. Mitre 
wheels are used when two shafts at right angles to each other 
have to rotate with equal speeds. 

Sizes of Spur and Bevel Wheels. — The size of a spur wheel is 
measured by the diameter of its pitch circle. With bevel wheels, 
however, the pitch circle is of variable diameter. For some pur- 
poses, the size of the bevel wheel is measured at the larger end of 
the conical frustum, while for other purposes it is measured at a 
pitch circle half way between the larger and smaller ends of the 
frustum. For mere convenience in stating the relative sizes of 
bevel wheels, the first of these methods is adopted ; but for 
calculations relating to power transmitted, <fec., we require to 
adopt the second method. In applying the following results of 
this Lecture to bevel gearing, it must, therefore, be remembered 
that the diameter, pitch circle velocity, &c., refer to the pitch 
circle Judf way between the larger and smaller ends of the 
frustum. 

Velocity-Ratio of Two Wheels in Gear. — When toothed gearing 
has properly formed teeth, and the wheels are accurately in gear, 
then the velocity-ratio transmitted is kinematically identical with 
that obtained by the rolling of their pitch surfaces in contact 
without slipping. Hence, in what follows, we shall consider the 
velocity-ratio of the pitch circles only. 

Let A and B be the centres of two wheels in gear. 
„ Dj, Dg = Diameters of pitch circles A and B respectively. 
„ N;j, N2 = Number of revolutions of wheels A and B „ 

in unit time. 
„ n^y 7*2 = Number of teeth on „ >i » 

Then, since no slipping takes place, we must have : — 

Cir currier ential Velocity of A = Circumferential Velocity of "B. 

^ Dj Nj = T D2 Ng . 

Or, 



Also, 








= 


I>2 




3. 


= 


Pi 

I>2 






— 


I>1_ 
D2- 





(I) 
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Consequently, Tlie speeds of two wheels in gear, a/re vaveredy as 
their diameters or number of teeth. 

Angular Velocity-Ratio. — Sometimes we require to know the 
angular velocity-ratio of two wheels in gear in terms of their 
diameters or number of teeth. This we now proceed to determine, 
but, in the first place, we give the following : — 

Definition. — The Angular Velocity of a rotating body is the 
circular measure of the angle described in unit time by any line in 
that body. 

Let w^, «2 "= Angular Velocity of wheels A and B respectively. 




Velocispy-Ratio of Two CiBcnLAB Discs. 

During a small interval of time let the radii, A C, B C, be dis- 
placed through the angles ^ and f into the positions A D, B E 
respectively. 



Then, 




But, 


Arc C D = Arc C E. 


i.e., 


»"i * = ♦•j P- 


Or, 


»-2 0' 


• 
• • 


«2 *"l ^l' 


Hence, 


"2 N, Di n, 



(H) 



U 
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<%iimcpion4dy, Mie cmg'wUuff velocities of two mhedtt in, gfiaur;^ wre 
irvoersdy as their diameters or nvmber cfteetk,^ 

It magfT be iiseftil here to state the relation bet^iteen^ the angular 
veloekjp o£ an wheel and the linear yeloGit}^ of. appoint on. it». pitch 
ciBolei. 

Let V = Linear velocity of a point on the* pitch circle. 
„. o»> => Jsngular velocity of wheeL. 
„ r 3« Etedius of pitch circle. 

Since (a is the angle described in unit time by any radius^ 
then' : — 

Arc described in unit time hy a\ _ 
point at distance, r, from axis^ J ~ 

But the length of this arc represents the velocity, V. 

Henoe, V = «r. 

Again, since V = 2 -r r N. 

2 ^ r N = w r. 
Or, w = 2 ^ N. 

Velocity-Batio of a Train of Wheels. — In questions relating 
to trains of wheels there is a certain advantage in denoting the 
I'adii, diameters, or number of teeth on the various wheels by 
single letters, such as A, B, C, ... , which letters also may 
indicate the wheels themselves.* 

BBprnitrioy. — The ratio of the number of revolutiona of the 
last vidieel ia a tcaiiL to the number of revolutionB of l^e first 
wheel in the same time is called the Value of the TraiiL. 

Thus, denoting the value or velocity-ratio of the train by 6, 
we get : — 

Eevolntions of last wheel in any time 



e 



Bevolutions of first wheel in the same time * 



Let Nj, 1^1 denote the number of revolutions made by first and 
last wheels in a train in a given time ; then : — 

e = 5j^ ; or, Ni = e Nj (Ill) 

* In the Elementary Manual cm. Applied Mechanics, we denoted the 
drivers of a train of wheels by Di, Dg, Ds, &c., and the followers by 
h\i Fs, Fs, &c. (see Leotnre XIE. of the sam^. Students may adopt either 
metHod of notation. 
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The figure shows a train of wheels, A, B, C, D, E, and F, 
whereof A may he called the first wheel, or driver, and P the last 
wheel, or follower. On each of the intermediate shafts, B C, D E, 
there are two wheels of different sizes, the smaller wheel of each 
shaft gearing with the larger one on the following shafb. From 
what has been said at the beginning* of this Lecture, we may con- 
sider each of the pairs of wheels. A, B ; C, D ; and E, F, as 
driver and follower with respect to each other. The first and 
last shafts, A and F, each carry one wheel only. 

Let IfTj, ITgj ^3* ^4 denote the speeds or number of revolutions 




Velocity-Ratio o* a Train of Wheels. 

per minute of the first, second, third, and fourth shafts respec- 
tively : — 



Then, 



^2. A 



N 



3 _ 



B ' N. 









E^ 
F" 



Multiplying together the corresponding sides of these three 
equations, we get : — 

No No N. A C E. 
Ni N2 Ng " B "" D F ' 
N^ _ A X X E 



m 



%.9., 



Nj B X D X F* 

A X G X B 
The velocity-ratio e = g-^ iflTP ' 



. (IV) 



Value of a Train = 
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This is true, however many wheels are in the train, and thus 
we have the following rule : — 

( Product of radii, diameters, or number 
\ of teeth of all the drivers 

( Product of radii, diameters, or number * 
\ of teeth of all the followers 

Example I. — The table of a planing machine has to be moved 
backward and forward at the rate of 12 feet per minute by a rack 
and pinion arrangement underneath it. The gearing consists of 
three shafts ; the first carrying the pinion which gears with the 
i^ack ; the last carrying the pulley on which a belt works. The 
pinion gearing with the rack has 12 teeth of IJ inches pitch. On 
the same shaft as this pinion is a wheel of 40 teeth. This wheel 
gears with a pinion of 15 teeth on the second shaft. A wheel 
of 30 teeth on this shaft gears with a pinion of 12 teeth on the 
last shaft. Find the number of revolutions of the last shaft per 
minute. 

Answer. — Let A, B, C, D denote the numbers of teeth on the 
■wheels gearing together, where : — 

A =^ 40, B = 15, C = 30, D = 12, 

A X 40 X 30 20 



'Then, e = 



B X D 15 X 12 3 



Since the pitch of the teeth on rack and pinion is 1^ inch, and 
the speed of the rack is 12 feet per minute : — 

.', Revolutions of first ) __ Speed of table 

shaft per minute ] ~ Circumference of pinion ' 



>> » 



_ 12 X \2 inches per minute 
12 X IJ inches ' 

.-. Revolutions of last 1 t.^. 20 ^- .. 
shaft per minute f = « Na = y x 9f = 64. 

Intermediate or Idle Wheel — Sometimes a wheel carried on a 
separate axle is interposed between two other wheels, or introduced 
into a train of wheels, for the purpose of changing the relative 
directions of rotations of the first and last wheel. Such an inter- 
mediate wheel is called an idle wheel, because it does not affect the 
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numerical value of the train, but only its sign. That an idle 
wheel has the eflTect just stated may easily be proved by considering 
the velocity-ratio of a pair of wheels connected through an inter- 
mediate one. 

Instances of the use of idle wheels are very common in geaiing, 
but the two following will serve as examples ; — 

I. Marlborough Wheel — When two parallel shafts, A and C, 
are so close together that they cannot be conveniently connected 
in the ordinary way, a broad wheel, B, called a Marlborough wheel, 
may be introduced as shown. This wheel has the eftect of causing 
the shafts, A and 0, to rotate in the same direction, but in no 
way does it affect the velocity-ratio which would be obtained by 
the direct gearing of the wheels A and 0. There are other 
methods whereby the same object could be attained as with a 





Marlborough Whbbl. 

Marlborough wheel arrangement ; but with these we are not at 
present concerned. 

II. Change Wheels for Screw Catting Lathes.'^ — In screw 
cutting lathes, a train of wheels, called change wheels, is inter- 
posed between the back end of the lathe spincUe and the leading 
screw, for the purpose of transferring motion to the saddle, and 
determining that the cutting tool shall be moved through a 
definite pitch for each rotation of the cylinder to be turned or 
screwed. Every turn of the leading screw moves the saddle and 
cutting tool through a distance equal to its pitch, and, conse- 
quently, if the bar to be screwed turn at the same rate as the 
leading screw, the pitch of the screw cut upon it will be the same 
as that of the leading screw. If it move ^ster than the leading 
screw, the pitch will be less ; and if slower, the pitch will be 
correspondingly greater. It therefore follows as a matter of 

* See the author's Manual on Applied Mechanica, Lecture XYL, for 
description, &c., of a screw cutting lathe. 
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coarse, that if we fit wheels on the lathe spindle and on the 
leading screw of the same diameter, or having the same number 
of teeth, the screw being cut will have the same pitch as the lead- 
ing screw. If we fix a small pinion, or one with few teeth, on the 
lathe spindle and a wheel of large diameter, or many teeth, on the 
leading screw, the pitch of the screw to be cut will be small, com- 
pared with that of the leading screw. The leading screw is generally- 
right-handed, in which case the screw to be cut will be right-handed 
or left-handed, according as its direction of rotation is tho same as, 
or difiei-ent from, that of the leading screw. In the former case, 
there must be at least one intermediate axis between the lathe 
mandril and the leading screw. If the wheels on the lathe njan- 
dril and on the end of the leading screw are of the proper size for 
the necessary velocity-ratio, then the intermediate axis must carry 
an idle wheel. Sometimes the wheels required to give the proper 
velocity-ratio and relative direction of rotation cannot be correctly 
adjusted without the interposition of more wheels in the train^ 
when it may be necessary to introduce one or more idle wheels. 

Let pc = Pitch of screw to be cut, in inches. 
„ jo^ = Pitch of parent or leading screw, in inches. 
„ e = Efiect or value of train of change wheels. 

. Then, 

Pitch of screw to he cut _ Speed of leading screw 
Pitch of leading screw Speed of latlie mandril ' 

f = e (V) 

The problem, then, consists in finding a train of wheels which 
shall have its value, e = — . 

Example II.-:— The leading screw of a lathe is ^ inch pitch and 
right-handed. The set of change wheels Ijelonging to the lathe 
consists of the following :— 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 
90, 100, 110, and 120 teeth respectively. Devise suitable trains 
to cut (1) a right-handed screw of 8 threads to the inch, and (2) a 
left-handed screw of 12 threads to the inch. 

Answer. — (1) The number of threads on the screw to be cut 
being 8 per inch, its pitch is, therefore, 2h = i inch. 

Hence, e = -^ = f = i. 
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Both screws being right-handed, thej musfc rotate iu the same 
direction. Hence the train of change wheels must have auiodd 
number of axes. Let there be three axes in the train. 

(a) The sizes of the first and last wheels in the train may be 
such that the required velocity-ratio could be obtained by those 
wheels in dkect gear. In this case the intermediate axis must 
carry an idle wheel of cmy convenient size, such as Jl, in Jbbe kft- 
hmid^gure. 



A , 20 



25^ 

100^ 



or, = 



120' 



(h) The sizes of the first and .last wheels need ^dot be «udh as 





Change Wheels tob Cutting a Right-handed Sgbew. 

give the required velocity-ratio by their direct gear. In this case 
the intermediate axis must carry two wheels of different sizes as in 
the right-hand figure. 

The following train will answer the purpose : — 



A X C 
B X L 



= e = i = 



25 X 40 
50 X 80' 



(2) The screw to be cut being left-handed, the leading screw 
must rotate in the opposite direction from that of the lathe man- 
dril ; hence the train must consist of an ev&n number of jaes. 
Let there be^t^r axes in the train. 

(a) Let A and L be of such sizes that they would transmit ithe 
proper velocity-ratio if geared directly. Then the two inter- 
mediate axes must each carry an idle wheel as in the left-hand 
figure. 
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Here, 



Pi 



1 

T5^ 



« = ^=^=* 



1 



• • 



A 
L 






i = 



120' 



(6) The wheels A and L, not heing of the above sizes, we may 
arrange the train so that on« of the intermediate axes carries an 
idle wheel, or that there are no idle wheels in the train. These 
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arrangements are shown by the middle and right-hand figures. 
The trains may be as follows : — 

TIT-*!, -^1 1. 1 A X C , 20 X 35 

With one idle wheel, « — -^ = 6 = 1 = ^n — ita • 

iS X Jj ^ 60 X 70 

r. wvn, -^1 1. 1 A ^ C X E , 20 X 25 X 30 

Or, With no Idle wheel, b^d^L = ^ = * = 40 x 45 x 50 ' 

Force-Batio and Power Transmitted by Gearing. — For certain 
purposes, as in hoisting and similar machinery, a small effort, P, 
moving through a comparatively great distance, may be utilised in 
overcoming a much greater effort or resistance, W, through a 
much smaller distance. For other purposes, where speed is the 
tdtimate desideratum, the converse of the above would be adopted; 
t.e., a large effort, P, moving slowly, overcomes a smaller resist- 
ance, W, moving rapidly. In any case, it is evident from the 
Frinciple of Work, that what is lost or gained in speed is gained 
or lost in the resistance overcome. To modify the effort during 
its transmission to the working point, suitable mechanism has 
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to be employed. Several forms of mechanism for this purpose 
Lave been considered in previous Lectures; consequently, we 
proceed at once to express the force-ratio obtained by a train 
of wheels. 

Let the effort, P, be applied by hand or by an engine to the 
end of a lever or crank rigidly fixed to the first axle or shaft at A, 
while the resistance to be overcome is applied at the circumference 
of a drum or pulley keyed to the last axle or shaft, F, in the 
following train of wheels : — 

Let Pj, Pg, Pg = Tangential pressures at points of contact of 

wheels in gear, 

^a, ^6, &c. = Eadii of wheels denoted by the capitals of 

these suffix letters, 

B = Length of lever handle or crank, 

r = Badius of drum or pulley, 

e = Value of train. 



» 



» 



» 
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fjvaws 



OF ROPES 



Power TRAKSMrrrsD by Gearing. 

Then, by the Principle of MorrvenUy we get : — 

P X R = Pi X ra . . . . 

P^ X rj = Pg X r<, . . . . 

P2 X ^d = 1*3 ^ ^« • • • • 



Pg X rf = W X r 



(1) 
(*) 

(3) 
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Multiplying together the corresponding members of theae equa- 
tions, and cancelling the terms P^, P^, and P3, we get : — 

P X R X rj X rd X r/ = W X r X ra X re x r^ . 






W 



But, 



e = 






Vg X re X rg 
Tb X Vd X rj 






W 



j^ X e. 



(TI) 



The results expressed in equation (VI) may be more easily 
arrived at in the following way : — 

By the Principle of Work (neglecting friction, <kc.), we get : — 



Or, 



1? X its displacement = W x its displacement 

P W's displacement in a given time 
W "" P's displacement in the same time* 



Hence, 



Or, 



P^ 
W 

P 
W 



Velocity of W 2 t r x Ng 
Velocity of P" " 2VBrx~N/ 



j^ X e. 



Equations (1), (2), (3), and (4) may be used in finding the 



tangential resistances P^, Pg, Pg. 



Neglecting friction, the power transmitted at any stage of the 
transmission is constant. Thus, the power transmitted from the 
second to the third shaft is the same as that done at the driving 
or working ends. 



Let H.P. 
P 



j> 



» 



V = 



Horse -power transmitted. 

Tangential pressure in lbs. at pitch surface of 
any given wheel in the train, 

Velocity in feet per minute at the pitch surface 
of the given wheeL 



Then, clearly. 



H.P. = 



PV 

33,000 



(VII) 
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Example III. — The handles of a double-pitrchase lifting oiab 
are 16 inches long. The pinions have 14 and 20 tsetli respec- 
tively, and the wheals gearing with these have 84 and 100 teeth 
respectively. The diameter of the barrel is 12 inches, thickness 
of Tope 1 inch. Find the effort, P, neceasary to Tuiee :« load of 
30 cwtB., friction being jieglected. If the diameter of the pinion 
on the first motion «haft be 6 inches, find the pressure between 
the teeth of each pair of wheeb in gear. 



DoPBLB.PCKCHAaE WlKCH OE CRAB. 

Answer. — The aecoinpanying figure shows a general view of a 
doiible-purchaBc lifting crab. For sketches and description' of 
similar lifting -machinery we must refer the atudent to the author's 
Manital on Applied Mechanics, Lecture XHI. 

Hare E = 16 inches, r = radius of barrel + J thickness, of 
rope — 6^ inches. 

_.,„.. 14 y 20 1 

Talueoftram = e = g^^^^ = ^. 
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Or, 



-^. J, 



30 X 112 ~ 16" " 30 • 

f.e., P = 45-5 lbs. 

Since there are two handles, the effort exerted on each will be:- 

^ P == 2275 lbs. 

Next^ to find the pressure between the teeth of the wheels. 




DiAOBAM OT WhEEL-WOBK OF A DOUBLE-PUBCHASE GbAB 

TO Illustrate Example III. 

Let Pi, P2 = Pressures between the first and second pinions 

and their followers respectively. 

Then, P^ x radius of pinion A = P x R. 

Pjx 3 = 45-5 X 16. 

Pi = 243 lbs. 

Also, P2 X radius of pinion C = P^ x radius of wheel B. 

radius of wheel B 



P2=Pl 



Or, 



••«.< 



radius of pinion * 
p _ p number of teeth on B 
2 ~ ^ number of teeth on C • 

P2 = 243 X 1^ = 1,019 lbs. 
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From these results we notice that the wheels should be made 
stronger as they approach the barrel shaft. 

Example IV. — A water-wheel making two revolutions per 
minute is provided with an internal toothed wheel of 24 feet 
diameter at the pitch circle. This wheel gears with a train of 
wheels, thus : — Pinions of 8, 6, 4, and 2 feet diameter, and wheels 
of 12, 10, and 8 feet diameter. The last shaft in the train carries 




iiiiiiiiii 




To Illustbate Example IV. 

PowBB Transmitted from a Water- Wheel bt Toothed- 
Gearing AND Ropes. 



a rope pulley of 8 feet diameter. If 40 horse-power be trans- 
mitted, find the total driving tension in the ropes and the pressure 
between the teeth of each pair of wheels in the toothed gearing. 

Answer. — The arrangement is shown by the accompanying 
sketch* 
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The 'valtur g£ ilie train is : — 

_ 24 X 12 X 10 X 8 
^ "" 8 X 6 X 4 X a - ^"• 



of rope pulley J ^ l 

22 
„ = -^ X 8 X 2 X 60 ffc pro mihate. 

Let T =» Driving tension in ropea in lbs. 



Then, H. P. = , 



TV 

33,000 ' 

„ 40 X 33,000 ^«„ ^ ,^ 
T = ^ '- = 437-5 lbs. 

y x8x2x60 

Let Pj, Pg, (fee, denote the tangential pressures at the pitch 
circles of the various pairs of wheels in gear. 

Let Ta, ^6, &c., denote the radii of wheels. A, B, «fec., i-espec- 
tively. 

Then, since the power developed at pitch circle of wheel A, is 
equal to the power transmitted by ropes on pulley K, we get : — 

Pj X Gircum/erential speed of A. = T x Circumferential speed ofK.^ 

Plx2'3rra]Sri = Tx2crriNi . 

F,=Tx~ X e. 

Or, Pi = 437-5 X ^ X 60 = 8,750 lbs. 

Next, P^ ^ ^c = Pi X rft . 

P2 = 8,750 X -| = 5,833-3 lbs. 
But, P3 X r« = Pg X r<i. 

P3 = 6,833-3 X I = 3,500 lbs. 
Lastly,, P#xr^ =- Fgjftr^v 

p4= J,500x I = I,73D Mrs. 
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LacroBK Xi;— Qubstions.^ 

1. De6iie ther following teorms as applied to gearinjor :— Pitch sarfece, 
piteh circle, and pitch point. Illustrate your answers by reference (1) to a 
spur wheel, (2) to a bevel wheel, and (3) to a rack. 

2. Define angular velocity. Given the an^lar velocity of a body about 
a given axis, show how you would find the linear velocity of any point in 
the.body. 

3. Define the pitch circle of a toothed wheel. Prove that when' two 
wheels, whose axes are parallel, gear together, their angular velocities are 
inversely as the diameters of their piteh circles. Two parallel shafts are 
at a distance of 4^ feet, and they are to rotate with velocities as the num- 
bers 7 and 11 respectively. Determine the diameters of the piteh circles of 
a pair of wheels which would give the required motion. Ana. 5^ ft. and 3.^ ft. 

4. Define the term train of wheels, and explain how to find the VEblue of 
a given train. Arrange trains of wheels for the following values of e, no 
pinion to have less than 12 teeth, and no wheel to have more than 120: — 
2,000 1,200 880 35^ 490 240 

240 ' 490 ' 35 ' 880' 1,200' 2,000* 

5. What are mitre and idle wheels, and for what purposes are they used? 
Give instances of the use of both. 

6. Explain, by aid of a sketch, the use of a Marlborough wheeL A shaft 
is divided into two parts, the parts being still in line. iSketeh an arrange- 
ment of wheels whereby one part of the shaft may drive the other at twice 
the speed of the first. 

7. Describe the operation of cutting a screw in a lathe, showing l^e 
wheels required, and how they are placed to cut a right-handed screw with 
8 threads to the inch in a lathe whose leading screw is of ^ inch pitch. 

8. Explain the use of change wheels in a screw-cutting lathe. It is 
desired to cut a screw of | inch pitch in a lathe with a leading screw of 
4 threads to the inch, using 4 wheels. If both screws be right-handed, 
what wheels would you employ? (S. & A. Adv. Exam., 1887.) 

9. The leading screw in a self-acting lathe has a pitch of ^ inch, show an 
arrangement of change wheels for cutting a screw of f inch pitch. 

10. You are required to cut a' left-handed screw of 5 threads to the inch 
in a lathe fitted with a right-handed guide-screw of ^ inch pitch. Show 
clearly by the aid of sketches the change-wheels which you would employ 
for the purpose, indicating how they would be respectively carried, and the 
number of teeth in each wheel. (S. & A. Exam,, 1891.) 

11. The leading screw of a lathe is ^ inch pitch and right-handed. The 
set of change wheels belonging to the lathe consists of the following : — 
20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100, 110, and 120 teeth. From 
these devise suitable trains to cut the following screws and draw up a table 
of your results :— 4, 44, 5, 6^, 6, 6^, 7, 8, 9, 10, 12, 14, and 16 threads 
per inch. 

12. A wheel of 40 teeth is driven by a winch handle 14 inches long, and 
gears with a rack having teeth of 1 inch piteh ; apply the principle of work 
to find the driving pressure exerted on the rack when a force of 50 lbs. is 
applied at the end of the winch handle. Ana. 110 lbs. 

13. Sketeh, in side elevation, the wheel work of an ordinary 5 -ton lifting 
crane. In doing so, it will be sufficient to represent the wheels by their 
piteh circles. If the weight raised moves through 1 inch when the driving 
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handle moves through 40 inches, find the weight which could be raised by 
60 lbs. applied at the end of the lever handle. Ans. 2,400 lbs. 

14. In a model of a lifting crab, the circtimference of the circle described 
by the end of the winch handle is 43 inches, and the circumference of the 
drum which raises the weight is 14*9 inches. The wheel work gives an 
advantage of 8 to 1, and it is found by trial that a force of 3*1 lbs. on the 
winch handle just suffices to raise a weight of 56 lbs. hanging oh a cord 
wound upon the drum. What proportion of the {tower exerted is lost in 
this model ? Ana. 21 '76 per cent. 

15. Sketch two views of a treble-purchase lifting crab. In doing so it 
will be sufficient to represent the wheels in side elevation by their pitch 
circles. Apply the Principle of Work, or the Principle of Moments to 
determine the force-ratio, P : W, and the pressure between the teeth of 
each pair of wheels in gear. Ex, In a treble -purchase lifting crab the 
handles are 16 inches long; diameter of drum 16 inches, thickness of rope 
2^ inches. The wheelwork consists of the following :— Pinions 6, 6, and 8 
inches diameter; wheels 24, 30, and 36 inches diameter. Supposing two 
men to work at each handle, each man exerting a force of 30 Ins., find the 
weight which could be raised, and the pressure between the teeth of 
each pair of wheels in sear. Allowing 30 per cent, for friction, find the 
actual weight which could be raised by the four men. Ans. (1) 8*34 tons 
nearly, 640 lbs., 2,560 lbs., 9,600 lbs.; (2) 5*84 tons nearly. 

16. A water-wheel making two and a-half revolutions per minute is pro- 
vided with an internal toothed wheel of 20 feet diameter at the pitch circle. 
This wheel gears with a train of wheels, thus .-—Pinions of 6, 4, and 2 feet 
in diameter, and wheels of 10 and 9 feet in diameter respectively. On 
the last shaft a pulley 10 feet in diameter is keyed, on the rim of which 
there are four ropes. The horse-power transmitted by the ropes is 20. 
You are required to find the pull on each rope, the pressure between the 
teeth of each pair of wheels gearing together, and the revolutions per 
minute made by the pulley. Ana. 56 lbs., 4,200 lbs., 2,520 lbs., 1,120 lbs., 
93*75 revolutions. 
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LECTURE XII. 

CONTBHTS. — Friction Gearing — Power Transmitted by Ordinary Friction 
Gearing — Examples I. and II. — Robertson's Friction or Wedge Gear- 
ing—Power Transmitted by Wedga Gearing — Queations. 

Friction Gearing. — Frictioii gearing ia that form of gearing 
■whereiD tlie wheels in contact are driven, the one by the other, 
by reason of the friction between their pitch surfaces. The ■wheels 
require to be preased together in a direction normal to their pitch 
surfaces at the line of contact, with a force sufGcient to give a 
frictional resistance greater than the tangential resistance to 
motion. The wheels may be spur or bevel, according as the shafts 
are parallel or intersecting. 

In order to insure sufficient frictional resistance and smooth 
working, it is usnal to face one wheel of the pair with some 
compressible material, such as wood, leather, iudia-rubber, com- 
pressed paper, &q. When slipping takes place between the wheels, 
"Hats" are soon formed on the face of th^ follower (this being the 
wlieel which lags behind the other), while the face of the drtvar 
gets equally worn all round. For this reason the driver, and not 
the follower, is feced with the softer material. 

The usual forms of rims snitable for spur and bevel friction 
■wheels are shown by the accompanying figures. 



Sectios op Spue Fmotion Whbel, 



SxcnoN ov Bbtei. Fbiction' Wheel. 
The rim ot the driTer is faced with wood or leather, the different 
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layers of which are Bailed or glned togetier anJ then held ia 
position by bolta as shown. When wood ia used the grain should 
lie in a direction tangential to the working suvfaces, the wear being 



then more uniform all over. The rim of the follower is of cast 
iron turned in a lathe. 

Friction gearing of this kind is more employed in America than 
in this country, being often applied for driving saw-mills, &C. 

Power Tranamitted by Ordinajy Friction Gearii^. — We shall 
now proceed to calculate the necessary pressure to be applied ta 
the wheels iu order to transmit a given power. 

(1) £1/ Spur Friction Gearing. 

Let P = Pressure between wheels at pitch line in pounds. 

„ T = Tangential resistance at pitch line in pounds. 

„ V = Circumferential velocity of wheels in yeeipwmmidA. 

„ /i = Coefficient of friction for surfaces in contact. 

Then, Work transmitted = T V ft.-lbs. per minute. 
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If there ia to be 


no 


slipping, we must have : — 


Or, 






But, 




^ H.P. X 33,000 
^ V • 


• 
• • 




^ H.P. X 33,000 

* "^^ tr 



mV 



(11) 



Equation (II) gives the least pressure between the wheels in 

order to transmit a given power. 

The pressure, P, should always >• j, 

^ , H.P. X 33,000 ^ 

be greater than ^^ 

SO as to provide against contin- 
gencies, such as oil or water get- 
ting on to the surfaces of the 
wheels. If P be less than this, 
then slipping must take place. y^ ^ 

T 







Spub FaionoN Geabino. 



Bbvbl Friction Wheels. 



(2) By Bevel Friction Gea/ring, 

Let Pi, P2 = Thrusts along shafts 1 and 2 respectively. 

c^, d^ = Mean diameters of wheels 1 and 2 respectively. 
K = Normal reaction between pitch cones. 
T = Tangential resistance at pitch line. 
2 a = Angle of pitoh cone 1. 

Then, 90° - a = Half-angle of pitch cone 2. 



9} 



J9 
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Since the pressures along the axes of the shafts are P^ and Pg, 
it follows that these are also the pressures at the pitch line, and act 
as indicated by the figure. 

The normal pressure between the surfaces is : — 

Pj = R cos (90° - a) = R sin a. 
Or, Pg = R cos a. 

But, tan a = f-j^ = -^. 

tan a d^ 

•'. sin « = . ==^ = , ^ r, 

VI + tan2 a ^/d^ + dl 

And, cos a = ^ 



J\ + tan2a ^d^ + di' 
•R _ p s/d\ + dl 



Or, T?.-P^ V«g + <^ 

d^ 

But, T = /£, R. 

T 
Or, R^-. 

. , , . ^ H.P. X 33,000 
And, as before, T = ^ — 

^ H.P. X 33,000 



• • 



f^Y 



r, ^, T, H.P. 33,000 flfj 

Consequently,?,;:^ ^^ ' V^T^ • • • • (HI) 



And P— H.P. 33,000 ^2 .^^^ 

And, P2::^___ , -^== .... (ly) 

Equations (III) and (IV) determine the least values of the 
axial thrusts in order to insure sufficient frictional resistance for 
transmitting a given power. 

The following values of fi may be taken *; — 

For metal on metal, . . . ^^ = -15 to -20. 
For wood on metal, . . . //, = -25 to -30. 

For millboard on metal, . . . /^ = •20. 

* Unwin's Machine Design^ part L, p. 283. 
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Taking the greatest and least of the above values for /£>, we see 

that in spur friction gearing, the smallest value of P must lie 

T T 

between -^ and y=, i,e., between .3J T and 6^ T. 

In practice, the width of the face of friction wheels is about the 
same as that of a single leather belt which is required to transmit 
the same power. The tangential force may be taken at from 
15 to 30 lbs. per inch of width when the face of the driver is lined 
with wood. In the case of a wheel with millboard face, the 
tangential force transmitted was observed, by Prof Unwin, to be 
as great as 80 lbs. per inch of width.* 

It will be apparent that friction gearing of the above kind 
is unsuited for transmitting great power. The constancy of 
velocity-ratio between the wheels cannot be relied upon. Gearing 
of this kind is only used (1) when the power to be transmitted is 
small ; (2) when the speed is so high that toothed gearing would 
be noisy ; (3) when the wheels require to be frequently put into 
or out of gear, t 

Example I. — In a spur friction gearing the driving wheel is 
faced with wood, and gears with a metal wheel 3 J feet in diameter. 
The latter makes 200 revolutions per minute, and transmits 
10 H.P. Find the tangential resistance at the circumferences of 
the wheels, and the necessary thrust to be applied to the bearings 
of the shafts, taking fi = '25. 



Answer. — Using the same notation as in the text, we have, 

7 
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H.P. = 10; Y = Tdn = :^x 3 J x 200 = 2,200 ft. per minute. 



• • 



H.P. X 33,000 10 X 3 3,000 . 
T = y 2J0Q = 150 lbs. 



T 150 
Also, P = - = -^ = 600 lbs. 

Example II. — 5 H.P. has to be transmitted through a pair of 
bevel friction wheels. The diameters of the wheels are 2 feet. and 
li feet respectively. The circumferential speed of the wheels is 
1,000 feet per minute. Find the normal and tangential pressures 
at the surface of contact of the two wheels, and the axial thrusts 
to be applied to each shaft, taking jti = *2. 

Answer. — Here d^ = 2 ft., c^g = IJ ^^-t ^ = 1,000 ft. permin. 
* Unwinds Machine Design, p. 284. + Ibid., p. 281. 
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Then :— 

w 1 -n H F. X 33,000 

formal pressure = R = -^^ — — , 

5 X 33,000 „„, ,^ 
" = -2. l.UOO -^''^"'"- 
Tangenital preasnre = T = /i R = -2 x 825 = 165 lbs. 

Also, P, = R - yjp-^ ' 



825 X U 
Simikvly, Pj = -j- ^^ ■ —-. = 495 Iba. 

BobertBon's Friction or Wedge Gtearing,— One objection to the 
friction gearing just described is the great pressure which is 
brought on the beaciugs, due to the force with whioh the wheels 



RoBntTEON's WsiMJE Geabino, 

■e sufEcient frictioDBl 
lis aud the previous 
objections to the ordin&r; friction gearing, the wheela are now 
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made of cast iron with parallel wedge-sbaped projections round 
their rims. The projections of the one wheel fit into the wedge- 
shaped grooves on the other; and by this means the friction is 
greatly increased. 

Sections of the rims of such wheels are shown by the accom- 
panying figures, and need no further explanation. 

There is, however, one serious objection to such wheels— viz., 
the grinding action, and consequent excessive wear, while working! 
This is due to the sliding contact between the sides of the pro- 
jections and those of the grooves. On this account the wheels 
sometimes work with great noise. This difficulty can be overcome 




b^^^^^^^^^^^^^^^^< 



Y^^/'A 



Wedge Gearing. 



to a certain extent by making the depth of the surfaces in contact 
as small as possible. 

The depth of the acting surface (i.e., the distance which the 
wheels penetrate each other when in gear) is given by the 
formula : — 

t = 0-025 x/f.* 

"Where t is the depth of acting surface, and T the tangential resist- 
ance between the wheels. 

Power Transmitted by Wedge Gearing.— Consider the action 
of one of the wedge-shaped projections in its groove. When the 
wheels rotate, the action is similar to that of a wedge thrust into 
the groove by a horizontal force. 

*Un win's Machine Design, part I., p. 286. 
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Let Pj = Horizontal force on projection considered. 
„ R^ = Total normal reaction on each side of groove. 
„ Fj = Total friction between projection and each side of groove- 
„ 2 a = Angle of wedge. 

Then, Pj = 2 Rj sin a + 2 F^ cos a. 

But, Fi = /W' Ri- 

Pi = 2 Rj (sin a + fL cos a). 

Then, for all the wedges, if P denote the total force pushing the 
wheels together, and R the total reaction, P = 2 Pi, R = 2.2 R^,. 
and we get : — 

P = R (sin oc + fi cos a). 

/, as before, T ^ //» R. 

Or, R^-. 

/^ 

But T = H.P. X 33,000 

P H.P. X 33,000 

p — H.P. X 33,000 sin a -fjM^COSa .^v 

^^ V • 11 - ^^' 

Equation (V) determines the least pressure with which the 
wheels must be forced together in order to transmit a given power. 

From this equation it is seen that the number of grooves or 
projections has no effect on the power transmitted. The number 
of grooves may be anything we please, but generally there are no 
fewer than two nor more than teu. The pitch of the grooves may 
vary from \ inch to If inches. 

XJsually the groove angle 2 a is 40*. Hence, taking fj* - '15^ 
we get : — 

T> rry ^^^ Ob -^ f^ COS « 



^ sin 20° + -15 cos 20" 

^ -342 + -15 X '94 



99 



3-22 T. 



i.e,, P must be at least 3i times T. In practice we may take^ 
P = 4 T. 
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LeCTUBE XIL — QnESTI027S. 

1. Define friction gearing. State the advantages and diBad vantages of 
such a gearing, and mention under what circumstances it is likely to be 
employed in preference to other kinds of gearing. 

2. Describe, with sketches, the construction of the wheels used for friction 
gearing. State your reasons why, in ordinary friction gearing, one of the 
wheels only is faced with a softer material than the other, and say which 
wheel it is. 

3. In a spur friction gearing, the driving wheel is faced with wood and 
gears with a metal wheel of 2^ feet in diameter. The circumferential speed 
is 2,000 feet per minute. The force pressing the wheels together is 550 lbs. 
Taking m = i, find the maximum H.P. which can be transmitted. Sketch 
the arrangement, showing a method of engaging and disengaging the wheels. 

Ana. 11-i H.P. 

4. The diameters of a pair of bevel friction wheels are IJ feet and 4 feet 
respectively. The larger wheel makes 200 revolutions per minute, and 
transmits 10 H.P. Find the normal and tangential pressures at the pitch 
surfaces, and the axial thrusts on each shaft, fi = '25. Prove the formula 
which you employ. Ans. 625 lbs. ; 131 '25 lbs. ; 184 lbs. ; 491 lbs. 

5. Describe, with sketches, Robertson's wedge gearing, and deduce a 
formula for the pressure between the wheels for a given H.P. 
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LECTURE XIII. 

Contents. — Constancy of the Velocity-Eatio of Toothed Gearing — Propor- 
tions of Teeth of Wheels — Clearance — Arc of Action — Relation between 
Length of Arc of Action and Pitch of Teeth — Clock and Watch Wheels 
— Primary Conditions for Correct Working of Toothed Wheels — 
Curves which satisfy the above Conditions — Particular Cases — 
(I.) When the Cycloid is a Straight Line — (II.) When the Epicycloid 
is the Involute of the Base Circle — (III.) When the Hj^pocycloid is a 
Straight Line— (IV.) When the Hypocycloid is a Point— Cycloidal 
Teeth — Gee's Patent Toothed Gearing — Exact Method of Drawing the 
Curves for Cycloidal Teeth — Practical Method of Drawing the Curves 
for Cycloidal Teeth — Application of Preceding Principles to the Case 
of a Rack and its Pinion — Particular Forms of Teeth as Dependent 
upon Changes in the Sizes of the Generating Circles Employed — 
First Particular Case— When the Hypocycloid is a Straight Line — 
Rack having Teeth with Radial Flanks— Practical Method of Draw- 
ing the Involute Curves for the Faces of the Teeth on the Pinion — 
Second Particular Case — ^When the Hypocycloid is a Point— Pin 
Wheels — Pins are always placed on the Follower— Rack and Pinion — 
Disadvantage of Pin Wheels — Questions. 

Constancy of the Velocity-Ratio of Toothed Gearing.* — In nearly 
every case of the transmission of motion by friction or belt gearing, 
slipping takes place to a greater or less extent, and hence these 
methods of transmitting motion are iinsuited where an exact or 
constant velocity-ratio is desired. In such a case it is best ta 
employ toothed gearing. But, to insure a constant velocity-ratio 
and smooth working with toothed gearing, the teeth of the wheels 
must be carefully constructed, and of such shapes that, when 
gearing together, certain geometrical conditions are fulfilled. In 
this Lecture we shall endeavour to explain the principles according 
to which all properly constructed teeth of wheels are made and act. 
In the first place, we shall give some further definitions and 
general explanations relating to toothed gearing. 

Definition. — The pitch of the teeth is the distance from the 
centre of one tooth to the centre of the next tooth, measured 
along the pitch line. 

* The student may refer to the following books on gearing : — 
Practiced Treatise on Gearing^ by Browne & Sharpe, printed by J. W. 

Pratt & Son, New York. 
OdonticSj by Geo. B. Grant, published by the Lexington Gear Works, 

Lexington, Mass. 
Handbook on the Teeth of Gears^ by Geo. B. Grant, Boston, Mass. 
Besel'Gears, by John W. Newall & Co. , Manchester. 
A paper on " Setting out the Curves of Wheel Teeth," by W. J. Last, in 

Proc. Inst, Civil Engineers, vol. Ixxxix. , p. .335. 
Elements of Machine Design, by Prof. Unwin, published by Longmans^ 

Green & Co. 
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Let d = Diameter of the pitch circle in inches. 
99 p = Pitch of teeth in incites. 
„ n = Number of teeth ou wheel. 

Then, np = '^rd 

Or, p = 



And, d = 



n 
np 



AT 



(I) 



The pitch, as measured in this way, is called the Circular Pitch, 
and is the one chiefly used by engineers. But another and more 
convenient method of measuring the pitch is sometimes adopted, and 
is called the Diametral Pitch. According to this method the pitch of 
the teeth is stated as a fraction of. the diameter of the pitch circle. 

Thus, if the diameter of the pitch circle be 40 inches, and the 
number of teeth on the circumference be 120, then : — 

40 
Diametral Fitch = t-hr = i inch. 

In this case, the size of the wheel would be spoken of as one of 
3 teeth per inch of pitch circle diameter. 

^^^ Pd ~ Diametral pitch of teeth in inches. 

Then, using the same notation as in the case of circular pitch: — 

'^^ = W [ (11) 

Or, d = n p^ ' 

The student will notice that equations (II) are much simpler 
than equations (I), from the fact, that it is easier to treat of 
the sub-division of a straight line than that of a circle. It is 
for this reason, that several engineers, especially American, 
advocate the adoption of this method as being more convenient 
for stating the sizes of wheels. In this country the circumferential 
pitch is the one chiefly used, except in the case of small wheels 
(suoh as the change wheels for a lathe) whose sizes are often stated 
in terms of their number of teeth per inch in diameter. 

The relation between the circular and diametral pitches can be 
stated thus : — 

From (I), ^ = ^' 

„ (II), d=np^ 



« • 






Or, p^ : jD = 1 : «• (Ill) 
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In this book the term ]){tch must always be understood as 
meaning the circular pitchy unless otherwise expressly stated. 

Di£FiNiTioNs. — The Face of a tooth is that part of its acting 
surface which lies between the pitch surface and the crest of the 
tooth. 

The Flank of a tooth is that part of the acting surface which 
lies between the pitch surface and the bottom of the spaces 
between the teeth. 

The Addendum Circle is that imaginary circle which touches 
the crests of all the teeth on the wheel. 

The Root Circle is that imaginary circle which touches the 
bottoms of the spaces between the teeth. 

The Addendum of a tooth is the length of the tooth projecting 
beyond the pitch surface ; or, it is that part of the tooth lying 
between the pitch surface and the addendum surface. 




Illustrating the Definitions of Terms. 

The above terms will be understood from the accompanying 
figure. 

Proportions of Teeth of Wheels. — The proportions for the teeth 
of wheels vary slightly with different makers, but the following 
rules, as given by Prof. Unwin, represent good average practice : — 

Let p = Pitch of teeth in inches. 

Then, Height of tooth above pitch line, 

Depth of tooth below pitch line. 

Thickness of tooth (measured along 
pitch line), .... 

Width of space between the teeth. 

Width of face of tooth, . 

Clearance. — These proportions, as shown in the following figure, 
give a side dearamjce of (-52- "48) p = *04|7, and a bottom clear- 
ance of (4 - '3) ^ = •! p. 



= -3^, 
= '^P, 

= 'iSp, 
= '52p, 
= 2ptoSp. 
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' Arc of Action. — Consider the action of a pair of teeth gearing 
together, from the instant at which contact begins to the instant 
at which contact terminates. Daring the first part of the action 
the flank of the tooth on the driver is in contact with the face 



MJUIL, 




Bottom 
Clearance. 

Proportions of Teeth of Wheels. 

of the tooth on the follower. This continues until the pitch 
point is reached, at which instant the line of contact of the teeth 
coincides with the line of contact of the pitch surfaces of the 
wheels. After passing the pitch point, /?, the face of the tooth 
on the driver continues in contact with the flank of the tooth on 
the follower, until contact ceases. Action begins at a, the point 
of the tooth on the follower^ and terminates at by the point of the 
tooth on the driver. 



FOLLOWER 




DRIVER 



Illustrating the Terms Arcs of Approach and Recess. 

Arc of Approach = Arc ap^ or Arcfp. 
Arc of Recess = Arc p h, or Arc p 6» 
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Definition. — The arc of either of the pitch circles over 
Yrhich there is contact between a pair of teeth is called the 
Arc of Action. 

Thus, either arc aph, or arc fp b, is called the arc of action. 
The arc of action is divided at the pitch point into two parts, 
called respectively the Arc of Approach and the Arc of Recess. 
By an inspection of the above figure it will be seen that the 
length of the arc of approach depends on the addendum of the 
teeth on the follower; whilst the length of the arc of recess 
depends on the addendum of the teeth on the driver. To increase 
or diminish the arc of contact, the addendurd of the teeth must be 
increased or diminished, as will be shown further on. 

Relation between Length of Arc of Action and Pitch of Teeth. 
— To insure continuous action between a pair of toothed wheels, 
there must, at any instant, be at least one pair of teeth in gear. 
Moreover, contact between one pair of teeth must not terminate 
before the succeeding pair comes into operation. This condition is 
insured by making the arc of action greater than the pitch of the 
teeth. In most cases, especially with heavy geariog, two or three 
teeth are in gear at once. Hence, the usual rule is to make the 
arc of action from, three to four times the pitch of the teeth. 

Clock and Watch Wheels. — In wheelwork, such as in clocks or 
watches, where friction is most injurious, the teeth of the wheels 
are usually so designed that the driving teeth have no flanks, and 
the driven teeth no faces. Contact, in such cases, occurs during 
the period of recess only, and then the arc of recess must be at 
least equal to the pitch. The reason for this is, that the friction, 
due to the sliding of the teeth on each other during action, is said 
to be greater during the period of approach than that during the 
period of recess.* 

Primary Conditions for Correct Working of Toothed Wheels.— 
Having explained some general principles relating to toothed 
gearing, we shall now proceed to consider the necessary con- 
ditions to be fulfilled in order that such gearing may work 
correctly. 

The two necessary conditions are : — 

I. The radii of the pitch surfaces must be such that by rolling 
together they give the desired velocity-ratio. 

Let R^, Rb = Radii of pitch circles of wheels A and B. 
» ^Aj ^B = Angular velocities „ „ 

Then, as a first condition we must have : — 

R^ ; Rb = «B '" «A- 

* Friction between the teeth of wheels will be considered in Lecture XVL 
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Or, tlie radii of Uie pitch circles mnst be inversely as the 
angular Telodties of the wheels. 

II. The shape of the teeth of the wheels mast be such, that 
the motion resatting from their mntnal action shall be the Bame 
as that obtained by the rolling action of the pitch snrfaces. 

Let A and B be the centres of the pitch circles of two wheels 
working together. A B the line of centres, and p the pitch 

For clearness we have represented only one tooth on each wheel. 
The teeth are in uont&ct at the point ab; a being the point of 
contact OQ tooth A, and b the point of contact on tooth B. 

Let HK, the common 
normal to the curves of the 
teeth at their point of con- 
tact, intersect the line of 
centres at q. From A and 
B draw the perpendiculars, 
A M and B N, upon H K. 

With centres -A and B 
draw the circles paasing 
through the point a b. Then, 
at any inatant the point a 
is moving along the tangent 
to the circle passing through i- 
a, and having itB centre at 
A ; i.e., the point a is mov- 
ing in a direction at right 
angles to A a with a velocity 
Va = u^ X A.a. Similarly, 
the point h is moving in a 
diiectioa at right angles to 
B b with a velocity wj = 

u.„ X B 6. But though the u,^^g^„„^ p^,^^^^ CowninoBs woR 
points a and b are thus mov- coBaEcr Wominu of Whbbl Tbbth. 
log in diffeient dii-ectiona 

and with different velocities, yet their compoTient wlodties alonff 
tlie common normal, H K, inuat be equal, otherwise the teeth 
would either separate from or penetrate each other. For an in- 
definitely small movement of the wheels the only relative motion 
of a and 6 is in a direction perpendicular to H K. 

Let V denote the equal component velocities of Vaand Vb along 
H K. Then, with reference to wheel A ; — 
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17 = ft;^ X AM 


Similarly, 


V = Wg X BN 


• 
• • 


«^ X A M = Wb X B N, 


• 


ft^A • ^B = B N : A M, 


• 


Rb : R;, - B N : A M, 


Or, 


Bp :Ap — "Bq : Aq By similar triangles] 



This can only be true when q coincides with p. Hence, the condi- 
tion to be fulfilled by the curves forming the teeth of wheels is : — 

The common normal to the curves at the point of contact of a 
pair of teeth mast always pass through the pitch point. 

Curves which Satisfy the above Condition. — It now remains 
to describe curves which shall fulfil this condition. The problem 
of detcFmining the proper shape of teeth admits of many solutions. 
Any shape can be given to the teeth of one of a pair of wheels 
gearing together, so long as a corresponding shape be given to 
the teeth of the other wheel, to fulfil the above condition. 

Two principal curves have been used by engineers for describing 
the teeth of wheels. These are the cycloid and the involute.* We 
shall now explain the nature of these curves, and then show that 




C 

The Cycloid and How it is Described. 

teeth formed according to them satisfy the above condition for 
correct working. 

Definition. — A cycloid is a curve traced out by a point on 
the circumference of a' circle which rolls along a straight line. 

The form of this curve will be understood from the accompany- 
ing figure. The rolling circle, G, is called the generating circle. 
The point, P, which traces out the curve is called the tracing point. 
The line, A B, on which the circle rolls is called the base line, 

^ * Cycloid is derived from the Greek word kuicXos, signifying a ring or & 
d,rcle; Epicycloid from inrl^ signifying upon and kCkXo^' and Hypocycloid 
from wiro, signifying under and kvkKo^. Involute is derived from the Latin 
words in, signifying upon, and volvo, to roll. 
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The length of A B is equal to the circumference of the generat- 
ing circle. For any position, G, of the generating circle, we have 
A C = arc P C of the circle. 

When the base line is a circle the curve traced out by the 
tracing point is called an Epicycloid or a Hypocycloid according as 




The Hypocycloid. 
A C B is the Base circle, P the Tracing point, G the Generating circle. 

the generating circle rolls on the convex or concave side of the base 
circle. We may define these curves separately, as follows : — 

Definition. — An Epicycloid is a curve traced ont by a point on 
the circnmference of a circle which rolls on the Convex arc of 
another circle. 
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Definition. — A Hypocycloid is a curve traced ont by a point 
on the circumference of a circle which rolls on the Concave arc of 
another curcle. 

The forms of these curves will be understood from the accom- 
panying figures. 

Particular Cases — I. When the Cycloid is a Straight Line.— 
Suppose the radius of the generating circle to become infinitely 
great ; then, clearly, the cycloid would become a straight line per- 
pendictdar to the base line, A B. An application of this is to be 
found in the case of racks having teeth with straight flanks. 

II. When the Epicycloid is the Involute of the Base Curcle. — 
If the radius of the generating circle of the epicycloid be infinitely 
^eat, then the arc, P C, becomes a straight line, and the epicycloid. 




Involute Curve. Hypocycloid a Straight Line. 

A C the Base circle, P the Tracing point. 

A P, is now termed the Involute of the Base Circle or simply an 
Involute. An involute of a circle is the curve traced out by a 
point on the free end of a stretched string when the string is being 
unwound from the circle. The form of this curve will be under- 
stood from the left-hand figure. 

III. When the Hypocycloid is a Straight Line.— If the diameter 
of the generating circle be equal to half the diameter of the circle 
inside which it rolls, then the hypocycloid traced out by the tracing 
point will be a straight line, and this straight line will be a 
diameter of the base circle. This case is shown by the figure on 
the right. 
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Let the tracing point be at A at the beginning of its motion, 
and at P for any position of the generating circle. Join O A, GT P, 
and O C. O C passes through G, the centre of the generating circle. 



Let 
Then, 

But, 



» 



^CaP = 6, ^COA = 9. 
arc P C = arc A C, by definition. 
GCx^ = OCxp. 

G C = I O C, by hypothesis. 

6 = 2<p. 



Now & is an angle at the centre of the circle G, and <p is an 
angle at the circumference of the same circle. But, since ^ = 2 ^, 
it follows (converse of Euc. IIL, 20) that these two angles must 
stand on the same arc, P 0, of the circle G. Therefore, P lies on 
the line O A. This being true for any position of G, we conclude 
that P moves along the straight line A B, which is a diameter of 
the base circle. 

IV. When the Hypocycloid is a Point.— By a reference to the 
following left-hand figure, it appears that the same hypocycloid 
can be traced out by either of the generating circles, Gj or Gg, 
when the diameters of these circles are such, that their sum is 
equal to the diameter of the circle inside which they roU. 





c, ^ 

The Hypocycloid DEasNERATiNO to a Point. 

Now, if the circle Gj goes on increasing in size, the hypocycloid, 
A P B, becomes more and more convex towards the centre, O, 
until, ultimately, when G^ becomes nearly equal in size to the base 
circle, the hypocycloid is a small half-loop, as shown by the right- 
hand figure. The same thing takes place as the circle Gg decreases 
in size. Hence, when the generating circle is equal in size to the 
base circle, the hypocycloid degenerates into a point. 
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The curves of the cycloid class have many important geometrical 
properties, some of which are familiar to students of higher 
Dynamics, but the only property with which we are concerned 
here is that one relating to the normal at any point of the curve. 

Referring to the above figures, let C be the point of contact of 
the generating circle arid base line ; P the tracing point. Then, 
at any particular instant during the rolling of the circle G, the 
tracing point, P, will be moving, as it were, in a circle whose 

radius is C P, and having 
as its centre. In other 
words, C is the instan- 
taneous centre of motion. 
C P is, therefore, the radius 
of curvature of the curve 
at the point P. Hence, 
the normal to the curve 
at the point P is in the 
direction PC. It is this 
property of the cycloidal 
and involute curves which 
fit them so well for the 
teeth of wheels. 

Cycloidal Teeth. — Let 
EipEg, HjpHg be the 
pitch circles of two wheels 
gearing together, p being 
the pitch point. Let G 
be the fixed centre of a 
third circle touching the 
other two circles at the 
pitch point, p. Let P be 
a tracing point on the 
circumference of this 
circle. 

ILLUSTBATI^"G Fulfilment of Primary At the beginning of 
Conditions by Cycloidal Teeth. motion, let P, E^, and 

H^ all coincide at the 
point, p. Let the three circles now roll in contact with each 
other in the directions indicated. The point, P, will then describe 
simultaneously the epicycloid, E^ P Eg, outside the pitch circle, A, 
and the hypocycloid, H^ P Hg, inside the pitch circle, B. Since 
both curves are traced out by the same generating circle and 
tracing point, it follows, from what has already been said, that the 
common normal at their point of contact, P, always passes through 
the pitch point, p. But this is the very condition which we have 
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been seeking to fulfil, and we now see that teeth of the cycloidal 
class satisfy this condition for correct working. The part, EjP, of 
the epicycloid may represent the curve for the face of a tooth on 
the wheel, A, and the part, Hj P, of the hypocycloid the curve for 
the. ^an^ of a tooth on the wheel, B. Hence, if the faces of the 
teeth on the one wheel, and the JtarJca of the teeth on the other 
be described by the same generating circle, the two wheels will 
work correctly together. 

The student should observe that the action between a pair 
of teeth, however perfectly formed, is not wholly due to the 
rolling of one tooth on the other. An inspection of the pre- 
vious figure will make this quite clear. Thus, at the beginning 
of the motion described, when P coincides with p, Ej coincides 
with Hj. When the motion is such that P is brought into the 
position shown on the figure, the length of epicycloid described is 
Ej P, and that of the hypocycloid, H^ P. These arcs are not 
equal in length, E^ P being greater than H^ P. Therefore, the 
amount of sliding is E^P - HiP. Hence, the action between a 
pair of teeth in contact is partly sliding and partly rolling. 

It is not necessary that the same generating circle be employed 
for describing both faces or both flanks of the teeth on the same 
wheel, but it is very advantageous to have the teeth so described, 
especially if the wheels require to run in either direction. 

Gee's Toothed Gearing. — When the wheels require to run in 
one direction only, the posterior or unacting surfaces of the 
teeth may be given any shape whatever. A form of toothed 




Gee's Toothed Gbabing. 

gearing, known as Gee's patent gearing, has lately been intro- 
duced, and is said to be 35 per cent, stronger than the ordinary 
form. The driving surfaces of the teeth are of the usual form, 
but the other surfaces are more inclined, as shown by the accom- 
panying figure. This causes the roots of the teeth to be much 
thicker than with ordinary teeth, and hence the increase of strength. 
Exact Method of Drawing the Curves for Cycloidal Teeth.— 
The method of describing the curves for the teeth of wheels will 
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DOW be easily understood. Let G^ represent the generating circle 
used for describing the faces of the teeth on wheel A and the 
jUmks of the teeth on B ; Gj the generating circle used for describ- 
ing the faces of the teeth on B and the flanks of the teeth on A. 
Draw the addendum and root circles and divide the pitch circles 
into as many equal arcs as there will be teeth on the wheels. On 
each side of these points of division set off equal distances to repre- 
sent AaZ/*the thickness of a tooth as measured along the pitch circle. 




Illustrating Method of Setting out Curves for Teeth of Wheels. 

Let a, be a point on pitch circle of wheel A, and 6, a point on 
pitch circle B, from which the curves for a tooth on each wheel 
have to be set out. 

By placing the generating circles, G^, Gg, in contact with the 
pitch circles at these points, and then tracing out the parts of the 
epicycloids and hypocycloids between the pitch circles and adden- 
dum and root circles as shown, the curves for a tooth on each 
wheel may be thus described. This process may be repeated for 
all the teeth on both wheels, and we thus obtain a complete repre- 
sentation of a pair of spur wheels having cycloidal teeth. 

Practical Method of Drawing the Curves for Cycloidal Teeth. — 
The above method of setting out the curves for the teeth of 
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"wheels, although mathematically exact and apparently quite simple, 
is found to be rather tedious in practice, and consequently in 
working drawings we always find the true curves represented 
approximately by arcs of circles. The following method of obtain- 
ing curves for the teeth of wheels is very often used in practice : — 
Make a wooden template, T, having a thickness of about J inch, 
and of such a shape that its outer and inner edges are each arcs of 
a circle having a radius equal to that of the pitch circle of the 
wheel upon which the teeth have to be described. Make also 
template segments of the generating circles, G^, G^, and pass a 
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small pencil or needle, K F, through each, so that the point, P, 
coincides with the outer edge, as shown in the elev^ation. 

Fix a sheet of drawing paper on a drawing board, D B. On 
this paper draw an arc of a circle having a radius equal to that of 
the pitch circle of the wheel. By means of nails attach the pitch 
circle template, T, to the drawing board in such a position that 
its convex arc coincides with the arc of the pitch circle drawn on 
the paper.. Now take the generating circle, Gju, and bring it in 
contact with the convex edge of the pitch circle template, so that 
the point, P, coincides with the point, a. KoU G^ along the tem- 
plate, T, in the direction indicated, when the point, P, will 
describe an arc of an epicycloid, a b. The arc of the epicycloid 
intercepted between the pitch circle and the addendum circle 
represents the /<ice of a tooth. Now shift the pitch circle template, 
T, so that its concave edge coincides with the pitch circle drawn 
on the paper. By placing the generating circle, G^, in contact 




Spur Wheel and Pinion with CrcLOiDAL Teeth. 

with the concave edge of T, and having the tracing point or 
pencil, P, coinciding with a, the hypocycloid, ac, can then be 
traced in the same manner. The arc of the hypocycloid inter- 
cepted between the pitch circle and the root circle will repre- 
sent the ^71^ of a tooth on the wheel. 

Having obtained these curves, it remains to find, by trial, the 
radii and centres, E, H, of arcs of circles which approximately 
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coincide with the epicycloidal and hypocycloidal arcs respectively. 
These being found, approximate curves can readily be drawn to 
represent the faces and flanks of the teeth. This method is 




Spoa Wheels with Ctcloidal Teeth 



often used by pattenimafcevs when setting out the corves for the 
teeth of wheels. For ordinary methods of representing on drawings 
the curves for the teeth of wheels, the student must conault works 
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on Machine Drawing. The student must be reminded, however, 
that true cycloidal curves can never be accurately represented by- 
arcs of circles, however many of these may be employed in com- 
pleting the drawing. 

The previous figures represent spur wheels with cycloidal teeth. 

Application of Preceding Principles to the Case of a Back 
and its Pinion. — For our present purpose, we may consider a rack 
as being simply a toothed wheel having a pitch circle of infinite 
radius ; and it therefore follows, that the preceding principles are 
applicable to it. 




PITCH LINE OF RACK 





Back and Pinion with Cycloidal Teeth. 

The figure on the right-hand side shows a rack and its pinion, 
the pitch lines being shown by dotted lines. The figure on the 
left-hand side shows the application of the preceding principles 
in obtaining the curves for the teeth on both rack and pinion. 
The generating circle, G^, is represented describing the face of a 
tooth on the rack and the flank of a tooth on the pinion, while 
the circle, Gg, is employed in describing the flank of a tooth on 
the rack and the face of a tooth on the pinion. The curves 
forming the faces and flanks of the teeth on the rack will thus be 
arcs of cycloids. 

Particular Forms of Teeth as Dependent upon Changes in the 
Sizes of the Generating Circles Employed. — In what has preceded, 
we have been chiefly concerned with a discussion of the general 
character and shape of teeth of the cycloidal class, and we now go 
on to consider a few particular cases as dependent upon the sizes 
of the generating circles employed. 

First Particular Case — ^When the Hypocycloid is a Straight 
Line. — We have already shown, that when the diameter of the 
generating circle is half that of the circle inside which it rolls, the 
hypocycloid traced out by the tracing point is a diameter of the 
base or pitch circle. This being the case it is easy to see, that if 
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the flanks of the teeth of a pair of wheels be described by 
generating circles, whose diameters are half that of the correspond- 
ing pitch circles, such flanks will be straight or radial. 

The method of setting out such teeth may be briefly stated 
thus: — 

Let A and B be the centres of the pitch circles. Take generating 
circles, G^, Gg, having diameters respectively eqtuil to half those of 




Rack and Pinion. 



the pitch circles A and B. By rolling G^^^ on the convex side of 
pitch circle, B, an epicycloid, b^ 63, will be traced out. This curve 
determines the form of the faces of the teeth on B. Similarly, by 
rolling Gfi on the convex side of pitch circle, A, the epicycloid, a^a2, 
will be obtained, which will determine the form of the faces of the 
teeth on A. 

The hypocycloids corresponding to these generating circles are 
straight lines or radii of the pitch circles. Hence, to complete the 
curves for the acting surfaces of the teeth, it is only necessary to 
draw the radii from the points a^ , 6^ , &c. 

Teeth with radial flanks are thinner at the roots than at the 
pitch circle, and if the wheel is small and has few teeth, it is not 
diflicult to see that such teeth may exhibit comparative weakness 
at the roots, the very place where they should be strongest. With 
ordinary sized wheels, this need not present any serious obstacle, 
since the thickness at the roots may be increased by simply putting 
in fillets between the straight flanks and the root circle. 
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Back having Teeth with Radial Flanks.— -In carrying out the 
above idea for the case of a rack and pinion, we notice that the 
generating circle to be used in describing the faces of the teeth on 
the pinion must have a diameter equal to that of the radius of the 
pitch " circle " of the rack. But since this latter " circle '* has an 
infinite diameter, it follows that the diameter of the generating 
circle just referred to must also be infinite. Now, we have already 
shown that the epicycloid traced out by a generating circle of 
infinite diameter is an involute of the hose or pitch circle^ outside 
which this generating circle is supposed to roll. Hence, the faces 
of the teeth on the pinion must be involutes of its own pitch circle. 
The faces of the teeth on the rack are cycloids described by a 
generating circle, having a diameter equal to the radius of the 
pinion. 



.cji.-^^ 




PITCH LINE OF RACK 
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Pinion having Teeth with Involute Faces and Radial Flanks. 
Rack having Teeth with Cycloidal Faces and Straight Flanks. 

The principle of construction for this case will be understood 
from the left-hand figure above. The complete teeth are represented 
by the right-hand figure. 

It must be carefully borne in mind, that the form of the acting 
surfaces of the teeth on the one wheel, determines the necessary 
form of the acting surfaces of the teeth on the other wheel* in gear 
with it. In the case of cycloidal teeth, the only necessary con- 
dition to be observed in their construction, in order to insure 
correct working is, that the same generating circle be used in 
describing the faces of the teeth on the one wheel as that used in 
describing the flanks of the teeth in the other. This condition is 
clearly fulfilled in the two particular cases just considered. 

Practical Method of Drawing Involate Carves for the Faces of 
Teeth on a Pinion. — The following is a simple practical method of 
drawing the involute curves for the faces of the teeth on the pinion, 
gearing with a rack having teeth with radial flanks. 

D B is a drawing board, having a sheet of drawing paper, D P, 
fixed to it. Draw on the paper, full size, an arc, P C, of the 
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pitcli circle of the pinion. Having made a template, T, of wood 
with a convex, edge, struck with a radiiiB equal to that of the pitch 
circle of the pinion, fix it to the board with this edge coinciding- 
with P <J, as shown by the figure. Next take a lath, L, of wood, 
having one of ita edges perfectly straight, and carrying a smalt 




Pkaotical Method of Deawiso Involute of Pitch Cieclb. 
Indu to Pabts. 
D B represents Drawing board. I T represents Wooden template. 

DP „ Drawing paper. L ,, Wooden lath. 

PC ,, Pitcli circle of wheel. | P ,, Tracing x>oint. 

pencil 01- needle, P, projecting from the straight edge. Let the 
straight edge of L be placed against the convex edge of T, and let 
the point P coincide with the point a, from which the curve must 
start. Now allow the lath to roU on the edge of T, so that the 
straight edge of L will always form a tangent to the pitch circle, 
cai-e being taken not to allow any slipping dui-ing the pi'ocess. By 
this means, the point P will describe a curve which will be an 
involute of the pitch circle, P C. An arc of a circle can now be 
drawn, which will approximately coincide with the involute arc so 
foand, and then the curves for the faces of the teeth may be 
set out. 

Second Farticnlar Case — When the Hypocycloid is a Point — 
Pin Wheels. — We have already shown that the hypocycloid degen- 
erates to a point when the diameter of the generating circle is 
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eqiml to that of the base circle inside which it rolls. Hence, if 
the diameters of the generating circles be taken equal in wze to 
the respective pitch circles of a pair of wheels intended to gear 
together, it is clear, that the teeth on both wheels will possess 
the peculiar property of having no flanks. In this particular 
case, the teeth on one of the wheels must, theoretically, be mere 
points. In practice the teeth must have some magnitude, and 
consequently we find pins instead of mere points. A wheel of 
this description would be called a pin wJieel, and consists of a 
series of pins projecting from the face of a circular disc, as shown 
by the following figures. When the pins are fixed between two 
discs vve then obtain what is called a lantern wheel; a form of 
wheel now rarely used, except in clock and watch mechanism. 





Pin Wheel. 



Lantebn Wheel. 



The problem now before us is, given a pin or lantern wheel, to 
describe the teeth on another wheel which shall work accurately 
with it. 

We shall first suppose the pins to have no diameter, in other 
iieords, to be mere points. 





Method of Dbawino Teeth on a Wheel to Gear with a Pin Wheel. 
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Let A be the centre of the pitch circle upon which the required 
teeth have to be described, and B the centre of the pin wheeL The 
generating circle, G, used for describing the faces of the teeth on 
A, m.ust be of the same size as the pitch circle, B. The shape of 
the complete teeth on A is shown by the figure on the right-hand 
side, from which it will be seen that the teeth have no flanks. 

To complete the problem we must modify the above figure on 
the right-hand side to suit the actual case when pins of definite 
diameter are substituted for the points on the wheel B. Having 
fixed upon the diameter of the pins, draw circles to represent 
these round the pitch circle, B, as shown. At the points of inter- 
section of the dotted epicycloids with the pitch circle, A, dra^ the 
small arcs inward (with a 
radius equal to that of the 
pins), to represent the re- 
cesses into which the pins 
enter when approaching the 
pitch point, p. Then draw 
curves from the ends of 
these small arcs parallel to 
the dotted epicycloids as 
indicated, the distance be- 
tween the parallel curves 
being half the diameter of 
the pins. 

It should be noticed, how- 
ever, that the parallel curves 
so drawn are very approxi- 
mately epicycloids traced by 
a generating circle equal in 
size to the one used in de- 
scribing the dotted curves. 
Hence, it is only necessary 
to draw from the ends of 

the small circular arcs, epicycloids with a generating circle equal 
in diameter to that of the pitch circle, B, and these will represent 
the working faces of the teeth on A. 

Fins are always placed on the Follower. — When one of a 
pair of wheels in gear has pins instead of teeth, it is the practice 
to place the pins oil that wheel whicJi is to he the follower. The 
reason for this will be apparent when we remember what has been 
said regarding the friction between the teeth during the arcs of 
approach and recess. The friction during the arc of approach is 
said to be greater than that during i*ecess, and if this be the casCi 
it follows, that the arc of approach should be as small as possible, 

17 




Tbeth to Gear with a 
Pin Wheel. 
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Now, in tbe arrangement just considered, wherein the teeth have 
no flanks, it is clear that there will be no arc of approach or no 
arc of recess according as the pin wheel is the follower or the 
driyer. If the pin wheel be the follower, the whole of the action 
between the teeth on A and the pins on B will occur after the 
line of centres — i.e., during the arc of recess. If B becomes the 
driver, then the whole of the action takes place during the arc 
of approach. This latter arrangement should therefore not be 
adopted. 

Rack and Pinion. — Sometimes we find either a rack or its pinion 
fitted with pins instead of ordinary teeth. In any case, however, 
the above rule must be attended to — viz., the pins cUvxtys to be 
placed an the foUower. Hence two cases arise — (1) the pinion 
may drive the rack, or (2) the rack may drive the pinion. 

(1) Suppose the Pinion to Drive the Rack, — In this case, the 
pins must be placed upon the rack. Now the pitch line of a 
rack has been stated to be part of a pitch circle of infinite radius, 
and since the faces of the teeth on the driver are supposed to be 
described by a generating circle having the same diameter as 
the pitch circle of the follower, it follows that this generating 
circle must also be of infinite radius. Hence, the curves for the 
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Penion in Geab with Hack Fitted with Pins. 

faces of the teeth on the pinion will be involutes of its own pitch 
circle. 

The principles of construction in this case will be nnderstood 
from what has preceded and by a reference to the accompanying 
figures. 

(2) Suppose the Hack to Drive the Pinion. — In this case, the 
pins must be placed upon the pinion. Hence, the faces of the 
teeth on the rack must be described by a generating circle, G, equ>al 
in diameter to that of the pitch circle of the pinion. The curves 
for the faces of these teeth will thus be cycloids. The method 
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of descnbing these as well as their appearance when complete 
will be easily understood from the £gare. 



C AHCLS 




Pin Wheel in Gear with a Race. 



Disadvantage of Pin Wheels. — Pin wheels are now seldom used, 
except in clock and watch mechanism, owing to a practical dis- 
advantage which they possess — ^viz., that the wheels required to 
gear with them have to be specially designed, and these latter can 
only be geared with one particular size of pin wheel, and with no 
other kind of toothed wheel. 
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Lecture XIIL— Questions. 

1. Explain the terms "pitch" (circular and diametral), "pitch circle," 
and "pitch point" as appUed to toothed gearing. State the relation be- 
tween the circular and diametral pitches. 

2. Explain, by aid of sketches, the meanings of the terms "face," 
"flank," "addendum," and "clearance" as applied to toothed gearing. 
State the usual proportions for the addendum and clearance (side and 
bottom) in terms of the pitch. What is the effect of clearance on the 
action of the teeth ? 

3. What is meant by the pitch of a tooth in a spur wheel ? What are the 
usual forms of teeth and how are they described ? Sketch two consecutive 
teeth of a spur wheel, and give the relative proportions of the different 
parts of a tooth in terms of the pitch. 

4. Design by any method you know the tooth of a spur wheel— pitch 
= 2 inches ; diameter = 7 inches ; and show by dimensions the correct 
proportions. (C. and G. of L. Mech. Eng. Hons. Exam., 1891.) 

5. What is meant by the teim arc of action ? State the usual length of 
arc of action in terms of the pitch. 

6. Upon what principle are teeth of wheels of the epicycloidal and hypo- 
cycloidal form constructed ? Show under what conditions they will work 
properly. What is to be done in order that any wheels of a set may work 
accurately together ? (S. and A. App. Mechs. Hons. Exam., 1893.) 

?• In forming the teeth of wheels, the geometrical condition is that the 
common perpendicular to the surfaces of two teeth in contact shall always 
pass through the point of contact of the pitch circles of the wheels. Write 
out a proof of this general proposition. (S. and A. App. Mechs. Hons. 
Exam., 1889.) 

8. Give the theory for constructing teeth of wheels with radial flanks 
which shall work accurately together, the distance between the centres of 
the pitch circles of two such wheels being 24 inches, and the required 
velocity-ratio of the wheels 3 to 1, find the diameter of the rolling circles 
for describing the teeth of each wheeL (S. and A. App. Mechs. Hons. 
Exam., 1885.) Ans, 18 ins. and 6 ins. 

9. A toothed spur wheel is 4 inches pitch. Sketch a tooth and mark on 
it suitable dimensions. Draw accurately a suitable curve for such a tooth, 
taking the pitch line straight as in a rack, and using a describing circle of 
5 inches radius. (S. and A. Mach. Const. Hons. Exam., 1882.) 

10. What geometrical condition must be satisfied by the acting surfaces 
of the teeth of a pair of wheels in order that the velocity-ratio communicated 
may be constant ? Show that this condition is fulfilled by epicycloidal and 
hypocycloidal curves. 

11. Show, by sketches, what cycloidal curves should be used or approxi- 
mated to in the faces and flanks of the teeth in the following cases: — 
{a) Pair of wheels in external contact ; (6) Pinion and rack. It is only 
necessary to mention the proper curves, without attempting to draw them. 
(S. and A. Mach. Const. Hons. Exam., 1883.) 

12. Define, and show roughly by sketches, the following curves : — The 
cycloid, epicycloid, hypocycloid, and involute. Mention one proi)erty of 
those curves which make them so useful for engineering purposes. Discuss 
the various particular forms assumed by those curves under particular 
circumstances, and state some of their applications. 
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13. Describe the form of Gee's patent wheel teeth, and mention what is 
their advantage. (S. and A. Mach. Const. Hons. Exam., 1883.) 

14. In wheels with pins for teeth the pins are always placed npon the 
follower ; will yoa explain this ? What are the chief disadvantages of pin 
wheels ? 

15. A toothed wheel drives a pin wheel ; investigate the proper form for 
the carves of the teeth. The diameter of each pin being known, how do 
you proceed to set out the teeth, preserving their theoretical outline? 
Sketch the necessary diagram. (S. and A. App. Mechs. Hons* £xam.» 
1888.) 
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LECTURE XIV, 

Contents.— Path of Contact with Cycloidal Teeth— Obliquity of Reaction 
— Length of Cycloidal Teeth for given Arcs of Approach and Recess- 
Calculation of the Length of Cycloidal Teeth — Examples I. and II. — 
Diameter of Generating Circle — Least Number of Cycloidal Teeth to 
be placed upon a Wheel — Cycloidal Teeth for Wheels with Internal 
Contact — Path of Contact with Internal Gearing — ^Formulae for Length 
of Teeth of Internal Gearing — Questions. 

Path of Contact with Cycloidal Teeth. — Let the accompanying 
figure represent portions of two pitch circles with their addendum 




DRIVER 



circles and generating circles, G^, Gj. Fi-oni the figure, it will be 
seen that contact between two teetli begins at a^ and terminates 
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at b^y the points o^ and b-^ being determined by the intersection 
of the addendum and generating circles. During motion the 
point of contact of the pair of teeth in question travels along the 
curve, a^pb^y which is made up of the arcs, a^p, pb^, of the iiwo 
generating circles, G^, Gj. 

Definition. — The path a^pb^, along which the point of contact 
of a pair of teeth moves, is ccdled the Path of Contact. 

The whole path of contact is divided at the pitch point, p, into 
two parts called, respectively, the Path of Approach, a^p, and the 
Path of Becess, p b^* 

If the direction of motion of the wheels be reversed, then the 
path of contact will be a^pb^ 

The path of contact in the case of cycloidal teeth is always 
circular, but in some forms of teeth, for example involute teeth, 
the path of contact may be a straight line, l^he student should 
examine all the preceding particular cases and ascertain the nature 
of the path of contact. He will then see that in teeth with, in- 
volute faces part of this path is a straight line. 

Obliquity of Reaction. — We have seen that (neglecting friction) 
the direction or line of action of the mutual pressure, or reaction, 
between a pair of properly constructed teeth in contact always 
passes through the pitch point, p. The angle which this direction 
makes with the common tangent to the two pitch drclea at their 
point of contact is called the Obliquity of Reaction. Thus, in the 
previous figure, the direction of the mutual pressure or reaction 
at the beginning of contact of a pair of teeth is along a^ p, and 
at the end of contact along pby The obliquities of reaction at 
these two particular points are denoted by the angles o^^^M, 
b^p'N respectively. When the point of contact of the teeth 
reaches the pitch point, p, the direction of the reaction is along 
M N, the common tangent at p, and at this point the obliquity is 
zero. Thus, the obliquity of reaction in the case of cycloidal 
teeth, varies from a maximum at the begi];ining and end of contact 
of a pair of teeth, to zero at the pitch point. With such teeth, 

*The student must carefully distinguish between the terms path qf 
contact and arc of contact. The latter term refers to the arc on either 
pitch circle turned through by that pitch circle during contact of a pair of 
teeth, while the former refers to the a^ual paih traversed by the point of 
contact during the same period. Nevertheless, it should be noticed, that 
with cydoidUU teeth : — 

Length of arc of approach, ep or gp =s: length oij>a^ of approach, aip» 
„ arc of recess, pf or ph = „ path of recess, p bi. 

•othat: — 

Length of arc of contact = length of path cfemUact* 
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the maximum obliquity should never be allowed to exceed 30*. 
In tboee teeth of which the path of contact in a straight 1in«^ 
the obliquity remaiDB constant during contact, and should never 
exceed about 15°. 

Length of Cycloidal Teeth for given Arct ol Approach and 
BeceSB.^When the arcs of approach and recess are given foe a 
pair of wheels, we can then determine the lengths to be given to 
the teeth on the two wheels respectively. Beferring to the last 
figure, let arcs p e, pf represent the given lengths of the arcs of 
approach and recess respectively. On the given generating circles, 
Gj, Q^, cut off the arcs p a^, p b,, equal in length respectively to 
p e, pf. Through the points a^, Oj draw the circles Ad Cat Ad C^, 
about the centres B and A respectively. These are the addendum 
circles for the two wheels. Aiter making allowances for bottom 
clearance, the root circles, B C^. B Og, can be drawn. From this 
construction, the sizes of the teeth on the two wheels can be 
determined. 

Calcnlation of the Length of Cycloidal Teeth.— We shall now 
show how the previous problems may be solved by calculation. 

In the accompanying figure, let wheel A be the driver, B the 
follower, and G„ Gj the generating circles. Then apb is the 
path of contact. 

Let Bj = Radius of pitch 
circle, A. 

„ r, = RadiuHof circle, Q J, 
used in describing 
V ^craofteethonA. 

„ !j 3 Addendumofteeth 
on A 

„ 6, ^ = Maximum obliqui' 
ties of action dur> 
ing approach and 
recess respec- 
tively. 

„ a, 3 = Lengths of arcs of 
approach and re- 
cess respectively. 



Then, aince Path o/ approach or receee = Are of approach or reeeit. 
a = arc ap ; and jfl — arc p b. 

Join A b, G, b, C b, and p b. Drew A H perpendicular to bp 
produced. Then clearly, .^^p A.'B. = .^pCb ^ .^bpH = p. 
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Since 6 A H is a right angled triangle, we get : — 

A 62 = A H2 + H 62. 

But, A 6 = R| + 6^. 

A H = Rj cos (p. 
And, H 6 = Up + pb = Rj sin f + 2 r^ sin 9. 

(Ri + d^f = R?cos2 ^ + (Rj + 2 ri)2 sin2 <p. 
.\ B? + 2 R^ a^ + a? = R? (cos2 <p + sin2 ^) + 4 (R^ + r^)r^ sin2 (p. 

2Ri(5i + aj = 4(Ri + ri)rism29 (I) 

Also, Arc p b - r^ x 2 f . 

i.e,, /8 = 2 Ti 9. 

Or, (p = 






(11) 



Similarly, if Rg, rg, ^2 ^PP^J ^ *^® follower, B. 

Then, 2K2d2 + 53 = 4(R2 + r2)r28in2 6 . . . . (!«> 

And, a == 2 Tg ^ ) 



(Ila) 



2 

From these equations the addenda of the teeth on the two wheels 
can be calculated, if we know the sizes of the generating cii*cles and 
the arcs of approach and recess. 

When the wheels are large we may neglect d^ in equations (I) 
and (la), since this quantity will be small compared with R, and 
we get the approximate formulse : — 

a, = 2(1 + ^AriSin2p' 

And, d,=^2{l + -^y^smU \ 

Again, the sizes of the generating circles are generally stated in 
terms of the size of the pitch circles inside which they roll. 

Hence, let : — r^ = mg Rg, ^2 ~ ^1 -^i" 

Where m^ and Wg are fractions seldom greater than one-half. 

Then, equations (I) and (III) become : — 

2B.^8^ + a? = 4/n2(Ri + /W2 Ro) ^2 siJ^V l ny) 

2R2a2 + a« = 4/ni(R2 + /WiRi)Ri8m2n 

Or, approximately, a^ = 2 /Wj (l + p ^ j R2 8in2 (p | 

a, = 2/ni(l + Mi)RiSm«^J 
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Let p = Pitcb of teeth on wheels. 
„ nj, Wg = Number of teeth on respective wheels. 

Then, Ei = ^. R^ = ^- 

And we get the following final equations : — 

-T /ijp 5^ + cr2 3J = /Wg (/7i + /Wg Wg) n^p^ sin2 9 ) .yj. 
irn2P^2 + ^^35 = /Wi(/i2 + /Wi /7i) /?! ;>* Bm2 ^ J * ^ 

Or, approximately, 

cr /7i ^1 = /W2 (A7i + /W2 /I2) /72iD 8in2 ^ ) ,yjjv 

^/?2^2 = 'Wi(''2 + 'Wi/?i)/?i;>sin2^ / '^ ^ 

And, cr a = /Wi /7i p ^ I TVIII) 

^/3 = m2nopf>) ^ ^ 

We would recommend the student to use equations (I) and (II) 
in working out problems, instead of attempting to remember all 
the above particular forms which they assume. 

Example I. — The flanks of the teeth of a pair of wheels are 
radial. The number of teeth on the wheels are 21 and 120. The 
addendum to each wheel is ^^ pitch. Find the lengths of the arcs 
of approach and recess, supposing the small wheel to be the driver. 

3 

Answer. — Here Wj = 21 ; Wg = ^^0; 5^ = 83 = yr^p. 



« • 



R, = 



10 



1 ~ 2ir ~ 2t' 
And R - ?2 ?. _ 120p 

Since the flanks are radial r, = ttK? = , • 

And . ^n ^^P 

And, r^»_R^ = __, 

From equation (I), we get : — 

2 Ri ^1 + d] = 4 (Ri + r^ r^ sin^ f. 

•• "^ 2cr ""To 

• • tq : + — TT)() — ~ 162 X, 60 sin* p. 

sin .f> = -0652. 
Or, f = 3i*, nearly = -065 radian. 



D 100 V2ff45ry 4ir'^ 
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Hence, Arc of recess = /3 = 2 r^ p 

„ = 2 X -j-^ X -065 = 1-25 p, nearly. 



sin2 ^^ 



Kext, to find the arc of approach. 
From equation (1^ ), we get : — 

2 Kg ^2 + ^2 = 4 (R2 + r^) rg sin2 I 

. mp 3p 9p^ fl20p 2lp\ 21p^, 

• * ^ ^ ~2V -^ To "^ Too = ^ \2ir + T^J T^ 

,-. 2 X 12 X 3 X 2cr+ ^ \^^q^ = 261 x 21 sin2 ^. 

sin ^ = -2885. 

6 = 16f° nearly = '292 radian. 

Hence, Arc of approach = a = 2 rg ^ 

21 » 
„ = 2 X -j-^ x -292 = -976 p, nearly. 

Had we neglected 6^ in the above solution, and taken the ap- 
proximate formulae (III), we would have got : — 

sin <p = -0638, instead of -0652. 

Now the difference in those two angles is only about 5 minutes, 
the Erst sine corresponding to an angle of 3° 39', the second corre- 
sponding to an angle of S** 44'. 

Again, the exact value of ^ is 16° 46', while the approximate 
value (neglecting d^) would be 16** 42'. 

Had we, therefore, assumed the approximate formulae the results 
would practically not have been different from what we have just 
obtained. 

Example II.— In Example I.,, find the addenda, when the arcs 
of approach and recess are each equal to half the pitch. 

Answer. — Here, a = fi ^ ^p. 

From equation (11^ ), we get : — 

1 

2^2 ^- 217" 2"r 

^ X ^ 
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And from II, 
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= 21 ' 


180 ^ 


= 8** 34'. 




sin i 


= -ua 


1 






9 
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2 X 


120 p 

4t 


120 


9° 


rr 

= 1 on 


180 
X - - 


= r30'. 





Or, sin f = -0262. 

Hence, taking the approximate formulae (III)i we get : — 

J, - 3 (l * J ) r, nrf f 

Similarly, ^2 = ^ [^ + xt) ^2 ^^^^ ^' 

In this example we might have further simplified our calcula- 
tions by writing sin ^ = 6 and sin 9=9, since these angles are 
very small. Doing this and combining equations (I) and (II), we 
get the following approximate formulae : — 

Substituting for a, /8, R^, Eg, r^ r^, we get : — 

*^ = MT20^-^2T^J n?) =•**"' 

which are exactly the same results as before. 

Diameter of Generating Circle. — We have already had instances 
of the effects produced on the form of cyloidal teeth, by the size 
of the generating circle employed. We have seen that if the siase 
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of the generating circle be half that of the pitch circle inside which 
it rolls, the flanks of the teeth so described are radial. If the 
generating circle be larger than this, the flanks described by it 
will be undercut and com- 







Influence of Sizb of Generating 
Circle on the Form of Teeth. 



paratively weak at the 
roots. The accompanying 
figure illustrates the in- 
fluence of the size of the 
generating circle on the 
form of the teeth. The 
flanks of the teeth, A, B, 
and C, are described by 
generating circles, having 
respectively diameters less 
than, equal to, and greater 
than the radius of the 
pitch circle. From these 
figures it is evident that 
the generating circle em- 
ployed in describing the 
flanks of the teeth on a 
wheel should never have 
a diameter greater than 
half that of the pitch circle 
of the wheel. 

If a set of wheels, such as the change wheels for a screw- 
cutting lathe, have to gear together in diflerent arrangements, it is 
clear that the same generating circle must be used for describing 
both faces and flanks of the teeth of every wheel in the set. This 
being the case, it follows from what has been said above that the 
diameter of the generating circle employed in describing the faces 
and flanks of the teeth of a set of wheels must not be greater 
tiian half that of the pitch circle of the smallest wheel in the set, 
otherwise the flanks of the teeth on the smallest wheel would be 
undercut and weak at the roots. "^ Since it is desirable to have as 
large a generating circle as possible, it is usual to construct the 
teeth on the smallest wheel with radial flanks. T/ie size of the 
generating circle must then have a diameter eqital to the radius of 
the smallest toheel in the set. 

Least Number of Gycloidal Teeth to be placed upon a Wheel. — 
It has been pointed out, that with any pair of wheels gearing 
together, titere should never be fewer than two pairs of consecative 

* Cases are not wanting where the flanks have been described by a 
generatiDg circle larger than the radius of the pitch circle ; but in suck 
cases fillets are made at the roots in order to strengthen the teeth. 
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teeth in action at any time, and, further, that the maximum 
obliquity of reaction should never exceed 30", in the case of 
cycloidal teeth. These conditions being premised, it is easy to 
determine the least number of teeth which must be placed upon 
the smallest wheel of a set. 

Let A be the centre of the pitch circle of the smallest wheel in 
the set ; G the generating circle, the diameter of which is half that 
of pitch circle, A. 

Let contact between a pair of teeth begin at a, then .^ ap'S 

= 30°. When one pair of teeth are in contact at a, the preceding 

consecutive pair will be in contact at the pitch point, p. Make 

arc pe = arc p a. Then, in this case, pei^ the arc of approach, 

and is equal to the pitch of the teeth. Join A e. This line will 




Least Numbeb of Cycloidal Teeth on a Wheel. 

pass through the point a; hence, it is easy to see that ^^ p A ti 
^ .^apN = 30°. We then get :— • 

Arc pe = arc of 30** on pitch circle A, 

„ = j\ ^^ circumference of pitch circle A. 
But arc pe = pitch of teeth, 
.\ Pitch of teeth = -Jg- of circumference of pitch circle A, 

i.e, the least number of teeth on the smallest wheel of a set must 
be 12. 

In a similar way, it can be shown that the least number of pins 
to be placed upon a pin or lantern wheel is 6. 

Cycloidal Teeth for Wheels with Internal Contact. — Let A be 
the centre of an internal toothed wheel ; B the centre of a pinion 
gearing with wheel A. The faces of the teeth on A and the flanks 
of the teeth on B are described by the same generating circle, G^, 
while the flanks of the teeth on A and the faces of the teeth on B 
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are described by the generating circle Gg. Since the faces of the 
teeth on an internal toothed wheel lie inside the pitch surface, 
and the flanks outside the pitch surface, it is clear that the curvea 
for the former are arcs of hypocycloids obtained by rolling G^ inside 
the pitch circle A, while the curves for the flanks are epicycloids 
obtained by rolling Gg outside the pitch circle A. Hence, the 
curves for the faces of the teeth on A and the flanks of the teeth 
on B are hypocycloids, while the curves for the flanks of the teeth 
on A and the faces of the teeth on B are epicycloids. The size of 
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generating circle, G^, must not exceed half that of pitch circle of 
the pinion, B, otherwise the roots of the teeth on the pinion 
will be undercut and weak. The size of generating circle, Gg, 
may be anything we like, since the curves described by it on both 
pitch circles are epicycloids. 

Path of Contact with Internal Gearing Let PC, Ad 0, and 

RO, with the suffixes A and B, denote the pitch, addendum^ 
and root circles of wheels A and B respectively. Let the pinion 
be the driver. Contact between a pair of teeth begins at a, the 
point of intersection of circles G^ and Ad C^, and terminates at 6, 
the point of intersection of circles Gg and Ad Cbj ajp6 is, there- 
fore, the path of contact. If the annular wheel were the driver, 
then the curve, a^ph^, would represent the path of contact, 
the direction of motion being the same as before. The student 
should experience little difficulty in applying all the preceding 
principles to internal toothed gearing if he has followed intelli- 
gently what has already been said regarding wheels with external 
contact. 

Formolffi for Length of Teeth of Internal Gearing. — The student 
should now prove the following formulae for internal gearing, the 
method of arriving at the results being similar to that previously 
given. 
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(1) Wlien tlie Pinion is tlie Driver. 

For Pinion:— 2 R^ a^ + aj = 4 (R^ + r^) r^ sin^ <p 

And, 2 Ti p = /8. 

For Annular Wheel, 2 Rg 5^ - a^ = 4 (R2 - rg) r^ sin^ 

And, 2r2^ = a. 

(2) TFAe/i tlie Pinicnc is tite Follower. 
For Pinion:— 2 R^ a^ + 5^ = 4 (R, + rg) r^ sin^ ^ 

And, 2 r2 ^ = a. 

For Annular Wheel, 2 R^ a^ - aj = 4 (R^ - r^) Ti sin^ p 

And, 2ri9 = /3. 

The various symbols have the same meanings as before. 




Annular Whbel and Pinion ^^TH CrcLOiDAL Teeth. 
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Lecture XIV.— Questions, 

1. Distinguiah between the terms arc of approach or recess and paAh of 
approach or recess. Given the pitch circles of a pair of wheels, sizes of 
venerating circles, and arcs of approach and recess, show by a construction 
how to set out the path of contsuct. 

2. Upon what principle are teeth of wheels of the epicycloidal and hypo- 
cycloidal form constructed ? Show under what conditions they will work 
properly. What is to be done in order that any wheels of a set may work 
accurately together? (S. and A. Hons. Exam., 1893.) 

3. In the consideration of the form suitable for the teeth of spur wheels, 
state : — (a) What geometrical condition should be satisfied as to the position 
of the common normal at the point of contact of two teeth, and explain 
why that condition should be satisfied ; (&) within what limits it is desirable 
to keep the obliquity of the line of action of the pressure between two teeth, 
and wh^r within those limits ; (c) the least number of pairs of teeth which 
it is desirable should be engaged at the same time. Explain also (d) why 
it is undesirable that the action between two teeth should extend far from 
the pitch point. By a graphical construction, determine the arc of action, 
and the greatest obliquity of the line of action of a pair of cydoidal teeth, 
according to the following data, and state how many pairs of teeth will be 
in action at the same time : — Pitch of teeth = 2 inches ; number of teeth in 
wheels = 30 and 50 ; diameter of rolling or describing circles = 8 J inches ; 
addenda of teeth = f inch. (S. and A. Mach. Const. Hons. Exam., 18^.) 
Ans, 4 inches; 13 '5*"; 3. 

4. Show by construction how you would determine the correct form for 
the teeth of a spur wheel 4 feet in diameter. The diameter of the smallest 
wheel in the train beiDg 8 inches, what sized rolling circle would you use ? 
(C. and G. Mech. £ng. Ord. Exam., 1892.) Ans, 4 inches. 

5. A pair of wheels have 25 and 130 cycloidal teeth respectively. Find 
the addendum of each wheel, that the arcs of approach and recess may each 
be equal to the pitch, the flanks being radial. Ans, 'VJ p ; *28/9. 

6. The diameter of the pitch circle of an annular wheel by means of 
which a water-wheel communicates motion to a mill is to differ as little as 
possible from 24 feet. The pitch of the teeth is to be 4 inches. Find actual 
diameter and number of teeth. If the velocity of the periphery be 5^ feet 
per second, and the pinion in gear with the wheel is required to make 30 
revolutions per minute, find the necessary diameter of the pinion and the 
number of teeth. Again, if both faces and flanks of all the teeth be de> 
scribed by a constant generating circle 12 inches in diameter, find the arcs 
of approach and recess, the addendum of both wheels being 1^ inches. 
Am. 23*98 ft.; 226 teeth; 3*5 ft.; 33 teeth; a = 3*42 ins.; /3 == 3*96 ins. 
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LECTURE XV. 

CoirrBNTS.->Involate Teeth— Size of Base Circle to be employed — Length 
of Involute Teeth for given Arcs of Approach and Recess— Calculation 
of the Length of Involute Teeth — Least Number of Involute Teeth to be 
placed upou a Wheel — Rack, and Pinion with Involute Teeth — Wheels 
with Involute Teeth and Internal Contact— Calculations for Involute 
Teeth with Internal Contact — Examples I. and II. — Bevd Wheels — 
Teeth of Bevel Wheels — Mortice Wheels — Gear Cutting Machine — 
Questions. 

Involute Teeth. — In a previous Lecture we have shown that 
an involute curve is a particular case of an epicycloid, and with 
those particular conditions we have had instances of teeth with 
involute faces. But no case has yet l»een considered wherein both 
faces and flanks are involute in form. Involute teetli — i.e., those 
forms of teeth whose faces and flanks are described by involutes of 
circles — possess certain peculiar properties, and on that account 
may be studied as a class independent of all other forms. 

In this Lecture, we shall first show that the involute form of 
tooth satisfies all the primary conditions for correct working, and 
we shall thei*eafter explain its unique properties. 

In order to properly understand what follows, we shall first 
explain how an involute curve can be drawn. 

Let C represent the centre of a thin pulley with a fine string 
wound round its circumference. Fix a sheet of drawing paper to 

one of the faces of the 
pulley, and tie a pencil, P, 
to the free end of the 
string. By keeping the 
string taut and unwind- 
ing it from the pulley, the 
pencil at P will tmce on 
the drawing paper the in- 
volute, A P. 

For our present purpose 
it is much better to con- 
ceive the curve described 
in the following manner : — 

Let the pulley and its attached paper be capable of turning 
round C as an axis. Take hold of the pencil, P, and pull 
it along the straight line, BP. By this means the pulley and 




How TO Tbac£ an Involute Curve. 



Tracing the curves for involute teeth. 



277 



paper ivill be made to rotate about C, while the pencil will trace 
out the involute, A P, on the moving paper just as before* 
Similarly, if the string be wound on to the pulley, by rotating the 
pulley and the paper, the pencil will retrace the curve P A, if P 
be made to move in the direction, P B. 

The circle of which the curve is the involute is called the hcise 
circle. 

In the next tigure, let the dotted circles represent the pitch 
circles of a pair of wheels in gear. 

With A and B as centres, 
describe the circles CaE, 
D 6 F, of such sizes that 

AO :BD = ApiBp. 

These are the base circles 
for the pair of wheels. 

Kow imagine these base 
circles to represent pulleys 
over which a crossed string, 
CDFE, is stretched. Then, 
clearly, the motion trans- 
mitted by means of these 
pulleys and the crossed 
string will be identically 
the same as that obtained 
by the rolling of the pitch 
circles. 

Suppose a sheet of paper 
to be fixed to pulley. A, 
and capable of i-otating 
with it. Then a pencil, P, 
anywhere on the string, 
C D, will, during rotation in the direction shown, describe the- 
involute, a P, on the rotating paper. The curve, a P, is an< 
involute to the base circle, CaE. Similarly, by supposing a 
sheet of paper to have been fixed to pulley, B, the pencil 
would have, simultaneously described the involute, & P, to the base 
circle, D 6 F. 

The two involutes, aP, 6P, being simultaneously described 
by the tracing point, P, will always be in contact at that point, 
and have a common normal, C D. The locus of P is C D, and 
therefore the common normal always passes through the pitch 
point, p. Hence the principal condition for the curves of all 
properly-constructed teeth is satisfied by involutes traced in the 
above manner. 




Tracing the Curves for Involute. 

Teeth. 
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By fixing a pencil to the string, E F, and proceeding as before, 
the curves for the opposite working surfaces of the teeth can be 
drawn. 

To complete the curves representing the working surfaces of the 
teeth, it is only necessary to describe the addendum and root 
circles ; the parts of the involutes intercepted between these circles 
will represent the acting surfaces of the complete teeth. 

The following properties of involute teeth should be noted : — 

(1) Both face and flank of cm involute tooth form one continiums 
curve. 

On this account it will be much easier to set out the curves for 
involute teeth than for cycloidal teeth, since, in the latter, the 
curves for face and flank are always of opposite convexity. 

(2) With involute teeth the centres of the wlieela can he poshed 
further apart or brought closer together toithout affecting their 
velocity-^atio or smoothness of action. 

This is a most valuable and unique property of such teeth. 
The reasons for this property will be apparent from an inspection 
of the previous figure. Pushing the wheels further apart, or 
bringing them closer together, alters the sizes of the pitch circles 
-without altering their ratio, but does not alter the sizes of 
"the base circles, and, therefore, does not affect the curvature of 
the involutes. It does, however, affect the direction of the normal 
thrust between the teeth. The direction of this thrust is always 
along the common tangent to the base circles. More will be said 
^bout this immediately. 

(3) All wheels with involute teeth of equal pitch and obliquity of 
{jtction work accurately unth each other. 

The reasons for this will also be apparent from what has just 
been said. 

From the above properties it will be seen, that involute teeth 
are singularly well suited for most purposes, and in our opinion it 
would be well if engineers would universally adopt this form, and 
thus save endless expense and trouble in patterns, &c. As matters 
now stand, each maker of toothed wheels has his own method 
of constructing the teeth ; the result being, that the wheels of 
one maker will not work correctly, nor approximately correct, 
with those of equal pitch by other makers. The sai;ne state of 
affairs with regard to screw threads existed prior to the estab- 
lishment of a standard thread by the late Sir Joseph Whit worth. 
At that time, if the nut of a bolt were lost, it was ten chances 
to one if another could be found to fit it, with the result that 
many ^ood bolts had to be thrown into the scrap heap for want of 
nuts. The nuts, too, were of all sizes, even for the same size 
of bolt, and as a consequence every fitter had to be supplied 
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with a mnltitnde of spanners whenever he had a series of bolts to 
deal with. 

One objection which has been urged by some engineers against 
involute teeth is the normal thrust between the teeth, which is 
always constant in direction, and, being oblique to the common 
tangent at the pitch point, 
tends to push the wheels 
out of gear. We are of 
opinion, however, that too 
much importance has been 
attached to this.; for, if 
the obliquity of reaction 
be kept less than 15°, no 
very serious results will 
follow. With cycloidal 
teeth, the obliquity of re- 
action varies from zero, 
when the pair of teeth are 
in contact at the pitch 
point, to a maximum, when 
the teeth are just begin- 
ning or just ending con- 
tact. 

Size of Base Circle to 
be employed. — ^We have 
shown that the line of 
action of a pair of involute 
teeth in contact is always 

along a common tangent gigj. q^ base Circle itor Involute 
to the base circles. The Teeth. 

direction of the mutual 
thrust, or, in other words, the obliquity of reaction, is constant. 




Let 



>> 



» 



» 



II = Thrust between a pair of teeth in contact. 
6 = Obliquity of reaction = .^ Dp'N, 
K^ Hg = Badli of pitch circles, A and B. 



^'-2 = 



» 



base 
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Then, 



Component of R along M N = R cos ^. 
Component of R along A B = R sin tf. 



The former of these represents the effective pressure causing 
motion, while the latter tends to throw the wheels out of gear, and 
has, therefore, to be resisted by the bearings at A and B. To 
reduce this separating force to a minimum, 9 must be made as 
small as possible. In practice, 9 never exceeds 14^* or 15^ 
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Taking & at 15*, we can easily calculate the size of base circle 
for any given size of pitch circle. 

Referring to the above figure, we see that : — 



Hence, 



But, 



« • 



r^ = Rj cos 6, 
^2 ~ ^2 ^^^ ^• 
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cos ^ = COS 15* = -966 or ;r-, nearly. 

65 



ri = -966 Rj 



63 
65 



Ri 



(I) 



63 



Or, Diameter of base circle = ^^ (diameter of pitch circle). 

Length of Involute Teeth for given Arcs of Approach and 
Becess. — With involute teeth the path of contact is a straight 
line, which is a tangent to the base circles. In the accompanying 
figure (which is much exaggerated for the sake of clearness) three 
pairs of teeth are shown in contact. One pair is beginning contact 




Length of Involute Teeth for given Arcs of Approach 

AND Recess. 

at 0, a second pair is in contact at the pitch point, p, while the 
third pair is terminating contact at D. Contact cannot commence 
before C, nor be carried beyond D. If, therefore, the maximum 
length of contact be utilised, then the addendum circles for A and 
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B must be drawn through the points D and respectively. After 
allowing for bottom clearance, the root circles, K C^, K Cb, can 
be drawn. 

From the figure it will be seen, that the root circles fall inside 
the base circles and are concentric with them. Now the curves 
forming the working surfaces of the teeth, being involutes of 
the base circles, do not pass beyond those base circles, and con- 
sequently those parts of the toots of the teeth lying between the 
base and root circles must be formed by some line straight or 
curved. Since, however, those parts are not portions of the 
working surfaces they are usually made straight and radial. 

If arc ep ^ arc gp — arc of approach, and arc pf=^ arc ph 
= arc of .recess, then, manifestly, e, f, g, and h are points of inter- 
section of the curves of the teeth with the pitch circles. 

We are now able to find 
the addenda of the teeth 
for given arcs of approach 
and recess ; or conversely, 
to find the arcs of approach 
and recess when the ad- 
denda of the teeth are 
given. 

. Draw the pitch circles 
for the two wheels. 
Through p draw the line 
of mutual pressure, C D, 
making an angle, 6, with 
M N. As already ex- 
plained, should not ex- 
ceed 15\ With A and 
B as centres draw the base 
circles tangential to C D. 
Along pitch circle A set 
off arc p e equal to given 
arc of approach, and on 
pitch oircie B set off arc p h 
equal to given arc of re- 
cess. Join A 6, B h. These 
mdii cut the base circles 
at c and d respectively. Then arc c w is the arc turned through 
by base circle, A, during approach, while arc ndi^ the arc turned 
through by base circle, B, during recess. 

Along C D set off ;? a = arc c m, and pb = &rc dn. Then the 
stmight line apb is the path of contact. 

Through b and a draw the addendum circles as shown. After 
allowing for clearance the root circles can be drawn in. 




To Find the Addenda of 
Involute Teeth. 
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The solution of the converse proposition should not present much 
difficulty to the student. 

Galcalation of the Length of Involnte Teeth.— Suppose wheel A 
to be the driver. 

Let Kj, Rg = Kadii of pitch circles of wheel A and B. 
^i> ^2 "= Number of teeth on „ „ 

p = Pitch of teeth, 
dp ^2 = Addenda of teeth on A and B. 
a, /3 = Arcs of approach and recess respectively. 
^ = Obliquity of mutual pressure. 

Referring to the previous figure, join A to 5,* then, AhC is a 
right-angled triangle. 



• • 



A62 = A02 + 062. 
But, A 5 = Rj + dp 

A = Rj cos 6, 
And, Gb = Cp -h pb = B,j^sin 6 + pb. 

Now, pb = path of recess 

„ = arc n c? of base circle B. 



-• • 



Arc n d Radius of base circle B 
' Arc p h ^ Radius of pitch circle B ~ 

Arc nd = /3 cos d, 

6 = Rj sin ^ + /3 cos &. 

(Ri + 3i)2 = R2 cos2 & + (Ri sin tf + ^ cos i)K 

2 Ri a^ + a? = 2 Ri /3 sin ^ cos ^ + /32 cos2 

„ = Ri/3sin2^ + /32cos2^. 



a J 



Or, 2 Ri a^ + af = (R^ sin 2 ^ + /3 cos2 ^) /3 

Similarly, 2 Rg ^^ + ^5 = (^2 ^in 2 ^ + « cos2 0) 

Generally a is small compared with R, therefore we may neglect 
^\ and we get the approximate formulae : — 

2Riai = (RiSin2tf + /8cos2tf)/8 1 
2 Rg a^ = (R2 S"l 2 ^ + aCOS2 ^) a J 

* The line A h has been ftccidently omitted, and the student should now 
draw- it on the figure before proceeding further. 
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Again, since 



K, = ^, II2 = -^-, and usually ^=15% 



sin 2 tf = sin 30° = 



1 
2 



And, 



cos* tf »= <50s2 15° = 



_ 2 + A^a 



Making these substitutions in (III), we get : — 

i ^ 2 + Va 



2 X ^ X a 



+ /3 X 



Similarlj; 



2t '^ ''1 - V2^ 

„ =(^ + 2-931/3) A 



)* 



3-732 X 3-1416\ 



Least Number of In- 
volute Teeth to be placed 
upon a Wheel. — Let A and 
B be the centres of a pair 
of wheels in gear. Set out 
the obliquity line, D, 
making an angle, 6, with 
the common tangent, M N, 
to the pitch circles. Draw 
the base circles tangential 
to C D. Then C D is the 
maximum length of path 
of contact. 

Let B be the smaller 
wheel, then pDia less than 
pC. 

Now, in order that there 
may not be less than two 
pairs of teeth in contact 
at any instant, it is clear 
that if one pair of teeth 
be just ending contact at D, 
another pair must be just 



r 



(IV) 




To fisD THE Least Kumbeb or 
Involute Teeth for a Wheel. 
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beginning contact at some point near C, while an intermediate 
pair is in contact at p. 

Let r = Radius of base circle of smaller wheel B. 
), 71 = Least number of teeth on y, ,, 

Then the minimum number of teeth on B will occur when the 
whole path pT> v& utilised and when & has its maximum value. 

Hence, w x jo D = Circumference of base circle B = 2 err. 

But, /? D = B D tan ^ = r tan ^. 

n r tan ^ = 2 cr r. 
2rr 
tan 6 

Since ^ must not exceed 15*, we get : — 

2 X 3-141G „^ _ 
" = "2679 - 2345. 

i.e,y Tlie least number of involute teeth to be placed upon a wheel 
is 24. 

Rack and Pinion with Involute Teeth. — ^When- a pinion with 
involute teeth has to gear with a rack, then the teeth of the latter 




Rack and Pinion with Involute Teeth. 

must also be involute. Now, the pitch circle of the rack is infinite 
in size, hence its base circle is also infinite in size, and, therefore^ 
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the involute corresponding to it will be a straight line« Hence, 
the face and flank of a tooth on the rack will be a straight 
line. 

Since the working surface of the teeth during contact must be 
perpendicular to the line of obliquity ; and, since this line makes 
an angle of about 15° with the common tangent to the pitch 
circles, it follows that the working surfaces of the teeth on the 
rack (being straight) make constant angles of 75** with this 
common tangent. And clearly, in the case of a rack and pinion, 
the common tangent coincides with the pitch line of the rack. 

The previous figure represents a rack and pinion with in- 
volute teeth. 

Wheels with Involute Teeth and Internal Contact. — Draw the 
pitch circles of the annular wheel, A, and its pinion, B. Let M^ 
be the common tapgent to 
the pitch circles at the pitch 
point, p. Through p draw 
the obliquity line, C/?E, 
making an angle, ^, with 
MN. 

From A and B dmw the 
perpendiculars AC, B D 
upon C E. These are radii 
Of the base circles for wheels 
A and B respectively. 

Next draw in the ad- 
dendum circles for the two 
wheels as indicated. Let 
these circles intersect the 
obliquity line in the points 
a and h respectively. Then, 
for the direction of motion 
shown in the flgure, a h will 
be the path of contact, ap the path of approach, and />& the path 
of recess. 

The preceding principles for wheels with external contact apply 
equally to the case of wheels with internal contact, so that the 
student should not experience much difficulty in applying them. 
He should, however, note that the base circle for the annular 
wheel must be less than its addendum circle, which, in this case, 
is' inside the pitch circle. . 

Calculations for Involnte Teeth with Internal Contact. — The 
student should now prove the following formulas for internal 
gearing, the method of arriving at the i*esults being similar to 
that previously given. 




Wheels with Involute Teeth 
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Let the sjmbols with the suffixes 1 and 2 refer to iHoA driver 
and foUower respectively. Then : — 

(1) Wlien the Pinion is the Driver, 

2B^\ + ^ = (RiSm2tf + /5cob2^)/3 1 /yx 

2 Rg ig - hi = (Eg sin 2 ^ - a cos* ^) a J * * * 

(2) When the Annular Wheel is the Driver. 

2Riai - ^ = (RiSin2^ - /3cos2^)/8 ] .y . 

2R2a2 + 55 = (RaSin2^ + acos2/)a J • ' * ^ *^ 



The approximate formulae corresponding to these are : — 




(VI) 



The student should also notice that the formulae for interna^ 
gearing are at once deduced from those for external gearing by 
considering the radius of the annular wheel as negative. 

Example I. — ^A pair of wheels with involute teeth have 30 and 
120 teeth respectively. The addendum to each wheel is -^^ pitch. 
Pind the lengths of the arcs of approach and recess^ supposing the 
obliquity to be 15°, and the small wheel the driver. 

Answer.— -Here ni = 30; tij = 120; 5^ = 52 = /^;?. 
From equation (IV), we get : — 

3^ _ /I 3a \ 
10^ ~ U "** 120^/ ""• 
.-. «« + lOpa - 12;>2 =0. 

i.e., Arc of approach = 1*08 x pitch. 

* The positive sign for the • radical must be ta^en, since neither a not /^ 
can be negative. 
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Again, 



3/5 



2/S2 + 5j>/8 - 6p^ = 0. 



^ = ^y^^2 P = '^^^ ^• 

t.e., Arc of Recess = -885 x pitch. 

Example II. — With the same sizes of wheels as in last example, 
find the addenda of the wheels^ the arcs of approach and recesa 
being each | of the pitch. 

Answer. — Here a = fi = ^p. 
From equation (IV), we get : — 

3 X ^p 



^.=(1 



i^ 



30 p 

3^lp 
120 



f X Ip = -295 X pitch. 



Again, ^2 = (i + tJo^) ^ I^ = • 



•237 X pitch. 



Bevel Wheels. — The teeth on bevel wheels are constructed 
upon precisely the same principles as those on spur wheels. In 
the case of bevel wheels, however, the pitch surfaces are conical,. 




Method of Setting out the Fitch Cones for Bevel Wheels.. 

* The positive sigo for the radical must be taken, since neither a nor /? 
can he negative. 
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and on this account it becomes necessary to give a brief description 
of the application of the preceding principles to such cases. In 
the first place we shall explain how to set out the pitch cones for 
a pair of bevel wheels whose angular velocity-ratio is given. 

Two principal cases are shown by the foregoing figure — (1) 
when the axes of the shafts intersect at right angles, and (2) when 
they intersect at an acute angle. The letters on the two diagrams 
are so arranged that the following description is applicable to both. 

Let O be the intersection of the axes, O A, O B, of the shafts. 
Suppose the angular velocity-ratio to be 2 : 3 ; i.c., let : — 

AngvXar velocity of shaft, O A : Angular velocity of shaft, OB = 2 : 3. 

"When the size of one of the wheels is given, that of the other 
wheel can be found in the usual way when the angular velocity- 
ratio is known. Thus : — 

Diameter of wlied on shaft, O A : Diameter ) _ q . o 
of wlieel on sliaft, OB J ~ * 

With centre, O, draw two circles of diameters equal or propor- 
tional to those of the wheels. From the larger circle draw the 
tangents, FD, GO, parallel to the axis, OA; and fi*om the 
smaller circle draw the tangents, H C, K E, parallel to the axis. 
O B. The tangents, G C, H C, intersect at C. The line, O C, is 
Khen the line of contact of the two pitch cones. By drawing C D 
and C E perpendicular to the axes, O A, OB, respectively, and 
meeting the tangents, F D, K E, in the points, D and E, and by 
joining O D, O E we get the complete pitch cones, COD, O E. 
In practice, frusta only of the pitch cones are used. These are 
shown by full lines on the figures. 

Another method of setting out the pitch cones is as follows : — 
Along the axes, O A, OB, measure off distances, OH, O G, re- 
spectively proportional to the angular velocities of the shafts, O A 
and O B ; i.e., in this particular case, let O H : O G = 2 : 3. 
Complete the parallelogram, O H C G ; then the diagonal, O C, is 
the line of contact of the pitch cones as before. The pitch 
cones can then be completed by making .^A.O'D = ^«i:::AOC, 
and .^s^ BOE = ,<^BOC. The remainder of the construction 
is obvious. 

Teeth of Bevel Wheels. — We shall now give a brief explanation 
of the usual method adopted in setting out the teeth for a pair of 
bevel wheels in gear. Let O A, OB be the axes of the shafts. 
Having drawn the pitch cones, COD, C O E, draw A B through 
C pei'pendicular to the line of contact, O C, and join AD, BE. 
Imagine C A D, C B E to be conical surfaces whose vertices are 
A and B respectively. Now, if we further imagine. these conical 
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Burfrtces deeeloped — that ib, flattened ont into circular segments, 
AOM, BCN — then theae segments would roll, without slipping, 
upon their circular edges, CM, ON, during the rotation of the 
wheels. Hence, we may look upon ACM, B C N as portions of 
the pitch circles, with reference to which the outer ends of the 
teeth are described. On these virtual pitch circles the ciirveB for 
the outer ends of the teeth are to be described in the usual way. 
The teeth may be either cycloidal or involute. From the figures 
it will be seen that the teeth taper towards the point, O. 



Metbod o? SzTtiKQ ovn Cdeves for Teeth oh Bevel Wheels. 

In a similar way to the above we could draw the virtual pitch 
circles for the inner ends of the conical fruste, and then construct 
the curves for the inner ends of the teeth. These inner virtual 
pitch circles are usually drawn concentric with the outer ones as 
follows : — Let C G be the breadth of the face of the wheels. 
Through G draw H G K perpendicular to G, and meeting O A 
in H and O B in K. Then, just as before, H G and KG are the 
radii of the virtual pitch circles for the smaller ends of the frusta. 
It is more convenient to draw these circles about A and B as 
centres than about H and K as centres. Hence project G on to 
A C and B C, by drawing Qh,Ok parallel to O A and O B respec- 
tively. Then, A A - H G, and B A = K G. With A and B as 
centres, draw the virtual pitch circles Am, kit. The curves for 
the inner ends of the teeth are set out on these virtual pitch 
circles. The dimensions of the teeth on hm, kn are reduced in 
the proportion A A : A C, or B £ : B C. 

19 
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Mortice Wheels. — When ordinary toothed wheels are run at a 
high speed their mutual actions become very rough and noisy, and 
severe vibrations are usually set up. To obtain a smoother and 
more regular action the method is sometimes adopted of placing 
wooden teeth on one of each pair of wheels in gear. These wooden 
teeth, or " cogs " as they are called, are morticed into the iron 
rims of the wheels, and hence such wheels are termed mortice 
wheels. The action of mortice wheels is very smooth and 
noiseless. Some of the common methods of securing the cogs to 
the rims are shown by the accompanying figures. In the upper 




Cnaa Section of Wheel 
uith Single Coga, 




Morthe 
with Primed 



^ Wheel 
J^ Cogs. 





Enlarged Section 

of Cog with 
onB-Blded Shoulder, 




Croae Section of Wheel 
with Double Cog». 
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with Wedged 
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Croaa Section of Wheel 
with Double Coga, 



MoBxicE Whesls. 



figures the cogs are secured by pegs or pins passing through the 
tenons of the cogs in a direction parallel to their length. ^ In 
the lower figures they are shown secured by dove-tailed wooden 
keys driven into correspondingly-shaped grooves at the projecting 
ends of the tenons. Double cogs are sometimes used when the 
wheels are very broad ; these are shown by the cross sectional 
views on the right-hand side. The cogs are usually made with 
side shoulders, as shown by the longitudinal sections of the rims 
of the wheels, but occasionally there is only one side shoulder, as 
shown by the lower left-hand figure. 

The cogs maj be cycloidal or involute^ according to the shape of 
the iron teeth m gear with them, and are usually shaped by hajod* 
To prevent undue wear of th^ cogs by th« iron teeth, it is imul 
to ^ pitch" und '^trim^ the acting surfaces of the latter by aup^ 
fullf dapping, Mad afterwards filing, them to a high deg];iee of 
smoothness. With machizMMDOuUed te^, which ace siiub 
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sinootber, more uniform and peifect la shape than those cast 
from a pattern in the ordinary way, it is sufficient to merely file 
the teeth to Bmoothness. 

The cogs are made of hard, tough wood, such as oak, beech, 
hornbeam, holly, or apple tree. Since the material of the cogs ia 
softer and weaker than that of cast iron, it follows, as a matter of 
economical distribution of material, that the thickness of the cogs 
should be greater than that of the iron teeth. The following are 
the usual proportions for the teeth of mortice gearing ; — 

Thicknegs of toood cogs at pitch circle = 0-60 x pitch. 

„ imn teeth „ = 0-40 „ 

Eeighi of teet/t above „ = 0-25 „ 

D^th „ below „ = 0-30 „ 

From these proportions it will he seen that there is no side 
clearance between the teeth when new. 

Bevel wheels can alao be fitted with wooden cogs, which are 
secured to the rim by methods similar to those for spur wheels. ,'- 

Gear Cntting Machine. 
— It is now becoming 
more and more common 
to cut the teeth of wheels 
from a plain blank, and 
not to cast them. The 
involute form of tooth ia 
especially suitable for 
this, as each side of the 
tooth is one continuous 
curve. With machine- 
cut teeth there is no side 
clearance, and, therefore, 
no back lash. The figure 
shows a machine for cut- 
ting wheel teeth, as made 
by Messrs. John Lang & 
Sons of Johnstone (who 
have kindly supplied the 
illustration). The wheel 
to be cut is placed on 
the mandril, M, which 

carries a worm wheel, Qmb Cctthtg Machinb. 

W W, on its back end. 

(This worm wheel is covered by a guard, which prevents its teeth 
being seen in the figure.) The bearing for the mandril can be 
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moved up and down between the vertical guides by a screw and 
hand- wheel, and the height of M is thus adjusted to suit wheels 
of different diameters. The cutter is ground to the exact form 
of the spaces between the teeth, and is lixed to a spindle carried 
by the slide, S, as shown at C. As the cutter rotates it is 
advanced by a screw, and cuts a space right across the rim of the 
blank. When it has gone through, the slide shifts a tappet and 
reverses the motion of the screw. The cutter is then moved back 
and is ready to cut another space. The wheel being cut is turned 
through the space of the pitch of its teeth by the worm wheel, 
WW, and change wheels, CW. The screw, gearing with the 
worm wheel, carries a small friction clutch which is always in 
motion, but while the cutter is in action, the screw is prevented 
from rotating by a hook and cam at the end of the train of change 
wheels. Every time the slide nears the end of its back stroke it 
pulls away this hook by the releasing chain, R C, and so releases 
the cam. The friction clutch then turns the screw and worm 
wheel until again stopped. As the cam can only make exactly 
one revolution before being again stopped by the hook, the angle 
through which the mandril, and wheel being cut, turn, can be 
made anything required by putting in a suitable ti*ain of change 
wheels. The machine is driven by a belt in the usual way and is 
self-acting. When used for cutting bevel wheels the table carrying 
the slide and cutter is inclined by the quadrant, Q, to suit the 
angle of the face of the wheel. As the teeth of bevel wheels are 
not of the same size at their inner and outer ends, they cannot be 
made at one cut, but each side has to be cut separately.* 

* The student should see The Practical Engineer of 26th July, 1895, p. 60, 
for a. paper on *' Cutting Bevel Gears in a Universal Milling Machine." 
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Lecture XV. — Questions. 

1. A pair of wheels have 25 and 1^ iavolute teeth respectively. The 
addenda of the teeth in both cases is j- Ib^ pitch. Find the lengths of the 
arcs of approach and recess, assuming the obliquity to be 15'', and the 
larger wheel the driver. Ans. a = '925 p ; /3 = 1*19/?. 

2. Prove the formulae for the addenda of involute teeth in terms of the 
arcs of approach and recess, &c. Hence show that, if the arcs of approach 
and recess are each equal to the pitch, the addenda should be calculated 

I Qv 

from the formula: — Addendum = ( ^ + ~ ) ^ pitch, where n represents the 

number of teeth on wheel. 

3. What are bevel wheels ? Two axes intersect at an angle of C0°, and 
it i? required to c(mncct them by bevel gearing, so that their angular velo- 
cities shall be as 3 : 2. Construct the pitch cones of the bevel wheels. 

4. Under what conditions will two cones roll together ? Motion is to be 
communicated between two shafts inclined at an angle of 90*", and one is 
to make three rotations while the other makes four. Set out the pitch 
cones in a diagram, marking dimensions. (S. and A. Exam., 18S9.) 

5. Two shafts intersecting at right angles are connected by bevel wheels 
with 22 and 44 teeth respectively, of 1 Inch pitch. Draw, to a scale of ^, 
the pitch surfaces of the wheels, and find the development of the conical 
surfaces on which the shape of the ends of the teeth are set out. Having 
given the shape of the end of a tooth, explain how the shape of the surface 
of the tooth is determined. (S. and A. Mach. Const. Adv. Exam., 1891.) 

6. Draw the pitch cones for two bevel wheels in gear, having 60 and 45 
teeth respectively with 2^ inches pitch, measured at larger end of conical 
frustum, the shafts to make an angle of G()° with each other. Explain fully 
the method adopted by engineers in setting out the teeth for a pair of bevel 
wheels, by applying it to the example given. 

7. Sketch to scale a pair of bevel wheels in gear with each other, the 
gearing ratio to be 3 to 1, the mean pitch to be 1 j inches, and the number 
of teeth in the smaller wheel to be 16. Make sufficient sketches to show 
the construction of the wheels and the shape of the teeth fully. Given the 
shape of the tooth of a rack in a set of interchangeable wheels, show how 
to develop by graphic construction the proper shape of tooth for a wheel 
of any given number of teeth. (C. and G. of L. Mech. Eng. Hons. Exam., 
1884.) 

8. Distinguish between a bevel wheel, a mitre wheel, and a mortice 
wheel. Draw a section of two mitre wheels in gear. Sketch a mortice 
tooth for (1) a spur wheel, (2) a bevel wheel, and describe with sketches 
two methods of fixing it in position. 

9. Give two views of a tooth of a mortice spur wheel, showing how it is 
fitted into the rim of the wheel and held in position. Under what circum- 
stances would you use mortice wheels? (S. and A. Mach. Const. Adv. 
Exam., 1888.) 
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LECTURE XVI. 



Contents. — Friction of Toothed Gearing^-The Principle of Combined Bota-r 
tions — Example L— Strength of Wheel Teeth — Case I.— Strength of 
Teeth when Contact between the Various Pairs of Teeth in Gear is 
. Perfect — Case II. — Strength of Teeth when Contact is Imperfect — 
Breadth of Wheel Teeth— Example II.— Flanged or Shrouded Teeth — 
Hooke's Stepped Gearing — Helical Gearing— Double Helical Wheels — 
Questions. 

Friction of Toothed Gearing. — The action between a pair of 
teeth in contact is partly rolling and partly sliding, but the fric- 
tional resistance of the former is small compared with that of the 
latter, and may, therefore, be conveniently neglected. The sliding 
between a pair of teeth takes place in a direction peri)endicular to 
-the common normal at their point of contact, and in order to find 
its amount we require to know the relative motion of the teeth in 
this direction. We proceed, in the first place, to determine this 
relative motion of the teeth, and in doing so shall make use of : — 
The Principle of Combined Rotations. — Let A and £ be the 
centres of two spur wheels in gear, p being the pitch point. 

Let R^, R^ — Radii of wheels A and B. 



>» 



w^, ^2 = Angular velocities of A and B. 





I 

1 
B 

To Illustrate the Pbincifle ot Combined Rotations. 
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The wheels will rotate in the opposite or in the 8ame direction^ 
accordiog as the contact is exterual or internal. It is convenient 
to indicate this distinction by the sign attached to a. Thus, in 
the case of external contact, let the angular velocities be + 6^^ and 
- «2 > ^or internal contact, let these quantities be -f w^ and + of.^. 

The relative angular velocities of wheels A and B will not be 
altei'ed, if to each we impart an equal angular velocity. Thus, 
suppose each of the wheels in external contact receives an angular 
velocity + Wg about the axis, B. Then the angular velocity of 

B will be ^2 " ^2 "= ^ ^ *-^-» ^* ^^^^ ^® ^^ ^^^^' ^^^^ wheel A 
will be rotating about B with angular velocity, ca^, and about its 
own axis with angular velocity, u^ Hence, the resultant angular 
velocity of wheel A is (wj + Wg) about some axis which we are 
about to determine. During the rotation of the wheel A about B, 
that line on A, which is, for the instant, in contact with B, is at 
rest. At that instant, the wheel A is rotating about this line &» 
an instantaneous axis. Clearly, this instantaneous axis passes 
through the pitch point, p, and is parallel to the axis of A or B. 
Hence, at a given instant any point, P, on wheel A is rotating 
about the axis through p, with an angular velocity (w^ + (»i.^. 

By similar reasoning, if each of the wheels in internal contact 
receive an angular - w^? ^^^^^ wheel B will be brought to rest,^ 
and any point on wheel A will be rotating about the instantaneous 
axis through p, with an angular velocity (w^ - w^)- 

If, then, P be a point of contact between a i)air of teeth, Pp is 
the direction of the common normal to the two teeth at that point, 
and the velocity of P perpendicular to P/> is the velocity of sliding 
between the teeth. 

Let V = Velocity of pitch circles. 
„ V = Velocity of P perpendicular to V p, 
„ r = Distance of P from pitch point, p. 

Then, from what has been demonstrated above, we get : — 
Or, t? = («j + Wo) r, for external gearing, 

„ = (to^ - w^) ^> » internal „ 
But, V = w^ Rj, = W2 R2. 



■• « 



-{i^il^v. 



Let arc /? P be denoted by a:, and suppose the wheels to receive 
a small- circular • displacement, d x, as measured along the pitch 



298 LECTURE XVI. 

<iirdes. Daring thia displacement, let ds iwpresent the distance 
through which the teeth slide on one another. 

, dv j \ \ \ dY 
Then, <«« = dl = tSi ± bJ ""dt^ 






We may take r as being approximately constant, since, for a small 
movement dsy at right angles to pF, it does not perceptibly 
<3liange. 

Let Pn == Normal pressure between the teeth. 
„ fi = Coefficient of friction. 
„ a, |8 = Length of arcs of approach and recess respectively. 

Then, Work lost in- 



friction during 
displacement, dx,. 



== fj^Vnds, 



>y 



" ^"{wrw}^-"^''- 



\ Total work lost' 
in Mction dur- 
ing whole arc of 
contact 



'^■-{lA}{f^''"'*l;-"'¥^ 



The law according to which Vn varies is not definitely known, 
being dependent upon the number of teeth in contact, the state of 
the teeth, and other causes. Its magnitude may not vary much, 
and probably has a mean value somewhere between J P and P, 
where P denotes the driving or tangential force at the pitch 
circles of the wheels. 

Taking P,i = f P, which is quite a legitimate assumption, and 
putting chord p P = arc 7? P, or r — Xy we get the following 
approximate equations : — 

Let Nj, Nj = Number of teeth on wheels A and B respectively. 
„ jp = Pitch of teeth. 

Then, W = |^/.p|3i-±^J-^ (Ila) 
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Iff farther, we suppose the arcs of approach and recess each 
equal to the pitch, we get :-— 

w = i.^p{i-±^-J„ («»> 

From these equations, we learn that the greater the number of 
teeth (i.e., the smaller the pitch), and the shorter "the arcs of 
approach and recess, the smaller is the loss due to friction. 

The above results are equally true for bevel gearing. 

The loss due to the friction of toothed gearing is usually very 
small, being about 3 per cent. It has been stated by some 
authorities that the friction during approach is gi-eater than that 
during recess. This explains why, in some kinds of wheel work 
(such as in watches and clocks), the teeth are shaped so that there 
is no arc of approach. 

Example I. — In a pair of spur wheels with external contact, 
the number of teeth on the wheels is 30 and 70 respectively. 
Assuming the arcs of approach an.d recess each equal to the pitch 
of the teeth, and taking the coefficient of friction at '1, find the 
efficiency of the gearing. 

Answer. — The work lost by friction during the action between 
one pair of teeth is given by equation (II i ), viz. : — 



^ = l'^'*^{^-'s-j^- 



The total work eocpended during the same action (arc of 
approach + arc of recess) is : — 

Wj •* Pn (arc of approach + arc of recess) 



n 



2 4 

g Px 2p^^Fp. 



P^ . Useful work done 

^ ^ ~ Total work expended 

Wt - W _ ^ 

~ ^ " 7 ^ 10 I 70 ■*■ 30 J • 



» 



» 



Or, Efficiency := 1 - -015 = 985, or, 98-5 per cent. 

This example serves to show liow small is the lo«r due to the 
friction of the teeth of wheels. 
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Strength of Wheel Teeth. — The power which can be transmitted 
by toothed gearing depends upon the circumferential speed of the 
wheels and the strength of the teeth. Thus : — 

Let H.P. = Horse-power transmitted. 

P = Tangential pressure in lbs. at pitch circle. 
V = Velocity in feet per minute at pitch circle. 



9> 



Then, ^-^^ = 3^0- <I") 

We now proceed to determine P in terms of the dimensions of 
the teeth, &c. 

The strength of a tooth depends upon the manner in which the 
pressure on that tooth is distributed, and this latter depends upon 
the accuracy with which the wheels are made and adjusted in 
gear* Two cases occur, according as the contact between a 
pair of teeth is perfect or imperfect. We shall consider these cases 
separately. 

Case I.— Strength of Teeth when Contact between the Various 
Pairs of Teeth in Gear is Perfect. — When the wheels are accurately 
adjusted in gear, and the teeth well formed, any pair of teeth should 
be in contact along a line across the breadth of the teeth. In such 
a case the mutual pressure between the teeth will probably be 
uniformly distributed along that line. Let this line be taken at 
the end or point of the tooth which we are about to consider, so 
that the bending moment due to the distributed pressure may be 
a maximum. We may also neglect the curved form of the tooth, 
and assume it to be a rectangular block fixed to the rim of the 
wheel. It may then be looked upon as a short beam .fixed at one 
end (the root) and loaded uniformly along a transverse line at the 
other or free end. 

Let Pw = Total pressure acting on the tooth. 
„ h, I, t = Breadth, length, and thickness of the tooth. 
/ = Safe stress for the material. 
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If the material of the tooth be of uniform strength throughout, 
then the tendency of Pn will be to break the tooth along the root 
EFGH. 

The bending moment at section E F G H is, B.M. = Pn I. 

The resisting moment offei*ed by the material at section EFGH 
is : — 
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Or, 



KM. =lbt^/. 



Now, the magnitude of P,i is not exactly known ; but, if there 
are never fewer than two pairs of teeth in contact at once, it seems 

2 
quite a fair assumption to take P^ = o !*• Hence : — 



=K'-f)/- 



(IV) 



Usually the dimensions of a tooth are stated in terms of the 
pitch of the teeth, and the ordinary proportions for new teeth were 
stated at the beginning of Lecture XIII. Making an allowance 
for wear, we may take : — 

I = '7 p for iron teeth. t = '36 p for iron teeth. 

I z= 'Qp for wooden teeth. t = '45 p for wooden teeth. 

The breadth, 6, varies considerably, the average being, b = 2*5 />. 
In the meantime, denote the breadth by np. Making these sub- 
stitutions in equation (IV), we get : — 



P = 0-0463 n p^f, for iron teeth \ 
P = 0-0844 n p^f, for wooden teeth f ' 



(V). 





<- 



<-'l ->P 



Illustbatino Distributed 
Pressure on Tooth. 



Illustrating Concentrated 
Pressure on Tooth. 



From these equations we see that tlie driving force, P, varies as 
ifie square oftlhs pitch of the teeth. 
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By substituting these values for P in equation (III), the 
maximum H.P. transmitted can be obtained. 

Case II. — Strength of Teeth when Contact is Imperfect. — 
When the wheels are badly adjusted in gear, or the teeth badly 
shaped, contact between the latter will most likely be very 
imperfect. Instead of the teeth bearing along a line, as in the 
case just considered, they may bear at a few points, or perhaps at 
one point only. This state of affairs may be caused by one or 
more of the following defects : — (1) in spur gearing, the shafts may 
not be strictly parallel ; or, in bevel gearing, the shafts may not be 
coplanar — i.e., in the same plane. Although these defects may 
not exist when the gearing is newly erected, the subsequent wear 
of the shaft bearings may ultimately bring about this state of 
affaii*s. (2) The severe stresses to which the parts of the gearing 
(especially at the shaft supports) are sometimes subjected cause 
imperfect contact between the teeth. (3) The teeth may have 
been badly shaped to begin with. With wheels which have been 
moulded from a pattern in the ordinary way, the teeth are slightly 
tapered across their breadth, caused by the pattern which is 
purposely made thus to allow its being withdrawn from the mould. 
Hence, care is needed in the erection of such wheels, to see that 
they are so placed that the thick parts of the teeth on the one 
come in contact with the thin parts of the teeth on the other. 
Atttmtion to this rule is not always given. This defect does not 
exist with machine-moulded or machine-cut teeth. 

The worst, and most likely, case occurs when the one tooth 
presses upon a corner of the other. We shall, therefore, consider 
this case. 

Let Pn act at the corner A. Then its tendency is to break 
off a triangular portion, E A K, along a section, E K L H, passing 
through E H. 

Let ^ =s angle A E K. Draw A M perpendicular to E K. 

Then bending moment about section, E K L H, is : — 

B.M. = Pn X AM = Pn^sin^. 
Resisting moment of material at section, E K L H, is : — 

KM. = |-. E K . «V = g-- ^sec d . i^ f, 

1 

g-/«ec & .t^f =Vnl sin 6 
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This gives the stress in the material along the section, EKLH, 
in terms of Pn, and will be a maximum when ^ = 45', or sin 
2^=1. Hence, P^ tends to break off the portion, E AK, along 
a plane, E K L H, inclined at an a,ngle of 45° with E A or E F. 

1 

2 1 

Or, putting P„ = o P, we get : — P = ^ . t^f, .... (VI) 

This equation shows that in this case P is independent of the 
breadth and length of the tooth. 

Substituting for t its value in terms of the pitch, jp, we get :— 

P = 0'065 p^f^ for iron teeth \ /itttx 

P = 0100 p2y; „ wooden „ / • • • ( V ll> 

Equations (VII) again show that the driving force, P, varies as 
the square of the pitch of the teeth. 

From what has been said above regarding the uncertainty of 
the distribution of the pressure on the teeth, it will be evident 
that the results expressed by equations (VII) should be taken in 
the design of wheel teeth. 

Hence, combining equations (III) and (VII) we get the follow- 
ing : — ^When the teeth of different wheels are proportioned 
according to the same rules, the power which they are capable 
of transmitting is proportional to the pitch circle velocity and to 
the square of the pitch of the teeth. 

Or, H.P. X Vp2. 



« /#■ 



The value of y in equations (VII) varies according to circum- 
stances. In machinery subjected to shocks, vibrations, or sudden 
reversals (as in pumping and rolling-mill gears) a larger factor of 
safety, and, therefore, a smaller value of / must be employed, 
than in those other cases (such as hand-worked or slow moving 
machinery), which are not so severely stressed. The following 
average values for y are given by Prof. XJnwin : — 

Iron teeth subjected to little shock, /= 9,600 lbs. per sq. iiu 
„ „ moderate „ /= 6,100 „ „ 

„ „ excessive „ /« 4,300 ,, „ 
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For wooden teeth we may take f — 2,740 Iba. per square inch, 
since these should never be subjected to severe shocks. 

Breadth of Wheel Teeth.— The greater the breadth of the teeth 
the greater is their durability. When, however, the teeth are 
made too broad, there is a difficulty in fixing the wheels accurately 
in gear, since the slightest amount out of truth may cause the 
mutual pressure between the teeth to act over a very limited area. 
The breadth varies from 2 ^^ to 4/? in ordinary gearing, the average 
being 2*5 'p. 

The above formulae for the strength of teeth, though deduced 
for the case of spur wheels, are equally true for bevel gearing. In 
the latter case, however, the velocity, V, and the pitch, ^, are to 
be measured at a pitch circle half way between the larger and 
smaller ends of the conical pitch frustum. 

Example II. — A spur wheel of 2 inches pitch and 4 inches 
width of face transmits 30 H.P. when its pitch line velocity is 
10 feet per second. What power could be transmitted by a spur 
wheel of 4 inches pitch and 8 inches width of face with a pitch 
line velocity of 3 feet per second ? (S. and A. Mach. Const. Kons. 
Exam., 1881.) 

Answer. — Let the various quantities in the two cases be dis- 
tinguished by the suffixes 1 and 2 respectively. 

PV 

From equation (III) H.P. = ».> .. ;\ • 

Now, assuming contact between the teeth to be perfect, as ex- 
plained in the text, we get : — 

From equation (lY) P = J ^~) / 

Or, ,^ (V) P = -0463 6;?/ 

„_ -0463 ,^ ^ . 

H.P. = 3p^/6;>V. 

Hence, assuming /to be the same in both cases, we get : — 

H.P.2 _ 8 X 4 X (3 X 60) _ 6 
30 " 4 X 2 X (10 X 60) "" 5' 

H.P.2 = ^ X 30 = 36. 



r? 
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Flanged or Shronded Wheels. — Sometimes the rims of toothed 
wheels are made broader than the teeth, and extend to the pitch 
circle or even to the points of the teeth. The wheels in such cases 
are said to be *^ flanged " or " shrottded" Shronding has the effect 
of incresLsing the strength of the teeth, and it is for this purpose 
they are so made. With ordinary proportions of teeth, shrouding 
to the points may have the effect of nearly doubling the strength 
of the teeth. It is clear, however, that only one of a pair of wheels 
can be strengthened in this way. When the two wheels in gear 
are about equal in size, both may be shrouded to near their pitch 
circles. In other cases, it is usual to fully shroud the smaller wheel 
only, since the teeth of this wheel are subjected to greater wear 
than those on the larger one. Sometimes both wheels are shrouded 
to the points of their teeth on one side only, the shrouded side of 
the one being opposite the unshrouded side of the other. This 




iMigftudlnal Section of Whetl Shrouded Shrouded Shrouded Longitudinal Section of Wheel 
Shrouded to Point* of Teeth, to the Point: on one Side, to Pitch Une. Shrouded to the Pitch Line. 

Shrouded Teeth. 

method is also adopted in those cases where the wheels are re- 
quired to be thrown out of gear, by sliding one of the wheels 
along its shaft. These three methods of shrouding will be easily 
undei'stood from the accompanying figures. Owing to the difficulty 
in moulding shrouded wheels, they are never adopted except in 
heavy machinery subjected to severe shocks. 

Hooke's Stepped * Gearing. — The smoothness of action with 
toothed gearing depends upon the number of pairs of teeth which 
are in contact simultaneously, the greater the number the sweeter 
and smoother the motion. This is of the greatest importance 
with some kinds of machinery, and noisy action should be avoided, 
as far as possible, in every case. We have seen in a previous 
Lecture that the number of pairs of teeth which are in action at 
once may be increased, either by reducing the pitch of the teeth, 
or by increasing the length of the path of contact. But reducing 
the pitch o( the teeth reduces their strength, as we have just 
shown ; and increasing the length of the ^mth of contact causes an 
increase in the length of the teeth, which has also the effect of 
reducing their strength. Hence, neither of these methods can be 
advantageously adopted. To overcome these difficulties. Dr. Hooka 
invented his stepped gearing^ which results in the smoothness of 
action due to fine pitched teeth without the reduction in strength. 

To understand this form of gearing, imagine an ordinary spur 

20 
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vheet built np of r (fire on the figure) narrow spar wheels rigidly 
fixed together side by side, the pitch and other dimendonB of the 
teeth being proportioned hy the ordinary rules. Instead of the 
teeth being placed end to end in a straight line parallel to tlie 
shaft, let ^em be arranged in steps, as shown at A, B, C, D, £, ao 
that each saccessive tooth ia a short distance behind the previooB 
ODft. The action with a pair of such wheels will clearly be similar 
to that of ordinary wheels wherein the pitch is only b c The 
nmnber of steps, «, and the length of the steps, b e, may be any- 
thing to snit circumstances, but the former is generally so arranged 
that the face of the last tooth, E, may just be to the left of the face 
of the tirst tooth, F, on the next series of teeth, by the length of 
a step, 6 c The length of a step, 6 c, is then one nth of the pitch 
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of t^e teeth, and shonld be small compared with the thickness of the 
teeth, otherwise the teeth will be weakened for want of sufficient 
connection with those on either side. If the teeth are designed in 
the usual way, so that two consecutive teeth on any of tlie rings 
composing a wheel are always in contact with two consecutiTe 
teeth on the corresponding ring of the other wheel, it is evident 
that for the two wheels there will never be fewer than 2 n pairs 
of teeth in contact. Thus, under ordinary circumstances, with 
five steps on each wheel, there would always be at least ten pain 
of teeth in contact. The motion would, therefore, be mnch 
smoother and sweeter than with ordinary gearing. Stepped 
gearing ia sometimes used for the rack and pinion arrangements 
for moving the tables of planing machines, which reqaiie to be 
very uniformly and steadily moved. This form of gearing might 
be conveniently adopted in mauy other cases where regularity- 
and smoothness of motion are of primary importance. 
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Helical Gearing. — If we suppose & c to become infinitely small, 
and, therefore, the number of steps, n, infinitely great, the broken 
line abode . . . . would become a continuous curve, which is 
clearly a helix, or screw line, traced on the pitch surface of the 
wheel. The series of stepped teeth, A, B, C, D, E, would then 
form a single helical tooth. Wheels having their teeth formed in 
this manner are called Helical Wheels. When accurately made 
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and erected, there is almost pei*fect line contact between the pairs 
of teeth in gear, thus augmenting the strength of the gearing, 
while the smoothness of action is about the greatest attainable 
with ordinary materials. 

The obliquity of the teeth is the angle which their directions 
make with a plane containing the axis of the shaft, and in ordinary 
circumstances is about 35°. Just as screws are right-handed or 
left-handed, according to the direction of the helical thread on the 
bolt, so we speak of right-handed or left-handed obliquities with 
respect to helical teeth. A pair of helical wheels to gear together 
must have right- and left-handed obliquities respectively, as shown 
by the above figures. 

Double Helical Wheels. — Owing to the oblique direction of the 
teeth their mutual pressure tends to separate the wheels axially, 
and thereby produces considerable lateml pressure on the bearings. 
To neutralise this prejudicial action, the teeth are now formed in 
two equal parts with opposite obliquities, and united at a common 
section, as shown by the accompanying figures. Such wheels are 
termed Double Helical Wheels. They are remarkable for their 
strength and smoothness of action. The pinion shown is shrouded 
to the pitch circle, which further increases its strength. No 
reliable information has as yet been forthcoming regarding the 
relative strength of helical and ordinary gearing, but it is believed 
that, under similar circumstances, the former are at least 30 per 
cent, stronger than the latter, and they are certainly more durable 
and easier in their action. It is, however, more difficult to obtain 
perfect bearing between the teeth of helical wheels than with 
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ordioary ones. The anialleat displacement of tlie middle planes of 
the wheels from coincideoce may cause the uctiOD between the 
teeth to be confioed to one half of each tootiv, thus virtually 
dimmisbing their strength. The method <if overcoming this diffi- 
culty is to allow one of the shafts a small amount of lateral motion 
in its bearings, so that thfi wheel which it curries may always 
accotnmoiiatc itself to the other. 

Helical teeth are designed in the same way and according to 
the same rules as ordinary teeth, by setting off their dimensions, 
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Sec, along a pitch circle of the wheel. The teeth, however, must 
lie along the face of the wheel in a lielical direction. 

Helical wheels are extensively used in the constniction of heavy 
gearing, swch as that required for large cogging and roiling jiiilla 
and submarine cable machinery, and tliey are said to give great 
satisfaction. The casting of such wheels presented considerable 
difficulties at first, but these have been overcome, and now helical 
bevel wheels can be as easily cast as spur wheels. Their cost is 
little more than that of ordinary toothed wheels. 
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Lectctrb XVL — Questions. 

1. Dedace an expression for the work lost by friction between the teeth 
of a pair of wheels in gear. In a pair of spur wheels with external contact, 
the number of te^th on the wheels are 25 and 75 respectively, and the 
coefficient of friction is 0*1. Assuming the arcs of approach and recess 
each equal to the pitch, find the efficiency of the gearinsr. Ana, 98*3 V©* 

2. In spur- wheel gearing, explain how to estimate the pitch of the teeth 
to transmit a given horse-power with a given speed of periphery. Show 

that under some circumstances the pitch should be proportional to VP, 

p 
and under other circumstances to t» where P is the pressure between two 

teeth, and h is the breadth of the face of the teeth. (S. and A. Mach. 
Const. Hons. Exam., 1890.) 

.3. A toothed wheel, IS inches diameter, makes 150 revolutions per 
minute, and transmits 30 horse-power, what is the maximum pressure on 
one tooth, assuming it to take the whole load ? If the width of the teeth 
is 2 inches, what pitch should you adopt ? (C. and G. of L. Mech. Eng. 
Hons. Exam., 1892.) Ans, P = 1,400 and p = 1'4 inches. 

4. A cast-steel spur wheel transmits SO horse-power. The pressure 
comes upon one tooth, and may be supposed to act uniformly along its 
point— that is to say, the tooth may be regarded as a cantilever loaded at 
the extremity. Diameter of spur wheel, 3 feet ; number of revolutions per 
minute, 150; length of tooth, 1^ inches; width of tooth, 4 inches; safe 
tensile and compressive strength of cast steel (allowing for vibrations) per 
square inch, 8,0J0 lbs. Find thickness of root of tooth. (C. and G. of L. 
Mech. Eng. Hons. Exam., 1890.) Ans, '6 inch. 

5. Sketch the rim of a spur wheel with shrouded teeth. Explain the 
object of shrouding the teeth. 

6. Give sketches showing Hooke's stepped gearing, and explain its con- 
struction and action. What advantages are derived from making toothed 
gearing of this form ? 

7. Give sketches showing single and double helical wheels. Explain the 
principles upon which they are constructed and act. Why are double 
helical wheels used in preference to single helical wheels? Discuss the 
advantages and disadvantages of helical and ordinary toothed wheels. 
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LECTURE XVII. 

Contents. — Belt, Rope, and Chain Gearing — Materials for Belting — 
Caring, Catting, and Splicing Leather for Belts — Different Methods of 
Jointing Leather Belts— Average Strength of Leather Belt Joints — 
Manufacture of Long and Broaa Leather Belting — Which Side of the 
Leather should Face the Pulley — Double and Treble Belting— Com- 
pound Belting — Link Chain Siting — Victoria Belting — ^Waterproof 
Uanvas Belts — India-rubber Belts — Guttapercha and Composite Gutta- 
percha Belts — Strength of. Working Tension in, and florse-power 
Transmitted bv, Belts — General Requirements for Belting — Rope Gear- 
ing — Sizes of Ropes and Pulleys — Strength of Cotton and Hemp 
Ropes — Rope Pulleys — Multigroove Rope Drives — Speed of, and 
Horse -power Transmitted by. Ropes — Power Absorbed by Rope 
Driving — Telodynamic Transmission — Pulleys — Wire-Rorw Haulage 
and Transport— Questions. 

Belt, Rope, and Chain Gearing.— The transmission of power 
between distant shafts is usually effected by means of pulleys and 
belts, ropes, or chains.* Although belts are most commonly 

* The transmission of power between distant shafts is often effected by 
means of dynamos, wires, and motors, but this case is evidently outside of 
the range of the present work. The following is a list of books and papers 
treating of belt and rope driving : — 

E. & F. Spon*s Dictionary of Engineering (E. & F. Spon, London). 

Paper on ** Transmission of Power by Wire, Roi^es, and Turbines,*' by 

H. M. Morrison. Proceedings of JwiL of Mech, Engineers, 1874, p. 56. 
Paper on ** Rope Gearing for Transmission of Large Powers in Mills and 

Factories," by J. Durie. Proceedings of Inst, of Mech, Engineers, 

1876, p. 372. 
Sir W. Siemens' prize " Essay on Machine Belting," by A. H. Barendt, 

read before the Liverpool Polytechnic Society, tfanuary 29, 1883. 
Paper on ** Belt Driving,'* by J. TuUis, communicated to the Convention 

of British and Irish Millers in Glasgow, June 17, 1885. See Messrs. 

TuUis & Son's OuUie to Belt Driving, 1891. 
"Rope Driving," by Chas. W. Hunt, of N. Y. City. See vol. of Trans. 

Am, Soc, of Mech, Engs. for 1890. 
A Treatise on the Use of Belting for the Transmission- of Potoer, by John H. 

Cooper. Fourth edition, 1891. Published by Edward Meeks, Walnut 

Street, Philadelphia, U.S.A., and E. & F. Spon, London. 
** Experiments on the Transmission of Power by Belting," made by Messrs* 

Wm. Sellars & Co. See vol. vii. Am, Soc, Mech, Engineers, 
Two Papers, by Wilfred Lewis and Prof. Lanza, read before the American 

Society of Engineers, Chicago. See vol vii. of the Transactions, 1886. 
•* Comparative Tests of Leather and Canvas Rubber Belts," by S. Webber. 

See Trans, of the Am, Soc, Mech, Engs., vol. viii., 1887, and the 

Electrical Beview of September 5, 1890. 
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employed for this purpose, yet in certain cases, where great power 
has to be transmitted between two distant shafts at high speeds, 
rope gearing is preferred on account of its flexibility, lightness, 
quiet smooth working, easy repair, small first cost, and the facility 
with which the desired tension can be regulated by means of a 
tightening pulley when one continuous rope is used.* 

Chain gearing is employed in cases where the motion is slow 
and the power greater than could be safely transmitted by narrow 
belts or ropes. It is also used where slipping is inadmissible, 
and where, as in the case of rolling mills, &c., bolts or ropes 
would soon become perished or burned by the heat from the 
materials being acted upon by the rolls. 

Materials for Belting. — The most common and, generally 
speaking, the best material for belting is leather ; although many 
substitutes, such as cotton, india-rubber, Dick's canvas and balata, 
ivoven gut, camels* and Llama hair, have been devised, and found 
very serviceable under special conditions. 

Curing, Gutting, and Splicing Leather for Belts. — The best 
leather for belting is made from skins taken from the backs of 
full-grown Highland oxen. The hides are thoroughly cured by 
being immersed for a long time in an "orange tan "liquid,! which 
possesses the property of condensing and contracting the raw hide 
instead of causing it to swell and become heavier, as is the case 
when they are tanned with " oak bark." This process produces a 

Paper on ** Belting for Machinery," by H. A. Mavor, M.lD8t.E.E., read 
before the iDstitution of Engineers and Shipbuilders, Glasgow, on 
February 21, 1893. See Proceedings of the Institution, 

Elements of Machine Design, Part I., "Belt and Rope Gearing," by Prof. 
W. C. Unwin, F.R.S. (Longman, Green & Co., London). 

Pocket Diary of the Mechanical World (Emmot & Co., Manchester). 

The Practical Engiv^er Pocket-Book and Diary (Technical Publishing Co., 
Manchester). 

Pai)er by Prof. W. C. Unwin, F.R.S., being the Howard Lectures delivered 
before the Society of Arts, 1893. Printed in the Society of Arts 
Journoiy and reprinted in the Pra^ticaZ Engineer, December, 1893, and 
January, 1894. 

A series of excellent articles on "Rope Driving," by Prof. J. J. Flather 
in The Electrical World (W. J. Johnston Co., Limited, New York 
City), from October 21, 1893, to April, 1895. 

* When two or more independent ropes are employed, tightening pulleys 
are found to be impracticable. 

tFrbm the Patent Specification No. 8,165 of 1884 we learn that this 
liqaid consists of ** * Spanish extract,' having borax or saltpetre dissolved 
therein ; the said extract being an astringent solution obtained by grinding 
and boiling the rind of the orange and lemon. The quantities of borax 
and saltpetre may be considerably varied. After the hides, when thus 
saturated, are treated by the ordinary operation of currying, it converts 
them into leather fit for commercial use." 
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ihin, iinn, practically stretchless and very light, strong leather, 
which is particularly well suited for the transmisBioii of power. 
The thickness of the leather thus obtained is generally about -^ 
inch, its extreme length is about 4 feet 6 inches, and width aboat 
4 feet. The tanned hides are usually cut up into parallel strips of 
the required breadth, and these strips are then joined end to end 
by overlap tapered splices in order to make np the desired length 
of belting. 

In forming these splices the ends of two strips ^veJirBt carefully 
tapered to a thin edge by planing machines.* Secondly, the 
tapered faces are covered with glue. Thirdly, they are cemented 
together under great pressure. Fourthly, as an additional pre- 
•caution the splices are laced with un tanned ox-hide, riveted with 
<!opper rivets and washers, or sewn with wax thread and copper 
wire. 

If a greater thickness should be required than that afforded by 
a single strip of the bide (as in the case of double or treble 
belting), then two or three such strips are thoroughly glued 
together under great pressure. The final ends are left square 
until the roll of belting is taken from the store for the purpose of 
making up an endless belt of the required length for any par- 
ticular set of pulleys. A sufficient length is then cut from the 
Toll and stretched before making the finsd joint by one or other of 
the following methods. 

Different Methods of Jointing Leather Belts. — Fig. (1) shows 
;a joint which is generally made in a belt factory where the 
necessary scarfing planes and compressing gear are available. 
Oemented joints made in this way are nearly as strong as the 
other joints. They last longer and drive better than when cut 
up by sewing or riveting (see following table). 

Fig. (2) represents a good connector for new and stout leather 
belts. This Harris's fastener is laid down upon an iron block 
with the teeth upwards. First one end of the belt is driven home 
upon one half of the teeth, and then the other end upon the other 
half, care being taken not to disturb the curve of the fastener as 
this gives the necessary holding bite to the teeth. 

Fig. (3). The tough yellow metal fasteners shown serve very 
well for belts running at high speeds over small pulleys. The 
slits for these clips are made by a special form of cutting pliers and 
should be cut fully i inch from the end of the belt, being so spaced 
that the orofisheads of the^teuers oome dose to each oth«r across 

* Gnv ahonld be taken to plane the tme strip from the hair oiide sad idw 
ifitiier strip from the flesh m&t, wo that the bfl& ss a whale aoaj jpcsMBt a 
luuform surface on each face. 
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the strap. In order to prevent the body of the metal clip from 
being bent up and down when passing over the pnllejs the fastener 
should be as short as practicable. 

Fig. (4). The strength of an upturned joint of this form is in- 
creased by inserting a leather strip or washer between the turned 
up ends as shown. For this kind of joint Jackson's patent bolt 
and washer fasteners are used by Messni. John Tullis k Son^ of 
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Tiva Methods of lacing Butt Joints. 

Different Methods of Jointing Leather Belts. 

Glasgow. They are also recommended by them for cotton and 
Llama hair belting. 

Fig. (5) shows the ordinary overlap laced joint in both section 
and plan. Care should be taken to taper down and curve the 
6nds to suit the smallest pulley over which the belt has to pass, 
otherwise the joint will be stiff, and, consequently, every time it 
travds on and off the pulley a sort of hinge action takes place, 
accompanied by a shock, which not only shortens the life of the 
bett, bat also communicates a jar to the shaft and macluse beii^ 
driven. 
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Fig. (6). For heavy broad double belts, where a scarfed cemented 
joint cannot be used, this form of joint with leather apron makes 
a very good connection. 

Figs. (7) and (8) show the best methods of lacing simple butt 
joints. The holes for the lacer are punched so as to form a 
diamond or pointed figure, whereby there are never more than 
two holes in line across the belt ; and, consequently, it is possible 
to retain almost the entire strength of the belt without reducing 
its flexibility. Another plan of lacing a butt joint, which is 
very suitable for dynamo driving and ensures steady smooth 
running, is illustrated by the following figure :— 



^egin and End 
Here 
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Dotted Linet Show Zaeinff* on Ttuide of Selt. 



Plan of a Laced Butt Joint fob a 6-inch Belt. 

The joint is made by a Helvatiou leather lacer of J-inch width 
in one length, by beginning at hole marked 1, and continuing 
through the several holes in the order, 2, 3, 4, &c., as shown by 
the figure, ending with hole 1, which is also marked 21. 

In order to facilitate the making of any one or other of the 
above-mentioned joints in belts more than 6 inches wide, it is 
usual to employ a **drawing-up frame" of the form shown by the 
accompanying figure. The two ends, B^, Bg, of the belt) after 
being passed over the driving and driven pulleys, are brought 
towards each other and gripped by the clamps, Cp Cg. The 
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spanner, K, is then applied alternately to the nuts of the long 
screws, S^, S2, until the tapers of the splice are brought fairly 
over each other, or until the ends come, together fairly and 
squarely in the case of a butt joint. The lacing can then be done 




Stbetchiko Apparatus. 

without any other eflfort than that of merely passing the thong 
through the holes and drawing it home tightly. 

The chief objects to be attained by a good joint &re— first, to 
maintain a close approximation to the belt strength ; and 
second, to keep the thickness and flexibility of the joint as nearly 
equal to that of the belt as possible in order to prevent jumping. 
From the following table it will be seen how far the first of these 
objects is attained in practice : — 

Average Strenoth of Leather Belt Joints. 

And percentage strength as compared with the average strength of leather 
belts, taken as 4,132 lbs. per square inch. From tests made by 
A. H. Barendt at the Liverix>ol School of Science. 



Kind of Joint. 


Average Strength 

in lbs. 
per square inch. 


Per Cent. 
Strength. 


Cemented (only), .... 
Ordinary white thong, without rivets, 
Waxed thread, without rivets. 
Wire sewn or clinched, without rivets, 
White thoDg, with two rivets, 
Waxed thrcuad, with two rivets, 
Copper wire sewn, with two rivets. 
White thong, with one rivet, . 




2,254 
2,404 
3,240 
3,272 
2,262 
2,802 
3,050 
3,226 


5212 

69-4 

78-4 

7918 

54-74 

67-83 

75-81 

78-06 
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Mannfactnre of Long and Broad Leather .Belting. — By the 
ordinary plan of cutting up bides into straight strips, their length 
is limited to about 5 feet, thereby necessitating a corresponding 
number of splices. Messrs. Sampson k Co., of Stroud, have 
recently devised a method of making long continuous strips of 
leather. A disc of leather, 4 to 4^ feet in diameter, is cut from 
the hide. After being tanned and cured in the usual way, it is 
cut in a spiral direction from the outer edge to within about 
9 inches of the centre. This spiral strip is then stretched and 
well rubbed until it becomes quite straight. It is found that the 
strength of the leather is not apparently diminished by this process. 
Of course, tlie length of the strip depends on its breadth. If the 
breadth be only 1 '5 to 2 inches, then a strip of about 100 feet can 
thus be cut from a disc 4 J feet in diameter. By sewing a number 
of such strips together side by side, while stretched, a belt of any 
required width can be obtained. Belts 75 inches broad, ^ inch 
thick, and over 150 feet in length, have thus been built up for 
transmitting power in mills, directly from the flywheels of large 
engines to the main shafting. Long belts should never be made 
heavy, because the greater their weight, the greater becomes their 
tendency to oscillate up and down, and swing from side to side. 

Which Side of the Leather should Face the Pulley. — The grain 
or hair side of the leather is naturally much smoother than the 
flesh side, and engineers differ in opinion regarding which of these 
sides should run in contact with the pulley. In this country, the 
rough or flesh side is almost invariably placed in contact with the 
pulley ; but in America it is the smooth side. It is claimed for 
the latter method, that the life and efficiency of a belt is thereby 
increased. Whichever side of the belt is in contact with one 
pulley, the same side should be in contact with all the pulleys over 
which it passes, so as not to bend it alternately in different 
directions. When the flesh side is next the rim of the pulley, it 
should receive one coating of currier's dubbing, and three coatings 
of boiled linseed oil every year, in the case of a belt having to 
endure continuous hard work. This has the effect of rendering it 
about as smooth as the hair side, and its efficiency as a whole is 
said to be thereby increased. When the hair side is in contact 
with the pulley, it is usual to give that side an occasional coating 
of castor oil in order to render it more flexible, and, consequently, 
more durable than it would be in its natural state. Bosin or 
cobbler's wax should never be employed, as they gather dirt, and 
form lumps on the pulley and belt. 

Double and Treble Belting. — Sometimes the breadth of a single 
belt necessary to transmit a given power would be inconveniently 
great, and hence double or treble belts are used. These are made 
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by cementing, and then riveting or sewing, two or three thicknesses 
of belting together. Owing to the greater rigidity of such belts, 
they do not work so sstisfitctorily as single ones, and are not well 
adapted for running at high 
speeds, or over pulleys hav- 
ing a diameter of less than 
3 or i feet, or in cases 
where the pnlleys are close 
together. This is clearly seen 
from the accompanying illus- 
trstloD, which shows the 
change that is continually 
going on in thick belts, 
especially when passing over 
small piUleys, The compres- 
sion on the inner face of the 
belt is shown by the necessary 
reduction in the size of the 
inside blocks, and the stretch- 
ing of the outer face by the 
parting of the blocks of the 
outside row, when passing 
over the pulley. 

Messrs. Sampson & Co- build their double belts by sewing 
tc^ther and pegging with hard wood pins, a number of speci- 
ally cut narrow leather strips, with a layer of canvas between 

I S£Wm__ 
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them, as illustrated by the accorapanying figure. There is always 
one more strip on the lower or working side than on the upper 
half. They claim the advantage of being able to produce in this 
way a belt of very nearly uniform weight throughout its length, 
having a hard, smooth surface formed on the flesh side, due to the 
hammering required to drive home and clench the numerous hard 
wooden pegs with which the two single belts are fixed together. 
Further, since the sewing is not exposed on either surface of this 
belt, the leather must be nearly worn through before the sewing is 
damaged. 

Compound Belting. — In order to avoid the internal straining 
action of thick double or treble belting, it has been found advisable 
to simply put two or three thin single belts on the top of each other, 

without any cementing or 
riveting together, as shown 
by the accompanying figure. 
This gives perfect freedom 
of action to each belt to 
accommodate itself to the 
curves over which it passes 
without stressing its neigh- 
bours. Thefrictionbetween 
the surfaces of these several belts is not found to have any observ- 
able objections, and it is said that 70 per cent, more power can 
be transmitted by compounding two single belts in this manner. 
By the addition of a third belt, still more power may be conveyed. 
Messrs. Tullis k Co. find that by placing plain double belting on 
the top of their linked chain belts (when arched to fit the curve 
of the pulley), twice as much power may be transmitted than by 
either of these alone. 




Compound Belt Diuving. 




Compound Belt Driving for Three Machines. 

A simple modification of this compound belt drive is illustrated 
by the above figure. The power is transmitted from one main 
driving pulley to two or more diiven pulleys by separate belts, all 
moving in the same plane, and in a direct line with each other. 
This arrangement saves considerable room in a workshop or 
factory. It has been proved to be very handy for driving several 
dynamos direct from one flywheel, instead of from independent 
drums. 
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It is often nrged as an argument against aiugle belting, that it 
doea not work w«ll (inder the action of shifting guide forks. 
This may be avoided by running the belt at a sufficient speed, say 
between 2,000 and 3,000 feet per minute, and, in all cases, by 
placing the guiding fork at least 1 foot from the point where the 
belt touches the ongoing aide of the pulley, so as to give freedom 
to the belt to assnme its new position. 

Link Chain Belting.— Since flat belts fail to take a perfect grip, 
due to their retaining a cushion of air between them and their 
pulleys, Messrs. Tullis & Son, of Glasgow, have derised a complete 
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system of link chain belting. This form of belting permits of the 
escape of the air through the spaces between the links, and thus 
enables the leather to bear uniformly over the face of the pulley. 

It is composed of a series of short leather links bound together 
by steel pins and washers. These belts possess considerable 
flexibility, and can be made with a flexible central row of links 
to automatically suit the arch of any pulley. If desired, they 
may be specially curved to suit any camber. They further [xissess 
the advantage of being easily shortened and rejointed by simply 
brin^ig the ends bother with a drawing-up frame, interlocking 

21 
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the links until a row of rivet holes are brought fair in a line, 
and then inserting the rivet. When one side of this belting is 
made thicker than the other it is well adapted for working on 
tapered cones and for quarter twist driving. 

Victoria Belting. — A successful kind of belting has of late been 
introduced under the name " Victoria Belting,^* This is simply 
ordinary belting from which the spongy parts of the leather on 
the flesh side have been pared away by aid of machinery, and the 
whole reduced to a uniform thickness. A belt of this description 
is more flexible than an ordinary one, and, although thinner, is 
about equal in strength. Double belts, made by cementing 
and riveting two thicknesses of Victoria belting, are little thicker 
than ordinary single belts, and are quite as flexible and very 
much stronger. The hair side of each of the parts cemented 
together being kept outside, these will always run in contact with 
the rims of the pulleys and guide pulleys over which they pass. 

Waterproof Canvas Belts. — Next to leather, waterproof canvas 
belting of one kind or another is the most popular. It is especially 
well suited for paper-mills, dye-works, and other factories where 
moisture or steam is prevalent, or for working in the open air 
under varying climatic conditions. The best canvas belting is 
made from selected Egyptian cotton. After being folded to the 
required breadth and number of plies, it is stretched and then 
stitched throughout its length along the open seam. After being 
dried it is thoroughly saturated with linseed oil, painted with red 
silicate to make it grip, mangled to squeeze out the superfluous 
oil, and finally stretched for about a fortnight to render it as inex- 
tensible as possible under ordinary working conditions. It can 
be made in one piece of any required length, breadth, or thickness, 
and it has a greater breaking stress per square inch than oak 
tanned leather in the ratio of about 6,700 lbs. for canvas to 
4,100 lbs. for the leather. It forms excellent main driving belts, 
but once it begins to wear and give way at any place it cannot be 
repaired or patched so readily as leather, neither does it so well 
endure cross driving or being acted upon by shifting forks. 
The latter defect is to a large extent overcome by protecting 
it with stitched leather edges throughout its entire length. 

India-Bubber Belts. — These belts present a very smooth, well 
finished, and excellent gripping surface. They are made by taking 
stout canvas of the required breadth direct from the roll, passing 
it over a steam heated cylinder in order to expel the damp inherent 
in the canvas, which would otherwise rot the first layer of rubber. 
The web is next passed between two heated rollers. From the 
upper one it receives a thin plastic coating of rubber. It is then 
folded double ; or, if the canvas is of the same breadth as the belt, 
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two or more plies similarly treated are pressed together. It is then 
entirely wiupped in rubber, trimmed along the edges, and vnlcan- 
ised in steam heated moulds under considerable pressure. They 
do not wear nearly so well as leather belts, for the life of a 
hard worked one does not exceed eighteen months, and once the 
rubber begins to peal off the working side and the canvas heart to 
wear they suddenly break straight across. They do not give so 
much trouble as might be expected fi-om stretching, and they can 
be taken up and jointed by the methods shown in Figa. 1, 4, and 6 
at the beginning of this Lecture. They cannot he recommended 
for shifting belts, as the edges which come into contact with 
the shifting fork soon become ragged and cut. 

Gattapercha and Composite Guttapercha BeltB.— Solid gutta- 
percha belts have been tried, but being expensive, liable to perish, 
and to stretch they have been abandoned. A very successful com- 
posite belt has, however, been introduced of late by Messrs. E, & J. 
Dick of the Greenhead Works, Glasgow, which possesses all the 
advantages of water-proofed canvas, together with good gripping and 
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lastipg qualities. It is manufactured from the best "long-staple" 
Egyptian cotton canvas, which is cut to the required breadth, 
dried, and covered on each side with balata, dried again, folded into 
the number of plies and breadth of the belt, covered on the outside 
with guttapercha, and finally, is stretched ia long lengths in 
order to render it as iuextensibie as possible under working 



Any required length, breadth, and thickness of belt can be made 
in this way, and the final single joint may be so neatly scarfed, 
glued, and pressed that it is not thicker than the ordinary belt and 
nearly as strong and supple. Or Walker's jump-joint fasteners 
may he employed, as illusti-ated by the accompanying figures. 

Strength cf, Working Tension in, and Horse Power tiansmitted 
by, Belts, — The ultimate strength of ordinary hark tanned single 
leather belting varies from 3,000 to 5,000 lbs. per square inch of 
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cross-section.'^ It is, however, sometimes considered more con- 
venient to state the tenacity of a belt in lbs. per inch of width. 
The thickness of single belting varies from -]^\ to y^ inch, and from 
|- to |- inch for double belting. Taking the mean thicknesses, we 
may say that the breaking stresses are from : — 

750 to 1,250 lbs. per inch of width for single belts, 
and 1,500 to 2,500 „ „ double „ 

It is found, however, that the strength of the joints is sometimes 
only about one-third of the strength of the solid leather. Hence, 
the Jinal strength of an endless belt should not be reckoned at 
more than one-third of the above values. Further, the safe working 
tension should never exceed one-Ji/th of this final strength (of the 
joint), in order to provide for deterioration and sudden changes 
of load. From this point of view, we thus arrive at approxi- 
mate values for the safe working tensions by taking one-fifteenth 
(i.c., one-third for joint and one-fifth for factor of safety) of the 
breaking stress per inch of width, viz. : — 

For single belting, 50 to 80 lbs. 
„ double „ 100 „ 160 „ 

In practice, however, the rule is not to put on a greater tension 
than 50 Ibs.t for single, and 80 lbs. for double belts per inch of 
width, since it is found that under these mild conditions, leather 
belts run for many years with a minimum of lubrication on the 
bearings, and with far less chance of heating the journals or stress- 
ing the shafts. 

The theoretical safe working tension per inch of belt width 
to transmit a certain power, at a certain speed, without slipping, 
may be arrived at from another point of view, viz. : — By ascer- 
taining the coefficient of friction between a belt and its pulley, 
and substituting the same in the formulae given in Lectures 
VII. and VIII., from which it will be seen, that the power which 
may be transmitted by a belt is determined by the difference 
between the tensions of the driving and following sides, and the 
speed of the belt, and that the logarithm of the ratio of these ten- 

* Messrs. Tullis & Sons, of Glasgow, claim the following from tests 
carried out at Lloyd's Proving House : — 

For ^^etr orange tanned leather* a breaking stress of 8,244 lbs. per sq. in., 
with 1*3 per cent, elongation. 

For the best oak tanned leather, a breaking stress of 5,746 lbs. per sq. 
in., with 3*8 per cent, elongation. 

t Mr. John H. Cooper, in his Treatise on the Use of Belting, pp. 383, 384, 
tabidates the results of fifty-three rules for the H.P. and stress transmitted 
by belts, and also arrives at the above mean result of 50 lbs. per inch of 
width. 
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sions is proportional to the coefficient of friction, and to the arc 
of the pulley embraced by the belt.* 

Example I. — Referring to the following table, we see that 
one H.P. can be transmitted per inch of width of belt, when 
travelling at 700 feet per minute. Let the arc embraced by the 
belt be 180" and the coefficient of friction '25. Find the tensions 
on the driving and slack sides of the belt, and their difference. 

Let T^ = Tension on driving side in lbs. 
„ T^ = Tension on slack side in lbs. 
„ V = Velocity of belt in feet per minute = 700. 
„ //. = Coefficient of friction = '25. 
„ ^ = Ratio of length of arc of contact to radius of pulley* 

(T.-T.)= 5^^:45^00. 

^ ^ 1 X 33,000 ,^^„ 
Or, Td - T, = - -^Q^ = 47-2 lbs. . . (1> 

From Lecture VI L, equation (XL), we get : — 

But, & = -^^- = i(^-^> = .. 

' radius r 

.-. loge^ = log ^- X -4343 = -25 X 3-1416 x -4343 = -3411. 

~ = 2-2. Or, Td = 2-2 T, . . (2) 

Inserting this value in equation (1), we get : — 

2-2 T, - T, = 47-2. .-. T, = 39-3 lbs. 
And, Td = 47-2 + T, = 86-5 lbs. 

These are the minimum working stresses per inch width of 
belt which must be applied to prevent slipping under the above- 
mentioned conditions. 

* For a description of Morin's experiments on the tension of belts made at 
Metz in 1S34, and his use of this formula, see Cooper on <* Use of Belting/* 
Chap. VII. 
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HOBSE-POWER THAT DIFFERENT LEATHER BeLTS WILL TRANSMIT 

PER Inch in Width at Various Speeds. 
{By A, G. Brovm^ M,E,^for Musgrave cfc Co.) 



Velocity of 
Belt per 


Kind or Belts. 


Best Oak-tanned Belts. 


Best Link or Chain Belts. 










1 


" 


Minute. 


Single 

helta 


Light 


Heavy 










. 




double 


double 


r 


¥' 


r 


aw. 


r 


1" 




K/CluO. 


belts. 


belta. 














Feet. 


Horse-power they will Transmit. 


100 


•15 


•21 


•27 


•13 


•15 


•17 


•20 


•24 


•27 


200 


•30 


•42 


•55 


•25 


•29 


•35 


•40 


•47 


•55 


' 300 


•46 


•64 


•82 


•38 


•44 


•52 


•60 


•71 


•82 


400 


•61 


•85 


1^09 


•51 


•58 


•69 


•80 


•95 


109 


500 


•76 


106 


136 


•64 


•73 


•86 


100 


1-18 


136 


600 


•91 


1-27 


1-64 


•76 


•87 


104 


1^20 


1^42 


164 


700 


1^06 


1^49 


191 


•89 


1^02 


1-21 


1^40 


1-65 


191 


800 


1-21 


1^70 


2-18 


•92 


1-16 


1-38 


1-60 


1-89 


2-18 


900 


136 


1-91 


2-45 


105 


1^31 


155 


1-80 


213 


245 


1000 


1-51 


212 


2-73 


1-27 


1^45 


1-73 


200 


2-36 


2-73 


1100 


1-67 


2-33 


3-00 


1-40 


160 


1-90 


2-20 


2^60 


300 


1200 


1-82 


2-55 


327 


1-63 


175 


2-07 


2^40 


284 


327 


1300 


1-97 


2-76 


3-55 


1-65 


r89 


2-25 


2^60 


3-07 


355 


1400 


2-12 


2^97 


3^82 


1-78 


2^04 


2-42 


2-80 


3 31 


3-82 


1500 


2-27 


3^18 


409 


1^91 


2^18 


259 


3-00 


355 


409 


1600 


2-42 


3*39 


436 


204 


233 


2-76 


320 


3-78 


436 


1700 


2-68 


3 61 


4^64 


216 


247 


294 


3 40 


4 02 


4-64 


1800 


2-73 


3-82 


4-91 


2-29 


2-62 


311 


360 


425 


4-91 


1900 


2-88 


4^03 


5-18 


2 42 


2-76 


3-28 


3-80 


4-49 


5^18 


2000 


303 


424 


5-45 


2-55 


2-91 


3^45 


4^00 


4^73 


645 


2100 


3^18 


4*45 


5-73 


2 67 


3^05 


363 


4-20 


4^96 


573 


2200 


3-33 


4-67 


600 


280 


3-20 


380 


4-40 


5-20 


600 


2300 


3-49 


4-88 


6-27 


2 93 


3 35 


3-97 


4-60 


5^44 


6-27 


2400 


3-64 


5 09 


6^55 


3 05 


3 49 


415 


480 


567 


655 


2500 


3-79 


5-30 


6-82 


318 


3-64 


4-32 


5 00 


691 


6^82 


2600 


3-94 


5 52 


7*09 


3 24 


3 78 


4-49 


5-20 


615 


709 


2700 


4-09 


5 73 


7-36 


3-28 


3 85 


4*66 


5-40 


6 38 


7-36 


2800 


4-24 


594 


7-64 


331 


3-86 


473 


5^60 


6 62 


764 


2900 


4-39 


6-15 


7-91 


3 32 


3-87 


4-78 


5-80 


6-85 


791 


3000 


4-50 


6^36 


8-18 


3-31 


386 


4-75 


5-97 


7-09 


818 


3100 


4-60 


6^58 


8-45 


3 30 


3 85 


473 


5 96 


7-33 


8^45 


3200 


4-69 


679 


8-70 


3-28 


3 82 


4^71 


5 94 


7-37 


8-73 


3300 


4-77 


7-00 


8-86 


3-24 


3-77 


4^70 


5-92 


7-35 


8^88 


3400 


4-84 


7-21 


8-96 


3^19 


3 71 


4-64 


5^87 


7-32 


8^86 


3500 


4-90 


7 31 


9 06 


313 


3-61 


4-50 


5^78 


7-26 


8^80 


3600 


4-95 


7-40 


916 


305 


3-50 


437 


5-67 


7-16 


8-73 


3700 


4^99 


7^48 


9^24 


2-96 


339 


4-26 


5^56 


7-01 


858 


3800 


5 03 


7^54 


9-29 


2^84 


3-28 


415 


5 41 


6^87 


8 41 


3900 


5 03 


7-60 


9-34 


2-72 


313 


402 


5-20 


6-70 


8-27 


4000 


5-08 


7^64 


9-37 


2^58 


295 


384 


5-01 


648 


8*04 
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General Beqnirements for Belting. — ^The ultimate strength of a 
belt is, however, a secondary consideration, since it is so very much 
greater than the normal working stress. The properties of greatest 
importance are — (1) straightness, (2) stretchlessness, (3) pliability, 
(4) homogeneity, (5) uniformity in thickness, (6) good flexible 
joints, (7) ease of repair, (8) endurance or longevity. These can 
only be determined by practical experience. Further, the very 
best belting cannot be expected to work well upon pulleys which 
are unbalanced or out of tnith and line, or which i^re too close 
together.* The pulleys should be as far apart as possible and their 
diameters as large as possible. For example, at Messrs. Clark & 
Oo.'s thread works at Paisley there are pulleys as far apart as 
90 feet. For high speeds the pulleys should have little or no 
crowning ; for, when a speed of about 3,000 feet per minute is 
reached, the sides of the belt will rise up from the face of a heavily 
erowned pulley due to centrifugal force, and thus greatly diminish 
the area of contact, inducing slipping, wearing of the belt, and 
unsatisfactory driving. 

Bope Gearing. — The transmission of power is frequently accom- 
plished by means of ropes instead of belts. In addition to their 
other advantages mentioned at the beginning of this Lecture, 
ropes seldom give way without due warning by slackening or 
fraying in one or more of the strands, thus reducing the risk of 
accident and stoppage of the works to a minimum. The working 
stress in the ropes being but a small fraction of their breaking 
strength, any signs of weakness in an individual rope would allow 
it to be removed and the engine run with the remaining ropes 
until a convenient opportunity is offered for the replacement of the 
weak. member. Further, their comparative slackness between the 
pulleys facilitates their cancelling any small irregularity in the 
motive power. 

These ropes are made of manilla-hemp, cotton, leather, and raw 
ox hide. Hemp ropes are preferred to cotton ropes for main 
drives with large pulleys since they are cheaper, stronger, and 
last nearly as long if spun with a soft greased core. In Messrs. 
J. k P. Goats' great thread works. Paisley, cotton ropes are, 
however, universally employed. They are made "hawser laid," 
from the best '4ong staple'' Egyptian, white, untarred cotton* 
By *' hawser laid " is meant that Sbe fibres of the material are first 
spnn into yams having a Hght-hamdied tzout These yama are 

*Mr. Henry A. Mavor in his reply to the discnssioii on his pjqker 
'*BeltiDg for Machmery,'* read before the Institntion of Engineers and 
Shipbuilders in Scotland, states that (where possible) the puUeys should 
be kept apart not less than three times, and not more than four tuus the 
diameter of the larger pulley. 
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next twisted Ufi-handedly into strands. Lastly, three such strands 
are twisted together right-handedly so as to complete the rope. It 
will be noticed that when the strand is twisted it untwists eat^ of 
the threads, and that when the three strands are twisted together 
into rope this action untwists the strands, but at the same time 
re-twists the threads. It is this opposite twist that serves to keep 
the rope in its proper form.* Cotton ropes, being softer and more 
pliable than manilla ropes, can be used with smaller pulleys 
without undue injury to the fibres. This is also considerably aided 
by the natural wax in the structure of the long staple variety 
which acts as a lubricant, and permits of greater freedom of motion 
between the several fibres. The life of a good cotton rope is 
usually about thirteen years if properly adjusted and well treated. 

Sizes of Bopes and Polleys.— The size and number of ropes, as 
well as the least diameter of pulley, for any given power, are points 
of importance and should be considered for each case. 

The ropes commonly used for the transmission of power in 
factories or mills vary from 3 to 5 inches in circumference. 
No matter what the diameter of the pulley may be, ropes of 
If inches diameter should not be exceeded for main drives, and 
ij inches diameter for secondary drives. The diameter of the 
smallest pulley should not be less than thirty times the diameter 
of the rope, as the larger the pulley the less will be the internal 
friction, and consequent injury to the rope from bending and 
unbending (see the following table). 

Strengtii of Cotton and Hemp Ropes. — The ultimate strength 
of white untarred cotton ropes may be taken at 9,000 lbs. per 
square inch of the nett sectional area, which is about 90 per cent, 
of the area of the circumscribing circle. The normal working stress 
should not exceed ^^^ of the ultimate breaking stress, or say 300 lbs. 
per square inch, although ropes are frequently worked at even a 
less tension. Messrs. Musgrave k Sons, of Bolton, allow a working 
stress of about 300 lbs. per square inch of sectional area. Of this 
about 20 per cent, or 60 lbs. is absorbed in overcoming back tension, 
wedging of rope, <fec., leaving 240 lbs. for centrifugal force and 
transmission of power. 

The following table from The Practiced Engineer gives useful 
data regarding these points. 

The ultimate strength of new manilla ropes is about 11,000 lbs. 
per square inch of the nett sectional area, which in a three stranded 
hawser is only about 80 per cent, of the area of its circumscribing 
circle. The necessary lubrication, however, reduces the strength by 

* See The Practical Engineer of June 22, 1894, p. 486, &c., for '* Notes 
on the Manufacture of Ropes,*' by W. C. Popplewetl, M.Sc. 
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20 to 30 per cent., but the lubncation of the fibres is of much 
greater importance than the actual breaking stress. The greater 
freedom of movement amongst tbe fibiea permits a heavier working 
streBa to be carried, and ensuren a much longer life ; for a pro- 
perly lubricated manilla rope will outlast from two to four similar 
dry laid ropes working under tbe same conditions. There are 
many ways of lessening the internal friction ; one of the best being 
that of coating the several yams with a mixture of black lead and 
tallow prior to twisting tbe same into strands. Under favourable 
conditions, when thus treated, it is practically waterproof, and will 
last for about eight years. 

Cotton Drivino Ropes akd Pollevs. 



Vbiocity op Ropes. 4, 















Power 


Centre 


Want. 














=»diRop< 


























iDi. 




Lb.. 


Lb<. 


Lb>. 


TraDsmit. 


rfrepa 


pullejr. 


Ine. 


H.P. 


In. 


Ini. 




■1963 


■081 


47 


16 


31 


4-43 


i' 


15 




■3067 


■125 


72 


24 


48 


6-84 


1 


18 




■4417 


-184 


106 


3S 


71 


10-07 


n 


22 




■6013 


■25 


144 


48 


96 


1367 


w« 


26 


1 


•7854 




19U 


63 


127 


18-03 


n 


30 


H 


1'2273 


■51 


294 




196 


27-90 


IH 


37 


11 


17671 


■74 


426 


142 


2S4 


4048 


2t 


45 


l| 


2-4053 


100 


576 


192 


384 


54-70 


2i 


52 


2 


3-1416 


,» 


760 


250 


500 


7110 


21 


60 



Splicing Ropes. — The splicing of ropes is a matter of great im- 
portance, and should never be left to unskilled hands. . In order 
to secure a sufficiently strong joint its length requires to be 
from forty to fifty times tbe diameter of the rope, or say from 
6 to 7 feet for main, and from 4 to 5 feet for secondary diivee. 
The difierent strands should be neatly interlocked, so. that the 
thickness of the rope is not increased. The strength of a good 
splice is only about 70 per cent, of that of the rope. 

Rope Pulleys.— The pulleys used for rope gearing ai-e made with 
V-sbaped grooves around their rims, as shown by the accompanying 



The sides of the gtoov 
other. The ropes must 
the grooves, but only on the sides. 



usually make an angle of 45° with each 

be allowed to rest on tbe bottom of 

shown. They are thus 
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wedged into the grooves, and the resistance to slipping ia thereby 
greatly increased. This has the effect, however, of producing 
greater wear and tear of the ropes. In the . case of gnlde 
pulleys, the rope should always rest on the bottom of the 
groove. 



Section oj Gboovks for Ropb PrixKrs, 

The following table gives the proportions of grooves of the form 
shown in the above iigure, for lopea from ^ inch diameter to 2^ 

inches diameter : — 

PROFOBTIOK9 OP OBOOVES FOR BOPI PULLEYS. 



ROPE PULLETS. 



In the case of belts running on flat-rimmed pnHeya, we Iiave 
seen that sufficient adhesion to prevent slipping between the belt 
and pulleys is obtained by stretching the belt over the pulleys with 
an initial tension. But with ropes, it is found that smoother 



Special Form op Eopb Pullbt by Watsob, Laiulaw & Co. 

working and less wear and t«ar take place when the rope is pnt 
on the pulleys with as little initial stress as possible. Hence the 
reason for increasing the frictional resistance between the rope and 
its pulleys, by allowing the rope to wedge itself into tLe grooves 
in the pulley rims. The necessary pressure between the rope and 
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the udes of the grooves to ensure sufficient frictional adhesion at 
the commencemeut of motion, is simplj that due to the weight of 
the hanging parts of 
the ropes between the 
QR pulleys. The pnlleys 

I should, therefore, be 
lai^, and be placed at 
a sufficient horizontal 
distance apart, so as to 
have the arcs of con- 
tact between the tope 
and the pulleys as great 
as possible. 

The acconii>anying 
figure shows the con- 
struction of a large rope 
flywheel, in which the 
wrought-iron bolt, B, 
connects the grooved 
QP rim, OR, with the 

wheel boss, W B, and 
thus i-eceives the tensile 
stress due to centri- 
fugal action on G £. 

In horizontal drives, 
the tight side of the 
rope should always be 
in contact with the 
lower parts of the pul- 
leys, and the slack side 
above, so as to obtain 
a maximum arc of con- 
tact between the rope 
and the pulleys, as 
shown by the following 
Sscnos oi- Large Eope Pclmt. right-hand 6gure. 



W B for Wheel boss. I A for Arm. 
SC „ Steel cotters. GR „ Grooved rim. 
B „ Wronght-iion BR ,, Barring rack. 
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If the drive tie vertical, tlieri tbe rope may require a. tightening 
pulley, in order to insure sufficieat 
I'rictional reRistance between it and 

the nnder side of the lower pulley, i^^i^J 

as shown by T P in the vight-haiid V^'l'M 

figure. A tightening pulley 
naturally slioitens the life of the 
rope. 





Horizontal Rope Driving. 



Vertical Rope Dkivikg. 



Mnltigroove Rope Drives. — Where great power has to be trans- 
mitted it ia neither convenient nor advisable to use very thick 
ropes. The usual practice is to have a number of ropes ronning 
in parallel grooves on one large pulley or wheel. The grooves in 
each pulley raiist he of the sanie size and depth, and all the ropes 
of the same thickness. They should also he stretched as equally 
as possible between the pulleys. These conditions are necessary 
to prevent some of the ropes being more severely strained than 
others. Since ropes stretch, it is advisable to put them all on at 



MULTIOROOTI ROFS DBIVZ WITH 






Gimia Fvixiv. 



the same time when they are intended to work on the same pair 
of pnlleys. In cei-tain cases, such as when driving an alternator 
and its exciter, a single rope is used with a guide pulley and 
facilities for sliding the machines towards or away from the driving 
pulley, as shown by the figure, or the guide pnlley may also be 
used independently for tightening the rope. 
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HOBSE-POWEB THAT GoOD COTTOX DRIVING ROPES WILL TRANSMIT 

AT Various Speeds.* 
{By A . G, Broion, M, E. , for Musgrave ds Co. ) 



Velocity 






Diameter of Bopes in Inches. 






in Feet 


r 


r 


r 


r 


V 


li" 


li" 


If" 


2-' 


Minute. 


Horse-Power they will Transmit. 



600 
700 
800 
900 
1,000 
1,100 
1,200 
1,300 
1,400 
1,500 
1,600 
1,700 
1,800 
1,900 
2,000 
2,100 
2,200 
2,300 
2,400 
2,500 
2,600 
2,700 
2,800 
2,900 
3,000 
3,100 
3,200 
3,300 
3,400 
3,500 
3,600 
3,700 
3,800 
3,900 
4,000 
4,100 
4,200 
4,300 
4,400 
4,600 
4,600 
4,700 
4,800 
4,900 
5,000 



84 
98 
12 
26 
39 
53 
66 
79 
92 
05 
18 
30 
42 
54 
66 
2-77 
2-88 
2-99 
3-10 
3-20 
3-30 
3-39 
3 48 
3-57 
3-66 
3-74 
3-83 
3-90 
3-96 
4-03 
409 
4-16 
4-20 



4 
4 
4 
4 
4 
4 
4 
4 
4- 
4 
4 
4 



25 
29 
33 
36 
39 
41 
42 
43 
43 
43 
43 
41 



1-30 


1-91 


2-60 


3-43 


5-30 


7-69 


10-40 


1-52 


2-23 


3-03 


400 


6-18 


8-96 


12-12 


1-73 


2-54 


3-45 


4-56 


7 05 


10-22 


13-82 


1-94 


2-86 


3-88 


5-12 


7-92 


11-48 


15-52 


2-15 


316 


4-30 


5-67 


8-76 


12-72 


17-18 


2-35 


3-47 


4-71 


6-22 


9-61 


13-94 


18-83 


2-56 


3-77 


512 


6-76 


10-44 


15-15 


20-47 


2-76 


4-07 


6-53 


7-29 


11-27 


16-35 


22-10 


2-96 


4-36 


5-93 


7-83 


12-10 


17-55 


23-72 


3-16 


4-65 


6-32 


8-34 


12-89 


18-70 


25-27 


3-36 


4-94 


6-74 


8-86 


13-70 


19-88 


26-86 


3-55 


5-22 


7-10 


9-37 


14-48 


21-01 


28-39 


3-74 


5-50 


7-47 


9-86 


15-25 


22-12 


29-89 


3-92 


6-76 


7-83 


10-34 


15-97 


23-18 


31-32 


410 


6-03 


8-20 


10-82 


16-72 


24-26 


32-79 


4-27 


6-29 


8-54 


11-28 


17-43 


25-29 


34-17 


4-45 


6-55 


8-90 


11-75 


18-16 


26-35 


35-60 


4-62 


6-80 


9-24 


12-19 


18-84 


27-34 


36-94 


4-78 


7-04 


9-56 


12-62 


19-51 


28-31 


38-26 


4-94 


7-28 


9-89 


13 05 


20-17 


29-26 


39-55 


5-09 


7-50 


10-18 


13-44 


20-77 


30-14 


40-73 


5-24 


7-71 


10-48 


13-83 


21-37 


31-00 


41-90 


5-38 


7-92 


10-75 


14-20 


21-94 


31-84 


43-02 


5-51 


8-12 


11-03 


14-56 


22-50 


32-64 


4411 


5-65 


8-31 


11-30 


14-91 


23-04 


33-44 


45-18 


6-78 


8-50 


11-56 


15-25 


23-57 


34-20 


46-22 


5-90 


8-69 


11-81 


15-59 


24-09 


34-95 


47-23 


601 


8-85 


12-02 


15-87 


24 53 


35-59 


48-10 


612 


901 


12-23 


16-15 


24-96 


36-21 


48-94 


6-22 


915 


12-44 


16-42 


25-37 


36-81 


49-75 


6-31 


9-29 


12-63 


16-67 


25-76 


37-38 


50-51 


6-41 


9-43 


12-81 


16-91 


2613 


37-92 


51-24 


6-48 


9-53 


12-95 


17-10 


26-43 


38-35 


61-82 


6-56 


9-65 


1312 


17-32 


26-76 


38-83 


52-48 . 


6-62 


9-75 


18-24 


17-48 


27 01 


39-20 


62-97 


6-68 


9-83 


13-36 


17-63 


27-25 


39-53 


63-42 


6-73 


9-91 


13-46 


17-77 


27-46 


39-84 


63-84 


6-78 


9-98 


13-55 


17-89 


27-65 


40-11 


54-21 


6-80 


1001 


13-60 


17-95 


27-75 


40-26 


64*40 


6-82 


10-04 


13-64 


18-00 


27-82 


40-36 


64-56 


6-83 


10-06 


13-66 


18-03 


27-87 


40-44 


64-64 


6-84 


10-07 


13-67 


18-05 


27-90 


40*48 


54-70 


6-84 


10-07 


13-67 


1805 


27-90 


40-48 


64-70 


6-83 


10 06 


13-66 


18-03 


27-87 


40-44 


64-64 


6-80 


1001 


13-60 


17-95 


27-74 


40-25 


64*40 



13-62 
15-76 
17-96 
20-17 
22-34 
24-48 
26-61 
28-73 
30-83 
32-86 
34-92 
36-90 
38-85 
40-71 
42-62 
44-42 
46-29 
48 03 
49-73 
51-41 
52-96 
54-47 
56-93 
67-35 
68-74 
60-08 
61-40 
62-63 
63-62 
64-67 
66-66 
66-62 
67-36 
68-22 
68-86 
69-44 
69-99 
70-47 
70-72 
70-91 
71-04 
71-10 
71-10 
71*04 
70-70 



* In practice, Messrs. Clark & Co. of Paisley find these powers to be rather high for the 
larger ropes. For example, they only allow 35 to 40 H.r. for a Ij-inch cotton rope at 
3,600 feet per minute. 
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Speed of, and Horse-Power Transmitted by, Ropes. — The speed 
of ropes is generally very high, being from 3,000 to 5,000 feet 
per minute. The usual or average speed may be stated to 
be about 4,500 feet per minute, although some engineers have 
used as high as 5,600 with advantage. The preceding table shows 
the power which good cotton ropes will transmit at various 
speeds. 

Power Absorbed by Rope Driving. — It is stated by some engineers 
that rope gearing absorbs 10 per cent, less power than toothed 
gearing. I am assured, however, that this is an error, for well 
designed and well applied tooth gearing consumes little more than 
4 per cent., belts from 5 to 5^ per cent., and ropes about 7 per cent. 

Telodynamic Transmission.* — The successful transmission of 
power by round endless wire ropes commences where a belt, or 
cotton and hemp ropes, would be too long to be used profitably 
(i,e., say about 50 feet between the driver and follower for belt- 
ing and 100 feet for ordinary ropes), and ends economically at 
distances of from 10,000 to 13,000 feet. For, the efficiency rapidly 
decreases as the distance increases, being about 95 per cent, for 
100 yards, 90 per cent, for 500 yards, and only 60 per cent, for 
5,000 yards under the most favourable conditions. 

This system has been much more extensively employed on the 
Continent than in this country, although the author has seen 
numerous instances of its adoption in Scotland, and in Orkney, 
for driving ordinary thrashing mills where the water power was 
down in a hollow and removed from the steadings about 200 
to 400 yards. Messrs. Rochling and Trentoif, N. J., state, that in 
point of economy, this system costs only about J^ of an equivalent 
amount of belting and ^ of shafting. This is not to be wondered 
at, since steel wire ropes are cheap and strong, and can be run at 
very high speeds so that great power may be transmitted by them 
with comparatively light gearing. The range in the size of the 
cables used is, however, small, for the employment of a large wire 
rope means self destruction and loss of power due to its bending 
and unbending over the pulleys ; and further loss of power due to 
moving it at the required velocity over great distances. For 
example, a rope of f inch diameter will transmit 20 H.P. or less, 
and a 1-inch rope 300 H.P., whereas a IJ-inch one would not 

*See Chapter VIII. of the fourth edition of a Treatise On the Use of 
Belting, by John H. Cooper (Edward Meeks, Walnut Street, Philadelphia, 
or E. & F, Spon, London, 1891) ; Elements of Machine Design, by Prof. 
W. C. Unwin (Longmans, Green & Co., London) ; also the Howard 
Lectures, by Prof. Unwin, Society of Arts Journal, 1893, where an in- 
teresting account is ffiven of the rise and progress of Telodynamic Trans- 
mission as well as details of the latest practice. 
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successfully transmit any uiore power, with the same speed and 
size of pulleys and the same extreme distance, owing to its greater 
stiffness and weight. 

The first of the following figures shows a single span with the 
slack part of the rope uppermost : — 




^LACK 



TIGHT 




Single Span. 

The second also represents a single span but with the slack part 
below and supported in the middle by a guide pulley. 




Span with Single Supporting Pulley. 

When the length of a span is great, and the height of the 
pulleys not sufficient to prevent the rope trailing on the ground, 
it may be supported in the manner shown in the third figure. 




Single Span with Multiple Supportii^g Pulleys. 

When the power has to be conveyed over a very great distance, 
it is advisable to split up the length into intermediate stations or 
" relays," each relay being worked by a separate rope, as shown by 
the following figure. The pulleys at the relays are double grooved, 




FOLLOWER 



RELAY RELAY 

Independent Spans. 



DRIVER 



so that the two ropes run together on the same pulley. The 
length of a relay may be from 400 to 500 feet, with guide pulleys 
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every 50 or 60 feet. A good example of thia is to be found at 
Sch^hauseo od the Rhiae, where about 650 horse-power are 
transmitted through a distance of 2,700 feet to twenty-three 
customers, where a small rope of 1-inch diameter, moving at 
62 feet per second, transmits 280 horse-power. 

PuUeyB, — Since bending is more injurious to wire ropes than 
those made of hemp or cotton, it is ueceseary to use very large 
pulleys with the former. This 
not only diminishes the damage 
done to the cable, but also the 
power expended in bending 
and unbending the rope. 
Further, the arcs of contact 
should be as large as possible, 
in order to secure sufficient 
frictional resistance between 
the rope and the pulleys. 
Wire ropes, unlike hemp or 
ootton ones, must not be 
pressed laterally against the 
sides of the V-shaped groovcF, 
but allowed to rest on the 

bottom. The grooves for wire i 

ropes are much wider than 
those for hemp or cotton ropes, 
and it is necessary to line the 
bottom of the grooves with 
some material sofber than iron, 
such as wood, giitbipercha, old 
rope, tarred oakum, or leather, 
so as to protect the rope, and 

increase its resistance to slip- Labgk Pni.i,«r for Wibb Ropes. 1 
ping. The last material is most 

extensively used for thia purpose. The leather is cut into sections 
of the dove-tailed shape shown shaded dark in the figm-es on the 
next page, and set in on end around the rim. Scrap leather, cut 
from old shoes or pieces of belting, does very well, but, being 
very thin, it takes at least a thousand of them for a 7-foot wheel. 
When many are wanted, it is worth while to make a die to cut 
them out accurately and quickly. This is the moat durable filling 
that can be made, but it is reported that even leather does not 
last more than six months' continuoua work.'* The guide or sup- 
porting pulleys do not require to be lined in this way. 
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The ropes need for telodyoamio tranBmissioa are generally made 
of steel wires. There are UBually six strands in each rope. Each 
strand is composed of six wires twisted around a hempen core, 
and these six strands are then laid aronnd a central hempen 
core. As with hemp or cotton ropes, the strands are twisted 
in the opposite direction to the wires composing them. Finally, 

I I i 



SmoLK Gbooys. Doublx Obootb fob Reutb. 

the tope is inxitected from oxidation by a coating of boiled linseed 
olL Oonsuerable trouble is caused by the stretching of these 
caUes, but this may, to a large extent^ be prevented by passing 
them (before use) between grooved compression rollers, which 
kills this tendency to stretch, although, at the same time, it of 
necesdty slightly diminishes their diameter. 

The splicing of these ropes must be done by a practised hand, in 
order that the splices may not be distinguishable in size, strength, 
and appearance from the factory made cable. The splices should 
be of such a length — say 20 to 30 feet for l-ioch ropes — that the 
friction between the interlaid wires may easUy withstand the 
tension. 

These wire ropes, when at work, are subjected to three different 
stresses — (1) the longitudinal tension due to the power transmitted 
xbA their own weight, (2) the bending stress whea passing over 
the pulleys, and (3) the centrifugal stress. As a rule, the longi- 
tudinal tension on the tight side is made twice that on the slack 
side, and the diameter of the pulleys is so chosen that the bending 
stress is about equal to the maximum longitudinal stress. The 
centrifugal stress is usually neglected, unless the velocity of the 
ropes is exceptionally great The working tension is seldom 
greater than 15,000 lbs. per square inch of section, although the 
steel wires composing the same withstand from 70 to 100 tons per 
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square inch.* The life of these ropes does not appear to be much 
more than one year when working continuously; consequently, 
it is found advisable to keep a spare rope spliced and ready for 
action in case of accident. 

Wire Rope Haulage and Transport.-— Although this large subject 
naturally follows what has been said on telodynamic transmission, 
there is neither space nor time for a full treatment of the question 
in this book. Consequently, we must refer students who may 
desire to pursue this subject to those books and papers wherein 
the different systems are described and discussed, t The various 
Rope Tramways to be met with in San Francisco, Chicago, New 
York, Melbourne, London, and Edinburgh are excellent examples 
of fast speed rope haulage. These instances are, however, excelled 
as far as speed and distance are concerned by the District Subway 
of Glasgow. Here, there are two parallel circular iron tunnels, each 
6 J miles long, with thirteen stations. Through tliese run seven trains 
of two cars each, at a speed of between 18 and 20 miles per hour. 
These trains are worked by an endless steel wire rope kept in con- 
tinuous motion by stationary engines coupled to grooved drums 
and the necessary accessories. When about to leave a station, all 
that the train driver has to do is to bring the cable-grip into action 
with the moving rope, and when arriving at one he has simply 
to disengage it and apply the brake, as may be seen from the 
accompanying figures.^: 



* a. 



See Paper on ** Wire Ropes," by A. S. Biggart. Proceedings of the 
Iiistitute of CivU Engineers^ vol. ci., p. 231, 1889-90. 

tSee Paper on **The Monte Penna Wire Ropeway," by W. P. Church- 
ward. Proc^ Inst. Civil Engineers^ vol. belli., p. 273. 

Paper on "Three Systems of Wire Rope Transport," by W. T. H. 
Carrlngton. Proc. Inst, Civil Engineers, vol. Ixv. , p. 299. 

Paper. on "Wire Rope Street Railways of San Francisco and Chicago," 
by W. Morris. Proc, Inst. Civil Engineers^ vol. Ixxil., p. 210. 

Paper on **The Temple Street Cable Railway, Los Angelos, California," 
by F. W. Wood and H. Hawgood. Proc. Inst, Civil Engineers, vol. evil., 
p. 323. 

Street Railways : Their Construction^ Operation, and Maintenance, by C. 
B. Falrchild (The Street Railway Publishing Co., World Buildings, New 
York). 

t These two figures, and the one of a ** Multigroove Rope Drive" for 
one rope and guide pulley, were kindly provided by the Institution of 
ClvU Engineers with the approval of the Council. 
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The gtipper attachment is fixed to tbe end of the ahank, B, 
wliich is a flat bar of iron 5 J inches wide by | inch thick, working 



through a longitudinal slot. This gripper, A, conaiets of two 
pairs of small sheaves about 3^ inches in diameter, and placed at 



CABLE TRAMWAY. 



"1,1 I ft" Ita 
S^lJi If 



! s I* 
^j ^1 a I g 



a " = o " — ,a 

11 * » ^ J § 
.a »S.c5.! 5" 
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Lecture XVIL — Questions. 

1. Under what respective circumstances would you use belt, rope, and 
chain giBaring, and state the advantages and disadvantages of each ? 

2. Explain how the best leather belts are made and spliced. 

3. What is meant by ** compound " belting? For what reasons is it pre- 
ferred to " double " or ** treble " belting ? 

4. Give a short description of ** chain," "Victoria," and ** composite 
guttapercha'* belting. State their respective advantages and disad- 
vantages. 

5. The tension on the slack side of a belt is half that on the tight side. 
The limiting tension is 40 lbs. for each inch in width of the belt. Find the 
breadth of the belt to transmit 40 horse-power from a pulley 3 feet in 
diameter making 100 revolutions per minute (Adv. Sc. & A. £xam., 1894). 
An8. 70 inches. 

6. A belt transmits 35 horse-power when moving at 3,300 feet per 
minute. Find the net driving tension. If the coefficient of friction be '3, 
and the belt embraces half the circumference of the pulley, find the 
tensions on the driving and slack sides respectively. What width of belt 
would you use? Ans. 350 lbs.; 575 lbs.; 225 lbs.; 11*5 inches. 

7. Explain the construction of cotton and hemp ropes for driving 
machinery, and give their respective strengths and advantages. 

8. Sketch a section of the rim of a rope pulley for a 1-inch rope, marking 
all the dimensions. 

9. What is " Telodynamic Transmission of Power ? " How is it applied 
for short and long distances ? Give sections and description of the ropes, 
and of the single and double grooved pulleys used in this system. 

10. Describe the machinery employed in the manufacture of wire ropes, 
. and give a detailed account of the process of constructing a wire rope. 

With the aid of sketches, describe how the ends of such a rope are secured 
. so that its full strength may be utilised (Sc. & A. Hons. Mach. Cons. Exam., 
1895). (See Mr. Smith's paper in the Proc, Mech. Eng, 1862, and 
JJnwln's Machine Design^ part I. ) 

11. Give a sketch and short description of tramway rope haulage. 
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LECTURE XVIII* 

CoiTTENTS.— -Velocity-Ratio with Belt and Rope TransmisBion— Example I. 
— Velocity-Ratio in a Compound System of Belt Gearing — Example II» 
— Length of a Crossed Belt — Examples III. and IV. — Length of an 
Open Belt — Examples V. and VL — Frictional Resistance between a 
Belt or Rope and its Pulley — Frictional Resistance between a Rope and 
a Grooved Pulley— "Slip" or "Creep" of Belts due to Elasticity— 
Horse-power Transmitted by Belt and Rope Gearing — Examples VIL 
and VIII. — Influence of Centrifugal Tension on the Strength of High* 
Speed Belts and Ropes — Example IX. — Questions. 

Velocity-Ratio with Belt and Rope Transmission. — It is shown 
in our elementary treatise that when two pulleys of diameters^ 
Dj, Dg, are connected by a belt or rope, their angular velocity- 
ratios are inversely as their diameters — i,e., if Nj and Ng be 
their respective number of revolutions in a given time, then : — 

Ni:N, = D,:Dj (I) 

This equation is only true on the supposition that there is no 
slipping between the belt or rope and the pulleys ; and also, that 
the thickness of the belt or rope is so small in comparison with 
the diameters of the pulleys, that it may be neglected. 

Let d = Diameter of the rope or thickness of the belt. 

Then, the working diameter of the pulleys will be D^ + 5, and 
D.2 + d, respectively. Consequently : — 

Ni : N2 == Dg + a : Di + a (II) 

Example I. — Compare the angular velocities of two pulleys 
of diameters 24 and 10 inches respectively when the thickness 
of the belt is I inch. 

(1) Neglecting the thickness of the belt, we get ; — 

Ni_ D2_ 2424 
Nj "" Di " 10 ■" 1 • 

(2) Taking the thickness of the belt into account, we get :— 

?! _ 1^2 + ^ _ 24 -f I 195 2-35 
Ng ~ Di + a - 10 + I " 83 " 1 • 

"We thus see that by taking the thickness of the belt into 
account the velocity-ratio is diminished, and in this example 
in the proportion of 240 to 235, or by 2-1 per cent. 
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Velocity-Ratio in a Compound System of Belt Gearing. — When 
there are a number of pulleys, A, B, 0, D, E, F, connected 
together by belting, as illustrated by the above figure, let D^, Db, 
&c., denote their respective diameters, and N^, Ng, &c., their 
revolutions per minute. 

^B _ ?A _,, N» _ Do „,„^ Np _ p. 



Then, 



ct' *''*^ n" 



'B 



D-> '^'^ N ■ 



1), 



By multiplying together the corresponding members of these 
equations, we get: — 

N, N,. N, D. D. D, 






'C 



P _ Pa D 



B 



F 




Velocity-Ratio in a Compound System of Belt Gearing. 

Since the pairs of pulleys, B and 0, and D and E, are fixed to 
their respective shafts, Nb = ^c and N^ = Nr. By cancelling 
these equal values, we get : — 



N 



Da X Dc X D 



E 



D,. X Di 



(HI) 

If we call pulleys A, 0, and E the drivers and B, D, and F 
the foUotpers, we obtain the following rule : — 

Product of diameters of all the 
Bevolutions of last follower drivers. 

Revolutions of first driver " Product of diameters of all the 

followers. 

Or, Speed of first driver x product oftJie diameters of all 

tite drivers. 

= Speed oflastfoUoioer x product of the diameters of all 

ilie followers* 
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The radii or circumferences of the pulleys may be substituted 
for the diameters. 

If the thickness of the belts be taken into account, then the 
pulley diameters must be increased by the thickness of the belts. 

Example II. — An engine is employed to drive a fan by 
means of pulleys and bands, the first driving band passing over 
the flywheel of the engine. The train consists of (1) the fly- 
wheel, A ; (2) two pulleys, B and C, on one axis ; (3) two other 
pulleys, D and E, on another axis ; and (4) a pulley, P, to the 
axis of which the fan is attached. The diameters of A, B, C, D, 
E, F are as 12, 3, 8, 2, 6, 1 respectively, and A makes 20 revolu- 
tions per minute. How many revolutions does F make per 
minute ? 

Here D^ = 12; Db = 3 ; Dc = 8 ; Dj> = 2 ; Dg = 5 ; Dp = 1; 

N^ = 20. 



Then, 






12 X 8 X 5 



Db X Dd X Dp 3x2x1 



= 80. 






Np = N^ X 80 = 20 X 80 = 1,600 revs, per min. 

Length of a Grossed Belt. — An endless belt stretched over 
two pulleys may be either crossed or open, according as the 
pulleys are required to rotate in the same or in the opposite 
direction. We shall now prove by aid of the following figure 




Length of a Cbosskd Belt. 



that a driving belt when crossed will serve for any pair of pulleys, 
so long as the distance between the centres of the pulleys is 
the same, and the sum of the diameters is constant. 
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Let R, D = Radius and diameter of pulley, A, 
r^ d = Radius and diameter of pulley, B, 
a = Distance, A B, 
L = Length of belt, 
S = Sum of diameters = J) + d, 
A = Difference of diameters = D - rf. 



J) 



Then, L = 2 {arc H D -f D F + arc F K}. 

Or, L = 2 j R I g + <^J + acos</) + rl^ + <p\ \ 

L r= + <^^ (D + c^) + 2acos<^. . . . (IV) 

If (D + d) has always the same value, then <f> will also remain 
constant ; and, therefore, L will be a constant length. 



From the figure we see that : — 

. ^ AD, R + r J) + d 2 

/ J 4: a2 - 2*2 

But, cos <^ = V 1 — sin2 ^^ _ 



(f) 



-(?**) 



2a 
2 + Via^^^ (IVa) 



This is one equation from which the length of a crossed belt 
may be calculated. 

In using equation (I V^ ) it must be observed, that <^ is expressed 
in circular measure. After obtaining sin ^ from equation (V), 
the angle <^ can be found in circular measure or in degrees by 
referring to Trigonometrical Tables of Natural Sines. K <^ be 
expressed in degrees, let it be denoted by <^°, then the circular 
measure of <^ is found by multiplying <^° by 0-0175.* 

Thus, <^ = ^° X 0-0175. 

Example III. — A shaft making 100 revolutions per minute 
carries a driving pulley 2^ feet in diameter and communicates 
motion by means of a belt to a parallel shaft at a distance of 
6 feet, carrying a pulley 1 foot in diameter. Find the speed of 
the belt and an expression for its length when crossed. Find 
also the number of revolutions per minute of the driven dhaft, 
allowing a slip of 1^ per cent. (S. & A. Adv. Exam., 1893). 

* How this number is obtained is explained further on in this Lectare. 
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Answer. — (1) Speed of belt = Circum/erentud speed of driving 

ptUley, 

„ „ = 3-1416 X 2J X 100 = 785-4 feet 

per minate. 

(2) The length of a crossed belt has been shown in the text 
to be: — 



L = g + ^) 2 + J 4: a^ - 22. 



From the data, we get : — 2 = D + c? = 2-5 + 1 = 3-5 feet, 

2 3*5 
a = 6 feet, and sin ^ = ^r— = rr^ = -2917. 

Referring to a table of Natural Sines, we find the angle whose 
sine is = "2917 to be about 17". 

Hence, </» = 17 x 0-0175 = -2975 radians. 



=( 



^'^^ + -2975"^ 3-5 + ^ 4 X 62 - 352. 



i.e., L = 6-54 + 11-48 = 1802 feet.* 

(3) If there were no slip, the speed of the driven pulley would 
be : — 

71 = N X -, = 100 X ^ = 250 revolutions per minute. 

* The student should notice that sin ^ and <f> agree to the second decimal 
figure, and this is true for all angles up to about 2V, The smaller the 
angle the more nearly do sin and agree in numerical value. Now, in 
the examination room, no tables of Natural Sines are allowed, and the 
student is not expected to calculate <f> from the value of its sine. But in 
engineering problems of this kind it is considered sufficiently accurate to 
take numbers to two or three decimal figures; hence the student may 
assume that — 

= sin = -292. 

Then, L = ('^^^ + -292"^ 3-5 4- V4 x 6^ - S'S*, 

i.6., L = 6-52 + 11-48 = 18 feefc 

This only differs by about -1 per cent, from the correct answer. The 
error introduced when we take = sin is -2975 - *292 = -0055, or 
'55 per cent. only. 
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Bat since there is 1^ per cent, slip the actual speed is only 
98| per cent, of this. 

98*5 
Hi = TWQ X 250 = 246*25 revolutions per minute. 

The length of the belt could also be obtained by drawing the 
figure accurately to scale. The student should, therefore, obtain 
an answer in this way to the second part of the above question, 
and compare his results with those which we have just found. 

Example IV. — A shaft, having a stepped speed-cone with 
four steps, revolves at a constant speed of 180 revolutions 
per minute, and is connected, by a crossed belt, to another 
shaft having a similar stepped cone. The diameter of the largest 
step of the cone on the driving shaft is 16 inches. The driven 
shaft is required to run at speeds 480, 300, 160, and 90 revolu- 
tions per minute respectively. Determine the diameters of the 
remaining steps of the two cones. 

Answer. — Let D^, Dg, Bg, D^ denote the diameters of the four 
steps of the cone on the driving shaft ; D^ being the diameter of 
the largest step. 

Let 5j, c?2> ^3> ^4 denote the diameters of the four steps of the 
cone on the driven shaft ; d^ being the diameter of the smallest 
step. 

Then, D^ + d^ = D^ + d^^ T>s + ^s ^ ^i + ^h = ^• 

Let N denote the speed of the driving shaft, and let N^, Ng, 

Ng, N^ denote the four different speeds of the driven shaft, so 

that 

N = 180; Ni = 480; Ng = 300; Ng = 160; N^ = 90. 
We have first to determine d^, and thereby 2. 

Here ^^ - -^ 

di = yg^ X 16 = 6 inches. 

2 = 16 -f- 6 = 22 inches. 

For steps Dg, d^ we get : — 

Dg _ Ng ^2_ _ __ ^' 

d^" N ' -''bg + 4 ~ Ng+'N • 

Hence, Dg = 3qq ^ ^qq ^ 22 = 13*76 inches. 
And, {/g = 22 - 13*76 = 8*25 inches. 
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Similarly, Dg = 



N. 



N3 + N 



2 = 



160 

160 + 180 



X 22 = 10-35 ins. 



And, . 
Again, 



(/« = 22 - 10-35 .•= 11-65 inches. 



^4 = 



N4 



N, + N 






90 



And, (/^ = 22 ~ 7-3 

Hence, we have: — 
Driving Cone. 

Dj - 16 inches. 
D, = 13-75 



90 + 180 
= 14-6 inches. 



X 22 = 7-3 inches. 



D3 = 10-35 
D4 = 7-3 






Driven Cone. 

(/| = 6 inches. 
d^ = 8-25 
c/3 = 11-65 

d^ = U-6 



9) 



Length of an Open Belt. — By referring to the next figure 
and proceeding as before, we can determine the length of an 
open belt connecting any pair of pulleys. 

Here, L = 2 { arc H D + D F + arc F K }. 



Or, 

Or, 



L = 2 |k (1^ + pj + a cos p + r ^ I - ^\. 
L = ,;^ (D + c?) + ^ (D - c?) + 2 a cos ^. 



L= rt2 + ^A-t-2acos9. 



(VI) 




Length of an Open Belt. 

Here 2 and A cannot both be constant quantities for two or 
more pairs of pulleys. Hence, if the sum of the diameters of 
each ])air of pulleys be the same, an open belt of conistant length 
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cannot be made to work equally tight on the various pairs of 
pulleys. 

We shall now obtain an approximate and more convenient 
formula for the length of an open belt than that given by 
equation (VI). 

Since, in this case, ^ is always very small, we may write : 

9 =s sin p. 
But, smp = — 1.-. \ 

jP = ^— , approximately. I 

Also, cos ^ = V 1 - sm2 ip = 

Substituting these values of ^ A and cos p in equation (VI), 
We get, L = J2 + ~ + Jla^-A^ 

Or. L.J./.I{^.(:-^;)J} 

By the binomial theorem, we can expand the last expression 
in this equation to any required number of terms. 

T...(,--)i = i-j(-).L(iri).(-)..^ 

The third and following terms on the right-hand side are very 

. ' a2 . . 

small, since j— g ^^ of itself very small. We may, therefore, 

neglect all terms after the second. 

1 - r~2) = 1 - o— 2> approximately. 
Hence, L = Js + 2«{^^, + 1 - g^,}. 

i.e., ^ = |2 + 2a{l + Q^J,}. . . (VI.) 

This is evidently a more convenient expression for the length 
of an open belt than equation (VI). 
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In the case of a crossed belt it has been shown that the belt 
will work equally tight and veil on any pair of pulleys on the 
same shafts so longas the sum of the diameters of the two pulleys 
is constant. Thus, if a crossed belt he used for connecting two 
stepped speed cones, the sum of the diameters of alternate 
pulleys must be constflnt. If, however, an open belt be used 
the sum of the diameters of each pair of working pulleys will not 
be constant. Consider two pairs of pulleys on the stepped cones. 

Let Dj, rf, = Diameters of first pair. 
„ D„ d^ = Diameters of second pair. 
„ ' Zi = T>i + rfji Zt=Dg + (^ 
„ ^i = Dj - (ij; Aj = Dj - d^ 

Then, since the length of the belt is constant, we get : — 



.j2:. + 2. i + a -JS,*2« 1 + , 



2:, = ^..^^^-. . .(vm, 

This formula gives us the aura of the 
diameters of the second pair of pulleys in 
terms of the sum and difference of the 
diameters of the first pair. The difference, 
Aj, of the diameters of the second pair of 
pulleys also enters into this equation, and 
this must he found before '2^ can be ob- 
tained. 

Let A B be the main shaft running con- 
stantly at N revolutions per minute. Let 
Ni, Nj be the speeds of the shaft C D 
when the belt is on the pulleys 1 and " 
t> respectively. 

Now, calculate Aj on the assumption 
that the belt is crossed. This is not ex- 
actly, but very approximately, correct. 
Stkfped Cones. Hence, neglecting the thickness of the 

belt, we get : — 

Dj _ Na . Dg - d^ _ N^~N 

■ - (ij ~ N' ■'■ Dj + dj~ Nj + N" 
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But, since we are to asBume that the belt is crossed in this 
calculation, we must have ^l^ == 2^. 

N - N 
A2 = jj^-qjT-jjr 2i, approximately (IXa) 

Substituting this approximate value for Ag in equation (YIII), 
we get Sg. Having now calculated 22, we can easily find Dj 
and d^ Thus : — 

DgNg Da Ng 

^2 = H7TN ^2,^ndrf2 = N7i-N^2. • • (X) 

In the very same way, the diameters of all the other pairs of 
pulleys in the stepped cone can be found. 

Hence, the following practical rule for designing a set of 
stepped speed-cones, worked by an open belt : — 

Let N = Constant speed of driving or main 
shaft, A ^. 
Nj, Ng, N3, <kc., = Required speeds of driven shaft, C D. 

(a) Fix on convenient diameters D^, d^ to give the required 
velocity-ratio with any one pair of pulleys. This will give 2^ 
and A^. 

(6) Next calculate A^, A3, <&c., for the other pulleys on the 
assumption that the belt is crossed; or by formula (IX a). 

(c) Insert these values successively in equation (YIII), from 
which Sg, 2^, &c,, can be found. 

(d) The diameters can then be found from equations (X). 

Example V. — The centres of two pulleys, 4 and 2 feet in 
diameter respectively, are 8 feet apart. The pulleys are con- 
nected by an open belt ; find its length. 

Answer. — Here 2 = 6 feet ; A = 2 feet ; a = 8 feet. 
From equation (VI a) we get : — 



L = |2 + 2 



^{l+gS} 



{i + r^} 



3-1416 ^ « o I , - f r . 

„ = — ^ — x6 + 2 x8-!l + o— ^ 5- feet. 
„ = 9-4248 + 16-125 = 25-65 feet. 

« 

Example YI. — If the speed cones in Example lY. are con- 
nected by means of an open belt instead of a crossed one, and 

23 
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the distance betireen the centres of the two shafts is 8 feet, 
determine the diameters of the various steps. 

Answer. — Using the same notation as in Example IV., we get, 
as before, D^ = 16 inches; di = 6 inches; a = 8 x 12 -= 96 
inches ; 2^ = 22 inches ; and A^ = 10 inches. 

(1) To find Dg, and d^. 

First, calculate D2 and €^2 <>^ ^be assumption that the belt is 
crossed. 

From Example IV. we get : — 

Dg = 13 75 inches, and d^ = 8*25 inches. 
Hence, as a first approximation, we may write : — 

22 = 22 inches, and Ag = 5*5 inches. 
Next, recalculate 22 from equation (VIII) in the text, viz. : — 

2, = Si + \-=^ = 22 + ^" .,„ ^ ^ = 22-1155 inches. 

Substituting this new value of Sg in equation (X), we get : — 

■^« = N^^^ = 300^ ^ 22-1155 = 13.822inches. 
d^ = 221 155 - 13-822 = 8-293 inches. 

These are the diameters of the second step as obtained for 
one correction. If a closer approximation be required, then we 
must again recalculate ^2 ^^om the results just obtained. 
Thus:— 

• Ag = 13-822 - 8-293 = 5-529 inches. 

.•. 20 = 2, + -7i ■ = 22 + TT^ =. 22-1148 inches, 

2 X -=- X 96 

Substituting this new value for Sg in equation (X), we get: — 



300 



1^2 = okfP^^^ X 22-1148 = 13-8217 inches. 

2 300 + 180 

.-. (/g = 22-1148 - 13-8217 = 8-2931inches. 

which are the values of Dg and d^ corrected twice. 

It will be at once seen that these last values differ very 
slightly from those obtained by one correction. Hence, it ^^ will 
be sufficiently accurate to make one correction only. 
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(2) To find Dg and d^. 

As before, calculate Dg and d^ on the assumption that the 
belt is crossed. From Example IV., we get : — 

Dg = 10*35 inches, and c?3 = 1 1 -65 inches. 
23= 22 inches, and A3 = 1*3 inches. 

Next recalculate 23 from equation (VIII). 

A? - A^ 102 _ l'^2 

/. 23 = 2i + ' ^ = 22 + \,^ =22-163 inches. 

^^^ 2x^x96 

Substituting this value in equation (X), we get : — 

Do = '^ 2o = ^^ — X 22 163 = 1043 inches. 

^ N3 + N ^ 160 + 180 

.-. rfg = 22163 - 10-43 = 11733 inches. 

(3) In a similar way, we get : — 

D4 = 7-359 inches. 
And, d^ = 14-718 inches. 

Hence, for an open belt we get the following sizes for the- 
steps of the cones : — 



Driven Cone. 
e?i = 6 inches. 



d^ = 8-293 


>> 


d^ = 11-733 


»» 


d^ = 14-718 


» 



Driving Oone. 

D, = 16 inches. 
D2 = 13-822 „ 
'Dg = 10-43 
P4 = 7-359 „ 

Frictional Resistance between a Belt or Rope and its' Pulley. — 
In Lecture VII., we deduced a formula for the ratio of the 
tensions of the two parts of. a belt or rope, when stretched round 
a pulley or post, viz. : — 

log, J-= f^^' 

Where T^ = Tension on driving or tight side of belt or rope.. 

„ T, = Tension on driven or slack side of belt or rope. 

,, Afc = Coefficient of friction between the belt or rope- 
and the pulley. 

„ ^ » Circular measure of angle subtended at the centre 
of the pulley by the belt or rope. 
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The following values of /& have been obtained by experiment : — 

For leather belts on iron puUeys, /* = 0*3 to 0*4. 

For hemp or cotton ropes on iron ( /a — 0*35 {jpulUya dry), 
pulleys J \ fb = 0*15 (jnUleys greased). 

For wire ropes on iron pulley s^ fi* = 0*15. 

For tvire ropes on iron pulleys, \ 

the grooves being lined with V fb = 0*25. 
leather or guttapercha, j 

Slipping of a belt generally occurs at the smaller pulley, the 
angle of contact, ^, being smaller on this pulley than on the 
larger one. Hence, in calculations relating to the slipping of a 
belt it is usual to consider the small pulley only. The average 
length of arc embraced by the belt on the small pulley may be 
taken at ^ of the whole circumference — i.e,, tf = '4 x 2 ^ = 2*5133 
radians. If, then, we take fi — 0*3, we can easily find the ratio 
between Ta and T* in the case of a leather belt. 

Thus, log, ^ = 0-3 X 2^5133. 

Or, changing this into common logarithms, by multiplying 
by 0*4343, we get : — 

Log ^ = 0*3 X 2*5133 x 0*4343 = -327457 

V » = log 2*125, nearly. 
Td = 2 T, approximately. 

If the angle of contact between the belt and the pulley be 
expressed in degrees, then the equation requires to be modified. 

Let 6" = angle of contact expressed in degrees. Then, we 
know that : — 

^ Circular measure of two right angles t 

ff* "~ Number of degrees in two right angles ""180* 

6 = m^ X ar = 0*0175 IT. 

Substituting this value for 0, we get : — 

log, ^ = 0*0176 A* ^ (XI) 

Or, changing into common logarithms, by multiplying by 
0*4343, we get : — 

T 
log -^ = 0*4343 X 00175 /6 tf* = 0*0076 fiff". . ( XT* ) 
Tf 
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Greatest Value 


OF THE Ratio of Tensions on 


Tight and Slack 






Sides of Beltinq.* 






Angle embraced by Belt. 


Ratio of Tensions = ^ * 


In Degrees. 


In Circular 
Measure. 


In Fraction 
of Circum- 
ference. 


f»=0-2. 


A* =0-8. 


A* = 0-4. 


A* = 0-6. 


r. 


9, 


fi'/360»=»/2«-. 










30 


•524 


•083 


1110 


1170 


1-233 


1^299 


45 


•785 


•125 


1-170 


1-266 


1-369 


1-481 


60 


1-047 


•167 


1-233 


1-369 


1-521 


1-689 


75 


1-309 


-208 


1-299 


1-481 


1-689 


1-924 


90 


1-571 


-250 


1-369 


1-602 


1-874 


2-193 


105 


1-833 


-319 


1-443 


1-733 


2-082 


2-500 


120 


2-094 


•334 


1-521 


1-875 


2-312 


2-851 


135 


2*356 


•375 


1-602 


2-027 


2-565 


3-247 


150 


2-618 


-417 


1-689 


2-194 


2-849 


3-702 


165 


2-880 


-458 


1-778 


2-372 


3-163 


4-219 


180 


3-142 


•500 


1-875 


2-566 


3-514 


4-808 


195 


3-403 


•541 


1-975 


2-776 


3-901 


5-483 


210 


3-665 


•583 


2-082 


3-003 


4-333 


6-252 


240 


4-188 


•666 


2-311 


3-514 


5-340 


8-119 


270 


4-712 


•750 


2-566 


4-112 


6-589 


10-550 


300 


5*236 


•833 


2-849 


4-808 


8117 


13-700 



Frictional Besistance between a Bope and a Grooved Pnlley. — 
In rope transmission the pulleys over which the rope passes are 
provided with grooves, and we saw in our last Lecture that for 
hemp or cotton ropes the grooves are so constructed that the 
ropes get wedged into them and bear on their sides. This, as 
we have seen, is the method adopted in order to increase the 
resistance to slipping. In Lecture YII. we found that the ratio 
between T^ and T, in this case is given by the equation : — • 



a 



Where fA = Coefficient of friction between rope and sides of 

groove. 
„ a = Angle which sides of groove make with each other. 
„ ^ = Angle embraced by rope on pulley. 

Comparing this equation with that for flat pulleys we see that 

the logarithm of the ratio of the tensions is increased in this case 

a 
in the proportion : — cosec « : 1. 

* From Unwin's Machine Design, part I., p. 377* 
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Generally the groove angle, a, is about 45", and then we get : — 



Hence, 



cosec 22^" = 2 '6. 



Or, converting into common logarithms, w« get : — 
Log ^ = 0-4343 X 2-6 /x ^ = M3 ^ ^. 

We have already stated that fL — O-lb to 0*35 for hemp or 
cotton ropes, the smaller value being taken when the pulleys 
are greased. Substituting these values in the last equation,- we 
•get:— 

T 

Log rJ- = 0-17 d (pulleys greased). 

T 
Also, Log ^ = 0-39 (pulleys dry). 



If for fj* cosec ^ we write .a^ the equation becomes : — 



Y^= M'J (XII) 



Where /ui^ can be looked upon as the coefficient of friction for 
grooved pulleys. 

Converting into common logarithms, by multiplying by 0*4343, 
And substituting d" for d, equation (XII) becomes : — 

Log^ = 0-4343 X 0-0175^1^° = 00076 fi.^^. . . . (XII^) 
Values of /i^ Corresponding to Different Values of /j, and a. 



Angle of 




Values of /^i when 




Ghroove in 
Degrees 






















a. 


A* = 0-16. 


fi. = 0-20. 


fA = 0-25. 


At =0-30. 


f* = 0'35. 


30 


•58 


•77 ■ 


•97 


1-16 


1-35 


35 


•60 


•66 


•83 


100 


116 


40 


•44 


•68 


•73 


•88 


102 


45 


•39 


•52 


•65 


•78 


•91 
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Gbkatest Valub of the Ratio op Tensions on Tight and Slaok 
Sides op a Ropb Wobkino in Gkooyed Pullets. 



Angle Embraced by Rope. 




T 
Ratio of Tensions — ^ • 






• 


In Frac- 
















In 


tion of 














In De- 


Circular 


Circum- 














grees. 


Measure. 


ference. 


fti = 0-4. 


f^i = 0-5. 


A*i = 0-6. 


A*, = 0^7. 


/tfci = 0-8. 


/*! = 0-9. 


fi». 


e. 


ff> e 


















360' ~ 2«- 














* 60 


1047 


•167 


1-52 


1-69 


1-87 


2 08 


2-31 


2-57 


90 


1-571 


•250 


187 


2-19 


2-57 


300 


361 


411 


120 


2 094 


•334 


2-31 


2-85 


3-51 


4-33 


6-34 


6-69 


150 


2-618 


•417 


2-85 


3-70 


4-81 


6 25 


8-12 


10-55 


ISO 


3 142 


•600 


351 


4-81 


6-59 


902 


12-35 


16-90 


210 


3-665 


•583 


4 33 


6-25 


9 02 


13-01 


18-77 


2708 


240 


4 188 


•666 


6-34 


8-12 


12-35 


18-77 


28-53 


43-38 



" Slip " or " Creep " of Belts due to Elasticity.— Although there 
may be no actual slipping as a whole between a belt and its 
pulleys, yet the unequal stretching of the two parts of the belt, 
due to the unequal tensions, T^ and T,, causes a difference in 
angular velocity-ratio, which becomes very serious when this 
requires to be kept uniform 

lb will be seen in a subsequent Lecture that any elastic 
material subjected to tension becomes elongated, and that the 
elongation depends directly on the stretching force. Hence, the 
belt will be stretched to a greater extent on the driving side than 
on the slack side. 

Let I = Length of belt which would leave either pulley in 
unit time, if the belt were unstretchable or inelastic. 
Id = Length of belt running on to driving pulley in unit 

time. 
Ig = Length of belt running on to driven pulley in unit' 

time. 
e = Elongation produced by a tension of 1 lb. on a length 
of 1 foot of belting. 

Then, la^l + eTdl=^{l +eT4)L 

Similarly, l, = {I + e T,) L 

Since we have supposed that there is no ^ acttial slipping 
between the belt and pulley aa a. whole, it iacleajs. that ^ the-. 



9f 



j> 



jj 
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length of belting coming on to a pulley in unit time will be 
equal to the length of the arc described by a point on the 
circumference of the pulley in the same time. In other words, 
the length of belting coming on to the pulley in unit time, is 
equal to the circumferential speed of pulley. Hence, for the 
dnving pulley, at D N = Z^ ; and for the driven pulley, «• c? n = /,. 

dn _h_ (1 4- g Tg) I 
DN-^d" (l + eT^r 

s-(i^)" <^™> 

If we knew the value of « in all cases, and then calculated 
T^ and T^ by the previous formulse, we might obtain the actual 

velocity-ratio for such cases. From experiments by M. Kretz, 
it appears that : — 

^ ^ ' = 0-976 /or newy and = 0-978 /or oW, leatlier belts. 
1 + e Td 

Taking these results, we get : — 

n D 

1=. = 0*975 X rrfor new leather belts. 

D }• '(^"I") 

And, » = 0*978 x ^/or old leather belts. 

It therefore appears that the velocity of the driven pulley is 
about 2 per cent, less than it would be if the belt were inelastic. 
This loss of velocity is termed the " slip," or " creep," due to 
elasticity. Consequently, when motion has to be transmitted 
through several belts, this loss becomes serious, and renders belt 
gearing unsuitable for exact velocity-ratios. 

Horse Power transmitted by Belt and Rope Gearing.— When 
one pulley, A, drives another pulley, B, by means of a belt or 
rope, there is necessarily a difference in tension in the two 2)arts 
of the belt or rope. First of all, there is a resistance to motion 
offered by the follower, B. Hence, when the driver. A, is made 
to rotate, the friction between the belt or rojje and the pulleys 
prevents slipping, with the result that the tension in that part 
of the belt or rope going on to the driver increases, while the 
tension in the other part decreases. This increase of tension 
in the driving side, and the decrease in the slack side, will go 
on until the resultant moment of the tensions in the two parts 
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of tbe belt or rope acting on the follower overcomes the resisting 
couple acting on that pulley. When this takes place : — 



Let T^ = 
T, = 
M = 
Y = 
D = 

N = 
„ n = 
„ H.P. = 



)9 



Tension in driving side of belt or rope. 

Tension in alack side of belt or rope. 

Moment of couple resisting rotation of follower. 

Velocity of belt or rope in feet per minute. 

Diameter of driver in feet. 

Diameter of follower in feet. 

Speed of driver in revolutions per minute. 

Speed of follower in revolutions per minute. 

Hopse-power transmitted. 




Then, 



PowKR Transmitted by a Belt or Rofe. 



d 



M = (T, - T,) 2- 






But, 



• • 



Work transmitted ) 
per minute ] 

H.P. 
V 

H.P. 



= M X 2^n = (Td - T, ) X vdru 



(T, -TJ^flf/i 

33,000 
^ D N = vdn, 
(T^-T,)Y PV 
33,000 33,000 



• (xiv> 



Where P = T^ - T^, and is called the driving force or tension.. 

33,000 H.P. 






P = 
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Let T'= Initial or average tension; or tension in hcih parts, 
of belt when at rest. 

The average tension during motion must be the same as the 
tension before motion commenced, since the lengthening of the 
belt on the driving side must be equal to the shortening of tlie 
belt on the slack side. 

T - "^^ "*" ^* - 

> 

This must be the tension with which the belt should be 
initially stretched over the pulleys. 

If, for these reasons, we suppose Td = 2 T,, we get the 
following practical rules for belt gearing : — 



Driving Tension = P = 



33,000 H.P. 



Greatest Tension = Td = 2 P. 

• 

Initial Tension - T = 1 J P. 
Breddth of Belt = /3 =^ = ^. 

Where, f is the safe working tension per inch of width or 
breadth /3. 

The following table gives the safe working tension, f, in lbs. 
per inch of width for leather belts, when the safe stress in lbs. 
per square inch cross sectional area is known : — 



Working Tension of Leather Belts. 



Thickness of Belt 
in Inches. 


Safe working tension,/, in lbs. per inch of width when the safe 
stress in lbs. per square inch of cross sectional area is :— 


250 


300 


350 




47 
55 
62 
78 


66 
66 
75 
94 


66 

77 

87 

109 



In the case of hemp or cotton rope gearing, the tension T^ may 
be taken at 140 lbs. per square inch of gross sectional area^ or 
about j^^ of the working strength of the rope. 
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The following table gives the working strength and driving 
force for hemp or cotton ropes: — 

Working Stbencpth, &o., fok Driving Ropes. 



Diameter of Bope 
in inches. 


Girth of Bope 
in inches. 


Working strangth 
in lbs. 


Driving Force 
in lbs. 


= a 


- 7 




= P 


1 


34 


842 


76 


li^ 


41 


1,648 


140 


H 


4} 


1,940 


176 


m 


6i 


2,602 


236 


2i^r 


H 


3,633 


330 



Taking the greatest stress in a hemp or cotton rope at 140 
lbs. per square inch gross sectional area, and assuming that 
Td = 4 T«, so that the driving tension P = T^ - T, is 105 lbs. 
per square inch gross sectional area, we get the following , table 
showing the horse-power transmitted by a single rope for given 
speeds : — * 

HORSE-PoWER TbANSMITTED BY A SiNGLB RoPE AT HiGH SpSEDS. 



Diameter 

of Bope 

in Inches. 


Girth of 

Bope 

in Inches. 


1 

Horse-power Transmitted by one Bope when the Speed in 
Feet per Minute is :— 


a 


y 


3,000 


3,500 


4,000 


4,500 


5,000 


5,500 


6,000 


1 

n 

H 

If 

H 
H 
H 
H 

2 


314 
3-53 
3-93 
4-32 
4-71 
5-10 
5*50 
5-89 
6-28 


7-50 
9-48 
11-72 
14-18 
16-87 
19-80 
22-97 
26 37 
3000 


8-75 
1107 
13-67 
16-54 
19-69 
23-11 
26-80 
30-76 
35 00 


1000 
12-66 
15-62 
18-91 
22-50 
26-41 
30-62 
35-15 
40 00 


11-25 
14-24 
17-58 
21-27 
25-31 
29-71 
34-45 
39 55 
4500 


12-60 
15-82 
19 53 
23-63 
28-12 
33-01 
38-28 
43-95 
60-00 


13-75 
17-40 
21-48 
26 00 
30-94 
36-31 
42-11 
48-34 
55 00 


15 00 
18-98 
23-44 
28-36 
33-75 
39-61 
45-94 
62-73 
60-00 



The following table of particulars regarding power trans- 
mitted, &C., by wire ropes, as calculated by Roebling,. is given 
in Unwinds Machine Design, Part I., p. 434. The ropes have 
each 42 wires. 

* Prom Low & Bevis's Machine Drawing and Design, p. 161. 
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Power Tbansmittkd bt Wire Ropbs. 




Diameter of 
Bopein 
Inches. 


Diameter of 

Pulley 

in Feet. 


Number of 

Revolutions 

of Pulley per 

Minute. 


Velocity 

of Belt in 

Feet per 

Second. 


Breaking 
Htrength of 
BopeinlbB. 


Horse-power 
Transmitted. 




5 
6 

7 


100 
100 
100 


26 
31 
36 


4,260 
5,660 
8,200 


8-6 
13-4 
21 1 



Example VII. — The belt pulley of an engine is 6 feet in 
diameter, and the engine makes 80 revolutions per minute. 
"What width of belt would be required to transmit 30 H.P. 
from the pulley, supposing the belt to be | of an inch in thick- 
ness, and the tension on the slack side to oe y^ of that on the 
tight side of the belt ? The stress in the belt is not to exceed 
300 lbs. per square inch of section. (S. & A. Adv. Exam., 1892.) 

Answer.— Here D = 6 ft.; N = 80 ; H.P. = 30. 
Thickness of belt = 3 = | inch. 
Greatest stress allowed = / = 300 lbs. per sq. inch. 

Let fi = required width of belt in inches. 

Then, Total stress on l_rn ^ axf 
driving side of belt ] ~ ^ ~ ^ J'» 

„ „ = /3x I X 300 = 112-5/3 lbs. 

Again, T, = -j^^Td = 45/3 lbs. 

Driving force = P = T^ - T, = 67-5 |8 lbs. 

P X ^DN 



• • 






H.P. = 



Or, 



30 = 



/3 = 



33,000 ' 

22 
67-5/3 X y X 



80 



33,000 
33,000 X 30 X 7 



67-5 X 22 X 6 X 80 



= 9-72 ins. 



Example YIII. — Two pulleys on parallel shafts 10 feet apart, 
and having diameters of 6 feet and 1 foot respectively, are 
connected by an open belt 8 inches broad. The larger pulley 
makes 120 revolutions per minute. Find the greatest power 
which can be transmitted, when the maximum stress in the belt 
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has not to exceed 80 lbs. per inch of width, and taking the 
coefficient of friction between belt and pulleys at 0*4. 

Answer. — The first thing to be determined here is the ratio of 
the tensions in the two parts of the belt. This is obtained from 
the equation : — 

Log ^ = -4343 /. &. 

Where, ^ is the circular measure of the angle subtended at the 
oentre of the smaller pulley by the part of the belt in contact 
with that pulley. 

To obtain this angle we must first find the angle, <^, used in 
equations (VI) and (VII) in this Lecture, for finding the length 
of an open belt. Referring to these equations and the figure 
at tbat part of the text, we clearly see that : — 

= 180' - 2 <^'' = (f?r - 2 <^) radians. 
From equation (VII), 

<^ = sin <^ (approx.) = -^ = ^ ^ IQ = '^^• 

^ = 3-1416 - 2 X -25 = 2-64 radians, approx. 
Hence, Log ~ = -4343 x -4 x 2-64 = -458621. 

Keferring to a table of common logarithms, we find that : — 

458621 = Log 2-87, 

J^ = 2-87. 

Since, from the question, the greatest stress in the belt must 
not exceed 80 lbs. per inch of width, and the width is 8 inches, 
we get : — 

Td = 8 X 80 = 640 lbs. 

r^ 640 

T, = gTg^ = 223 lbs. 

P = Td - T, = 417 lbs. 

22 
And, V=flrDN =-=-x6x 120 ft. per minute. 

oo 
py 417 X :^ X 6 X 120 

•• ^'^- = "33:000 ^ gpOO =28.6 nearly. 



« • 
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This is the greatest power which can be transmitted. If the 
power to be transmitted be greater than this, then slipping will 
take place between the belt and the smaller pulley. 

Influence of Gentrifagal Tension on the Strength of High-Speed 
Belts and Ropes. — When belts or ropes are run at high speeds 
the tensions in the two parts of the belt or rope between the 
pulleys are greater than that calculated from the horse -power 
transmitted. This increase of tension is due to the centrifugal 
force set up in those parts of the belt which are in contact with 
the pulleys. In addition to this increase in tension the centri- 
fugal action has also the effect of diminishing the normal pressure 
between the belt and the pulleys, and, therefore, of diminishing 
the resistance to slipping. 

Let w — Weight of belt or rope, in lbs, per linear fooU 

„ . V — Velocity of belt or rope, in feet per second, 

„ r — Radius of the pulley in feet. 

„ Td, T, = Tensions in driving and slack sides of belt or rope 

as calculated from power tra/nsmitted. 

„ Td, T, = Tensions in driving and slack sides of belt or rope 

corrected for centrifugal action. 

For simplicity, suppose the belt embraces half the circnmfer- 
ence of the pulley considered. 

Then, Centrifugal force of belt per linear foot = lbs. 

gr 

In the figure, let a b 
represent a part of the 
belt 1 foot in length. Let 
ti>n be the projection of 
a 5 on the diameter A B. 
It will be shown in a sub- 
sequent Lecture, that the 
horizontal component of 
the centrifugal force on the 
part, ab, of the belt is: — 

X tnn. 




Belt Embracing Half Circumterekcb 
OF Pulley. 



wv^ 



gr 



Hence, for the whole arc of contact, A C B, we get : — 

Total horizontal component \ _^ wv^ ._. 2 wv^ .. 
of centrifugal force J ~ ~gr ^-^^^ ~~^ 1"^- 
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One-half of this centrifugal te.nsion is felt at A, and the other 
half at B. Therefore, the actual tensions in the two parts of the 
belt are : — 



Ti = T. + 



wu^^ 



^ g 
t; = T, + — 

From these equations it will be seen : — 

(1) That the diameters of the pulleys have nothing to do with 
the results, and 

(2) That the driving force or tension, P = Ti - TJ = T^ - T, 
and is, therefore, the same as before. 

If the speed be great, the above value for T^ must be taken 
when calculating the size of a belt or rope to transmit a given 
power. 

The values of w m&j be calculated from the following ap- 
proximate formulae : — 

Let fi = Breadth of leather belt in inches, 
„ d — Diameter of rope, or thickness of belt in inches, 
„ y = Girth of rope in inches. 

Then, w = 0*43 /3 3 lbs., nearly , for leather belts, 

Z : oZty^ :: • } „ dry ken.p or co^ ropes. 

w = 0*3376 32 „ ) „ Kjet or tarred hemp or cotton- 
w = 0342 y2 ^^ J ropes, 

w = 1-34152 „ „ Tvire ropes. 

Example IX. — ^Determine the horse-power which may be trans- 
mitted by a leather belt, 5 inches wide and i inch thick, running 
at a speed of 50 feet per second, the tension in the loose side 
being -j^ of that on the tight side of the belt, and the stress 
allowed being 275 lbs. per square inch (S. & A. Hons. Macb. 
Const. Exam., 1886). Again, taking the weight of a cubic foot 
of the leather at 60 lbs., determine the effects due to centrifugal 
action. 

Answer. — Here, V = 3,000 ft. per minute; /8 = 5 inches; 
3 = J inch ; / = 275 lbs. per square inch ; T, = ^^ T^. 
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(1) Neglecting eerUrifugcU action. 
P = Td - T. = -BTd. 
But, Td = /8 a/ = 5 X J X 275 = 343-75 lbs. 
Hence, P = -6 x 343-75 = 206-25 lbs. 

WP P^ « 206-25 X 3,000 _ 

'*"^- " 33,000 ~ 33,000 - ^«> '»• 



• • 



(2) Taking centrifugal action into account. 

Let W = Weight of a cttbic foot of leather in lbs. 
„ w = Weight of a linear „ „ 

„ A = Cross sectional area of belt in square inches. 

Then, clearly, u? : W = A : 144. 

WA 

Substituting the values given in the question, we get : — 

60 X 5 X 4- ^^, _, 

w = rn — ^ = -521 lbs. 

144 

Substituting this in equation (XY), in the text, and observing 
that t? = 50 ft. per second, we get : — 

Increase of tension due ) ^ ^^ _ 521 x 50 x 50 ^^^^ ^^^ 
to centrifugcd /orce ) g 32 

But the maximum tension allowed in the belt is 343-75 lbs., 
"hence : — 

Maximum effective tension — 343-75 - 40-7 = 303 lbs. nearly. 

P = -6 X 303 = 181-8 lbs. 

PY 181-8x3,000 
'^•■^" ■" 33,000 - 33,000 " ^^ ^^ 

This example shows that the power is reduced by about 12 per 
cent, when centrifugal action is taken into account. 
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Lecture XVIII. — Questions. 

1. Find an expression for the length of a crossed belt, and show that the 
same driving belt will serve for any pair of pulleys, so long as the belt is 
crossed and the distance apart of their centres and the sum of their 
diameters remains constant. 

2. The centres of two pulleys, 4 and 2^ feet in diameter respectively, 
■are 12 feet apart. Find length of crossed belt required. Ans. 35*1 feet. 

3. A crossed belt is employed to connect two equal coned drums, having 
their axes parallel, and their vertices lying in opposite directions. Prove 
that the belt will be equally tight in all positions when shifted along the 
cones. Would the same be true if the belt were not crossed ? 

4. By aid of a graphical construction determine the length of a crossed 
belt required to embrace either of two pairs of pulleys which are mounted 
on parallel shafts 3 feet 6 inches apart. The smaller pulley on each shaft 
is 8 inches diameter, and the velocity-ratio at the higher speed is required 
to be four times that at the lower speed. (S. & A. Adv. Mach. Const. 
Exam., 1892.) -4««. 10'4feet. 

5. The diameters of the pulleys of a stepped speed-cone for a machine 
are 13^, 11^, 9^, and 7^ inches respectively, and the diameter of the 
smallest pulley of the stepped driver is 8^ inches. The connection being 
made by means of a crossed belt, what should be the diameters of the other 
pulleys of the stepped driver ? If the driving shaft makes 120 revolutions 
per minute, find the revolutions per minute of the machine pulley for all 
positions of the belt. (S. & A. Adv. Mach. Const. Exam., 1886.) Ans. 
<1) 10^, 12i, and 14| inches; (2) 75*5, 109*6, 157*9, and 232. 

6. A shaft having a stepped speed-cone, with four steps, revolves at a 
constant speed of 150 revolutions per minute, and is connected by means 
of a crossed belt to another shaft having a similar stepped cone. The 
diameter of the largest step of the cone on the driving shaft is 13^ inches. 
The driven shaft is required to run at speeds 250, 200, 120, and 60 revolu- 
tions per minute. Determine the diameters of all the remaining steps of 

' the two cones, and the length of belt required, the distance between the 
two shafts being 8 feet. Ans. (1) D2 = 12 inches, D3 = 9*333 inches, 
D4 = 6 inches; di = 7*875 inches, d^ = 9 inches, c/3 = 11*667 inches, 
d4 = 15 inches ; (2) 18*94 feet. 

7. Find an expression for the length of an open belt. The centres of two 
pulleys, 5 and 2J feet in diameter respectively, are 15 feet apart. Find 
length of open belt required. Ans, 42*26 feet. 

8. Two pulleys, whose diameters are 4 feet 8 inches and 2 feet 3 inches 
respectively, their centres being 10 feet apart, are connected by an open 
belt, determine, by a graphical construction, the length of belt required. 
Ans, 31 feet. 

9. Explain how you would design a set of speed cones to be worked by 
an open Ibelt, the angular velocity-ratios being given you. 

10. A countershaft revolves at a constant speed of 250 revolutions per 
minute, and carries a stepped speed-cone with four steps, and drives a 
similar cone on another shaft by means of an open belt. The driven shaft 
is required to run at speeds 620, 300, 245, and 180 revolutions per minute 
respectively. Given the diameter of the largest step on the driving cone 
22 inches, and the distance between the shafts 84 feet ; find the remaining 
sizes of the steps on both cones. Ans, Dg = 17 *87 inches ; Ds = 16*22 inches; 
1)4 = 13-70 inches; di= 10-58 inches; (£2= 14*90 inches; c;?3= 16*56 inches; 
d^ = 19*04 inches. 

24 
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111. Deduce a fonnula for the greatest ratio of the tensions in the two 
parts of a belt stretched over a pulley when slipping is just about to take 
place. Two pulleys, whose diameters are 5 J and 2 feet respectively, are 
15 feet apart. Find the maximum ratio of tensions in tight and slack sides 
of belt (1) when the belt is crossed, (2) when the belt is open, given /a =0*3. 
Ans. (1) 3 : 1; (2) 2 38: 1. 

12. Deduce a formula for the greatest ratio of the tensions in the two 
parts of a rope stretched over a grooved pulley, the rope being wedged into 
the grooves slipping being just about to occur. Find the greatest ratio of 
the tensions in the two parts of a cotton rope running over grooved pulleys^ 
the arc of contact on the smaller pulley being ^ of the whole circumference, 
angle of groove 40°, coefficient of friction, n — 0'25. Ans. 6*77 : 1. 

13. Explain the following paradox in connection with belt gearing :— 
For every foot of belt length- that goes on to the driving pulley, less than. 
a foot comes off and goes on to the driven pulley. Would the statement 
still be true if we substituted unit weight of belt instead of unit length of 
belt ? If not, why not ? 

14. Explain how the formula for obtaining the power transmitted by a 
stretched belt running over pulleys is arrived at. What horse-power may 
be transmitted by a belt 10 inches wide, and ^ inch thick, running at a 
speed of 42 feet per second ; the tension on the slack side of the belt being 
0*4 of that on the driving side ? The stress allowed is 30O lbs. per square 
inch of belt section. Ans. 68*72 H.P. 

15. A belt is required to transmit 4 horse-power from a shaft running at 
120 revolutions to one at 160 revolutions per minute. Find the stresses in 
the belt, the small pulley being 2 feet in diameter, and the ratio of the 
tensions on the belt being as 7 is to 4. Find also the width of belt that 
would be required in the above case, if the stress is taken at 100 lbs. per 
inch of width. Ans. 306*25 lbs. ; 175 lbs. ; 3 06 inches. 

16. A pulley, 3 feet 6 inches in diameter, and making 150 revolutions per 
minute, drives by means of a belt a machine which absorbs 7 horse-power. 
What must be the width of the belt so that its greatest tension shall be 70 
lbs. per inch of width, it being assumed that the tension in the driving side 
is twice that in the slack side? Take «• = 3f . (S. & A. Exam., 1891.) 
Ans. 4 inches. 

17. In the modern system of transmitting power through long distances 
by a slender wire rope moving at a high velocity, the following example 
occurs : — The pulley which drives the rope is 15 feet in diameter, making 
100. revolutions per minute, and the energy to be transmitted is measured 
by 2.50 horse-power. Find the tension of the wire rope, which in this case 
is J inch in diameter. Ans. 1,750 lbs., or 3,960 lbs. per square inch nearly. 

18. A leather belt is required to transmit 2 H.P. from a shaft running at 
80 revolutions per minute to a shaft running at 160. Find the stresses in 
the belt, assuming that the smaller pulley is 12 inches in diameter, and 
that the ratio of the tensions in the tight and slack sides of the belt is 
2J : 1. Hence, find the width of belt, taking the working stress at 
100 lbs. per inch of width. (S. & A. Hons. Mach. Const. E^m., 1882.) 
Ans. 236*3 lbs.; 105 lbs.; 2*36 inches. 

19. Suppose the friction of two pulleys is such that the ratio of the 
tensions in the tight and slack sides of the belt is 1 '75. Also, suppose the 
greatest safe working tension to be 120 lbs. per inch width of belt. Find 
the width of a belt to transmit 10 horse-power, the circumferential speed 
of the pulleys being 20 feet per second. (S. & A. Hons. Mach. Const. 
Exam., 1883.) ^n>». 5*34 inches. 

20. Assuming that the arc embraced by a belt on the smaller of two 
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pulleys over whicli it runs is ^ of the circumference, and that /u is 

taken = 0*3, prove the following simple approximate rule for the breadth 

208 H P 
of a leather belt : — ^ = — ^ ^' inches j where H. P. is the horse-power 

transmitted, V the velocity of belt in feet per minute, and S the thickness 
of belt in inches. Greatest working stress, 300 lbs. per square inch. 

21. It is required to transmit 10 H. P. from a pulley 5 feet in diameter, 
and making 200 revolutions per minute, to one 18 inches in diameter, by 
means of an open belt, the centres of the pulleys being 12 feet apart. 
Taking coefiicient of. friction between belt and pulley at 0*35; find (1) angle 
of contact on smaller pulley ; (2) the speed of smaller .pulley ; and (3) the 
Tfidth of single belt ^ inch thick which will be necessary. Ans. (1) 163"; 
(2) 52*36 feet per second; (3) 3 inches. 

22. It is required to transmit 16 H.P. from a pulley 20 inches in diameter 
by means of a belt which embraces only f of the circumference of the 
ptulley. Find the tensions in the two parts of the belt whea slipping is 
jiist prevented, and the width of belt required, the thickness of the belt 
being | inch, speed of pulley 120 revolutions per minute, coefQcient of 
friction M = 0-35. .Ans. 2174*5 lbs.; 1333*75 lbs.; 19*35 inches. 

23. What circumstances afifect the action of a belt when the speed is 
high? (S. & A. Hons. Mach. Const. Exam., 188*2.) 

24. Find an expression for the increase in the tensions in the tight and 
slack sides of a belt, taking centrifugal acfcion into account. In question 14 
make the necessary corrections for centrifugal action, being given that the 
weight of a cubic foot of leather weighs 60 lbs. Ans, 63*45 H.P. 

25. In question 17 make the necessary corrections for centrifugal action, 
given that the weight of a linear foot of wire rope } inch in diameter is 
3 lbs. Ana. 2,330 lbs. 
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LECTUKB XIX. 

CONTBNTS.— Hoohe'B Conpling or Universttl Joint— Double Hooka's Joint 
— Ageregiite Motion— Eiamplea I. and II.— Epicyolio Trains of Wheoli 
— Epicyclic Train for Drawing Ellipses— Examplefl III. and IV,— 
Sun and Planet Wheels— Svm and Plauet Cycle Gsar— Cams— Heart 
Wheel or Heart-shaped Cam— Cam for Intermittent Motion— Quick 
Eetom Cam— Cam with Groove on Face— Cylindrical Grooved Cam- 
Example V.— Pawl and Ratchet Wbeel—La Garousse's Doable-acting 
Pawl— Eeveraible Pawl- Masked Ratchet— Silent Feed— Counting 
Wheels— Geneva Stop— Counting Machine— Watt's Parallel Motion- 
Parallel Motion — Questions. 

In this Lecture we shall examine a few more of tbe many devicea 

for transmitting civculai' motion and for converting it into 
rectilinear motion, or vice versd, together with other miscellaneous 
mechanisms. 

Booke's CoapliDg or Universal Joint. — This is a contrivance 

sometimes used for connecting two intersecting shafts. Each of 

the shafts ends in a fork, Fj, Fj, 

which embraces two arms of the 

(J, croaapiece, O. The four arms of 

this cross are of equal length. As 

C^ rotates, F^ and Fg describe 

circles in planes perpendicular to 

their respective axes. Since these 

planes are inclined to each other 

the angular velocity of C^ at any 

instant is different from that of Cj^, 

but the mean angular velocities ai* 

equal to one another, because at one instant C« goes faster than C,, 

and at another slower. This joint will not work when the two 

shafts are inclined at 90°, or any smaller angle, to each other. 

Double Hooke'B Joint. — The variable velocity ratio obtained with 
a Hooke's joint may be obviated by the use of two joints instead 
of one. The forks are connected by an intermediate link, Cj, 
which must be carried on corresponding arms of tbe two crosses, 
as shown in the next figure. If the intermediate shaft be equally 
inclined to the other two shafts, the irregularities caused in the 
motion by its transmission through the first coupling are exactly 
neutralised by the equal and opposite ones caused by the second 
joint. The fii-st and third shafts, therefore, revolve with tbe same 



Hooee's Joint. 
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velocity at every instant. The double joint works ecfnally well 
whether the two extreme axes are inclined as shown in the 
figure, or are parallel to each 
other but not in line. 

Both the single and double 
Hooke's joint are, as a rule, used 
only for light work, such as for 
astronomical instruments.^ 

Aggregate Motion.— The motion T)ovble Hookk's Joint. 

of a piece of machinery is not always a simple one, but is very 
often the resultant or aggregate of several independent motions 
impressed upon it simultaneously. 

Thus, the motion of a screw working in a fixed nut is the 
aggregate of the circular motion of the cylinder and the axial 
motion caused by the thread. These two together, give a helical 
motion to any point on the screw. Weston's differential piUley 
block, which the student has already studied, forms a very good 
example of aggregate motion. Here, the actual motion of the 
load is the resultant of two opposite and nearly equal motions 
imparted by the two parts of the chain supporting it. 

In some printing machines, the following arrangement is adopted 
in order to double the honzontal motion obtained from a ci?ank 
and connecting-rod. The end of the connecting-rod carries a 
pinion which runs between two racks. One of these racks moves 
horizontally between guides while the other is fixed. The motion 
of the movable rack is composed of that of the connecting-rod end 
plus that due to the rotation of the pinion. Sometimes, as in 
Example II., two wheels of difiTerent sizes are keyed together on 
the connecting-rod end, one gearing with a fixed rack and the 
other with a movable one. In this way the travel of the rack 
may be made greater, or less, than the diameter of the crank-pin 
circle in any desired proportion. In all these cases, where the 
several impressed mo- 
tions are in parallel 
directions, the resul- 
tant is simply their 
algebraic sum. 

Example I. — A. 
toothed wheel runs in 
gear with two parallel 
racks, one above and 
the other below it, the 
wheel being free to run between the racks. If the upper rack 

* A recent application of this device is to be met with in the steering 
gear for the Admiralty torpedo-boat destroyers. 
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haa a velocity of 2 feet per aecond in one direction, and tbe lower 

rack a velocity of 3 feet per second in the opposite direction, what 
ia the velocity of the centre of the wheel I (8. & A. Esara., 1887.) 

Akswer. — When a wheel rolla along a road with e, velocity, v, 
it ie clear, tbat the point on the rim which ia at any iaetaat touch- 
ing the ground ie for the moment at reat, while the poirtt on the 
rim vertically over the centre will be moviDg with a velocity twice 
that of the centre of the wheel ; that ia, its velocity will be 2 (i. 

Now, suppose the lower rack fixed. Then, from what has been 
said, it is evident that the wheel will ma between the racks with 
a velocity equal to half the velocitj' of the upper rack. That is, 
the wheel will be moving to the right with a velocity of 1 foot per 
second. 

In the same way, if we suppose the wppcr rack fixed the wheel 
will move to the left with a velocity of 1^ feet per aecond. 

When both raeka move, aa shown, then the wheel will have 
a velocity equal to half the difference of their velocities ; that is, 
the velocity of the wheel will be = IJ - 1 = ^ foot per aecond, 
and in the aame direction as the lower rack. 

ExAHPLK H, — A crank, 12 inches long, ia attached by a con- 
necting-rod to the axis of a spur wheel 24 inches in diameter, 
which runs upon a foi^ Itorizonlal rack. On the axis of the spur 



Back Drivkh by a Crank asd Movablb Pinios. 

wheel, and locked to it, is a second spur wheel, 32 inches in 
diameter, which gears with a/ree liorizontal rack sliding in guides. 
Find the travel of the rack in inches for each revolution of the 
crank. (S. and A. Exam., 1890.) 

Answer. — There are two answers to this question, accoi-ding as 
we consider the two racks (the fixed and movable racks) to be on 
the same, or on the opposite, aides of the axis of the spur wheels. 
In either case, the motion of the movable rack is made up of two 
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motions — one due to the motion of the axis of the wheels, and the 
other due to the circular motion of the wheels about their common 
axis. Suppose the crank to make one-half turn from the inside 
dead point to the outside dead point in the direction shown by the 
arrow. Then, evidently, the axis of the wheels will be moved 
towards, the left by an amount equal to twice the length, of the 
crank =2 x 12 = 24 inches. Also, any tooth on the smaller 
wheel will turn through an arc of the circumference equal to 
24 inches. Any tooth on the larger wheel will turn tJirough an 

1 fi 
arc of its pitch circle equal to — x 24 = 32 inches. Hence, the 

exact motion of the movable rack consists of a motion of 24 inches 
along with the axis of the wheels, and another of 32 inches due to 
the turning of the wheels about their common axis. 

First, suppose the racks to be on opposite sides of the axis. 
Then, from an inspection of the figure, it is clear that the motion 
of the movable rack will be the sum of these two separate 
motions. 

.•, Motion of movable rack per 1 o^ . qo k^ • x. 

1 1 /. . c 1 > = 24 + 32 = 56 inches, 

nail turn of crank J 

During the other semi-revolution, the rack moves back the same 
distance — i.e., it moves 112 inches in all. 

Secondly, when the racks are on the same side of the axis, it is 
equally clear that the motion will be equal to the difference of the 
two separate motions. 



• • 



Motion of movable rack per 1 n. on o • i. 

Tin. n 1 ^ >=24-32 = -8 inches, 

half turn of crank J 

This shows that the rack moves in the opposite direction to 
the axis. The whole motion in this case per revolution of the 
crank is 8 inches each way or 16 inches in all. In this latter 
case it is evident that the axis of the wheels must be guided 
horizontally in order to keep them in gear with the racks. 

EpicycliCjTrains of Wheels. — We sometimes find that the axes 
of some of the wheels in a train are not fixed, but rotate around 
another axis. Such trains are called Epicyclic Trains. The 
movable axes are fixed to an arm, called the Train Arm, which 
rotates about that axis. Epicyclic trains are used in those 
machines where some motion is required which it would be 
difficult, or inconvenient, to obtain with an ordinary train. For 
instance, they are used in the " Cordelier," or rope making 
machine, in order to twist the fibres of the strands in one 
direction while the strands themselves are being twisted together 
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in the opposite direction. If this were not done the fibres would 
be getting untwisted while the strands were being twisted, and 
a useless rope would result. By putting a little extra twist oa 
the fibt*es, the rope will be hard and firm and will not tend to 
untwist. 

The student has already studied an application of the epicycUc 
train in Lecture VIII. — viz., the Rotatory Dynamometer. In 
this case the train is one of bevel and not of spur wheels as in the 
otlier examples we will consider here. 

The motion of any wheel in an epicyclic train is an aggregate 
motion ; for, the wheel has a certain angular velocity due to its 
rotating about its own axis, and another caused by the rotation 
of that axis along with the train arm. In this case also, the 
resultant motion is the algebraic sum of the several jmrts. 

Let, Kd = Number of revolutions of driver in unit time rela- 
tive to some fixed point. 

„ Np = Number of revolutions of follower in the same time 
relative to the same fixed point. 

„ N^ = Number of revolutions of the arm in the same time 
relative to the same fixed point. 

''Number of revolutions of 
follower in a given time 
relative to the arm. 



,, e =s Value of the train = ■< 



Number of revolutions of 
driver in the same time 
relative to the arm. 



Care must be taken to give e its proper sign ; for, e is negative 
if the driver and follower rotate in opposite directions relative to 
the arm, and positive if in the same direction. 

Now, since the driver rotates N^ times in unit time and the 
train arm N^ times, their relative motion will be (N^ - N^) turns. 
Similarly the number of revolutions of the follower relative to the 
arm will be (Np - N^). 

'"N^-N^- ^'■' 

It should be noted that if the driver and follower rotate in 
opposite directions, one of them must be considered the positive, 
and the other the negative, direction. 

Epicyclic Train for Drawing Ellipses. — The figure shows the 
wheel work of an instrument for tracing ellipses by means of 
rolling circles. Suppose the circle A C I to roll inside a circular 
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arc, D I, of twice its ludius. Then, as was proved in Lecture 
XIII. in connection with the hypocycloid, the point, I, will move 
along the straight line I A (A being the centre of the iwrc, D I), 
and it is manifest that B (the centre of A I) will descBibe a circle 
round A. Any other 
point in B I, or B I pro- 
duced, must, therefore, \ 
trace out an ellipse. It 
is inconvenient in prac- 
tice to roll the circle, 
A C I, inside D I, and 
the same result may be 
obtained by aid of an 
epicyclic train. Let A 
be a wheel Jioced at 
the centre of the arc, 
D I, and B another, of 
half its size, concentric 
with the rolling circle, 
ACL These are con- 
nected by the train arm, 
A B, which rotates about 

A, and an idle wheel, E. 
B I is a tracing arm, 
rigidly fixed to the wheel, 

B. Let the train arm. 




Epicyclic Teain fob Tracing Ellipses. 



AB, now rotate. A, the driver, does not rotate; therefore, 
Np = 0, and e = -— = 2. 



Then, from equation (I) we get :— 



e = 






.-.2 = 



- N. 



/. ]^, = - N 



Or, the tracing arm, B I, and train awn, A B, rotate in opposite 
directions with equal velocities. This is obviously the same as if 
the tracing arm were a radius of the imaginary rolling circle, 
A C I, rolling inside the arc, D I. We 'can thus see that if we put 
a tracing point on B I, it will trace out an ellipse. 

Example III. — An epicyclic train consists of three wheels. A, 
B, 0, taken in order, and in gear with each other. The first 
wheel. A, has 75 teeth, B has 60 teeth, has 45 teeth ; also, the 
driver, A, rotates three times in a minute, and the arm rotates four 



380 



LECTURE X[X. 



times in a minnte, and in the opposite direction. How many 
rotations do B and C make respectively per minute ? 

Answer. — The arrangement is shown diagram matically in the 
above figure. 

(1) To find the motion of B. — Here, using the same notation 
as in the text, we have ; — 

Nd = 3 ; N^ = - 4 ; and Ci = - go = - J- 




Eficyclic Xrain of Wheels. 



From equation (I) we get :- 



•i = 



35 



5 

4 



N„ + 4 



Fl 



3 + 4: ' 



Npi= -^-4= -12i. 



That is, the follower, B, rotates 12f times per minute, and in 
the opposite direction to the driver, A. 

5 

60 "" 45 "" ^ 



(2) To find the motion ofQ. — In this case, eg = ^=^ ^ 



As before, e^ = 



35 



5 
i 



Nk,+ 4 



3 + 4 ' 



N„ = ^ -4 = 7f. 



Whence, turns 7| times per minute, in the same direction 
as A. 

These results may be arrived at otherwise as follows : — Suppose 
the wheels and arm rigidly connected, so as to move as one piece ; 
then, let the arm turn for one minute, so as to receive its four 
negative turns; each of the wheels will then also receive four 
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negative turns. Now, suppose the arm to be fixed, and let the 

wheel, A, receive seven positive turns, so as to cancel the four 

negative turns already given, and leave the nett motion of three 

positive turns, as required by the question. 

75 
The effect on B will be to give it 7 x ^ = 8J negative turns, 

and on C to give it7xr^xj^ = ll§ positive turns; hence, the 

total motion of B in one minute will be - 4 — 8J = 12J negative 
turns, and of C, - 4 + 11§ = 7f positive turns. 

Example IV. — What is an epicyclic train of wheels? Two 
spur wheels, A and B, whose diameters are 2 and 3 respectively, 
are in gear with an an- 
nular wheel, C, whose 
diameter is 8. The. 
wheels A and have a 
common axis, but B is 
carried by an arm centred 
on the axis of A. If 
A make five revolutions 
while C makes one re- 
volution, both in the 
same direction, find the 
angle described by the 
arm during this time. 
(S. & A. Exam., 1888.) 

Answer. — An epicyclic 
train of wheels is one in 
which the axes of the 
wheels are not fixed in 
fipace, but are attached to a rotating frame or bar, in such a 
manner that the whole train of wheels can derive motion from the 
rotation of the bar. 

Using the same letters as before, and calling A the driver and 
O the follower, we have :— Ni> = 5 ; Ni, = l; and e= -f x f = - J. 

Then, from equation (I), e = " ~ ^ 




Epioyclio Train of Wheels. 



-i- 






5 - N/ 
Njt = Ij tuma 

That is, the train arm has made 1^ turns in the same direction 
as A and G. 
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Son and Planet Wheels. — This device was invented by Watt to 
convert the oscillatory motion of the beam in his engines into the 
circular motion of the flywheel. As will be seen from the first 
figure, it consists of a wheel, D, rigidly fixed to the connecting 
rod, D B, and kept in gear with another wheel, C, by the link, 
DEO. The wheel, C, is keyed to the flywheel shaft As the 

beam oscillates up and 
/***-*»^ down, the connecting-rod 

pulls D up one side of C, 
and pushes it down the 
other. It thereby causes 
C to rotate, and with it 
the flywheel and shaft. 
The student will easily 
see that the wheels, I) 
, and 0, form an epicyclic 
train, of which the link, 
DEC, is the train arm. 
We may, therefore, apply 
the formula already 
given for epicyclic trains, 
to find how often the fly- 
wheel revolves for each 
up and down movement 
of the beam. Doing this, 
and assuming D an d C to be 
of the same size, we get: — 

Ni> = Number of revolutions of the driver, D, for each up and 

down movement = 0. 
Np = Number of revolutions of the follower, C, for each up and 

down movement. 
N^ = Number of revolutions of the arm, DEO, for each up and 
down movement = 1. 
e= "1. 

Np - N^ 




JSuy A>D Planet Wheels. 



From equation (I), 
Or. 



e = 



N„ - N/ 



t.c., - 1 



N p^ 1 
- 1 ■ 



N — li 



P 



From this we see, when the wheels are equal, that the flywheel 
goes round twice while the connecting-rod goes once up and down. 
If the wheel D be twice as large as the wheel C, we would find, in 
the same way, that went round three times during this period. 
The following figure shows these sun and planet wheels as applied 
to Watt's double-acting steam engine.* 

* See Lecture IL of the Author's Text-Book on Steam and Steam Engines, 
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Snn and Planet Cycle Gear. — The illustration on next page 
(which has been kindly BnppHed by the makera of this gear, the 
"Elliptic" Cycle Syndicate of Grantham) ahowa a recent inter- 
esting application of the sun and pliinet wheels. Both wheels are- 
elliptic in this case, and, therefore, give a vaiiable velocity-ratio. 
By means of this gear, the pedals, which travel in au elliptical 
path, are caused to move at a uniform speed. The velocity-ratio 



between the cranks and dxiving wheel has a double variation at 
each revolution of the ci-anks, which move more quickly at the 
top and bottom positions. The quicker movement caused by the 
gearing is counteracted by the quick vertical movement of the 
jiedals, due to, and governed by, the position at which the crank- 
pin bearing is attached to the pedal bar. The result is a regular 
and uniform movement of the pedals in an elliptical path; .the 
train value being 2 : 1. 
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It is claimed hj the inventor, that a bicycle having an elliptical 
pedal path, with a uDiform movement, has a great advantage over 
a circular pedal path, as the pressure can be applied continuuiisly, 
whilst in the circular path nearly one-quarter of the travel at top 
and bottom is horizontal, and, therefore, not in an effective 
direction. 

The shape of the planet wheel governs the double variation, and, 
consequently, must always be an ellijae, but the sun wheel may be 
made eccentric, and with half the number of teeth of the elliptical 
wheel, the value of the train then being 3 : 1. 



Eabrisoh's EbUFiic Ctclb Gear. 

Cams. — Cams are usually of the form of discs or cylinders. 
They rotate about an axis, and give a reciprocatiug motion to some 
point in a rod by means of the form of their periphery or surface, 
or by grooves in their surface. 

Ihe cam generally revolves uniformly I'ound its axis, whilst the 
reciprocating motion may be of any nature, depending on the shape 
of the cam, and maybe in a plane inclined at any angle to the axis 
of rotation. In the following examples, uniformity of rotation is 
assumed in the case of the cam, and the motion of the reciprocating 
piece takes place in a plane perpendicular to the axis. 
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Heart Wheel or Heart-shaped Cam. — Suppose that it is required 
to give a uniform reciprocating motion to a bar moving vertically 
"between guides, and in a line passing through, C, the centre of 
motion of the cam plate. 

Let the sliding bar be at its lowest position, as shown, and when 
in its highest position let its extremity be at the point 6. The 
distance thus moved is called the travel and will be passed over 
during one-half revolution of the cam. The required curved outline 
may be obtained in the following manner: — With centre, C, describe 
circles passing through the extreme positions of the end of the rod. 
Divide the travel into, say, six equal parts at the points 1, 2, 3, 
^c. Divide the semi-cir- 
cumference into the same 
number of equal parts by 
radial lines C 1', 2', &c. 
Then with centre, C, draw 
the concentric arcs 1, 1'; 
2, 2'; &c,, intersecting these 
radii in the points .1', 2', 3', 
&c. The dotted line drawn 
through these points will re- 
present the required curve. 

If the end of the sliding 
bar rests on this curve it is 
clear, that for equal angles 
turned through by the cam, 
the bar will move outwards 
through equal distances, 
and consequently, will have 
uniform linear motion im- 
. parted to it. The return 
motion will evidently be 
obtained by the similar and 
equal curve T, 2", 3\ &c., 
on the opposite side of the cam. 

A cam so formed would impart the required motion to a point. 
If the end of the sliding bar be provided with a roller in order to 
diminish the friction, then the shape of the cam must be altered so 
that the centre of the roller shall move over the outline of the 
cam as traced above. To accomplish this we must draw a curve 
inside the original one by describing small arcs with centres on 
the original curve as at 1', 2', 3', &c., and with a radius equal to 
that of the roller, and then by drawing a smooth curve touching 
these arcs, as shown by the heavy line in the figure. 




Heart-shaped Cam. 



25 



3S6 



LECTURE XIX. 



Cam for Intennittent Motion. — Sometimes the motion imparted 
"by a cam is intermittent. For instance, a common form of lever 
punching machine is fitted with a cam which gives the punch 
an upward movement, then a period of rest, and finally a down- 
ward movement during each revolution. As an example of this, 
let us set out a cam to impart vertical motion to a bar, so that 
the latter shall be raised uniformly during the first half revolu- 
tion, remain at rest during the next one-sixth, and descend 
uniformly during the remainder of the revolution. 

As before, suppose the reciprocation to be in a line passing 
through, C, the centre of motion of the cam plate. Then, with 
centre, C, draw circles passing through the extreme positions of 
the end of the bar. Divide the circumference into three parts 
corresponding to the periods of one-half, one-sixth, and one- third 




Cam Giving an Interval of Rest. 



Cam GiVTNfl a Quick RETURir. 



revolution, by drawing radial lines making angles of ISCT, 60*^ 
and 120°.' Since the motion is to be uniform, divide the travel 
into a convenient number of equal pdrts, say twelve; and the 
circumference into the same number of equal parts by radial lines. 
Draw the concentric arcs 2, 2" ; 4, 4" ; &c., and 3, 3' ; 6, 6' ; &c.^ 
as shown. The curves through the points so determined will give 
the required motions. The interval of rest will evidently be given 
by the circular portion from 12" to 12'. The complete outline ia 
represented by the heavy line in the diagram. 

Quick Return Cam. — The student will readily understand from 
the right-hand figure, that if two-thirds of a revolution be 
occupied in raising the motion bar and the remainder in lowering 
the same, the return stroke will be performed in half the time of 
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forward stroke. The curves of this cam are found in the same 
way as in the previous examples. 

Gam with Groove on Face. — ^When the reciprocating har has to 
be pulled as well as pushed by the cam, it is evident that the cams 
already considered would not drive it, but leave it at its extreme 
position. In such a case the periphery of the cam plate is not 
used, but a groove is cut in its face, as shown by the accompany- 
in*' figure. The end of the rod carries a pin which works in this 
groove. The rod, therefore, gets pushed out by the inner face of 




Cam with Gboovs ok Face. 

the slot and pulled in by the outer face. The central dotted curve 
is obtained in precisely the same way as before, and the two full 
curves are drawn parallel to it at a distance on each side of it 
equal to the radius of the pin. 

Cylindrical Grooved Cam.— This differs from the above in that 
its rim is cylindrical and long. A groove is cut around its 
cylindrical surface, but at is not made circular. Parts of it are 
spiral, and so act on a pin like a screw. This gives a motion to 
the bar parallel to the axis about which the cam rotates. 
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Example Y. — ^A vertical bar, moving in guides, is driven by 
a circular cam plate having a centre of motion in the centre line 
of the bar. The distance from the centre of motion to the 
centre of the plate is 2 inches, and the bar exerts a pressure of 
10 lbs. when rising, but falls bj its own weight. Find the work 
done in 100 revolutions of the plate. 

Answer. — Since the distance between the roller, S K, and the 
centre of the plate, C F, remains constant as the plate revolves, 
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Vertical bar. 
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Slipping roller. 
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Circular cam plate 


CP 


Centre of plate. 


CM 


Centre of motion. 
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Circular Cam Plate. 

it is evident that the bar will move as if it were actuated by a 
crank of length equal to the distance between C M and C P, and 
a connecting-rod of length equal to the radius of the plate. Hence 
the stroke of the bar will be 4 inches, or ^ foot — i.e., twice the 
length of the equivalent crank. Neglecting friction, the work 
done in raising the bar by one revolution of the plate, will be : — 

10 X i (ft-lbs). 



/. Work done in 100 revolutions = 100 x 10 x ^ = 333'3 ft.-lbs. 
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Pawl and Ratchet Wheel — A toothed wheel which is ticted 
npoD by a vibrating piece, termed a click or pawl, is called a ratchet 
(MeeJ. Batchet wheels are made in many different forme, and are 
used for a variety of jiurposes. For instance, clocks and watches 
are usually provided with ratchet wheels to allow the spring or 
weight to be wound up, without disturbing the rest of the works, 
and they are used to drive the feeding arrangements of many 
machines. When, as in the latter case, the click or pawl drives 
the ratchet wheel, it is carried on a vibrating arm. In the first 
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Fawi. and Katchet. 

fignre, A B is the vibrating bar which drives the ratchet wheel, by 
means of the click, BC, and teeth, Ce, when moving in the 
direction shown by the arrow. When AB moves back to AB', 
the click slides over the top of the next tooth and drops behind it. 
It is then ready to drive the wheel through the space of another 
tooth when A B again moves forward. While the pawl is moving 
back from B to B', the wheel Is prevented from moving with it 
by another jiaivl or detent, b c. In thb case, the vibrating bar is 
on the same axis as the ratchet wheel; but this is not always 
BO, as will be seen fi-om the next example. The reactions between 
the teeth and the pawl have to keep them in contact with each 
other. The resultant pressure of the teeth oa the pawl must 
therefore be such, that its moment tends to turn the pawl 
towards A, the centre of the ratchet wheel. This condition 
evidently is satisfied if C D, the direction of the resultant pressure 
at C, passes between A and the axis, B, about which the pawl 
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turns. Similarly, the moment of the resultant pressure on iJie 
detent must tend to turn it towards A, but its direction, dc (not 
cd), must lie outside A 5, because this detent ends in a hook. 
Both pawls might have been like B C, which acts by pushing, or 
both hooks, which act by pulling, like b c. The pawls are pressed 
against the ratchet by their own weight, or by springs, according 
to circumstances. "When a ratchet wheel is used only to prevent 
the recoil of the axis on which it is fixed, the vibrating arm is, of 
course, not required, and only the detent is used. 

La Garousse's Double-Acting Pawl. — This is a pawl which 
advances the ratchet wheel at each stroke. As will be seen from 




DoUBLE-ACTING PAWL. 

the diagram, it is composed of two clicks, K M and H L, carried by 
BXi arm, K G H, which vibrates about its centre, G. While the arm 
is turning in the direction of the straight arrow, H L advances the 
ratchet by the space of half a tooth while K M retires another half, 
and, therefore, drops behind the next tooth. During the return of 
K G H, KM drives the ratchet while H L moves back. It will 
thus be seen that no detent is required, and that the motion of the 
ratchet is nearly continuous. The pawls may be hooks, when, of 
course, the teeth will be modified to suit. The positions of the 
clicks and arm may be found in the following manner: — Draw any 
convenient radius, AL, of the pitch circle, BB, and ftom it set out 
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the angle, LAD, equal to the desired mean obliquity of the clicks, 
iDraw L D perpendicular to A D, and describe the circle C C with 
radius AD; the directions of the clicks at mid-stroke will be 
tangents to this circle. Make angle DAE equal to an odd 
number of times half the pitch angle of the teeth, and draw E M, 
the tangent, at E. Let this intersect the tangent L D at F, and 
the pitch circle in M. Draw F G, bisecting angle M F L, and take 
O, any convenient point in it, for the centre of the rocking shaft. 
Lastly, make GH and GK perpendicular to HL and KM 
respectively. Then, K G H is the position of the vibrating arm, 
and HL and KM the lengths of the two clicks, and their positions 
sA, mid- stroke. The effective stroke of the clicks is half the pitch of 
the teeth, and the total stroke as much greater as may be necessary 
to ensure their clearing the teeth. 

Reversible Pawl. — The next figure shows a form of click used 
in the feed motion of shaping and other machines. The ratchet 
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Reversible Click. 

wheel is here an ordinary toothed wheel, and the click, B C, is so 
shaped as to be able to drive it either way. When the click is in 
the position shown in full lines, it drives the ratchet wheel in 
the direction of the arrow. When the wheel is required to lotate 
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the other way, the click is lifted over to the dotted position; and, 
if it be desired to atop the feed motion without stopping the 
machine, the click is put in an upright position. A portion of 
the piA at B, which turns with the click, h triangular in section. 
A spring presses on this part and so keeps the click iu any one 
of its three positions. The ratchet wheel ia keyed to A, the axia 
of the screw which moves the slide carrying tha cutter, and the 
A'iction between this screw and its nut is sufficient, without any 
detent, to prevent the ratchet from moving hack. The vibrating 
arm, A B, which carriea the click is driven by a small eccentric 
or crank. The pawl may, of course, be made to move the rachet 
more than one tooth at a time by adjusting the angle through 
which AB Tibrat«s. 

Masked Ratchet. — In numbering machines it is often necessaiy 
to print the same number twice, as in cheques and their counter- 
foils. The i-atchet which shifts the type wheels must, tlierefore, be 
moved at every alternate back-stroke of the printing machine. 
This may he accomplished by putting a second ratchet, running 
free on the shaft, alongside the driving one and making the pawl 
broad enough to move both. The second ratchet has the same 
number of teeth as the other, but its teeth are made alternately 
deep and shallow. It is also a little larger than the driving 
ratchet, so that the pawl passes over the top of the teeth of the 
latter, without moving it, when in a shallow tooth. Next stroke 
the pawl drops into a deep tooth. This allows it to catch the 
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G W for Grooved wheel. 
EC ,, Eccentrio cam. 

L ,, Lever. 
ED „ Eccentric detent. 
ER „ Eccentric rod. 



Worssam's Silbht Feed. 



teeth of the main ratchet and bo shift the type wheel. This 
arrangement is called a maiked rateliet. . 

Silent Feed. — A ratchet wheel is always more or less noisy in 



SILENT F£ED. 



action, and the wear canned by the audden drop of the pawl is 
considerable. To avoid this, a friction catcii is Bometimes sub- 
Btituted for the pawl and a grooved wheel for the toothed one.. 



The pawl and ratchet then becomes a silent /eed. The action 
of this arrangement will be easily understood by a reference to 
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the figure.* E is an eccentric cam which is tapered at its 
edge to fit the groove in the grooved wheel, G W. It can turn 
on a pin carried by the lever, L. When E C moves as shown by 
the arrow, the friction causes it to turn about its axis, and, since 
the axis is not concentric with the circular part of its rim, it 
gets wedged in the groove. Hence, for the rest of the stroke, the 
lever carries G W round with it. At the beginning of the return 
stroke, E C turns in the opposite direction, and so gets released 
from the groove. A detent, E D, precisely similar to E C, but 
carried on a fixed arm, prevents the wheel from moving back- 
wards. The lever, L L, is worked by an eccentric, and the length 
of its stroke may be adjusted by altering the position of the end of 
the eccentric rod, E E., in the slot. The second illustration shows 
a sawing machine, with this feed motion at the right-hand side. 

Coonting Wheels.— In counting machines, the wheel carrying 
the figures for the tens must turn through one-tenth of a revolution 
while the units wheel shifts from 9 to 0, and it must remain at 
rest at other times. The same is true of the wheels for the 
hundreds and tens, and so on. The most obvious way to do this 
is to put ten teeth on the follower on the tens shaft, and only one 
on the driver on the units shaft. Every time the units wheel 
passes a certain point it will, therefore, shift the tens wheel by 
one tooth. The teeth on the follower are usually pins, and a 
roller is pressed between them by a spring. This roller serves to 
bring the wheel to its exact position, and to lock it there. 

Another device is shown in the accompanying figure, which 
avoids the shock that always takes place in the first arrange- 
ment. Here, A is the shaft whose revolutions require to oe 
counted, and B the centre of the counting wheel. The wheel fixed 
to the shaft, A, carries a pin, C, which moves the counting wheel 
by gearing with the sides of the slots. While the pin is in a slot, 
the horns, G, K, &c., pass through the part, MGHL, of the 
driving wheel, which is cut for the i)urpose. After the pin has 
left the slot, the curved part, GHK, bears on the convex arc, 
H K M, and so locks the counting wheel in the position shown in 
the figure. The figure shows only five slots, but thei'e may be ten, 
or any other required number. When used for counting, there 
would, of course, be ten. 

The following construction may be used for finding the propor- 
tions of the various parts : — Join A B, and set out angles B A, 

A B D, &c., each equal to —^ — , or , where n is the number of 

^ 2n n 

* We have to thank Messrs John M*Dowal & Sons, of Johnstone, the 
makers of this machine, for these two figures. 
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dots required. Draw AC and AD perpendicular to B C and BD 
respectively, and complete the regular polygon, of which A and 
A D are the halves of two adjacent sides. In the figure, this is a 




Counting Wheel. 

regtilar pentagon. Then each alternate line radiating from B, such 
as B C or B D, is the centre line of a slot, and the others, as B A, 
the centre lines of the circular arcs, GHK, <&c With centie 
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A and rft<Iias AC, deBcribe the circle CED, to represent the 
path of the centre of the pin, and another 011*016, with B as centre, 
to touch it. Then, at the points where this hitter circle cuts the 
centre lines of the slots, make semicircles of the same radius as 
the pin, C The aides of the slota may then he drawn parallel to 
their respective centre lines to touch these semicircles. The arcs, 
OHK, are drawn with radius equal to A H, and their centres at 
the angles of the polygon, so as to be concenti-ic with HEM 
when in gear with it. The arc, M L H, has its centre in A C, 
and its radius equal to B G or B K. 

Geneva Stop. — This is a modification of the above, used to 
prevent watches being overwound, and such like purposes. This 
is effected by filling up one of the slots, as shown by the dotted 
circle at N. The pin on A is arrested when N reaches C or D. 
The same thing would result from filling up one of the hollows 
like GHK. It is obvious that the shaft. A, can make one 
complete turn for every slot, except the stopping one, and a 
complet« turn all but the angle, G A K, for that one. 

Coonting Machines. — The accompanying illustration shows a very 
good form of counting-machine (with three of its dials removed) 
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which works on a modification of the first of the above-mentioned 
methods.* The driving mechanism consists essentially of a short 
lever, L, which can oscillate about the pin, P, and which drives 
the ratchet wheel, R W, by two projections on its end. Below 
this lever, L, there ia a circular plate from wliich a pin projects 
into the hole in L, This pin, not being concentric with the 
circular plate, will cause L to oscillate when the plate rotates. 
The rod, Z, is attached to the back of this plate when the instru- 
ment is used to count jevolutions, and the lever, H, to its edge, as 
shown in the figure, when used to count oscillations. The ratchet 
wheel spindle carries the first or units dial, and also a disc, D, 
having a pin projecting downwards from its lower edge. The 
next spindle, to which the tens dial is attached, has a toothed 
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wheel, TW, with twenty teeth. These teeth are alternatelj- 
broad and narrow, and the wheel is locked hy the disc, D, gearing 
between two consecutive broad teeth. At the proper time, the 
pin on D conies into gear with a narrow tooth, and, at the same 
time, a notch on the edge of the disc allows one broad tooth to 
pass round. The tens spindle, therefore, makes one-tenth of a 
revolution. The same arrangement is adopted for the other dials. 
The case of the instrument has windows which allow only one 
figure on each dial to be seen at a time. In order that the dials 
may be easily set to zero, their spindles are each mounted on 
separate levers, which are locked in their places by the bent lever 
to which V ia attached. Pulling "V" to the left frees these levers, 
and permits them to be so turned as to put the toothed wheels 
out of gear with their respective discs, when the dials may be 

Another counter by the same makers is shown in the second 



Hardino Counter. 

fignre. In this instrument the dials are cylindrical and all run 
loose on one shaft. To the right-hand side of each (except the 
first) is fixed a nnmber of pins, and to the left (except on the last) 
two only. Above the dials, between each pair, a set of little 
toothed wheela ia mounted loosely on a secondary spindle. These 
toothed wheels gear with the pins on the dials, and every alternate 
tooth is also broad enough to gear with the side of. the right-hand 
dial, which locks them in the same way as the disc in the " Uni- 
versal " counter. The two pins on the left of a dial come into 
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gear at the proper time, and a slot on the side of the dial allows 
the little pinion to turn two teeth. This is just sufficient to 
cause the next dial to turn through one-tenth of a revolution. 
The same thing is true of each of the other dials. This instrument 
is driven in a similar way to the previous one. 

Watt's Parallel Motion.— Referring to the illustration of Watt's 
double-acting engine, previously given in this Lecture, the student 
will notice that the beam and piston-rod are connected by a set of 
links. This system of links has been called Wattes Parallel Motion. 
The first part— viz., that for guiding a point in a straight line — is 
usually termed a " parallel motion," although this term properly 
belongs to the portion which makes certain other points travel in 
paths parallel to that of this guided point. The next figure will 
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Watt's Approximate Straight-Like 

Motion. 



Construction for Lengths 
of Links. 



serve to show the principle on which an approximate rectilinear 
motion is obtained. Part of the beam of the engine is shown in 
three different positions, C Tj, Tg, and C Tg. The point, T, in 
it is connected by the link, T ^, to the end of a lever or radius rod, 
c ty pivotted at c. In their mid positions, C Tg, c t^, these two 
levers are usually parallel to each other, and perpendicular to the 
line Pj Pg P3. The point, T, describes an arc of a circle round C, 
and t round c. As these arcs curve in opposite directions, we 
should expect some intermediate point on the link, T ty to curve in 
neither direction, but to describe an approximate straight line. 



PARALLEL MOTION. 
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Tt CT 



The actual 



This point, P, may be found by making ^p-T^ 

path of P is like the figure 8, and the parts which cross are very 
nearly exact straight lines for a short distance on either side of 
the crossing. 

Prof. Rankin e gives the following construction for the lengths 
of the links in his Machinery and Millwork : — Let A be the centre 
of the beam, G D the centre line of the piston-rod's motion, and !B 
the mid position of its end. Draw A D perpendicular to G D. 
Make D E equal to one-fourth of the stroke, and join A E. Draw 
E F perpendicular to A E, and meeting A D in F. A F is the 
length of the beam. If G be the point where the radius rod cuts 
G D, draw G K at right angles to G D, and make D H equal to- 
G B. Join A to H, and F to B, and produce A H and F B to 
meet G K in K and L. Then, F L is the connecting link, K L is^ 
the radius rod, and B is the point on the link, F L, to which the 
piston-rod must be attached. 

Parallel Motion. — ^We will now consider the parallel motion 
proper. In the accompanying figure A B T ^ is a parallelogram, 
and c is a point in A^ produced. In the meantime we will 




Parallel Motion. 



Parallel Motion for Richard's 
Indicator. 



leave the links C T and B D out of account and consider the 
parallelogram only. Join B c and we have two similar triangles, 
B A c and "2 tc. 



P< 



tc 






BA " Ac' 



.•.P< = BA 



tc 
Ac 



= a constant. 



That is, in every position of the parallelogram the point, P, 
remains in one fixed position in the link, T U Moreover, the ratio 
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Be 

;g— is constant, and, therefore, whatever path P traces out, B will 
x c 

trace out a similar one. This is the principle of the pantography 
which is used for enlarging or reducing drawings. Now, we have 
just seen how we may make P move in an approximate straight 
Hne by the link, C T. B will;' therefore, also move in an approxi- 
mate straight line. We might have guided B instead of P with 
a radius rod, but this would have necessitated longer and heavier 
links and would have occupied more space. 

In applying this motion to his engine, Watt made Ktc the beam, 
find attached the piston-rod to B and the air pump-rod to P. The 
lengths A c, ^ c were, therefore, proportional to the strokes of the 
piston and pump bucket respectively. Sometimes a third link 
was added so as to get a second parallelogram and a second point 
moving parallel to P, and this was used to drive the feed-pump. 

The right-hand figure shows the parallel motion of Richard's 
steam engine indicator.*^ The student will at once see that it is 
A modification of Watt's parallel motion. In this case the piston- 
rod, P R, is attached by the link, E F, to the bar, C D, between 
D and the centre, C. The motion of p, to which the pencil is 
attached, is, therefore, a magnified copy of the piston's motion.* 

* See Lecture XVI. of the aathor*s Elementary Manual of Steam and the 
Steam Engine for a description of this indicator. 
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Lectcrb XIX. — Questions. 

1. Describe Hooke's joint for connectins: two axes whose directions meet 
im a point. Investigate a method of setting out in a diagram the angles 
described by the axes in the same given time. (Hons. S. and A. Exam., 
1895.) 

2. Sketch and describe the double Hot>ke's joint, and explain why it is 
used in certain cases in preference to the single joint. 

3. The rods of a double-barrelled pump are attached to a double-cranked, 
shaft, at the end of which is a wheel with .30 teeth. The wheel gears with 
a pinion of 8 teeth driven by a winch handle. Find the number of single 
strokes performed by each pump rod while the winch handle makes 15 
revolutions, and sketch the arrangement. A)i8. 8. 

4. In printing machines the table is sometimes made to reciprocate by 
running a pinioQ between two racks, whereof one is fixed and the other is 
attached to the table. The pinion may be actuated by a crank and con- 
necting-rod, but in that case the reciprocation of the table is not uniform, 
how may a uniform reciprocation be obtained? (Hons. S. and A. Exam., 
1893.) 

5. What is an epicyclic train, and where are such trains chiefly employed ? 
Investigate a formula for ascertaining the relative velocities of the first and 
last wheels of such a train. In an epicyclic train, where the first wheel 
has 20 teeth and is fixed, the second and third wheels are on one axis and 
have 30 and 40 teeth respectively, and the last wheel has 50 teeth, find the 
number of rotations of the last wheel for 30 rotations of the arm. In which 
direction does the last wheel rotate relatively to the arm? (S. and A« 
Exam., 1893.) ^n9. 14 ; in the same direction. 

6. In a rope-making machine, the reels containing the strands are carried 
round in a circular path, but no twisting or untwistmg of the strands occurs 
during the operation. Sketch and describe the epicyclic train, or other 
device, by which you would accomplish this. If a little extra twist be 
required to be put on the strands, how may this be done ? Explain your 
answer fully. (S. and A. Exam., 1891.) 

7. Prove the formula which gives the velocity of rotation of the last 
wheel of an epicyclic train in terms of the velocities of the first wheel and 
the arm, and arrange an epicyclic train in which the last wheel and the 
arm shall rotate with equal velocities in opposite directions. (S. and A. 
Exam., 1889.) 

8. A train of three spur wheels is carried by a revolving arm, the first is 
a dead wheel of 60 teeth, the second has 30 teeth, and the third has 45 
teeth. Prove the formula for determining the number of revolutions of tho 
second and third wheels for each revolution of the arm, and ascertain the 
actual numbers in this example. (S. and A. Exam., 1890.) Atis, 3; -^. 

9. Investigate the kinematic properties of an epicyclic train formed by a 
combination of three equal bevel wheels in gear. Describe, with sketches, 
the manner in which this combination has been applied in Houldsworth's 
differential motion. Mention other useful applications of the combination, 
pointing out the special results obtained. (Hons. S. and A. Exam., 1895.) 

10. An epicyclic train supported on a frame consists of (1) a spur wheel, 
A, having 40 teeth ; (2) a disc, B, having the same axis as A, and carrying 
at equal intervals three pinions of 16 teeth, each of which sears with A ; 
(3) an annular wheel, C, of 72 teeth coaxial with A and B, and gearing with 
the three pinions. If A be made a dead wheel and C be the driver, find the 
velocity ratio of B to C, both as regards magnitude and direction, proving 

26 
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any formula which you employ. If B be locked to the frame, and A be the 
driver, find the same as regards C an4 A. How would you alter the gear- 
ing on B, so that C and A may rotate in the same direction while the disc 
B remains locked to the frame ? How may the driving gear of a bicycle be 
arranged so that the vehicle may travel more slowly up-hill, while the pedal 
axis runs at the same rate as on level ground? (Hons. S. and A. Exam., 
1894.) Ans. A; - |-. 

11. Explain the manner in which Watt used the so-called Sun and Planet 
Wheels as a substitute for a crank and connecting-rod, and account for the 
result which he obtained. (S. and A. Exam., 1892.) 

12. What are elliptical wheels, and for what purpose are they used? 
What peculiar property of the ellipse has to be taken into account in de- 
signing them, and how are they arranged in practice? Give a sketch. 
(Adv. S. and A. Exam., 1892.) How are these wheels applied to the 
driving of cycles ? 

13. Sketch a cam for giving a bar a uniform reciprocating motion, and 
explain how you find the form of its periphery. 

14. Set out a form of cam which, when acting on a bar by uniform 
rotation, will cause the backward and forward motion of the bar to have 
an interval of rest between each. Describe some other method of obtaining 
an intermittent motion of this kind. (Adv. S. & A. Exam., 1888.) 

15. Describe, by the aid of the necessary sketches, how the circular 
motion of the driving pulley is converted into the reciprocating motion of 
the punch in an ordinary machine for punching holes in metal plates. 
Calculate the approximate maximum pressure in pounds at the end of a 
punch in cutting a hole 1 inch in diameter through a steel plate f inch 
thick, the resistance of the plate to shearing being taken a.s 50,000 lbs. per 
square inch of section. (Adv. S. & A. Exam., 1894). Ans. 98,175 lbs. 

16. Sketch and describe what form of cam you would use when it is 
required to drive the bar both ways, (1) at right angles to the axis of the 
cam, and (2) parallel to it. 

17. Sketch a pawl and ratchet wheel as used for preventing the recoil of 
the gear. 

18. Sketch and describe some form of pawl which will drive a ratchet 
wheel during both the forward and backward strokes. 

19. Sketch a ratchet feed motion, such as is suitable for a planing 
machine, and explain the manner in which the amount of feed is regulated. 
(S. & A. Adv. Exam., 1892.) 

20. It is sometimes useful to advance a ratchet wheel at every alternate 
forward stroke of the driver, instead of at every stroke, as is commonly 
the case; describe and sketch a mechanical contrivance which will give 
such a movement. 

21. Describe, with the necessary sketches, some form of silent feed 
arrangement commonly used instead of a ratchet wheel, for advancing the 
timber in sawing machines. Explain the principle of the friction grip upon - 
which such a contrivance depends. Within what limit as to deviation of 
the line of pressure from the common normal is a friction grip possible, and 
why? (Adv. S. & A. Exam., 1893.) 

22. Sketch and describe a vertical sawmill, showing how the silent feed 
is applied. 

23. Sketch and describe an arrangement for counting the number of 
strokes or revolutions of an engine. 

24. Explain the principle of Wattes approximate straight line motion, 
commonly called a parallel motion. By what combination of linkwork is 
an exact straight line motion obtained ? Prove the geometrical proposition 
xipon ^hich the result depends. (S. & A. Hons. Exam., 1893.) 
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— Principle of, . . 49 
,, applied to 

machines, 51,197 
„ applied to 

steam engine, 200 
— Rate of doing, . . 24 
— Units of, . , . 4 
—Useful and lost, . 26, 50 
Working strength of ropes, . 363 
,, tension in belts, 323, 362 
Worm and wormwheel, • . 190 
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